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Constructional elements
Adapters with joints

Joint (NS) Total length (mm) Tube O-Ø (mm) Pk Cat. No.
Sockets
10/19 130 13 1 201-4103
12/21 130 15 1 201-4104
14/23 130 17 1 201-4105
19/26 130 22 1 201-4106
24/29 130 28 1 201-4107
29/32 130 33 1 201-4108
45/40 145 50 1 201-4110
60/46 165 65 1 271-4111
Cones
10/19 115 8 1 201-4133
12/21 130 11 1 201-4134
14/23 130 13 1 201-4135
19/26 130 17 1 201-4136
24/29 130 22 1 201-4137
29/32 130 26 1 201-4138
45/40 145 40 1 201-4140

Standard conical ground joints
Lenz

DURAN®, borosilicate glass, clear

Socket and cone joints with fused edges. Very good chemical resistance. High temperature resistance. 
Minimal thermal expansion giving high resistance to temperature changes.

Leakproof 
Minimal requirement for joint lubrication 
Joints cannot be misaligned

DIN 12242 Form E (Socket joints)

DIN 12242 Form B (Cone joints)

ISO 383

Total length (mm) Ball Socket Pk Cat. No.
Socket members
100 - S 13/5 1 201-4212
120 - S 19 1 201-4213
120 - S 29 1 201-4214
120 - S 35 1 201-4215
120 - S 41 1 201-0127
Ball members
120 S 13/5 - 1 201-4222
120 S 19 - 1 201-4223
120 S 29 - 1 201-4224
120 S 35 - 1 201-0128
120 S 41 - 1 201-0129

Spherical ground joints
Lenz

DURAN®, borosilicate glass, clear

Spherical cup and ball joint with inch markings. Fused edges. Very good chemical resistance. High 
temperature resistance. Minimal thermal expansion giving relatively high resistance to temperature 
changes.

Excellent sealing properties
Minimal requirement for joint lubrication
Ideal for use as flexible connectors

DIN 12244 (201-4215 and 201-0128 in addition to DIN), ISO 641
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Constructional elements
Adapters with joints

Cone size (NS) Socket size (NS) Pk Cat. No.
Reduction adapters
14/23 12/21 1 201-2117
19/26 14/23 1 201-2115
24/29 14/23 1 201-0094
29/32 14/23 1 201-2108
24/29 19/26 1 201-2114
29/32 19/26 1 201-2105
34/35 19/26 1 201-2149
29/32 24/29 1 201-2110
34/35 24/29 1 201-2150
45/40 24/29 1 201-2151
34/35 29/32 1 201-2113
45/40 29/32 1 201-2112
60/46 29/32 1 201-0629
71/51 29/32 1 201-2152
60/46 45/40 1 201-2153
71/51 45/40 1 201-0631
Expansion adapters
12/21 14/23 1 201-2148
14/23 19/26 1 201-1100
14/23 24/29 1 201-2103
19/26 24/29 1 201-2102
14/23 29/32 1 201-2104
19/26 29/32 1 201-1104
24/29 29/32 1 271-2107
19/26 34/35 1 201-0095
24/29 34/35 1 201-0096
29/32 34/35 1 201-2118
29/32 45/40 1 201-1105
34/35 45/40 1 201-0630
29/32 60/46 1 201-0632
45/40 60/46 1 201-0633
29/32 71/51 1 201-0634
45/40 71/51 1 201-2154

Adapters, reduction or expansion, for conical ground joints
Lenz

DURAN®, borosilicate glass

Reduction adapter from large cone to small socket or expansion adapter from small cone to large socket. 
Very good chemical resistance. High temperature resistance. Minimal thermal expansion giving relatively 
high resistance to temperature changes.

Outstanding leak tightness
Minimal requirement for joint lubrication
Joints cannot be misaligned

DIN 12257
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Constructional elements
Adapters with joints

Cone size (NS) Socket size (NS) Pk Cat. No.
14/23 10/19 2 201-0639
19/26 14/23 2 201-2357
24/29 14/23 2 201-0255
29/32 14/23 2 201-8344
24/29 19/26 2 201-0111
29/32 19/26 2 201-8346
34/35 19/26 2 201-0112
29/32 24/29 2 201-8349
34/35 24/29 2 201-2375
40/38 24/29 1 201-0131
45/40 24/29 1 201-0132
50/42 24/29 1 201-0640
55/44 24/29 1 201-0147
34/35 29/32 2 201-0150
45/40 29/32 1 201-0641
40/38 34/35 1 201-0642
45/40 34/35 1 201-0643
50/42 34/35 1 201-0644

Adapters, reduction, for standard ground joints
Quickfit®, borosilicate glass, clear

Reduction adapter from large cone at the base to small socket on the top.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

Cone size (NS) Socket size (NS) Pk Cat. No.
10/19 14/23 2 201-0704
14/23 19/26 2 201-0229
14/23 24/29 2 201-0230
19/26 24/29 2 201-0235
14/23 29/32 2 201-0236
19/26 29/32 2 201-0237
24/29 29/32 2 201-0238
19/26 34/35 2 201-0705
24/29 34/35 2 201-0706
29/32 34/35 2 201-0707
29/32 40/38 1 201-8767
29/32 45/40 1 201-0708
34/35 50/42 1 201-0709

Adapters, expansion, for standard ground joints
PYREX®, borosilicate glass, Quickfit® joints, clear

Expansion adapter from large socket on the top to small cone at the base.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes
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Constructional elements
Adapters with joints

Cone size (NS) Connector Pk Cat. No.
14/23 Straight 1 201-2141
14/23 Right angled 1 201-2146
19/26 Right angled 1 201-0349
24/29 Straight 1 201-0348
24/29 Right angled 1 201-2109
29/32 Straight 1 201-2142
29/32 Right angled 1 201-2147

DURAN®, borosilicate glass

Adapter with standard ground joint cone and straight or right angled tube connector. The connector has an external diameter of 8 mm.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

Adapters with tube connector
Lenz

Cone size (NS) Pk Cat. No.
Straight Tubing Adapter
19/26 1 201-0894
24/29 1 201-3013
29/32 1 201-3014
Right Angle Tubing Adapter
14/23 1 201-0567
19/26 1 201-0595
24/29 1 201-0568
29/32 1 201-0596
34/35 1 201-0645

Pyrex® borosilicate glass

With straight or right angled connection for the attachment of rubber tubings etc. Detachable plastic screw thread connectors allow flexible tubing to be fitted 
easily and safely.

Very good chemical resistance, high temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes
Screw thread connector accepts rubber hose with a bore of 9 mm

Adapters with tube connector, straight or angled
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Constructional elements
Adapters with joints

Cone size (NS) Socket size (NS) Pk Cat. No.
14/23 14/23 1 201-0646
24/29 14/23 1 201-0647
19/26 19/26 1 201-0648
24/29 19/26 1 201-0649
24/29 24/29 1 201-0659
29/32 29/32 1 201-8162

Adapters, socket/cone/tubing
PYREX®, borosilicate glass, Quickfit® joints, clear

With side arm for the attachment of rubber tubing etc. Detachable plastic screw thread connector allows 
flexible tubing to be fitted easily and safely.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

Cone size (NS) Connector Pk Cat. No.
14/23 Straight 1 201-2131
14/23 Right angled 1 201-2136
19/26 Straight 1 201-2134
19/26 Right angled 1 201-2135
24/29 Straight 1 201-1172
24/29 Right angled 1 201-2106
29/32 Straight 1 201-2132
29/32 Right angled 1 201-2137

Adapters with stopcock and connector
Lenz

DURAN®, borosilicate glass

With standard ground cone, standard ground stopcock with solid glass key and a straight or right angled 
tubing connector. The tubing connector has an external diameter of 8 mm.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

Cone size (NS) Hole Ø (mm) Pk Cat. No.
14/23 3 1 201-0263
19/26 3 1 201-8596
24/29 3 1 201-8599

Adapters, cone with stopcock
PYREX®, borosilicate glass, Quickfit® joints, clear

General purpose (GP) Rotaflo® PTFE stopcock providing fine flow control and positive closure. Detachable 
plastic screw thread connectors allow rubber hose etc. to be fitted easily and safely.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes
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Constructional elements
Adapters with joints

Thread Total length (mm) Tube O-Ø (mm) Pk Cat. No.
GL 14 100 12 1 201-1601
GL 18 100 16 1 201-1602
GL 25 100 22 1 201-1606
GL 32 140 28 1 201-1607
GL 45 180 40 1 201-1608

Attachable screw thread tubes
Lenz

DURAN®, borosilicate glass

DIN screw thread GL.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

Cone size (NS) Thread Pk Cat. No.
14/23 GL 14 1 201-1640
19/26 GL 14 1 275-1122
29/32 GL 14 1 201-1641
14/23 GL 18 1 201-1642
19/26 GL 18 1 201-1643
24/29 GL 18 1 201-1644
29/32 GL 18 1 201-1645
29/32 GL 25 1 201-1646
29/32 GL 32 1 201-1647

Adapters with screw thread and standard gound joint cone
Lenz

DURAN®, borosilicate glass

Threaded adapter with DIN thread and standard ground joint cone.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

DIN 12257

Cone size (NS) Thread (mm) Hole Ø (mm) Pk Cat. No.
14/23 13 6,0 - 7,0 2 201-0219
14/23 18 7,0 - 8,5 2 201-0696
19/26 13 6,0 - 7,0 2 201-0220
19/26 18 7,0 - 8,5 2 201-0225
19/26 24 10,5 - 11,5 2 201-0226
24/29 13 6,0 - 7,0 2 201-0697
24/29 18 7,0 - 8,5 2 201-0252
24/29 24 10,5 - 11,5 2 201-0227
29/32 13 6,0 - 7,0 2 201-0698
29/32 18 7,0 - 8,5 2 201-0228
29/32 24 10,5 - 11,5 2 201-0699
29/32 28 18,0 - 19,0 1 201-0702
34/35 28 18,0 - 19,0 1 201-0703

Adapters, cone/screw thread
Pyrex® borosilicate glass

Screw thread joint complete with plastic cap, silicone rubber ring and PTFE washer. Ideal for securing 
thermometers, gas inlet tubes etc.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes
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Constructional elements
Adapters with joints

Hole Ø (mm) Thread Pk Cat. No.
Silicone rubber ring
6,0 - 7,0 13 10 201-0572
7,0 - 8,5 18 10 201-0689
10,5 - 11,5 24 10 201-0690
6,0 - 7,0 24 10 201-0691
8,5 - 9,5 24 10 201-0692
10,5 - 11,5 28 10 201-0693
18,0 - 19,0 28 10 201-0694
6,0 - 7,0 28 10 201-0695

Accessories for screw thread joints
For use with Quickfit® glass screw thread

Cone size (NS) Thread Tube O-Ø (mm) Pk Cat. No.
19/26 GL 18 6 1 201-0275
29/32 GL 25 6 1 201-0268
29/32 GL 25 8 1 201-0269
29/32 GL 25 12 1 201-0270

Adapter with screw fitting made from PPS, cone joint body made from PTFE

For the insertion of probes, tubes and hoses into vessels with standard ground joints. To prevent contact with agitator shafts etc. Sensors, tubes or hoses are 
initially guided through the threaded connection. The adapter is then inserted in the joint and the inserted element (tube or probe) is secured in the required 
position.

Very good chemical resistance
Temperature resistant from -50 to +250 °C
Suitable for vacuum applications

Adapter with ground joint and swivelling fittings with GL thread
BOLA

Hole Ø (mm) Thread Pk Cat. No.
9,5 GL 14 1 201-1921
11,0 GL 18 1 201-1922
15,0 GL 25 1 201-1923
20,0 GL 32 1 201-1924
34,0 GL 45 1 201-1925

Plastic screw caps with aperture
DURAN Group

PBT, red without seals

With central hole.

For DIN GL threads 
Heat resistant up to +180 °C 
Autoclavable
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Constructional elements
Adapters with joints

Hole Ø (mm) Thread Ø ext. (mm) Pk Cat. No.
6 GL 14 12 1 201-1931
6 GL 18 16 1 201-1932
8 GL 18 16 1 201-1933
10 GL 18 16 1 201-1934
8 GL 25 22 1 201-1935
10 GL 25 22 1 201-1936
12 GL 25 22 1 201-1937
10 GL 32 29 1 201-1938
12 GL 32 29 1 201-1939
14 GL 32 29 1 201-1940
16 GL 32 29 1 201-1941
18 GL 32 29 1 201-1942
26 GL 45 42 1 201-1943
32 GL 45 42 1 201-1944

Seals for threaded connection caps
BOLA

Silicone with PTFE washers

For threaded connection caps with hole and GL thread.

Temperature resistant from −200 to +250 °C 
Very good chemical resistance 
Easy handling

For Pk Cat. No.
Screw caps GL 14, straight 1 201-2101
Screw caps GL 18, straight 1 201-1193
Screw caps GL 14, angled 10 201-2111

PP with silicone seals

Suitable for threaded connection caps with GL 14 and GL 18 threads
Robust
Replacement seals available to order separately

Tube connectors for threaded connection caps
DURAN Group
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Constructional elements
Adapters with joints

Thread Tube O-Ø (mm) Pk Cat. No.
Connectors, complete
GL 14 (1/16”) 1,6 1 229-0088
GL 14 (1/8”) 3,2 1 229-0089
GL 14 4,0 1 229-0090
GL 14 6,0 1 229-0091
GL 14 (1/4”) 6,35 1 229-0092
GL 14 8,0 1 229-0093
GL 18 (1/16”) 1,6 1 229-0108
GL 18 (1/8”) 3,2 1 229-0094
GL 18 4,0 1 229-0095
GL 18 6,0 1 229-0096
GL 18 (1/4”) 6,35 1 229-0097
GL 18 8,0 1 229-0098
GL 18 10,0 1 229-0099
GL 25 (1/4”) 6,35 1 229-0100
GL 25 8,0 1 229-0101
GL 25 (3/8”) 9,52 1 229-0102
GL 25 10,0 1 229-0103
GL 25 12,0 1 229-0109
GL 25 (1/2”) 12,7 1 229-0104
GL 25 14,0 1 229-0105

HT (high temperature) laboratory connectors with GL thread
BOLA

Screw cap and clamping ring made from PPS, sealing ring and tapered ring (ferrule) made from PTFE

To connect apparatus and fittings with GL threads and hard-walled hoses or tubes made from glass, plastic 
or metal. To lock probes, thermometers, immersion tubes or cable feeds inserted in reaction vessels. 
Additional o-ring on screw connections for hose external diameters of less than 3 mm (not exposed to nor 
in contact with the fluid medium).

Good chemical resistance
Temperature resistant from –50 to +250 °C
Pressure resistant up to a maximum of 10 bar, vacuum suitable
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Constructional elements
Flasks with joints

Socket size (NS) Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
14/23 10 65 33 2 201-1351
14/23 25 85 41 2 201-1352
14/23 50 90 51 2 201-1353
14/23 100 105 64 2 201-1355
29/32 50 90 51 2 201-1354
29/32 100 105 64 2 201-1356
29/32 250 140 85 2 201-1357
29/32 500 163 105 2 201-1358
29/32 1000 200 131 1 201-1359

Flasks, round bottom with standard ground joint
Borosilicate glass, grade 3.3, clear

The inexpensive alternative for a wide range of laboratory applications. With matt labelling area. Imprinted 
catalogue number for convenient reordering.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes

DIN 12348

Flask support ring shown is not included
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Constructional elements
Flasks with joints

Socket size (NS) Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
14/23 5 55 30 1 201-1195
14/23 10 65 33 1 201-1301
14/23 25 85 41 1 201-1302
19/26 25 85 41 1 201-1310
14/23 50 90 51 1 201-1303
19/26 50 90 51 1 201-0097
24/29 50 90 51 1 271-1306
29/32 50 90 51 1 201-1323
14/23 100 105 64 1 201-1304
19/26 100 105 64 1 201-0098
24/29 100 105 64 1 271-1307
29/32 100 105 64 1 201-1324
14/23 250 145 85 1 201-1305
19/26 250 145 85 1 201-0099
24/29 250 145 85 1 271-1305
29/32 250 145 85 1 201-1325
45/40 250 145 85 1 201-1345
19/26 500 175 105 1 201-0100
24/29 500 175 105 1 271-1308
29/32 500 175 105 1 201-1329
45/40 500 175 105 1 201-1346
24/29 1000 210 131 1 271-1309
29/32 1000 210 131 1 201-1327
34/35 1000 210 131 1 201-0103
45/40 1000 210 131 1 201-1347
24/29 2000 260 166 1 271-1310
29/32 2000 260 166 1 201-1328
45/40 2000 260 166 1 271-1348
29/32 3000 295 185 1 201-1332
29/32 4000 315 315 1 201-1331
45/40 4000 315 315 1 201-1349
29/32 5000 305 223 1 201-1330
45/40 5000 305 223 1 271-1350
29/32 6000 355 236 1 201-0101
45/40 6000 355 223 1 271-1351
29/32 10000 420 279 1 201-0102

Flasks, round bottom, with standard ground joint
Lenz

DURAN®, borosilicate glass

With white, matt labelling area.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes

DIN 12348
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Constructional elements
Flasks with joints

Socket size (NS) Capacity (ml) Height (mm) Pk Cat. No.
10/19 5 50 5 201-8528
14/23 5 65 5 201-8529
10/19 10 68 5 201-8466
14/23 10 68 5 201-8467
14/23 25 80 5 201-8497
19/26 25 80 5 201-8498
24/29 25 80 5 201-8499
14/23 50 90 5 201-8530
19/26 50 90 5 201-8531
24/29 50 95 5 201-8533
14/23 100 108 5 201-8468
19/26 100 108 5 201-8469
24/29 100 110 5 201-8471
29/32 100 114 5 201-8475
34/35 100 112 5 201-8476
19/26 150 114 5 201-8479
24/29 150 115 5 201-8481
29/32 150 120 5 201-8482
19/26 250 129 5 201-8500
24/29 250 130 5 201-8503
29/32 250 135 5 201-8509
34/35 250 138 5 201-8510
19/26 500 147 5 201-8534
24/29 500 150 5 201-8536
29/32 500 153 5 201-8542
34/35 500 166 5 201-8544
19/26 1000 177 2 201-8483
24/29 1000 180 2 201-8484
29/32 1000 183 2 201-8491
34/35 1000 196 2 201-8492
24/29 2000 215 1 201-8512
29/32 2000 220 1 201-8515
34/35 2000 228 1 201-8516
24/29 3000 236 1 201-8522
34/35 3000 249 1 201-8523
29/32 5000 270 1 201-8546
34/35 5000 280 1 201-8547
34/35 10000 350 1 201-8477

Flasks, round bottom, with standard ground joints
PYREX®, borosilicate glass, clear

With white, matt labelling area.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

ISO 1773, ISO 4797

Socket size (NS) Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
29/32 100 117 65 1 214-1421
29/32 250 147 88 1 214-1422
29/32 500 177 107 1 214-1423

Flasks, round bottom, with standard ground joint
VITLAB®

PFA, translucent

Can also be used as safety flasks for rotary evaporators. 

Very good chemical resistance
Excellent thermal resistance from −270 to +250 °C
Autoclavable



468 www.vwr.com

Constructional elements
Flasks with joints

Centre neck (NS) Side necks (NS) Capacity (ml) Pk Cat. No.
14/23 14/23 25 1 201-0540
14/23 14/23 50 1 201-0541
29/32 14/23 100 1 201-0542
29/32 14/23 250 1 201-0543
29/32 14/23 500 1 201-0544
29/32 14/23 1000 1 201-0545

Flasks, round bottom, with two necks and standard ground joints
Borosilicate glass, grade 3.3, clear,  with angled side neck, clear

The inexpensive alternative for a wide range of laboratory applications. With matt labelling area. Imprinted 
catalogue number for convenient reordering.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes

DIN 12394

Centre neck (NS) Side necks (NS) Capacity (ml) Ø ext. (mm) Pk Cat. No.
14/23 14/23 25 41 1 201-1401
14/23 14/23 50 51 1 201-1402
14/23 14/23 100 64 1 271-1403
14/23 14/23 250 85 1 271-1405
24/29 24/29 100 64 1 201-1190
24/29 19/26 100 64 1 201-0329
24/29 19/26 250 85 1 201-0330
24/29 19/26 500 105 1 201-0331
24/29 19/26 1000 131 1 201-1191
29/32 14/23 100 64 1 201-1404
29/32 14/23 250 85 1 201-1406
29/32 14/23 500 105 1 201-1407
29/32 14/23 1000 131 1 201-1410
29/32 14/23 2000 166 1 271-1412
29/32 29/32 100 64 1 201-0332
29/32 29/32 250 85 1 271-1407
29/32 29/32 500 105 1 271-1409
29/32 29/32 1000 131 1 271-1411
29/32 29/32 2000 166 1 201-0333
29/32 29/32 4000 207 1 201-0334

Flasks, round bottom, with two necks and standard ground joints
Lenz

DURAN®, borosilicate glass, with angled side neck

Standard ground joints on the centre neck and the side neck, which is inclined at an angle of 20°. Matt 
white labelling area.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes
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Constructional elements
Flasks with joints

Centre neck (NS) Side necks (NS) Capacity (ml) Height (mm) Pk Cat. No.
14/23 14/23 50 89 1 201-0564
24/29 14/23 100 110 1 201-0563
24/29 19/26 100 110 1 201-0608
24/29 14/23 250 180 1 201-0713
24/29 19/26 250 130 1 201-2360
24/29 14/23 500 150 1 201-8538
24/29 19/26 500 150 1 201-8541
24/29 14/23 1000 180 1 201-8486
24/29 19/26 1000 180 1 201-8489
34/35 19/26 2000 225 1 201-8519

Flasks, round bottom with two necks and standard ground joints
PYREX®, borosilicate glass, with two necks, clear

One vertical centre neck and one angled side neck. With matt white labelling area.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

ISO 1773, BS 6352

Centre neck (NS) Side necks (NS) Capacity (ml) Pk Cat. No.
14/23 14/23 50 1 201-0546
29/32 14/23 100 1 201-0547
29/32 14/23 250 1 201-0548
29/32 14/23 500 1 201-0549
29/32 14/23 1000 1 201-0552

Flasks, round bottom, with three necks and standard ground joints
Borosilicate glass, grade 3.3, clear, with angled side necks, clear

The inexpensive alternative for a wide range of laboratory applications. With matt labelling area. Imprinted 
catalogue number for convenient reordering.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

DIN 12394

Centre neck (NS) Side necks (NS) Capacity (ml) Pk Cat. No.
29/32 14/23 100 1 201-0553
29/32 29/32 250 1 201-0554
29/32 29/32 500 1 201-0555
29/32 29/32 1000 1 201-0556
29/32 29/32 2000 1 201-0557

Flasks, round bottom with three necks and standard ground joints
Borosilicate glass, grade 3.3, clear, with two parallel side necks, clear

The inexpensive alternative for a wide range of laboratory applications. With matt labelling area. Imprinted 
catalogue number for convenient reordering.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

DIN 12394
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Constructional elements
Flasks with joints

Centre neck (NS) Side necks (NS) Capacity (ml) Ø ext. (mm) Pk Cat. No.
14/23 14/23 50 51 1 201-1176
14/23 14/23 100 64 1 271-1514
24/29 14/23 100 64 1 201-1177
24/29 19/26 100 64 1 201-1178
29/32 14/23 100 64 1 201-1501
29/32 29/32 100 64 1 201-0336
24/29 19/26 250 85 1 201-1179
29/32 14/23 250 85 1 201-1502
29/32 29/32 250 85 1 201-1503
24/29 19/26 500 105 1 271-1512
29/32 14/23 500 105 1 201-1504
29/32 29/32 500 105 1 201-1505
24/29 14/23 1000 131 1 201-1196
24/29 19/26 1000 131 1 201-1180
29/32 14/23 1000 131 1 201-1506
29/32 29/32 1000 131 1 201-1507
24/29 19/26 2000 166 1 201-1181
29/32 29/32 2000 166 1 201-1510
29/32 29/32 10000 279 1 201-1182
45/40 29/32 20000 345 1 201-1183

Flasks, round bottom with three necks and standard ground joints
Lenz

DURAN®, borosilicate glass, with angled side necks

One centre neck and two side necks, both inclined at an angle of 20°. Matt white labelling area.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

Centre neck (NS) Side necks (NS) Capacity (ml) Ø ext. (mm) Pk Cat. No.
24/29 19/26 100 64 1 201-0523
24/29 19/26 250 85 1 201-1184
24/29 19/26 500 105 1 201-1185
24/29 19/26 1000 131 1 201-1186
24/29 19/26 2000 166 1 201-1187
29/32 14/23 100 64 1 201-1521
29/32 14/23 250 85 1 201-1522
29/32 14/23 500 105 1 201-1524
29/32 14/23 1000 131 1 271-1526
29/32 19/26 500 105 1 201-1188
29/32 19/26 2000 166 1 201-1189
29/32 29/32 250 85 1 201-1528
29/32 29/32 500 105 1 201-1525
29/32 29/32 1000 131 1 201-1527
29/32 29/32 2000 166 1 201-1530
29/32 29/32 5000 223 1 201-0335

Flasks, round bottom with three necks and standard ground joints
Lenz

DURAN®, borosilicate glass, with two parallel side necks

Central neck and two parallel side necks. Matt white labelling area.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes
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Constructional elements
Flasks with joints

Centre neck (NS) Side necks (NS) Capacity (ml) Height (mm) Pk Cat. No.
14/23 14/23 25 77 1 201-0610
14/23 14/23 50 89 1 201-0611
19/26 14/23 25 80 1 201-0711
19/26 14/23 50 92 1 201-0612
19/26 14/23 100 108 1 201-8470
19/26 19/26 50 92 1 201-0717
19/26 19/26 250 128 1 201-2356
24/29 14/23 100 110 1 201-8472
24/29 14/23 250 130 1 201-0712
24/29 14/23 500 150 1 201-8537
24/29 19/26 100 110 1 201-2355
24/29 19/26 250 130 1 201-8506
24/29 19/26 500 150 1 201-8539
24/29 19/26 1000 180 1 201-8487
24/29 19/26 2000 205 1 201-8513
29/32 14/23 250 135 1 201-8045
29/32 19/26 250 135 1 201-8043
29/32 19/26 500 153 1 201-8047
29/32 19/26 1000 183 1 201-8049
29/32 29/32 1000 183 1 201-8048
34/35 19/26 1000 195 1 201-0710
34/35 19/26 2000 228 1 201-8517
34/35 19/26 3000 249 1 201-8524

Flasks, round bottom with three necks and standard ground joints
PYREX®, borosilicate glass, with inclined side necks, clear

One centre neck and two side necks, both inclined at an angle of 20°. Matt white labelling area.

Very good chemical resistance 
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

ISO 383

Centre neck (NS) Side necks (NS) Capacity (ml) Height (mm) Pk Cat. No.
24/29 19/26 250 130 1 201-8507
29/32 14/23 250 135 1 201-0714
24/29 19/26 500 150 1 201-8540
29/32 19/26 500 153 1 201-8543
24/29 19/26 1000 180 1 201-8488
29/32 19/26 1000 185 1 201-8051
34/35 19/26 1000 195 1 201-8493
34/35 24/29 1000 195 1 201-8494
24/29 19/26 2000 210 1 201-8514
29/32 19/26 2000 220 1 201-0715
29/32 29/32 2000 218 1 201-0716
34/35 19/26 2000 228 1 201-8518
34/35 24/29 2000 228 1 201-8520
45/40 29/32 2000 233 1 201-8052
34/35 19/26 3000 249 1 201-8525
34/35 24/29 3000 249 1 201-8526
45/40 29/32 4000 270 1 201-8053
34/35 24/29 5000 275 1 201-8548
45/40 29/32 6000 300 1 201-8054

Flasks, round bottom, with three necks and standard ground joints
PYREX®, borosilicate glass, clear

Central neck and two parallel side necks. Matt white labelling area.

Very good chemical resistance 
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes
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Constructional elements
Flasks with joints

Capacity (ml) Height (mm) Ø ext. (mm) Socket size (NS) Pk Cat. No.
50 100 51 29/32 2 201-1380
100 110 64 29/32 2 201-1381
250 140 85 29/32 2 201-1382
500 165 105 29/32 2 201-1383
1000 200 131 29/32 1 201-1384

Flasks, flat bottom with standard ground joint
Borosilicate glass, grade 3.3, clear

The inexpensive alternative for a wide range of laboratory applications. With matt labelling area. Imprinted 
catalogue number for convenient reordering.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

DIN 12348

Capacity (ml) Height (mm) Ø ext. (mm) Socket size (NS) Pk Cat. No.
50 100 51 19/26 1 201-1211
100 110 64 19/26 1 201-1212
250 140 85 19/26 1 201-1213
50 100 51 24/29 1 201-1311
100 110 64 24/29 1 201-1312
250 140 85 24/29 1 201-1313
500 165 105 24/29 1 201-1314
1000 200 131 24/29 1 201-1315
2000 250 166 24/29 1 201-1316
50 100 51 29/32 1 201-1201
100 110 64 29/32 1 201-1202
250 140 85 29/32 1 201-1203
500 165 105 29/32 1 201-1204
1000 200 131 29/32 1 271-1205
2000 250 166 29/32 1 271-1206

Flasks, flat bottom with standard ground joint
Lenz

DURAN®, borosilicate glass

With labelling area.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

DIN 12348
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Constructional elements
Flasks with joints

Capacity (ml) Height (mm) Socket size (NS) Pk Cat. No.
50 80 19/26 5 201-8447
50 85 24/29 5 201-8448
100 95 19/26 5 201-8430
100 100 24/29 5 201-8432
100 100 29/32 5 201-8034
100 105 34/35 5 201-8433
150 105 19/26 5 201-8434
150 110 24/29 5 201-8436
150 105 34/34 5 201-8437
250 115 19/26 5 201-8441
250 120 24/29 5 201-8443
250 125 29/32 5 214-0048
250 125 34/35 5 201-8444
500 140 24/29 5 201-8449
500 145 29/32 5 201-8036
500 155 34/35 5 201-8451
1000 170 24/29 2 201-8439
1000 165 29/32 2 201-8037
1000 175 34/35 2 201-8440
2000 205 24/29 1 201-8445
2000 210 29/32 1 201-8038
2000 215 34/35 1 201-8446

Flasks, flat bottom with standard ground joint
PYREX®, borosilicate glass, clear, with short neck

Flat base allows use with hotplates. Labelling area.

Very good chemical resistance
High temperature resistance

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
5 75 26 1 201-0320
10 75 30 1 201-1221
25 90 40 1 201-1222
50 110 50 1 201-1223
50 110 50 1 201-0321
100 125 64 1 201-1224
100 125 64 1 201-0322

Flasks, pear shaped with standard ground joint
Lenz

DURAN®, borosilicate glass

Standard ground joint socket and white labelling area.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes
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Constructional elements
Flasks with joints

Capacity (ml) Height (mm) Ø ext. (mm) Socket size Pk Cat. No.
25 70 42 14/23 2 201-1385
50 85 51 14/23 2 201-1386
100 105 84 14/23 2 201-1388
100 105 84 19/26 2 201-1389
50 85 51 29/32 2 201-1387
100 105 84 29/32 2 201-1390
200 131 79 29/32 2 201-1391
250 140 85 29/32 2 201-1392
300 156 87 29/32 2 201-1393
500 175 105 29/32 2 201-1394
1000 220 131 29/32 1 201-1395

Flasks, Erlenmeyer, with standard ground joint
Borosilicate glass, grade 3.3, clear

The good value alternative for a wide range of laboratory applications. Volume graduations and labelling 
area.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

DIN 12387
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Constructional elements
Flasks with joints

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
With socket NS 14/23
10 60 42 1 201-0180
25 70 42 1 201-1101
50 85 51 1 201-1102
100 105 64 1 201-1103
With socket NS 19/26
25 70 42 1 201-0315
50 85 51 1 201-1121
100 105 64 1 201-1123
200 130 79 1 201-0183
250 140 85 1 201-0316
300 150 87 1 201-0185
With socket NS 24/29
50 85 51 1 201-0317
100 105 64 1 201-1119
200 131 79 1 201-1122
250 140 85 1 201-1120
300 156 87 1 201-0318
500 175 105 1 201-0319
1000 215 131 1 201-0186
2000 280 166 1 201-0187
With socket NS 29/32
50 85 51 1 201-1112
100 105 64 1 201-1113
150 131 74 1 201-0635
200 131 79 1 201-1114
250 140 85 1 201-1115
300 156 87 1 201-1116
500 175 105 1 201-1117
1000 220 131 1 201-1118
2000 280 166 1 271-1119
With socket NS 45/40
200 131 79 1 201-0636
250 140 85 1 271-1125
300 159 87 1 271-1126
500 175 105 1 271-1127
1000 220 131 1 271-1128
2000 280 166 1 271-1129
3000 310 185 1 201-0637
5000 365 223 1 201-0638

Flasks, Erlenmeyer, with standard ground joint
Lenz

DURAN®, borosilicate glass

Volume graduations and labelling area.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

DIN 12387 (except Cat. No. 201-1114, 201-1122, 201-0318, 201-1116 and 271-1126)
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Constructional elements
Flasks with joints

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
With socket NS 10/19
25 65 40 5 201-8085
With socket NS 14/23
10 60 33 5 201-8407
25 72 42 5 201-8416
50 85 51 5 201-8423
With socket NS 19/26
25 77 42 5 201-8417
50 85 51 5 201-8424
100 103 64 5 201-8408
150 118 74 5 201-8410
250 134 85 5 201-8418
500 167 101 5 201-8426
With socket NS 24/29
50 90 51 5 201-8425
100 107 64 5 201-8409
150 118 74 5 201-8411
250 130 85 5 201-8419
500 167 101 5 201-8427
1000 213 130 2 201-8413
With socket NS 29/32
100 110 64 5 201-8092
150 118 74 5 201-8412
250 128 85 5 201-0256
500 167 101 5 201-8428
1000 208 130 2 201-8414
2000 274 160 1 201-8107
With socket NS 34/35
250 130 85 5 201-8421
500 165 101 5 201-8429
1000 205 130 2 201-8415
2000 263 160 1 201-8422

Flasks, Erlenmeyer, with standard ground joint
PYREX®, borosilicate glass, clear

With matt white labelling area.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

ISO 4797

Capacity (ml) Socket size (NS) Ø ext. (mm) Pk Cat. No.
100 29/32 64 1 201-1261
250 29/32 85 1 201-1262
500 29/32 105 1 201-1263

Flasks, iodine without collar, with hollow glass stopper
Lenz

DURAN®, borosilicate glass

Volume graduation to allow approximate reading of contents and labelling area.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes



477www.vwr.com

Constructional elements
Flasks with joints

Capacity (ml) Socket size (NS) Pk Cat. No.
Flasks
250 24/29 2 201-8452
500 24/29 2 201-8454
250 29/32 2 201-8453
500 29/32 2 201-8455

Socket size NS Pk Cat. No.
Stoppers for iodine flasks
24/29 2 201-8714
29/32 2 201-8715

Flasks, iodine with collar and iodine stopper
PYREX®, borosilicate glass, clear

For iodine determination. Flask has ground socket and cup shaped top. Stopper has extended handle which 
projects well above the liquid seal.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

BS 2735 (except 201-8453 and 201-8455)

Ordering information: Flasks and stoppers must be ordered seperately.
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Constructional elements
Dropping funnels and funnels with joints

Capacity (ml) Cone size (NS) Socket size (NS) Division (ml) Pk Cat. No.
50 14/23 14/23 1 1 271-5102
50 29/32 29/32 1 1 271-5112
100 14/23 14/23 2 1 271-5103
100 29/32 29/32 2 1 271-5113
250 29/32 29/32 5 1 271-5114
500 29/32 29/32 10 1 271-5115
1000 29/32 29/32 20 1 271-5116

Dropping funnels, cylindrical, without pressure balance
Lenz

DURAN®, borosilicate glass, with glass key

Standard ground joint cone and socket. With divisions. Stopcock with thread guard.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

Capacity (ml) Cone size (NS) Socket size (NS) Division (ml) Pk Cat. No.
50 14/23 14/23 1 1 201-1124
50 29/32 29/32 1 1 201-1125
100 14/23 14/23 2 1 271-5123
100 29/32 29/32 2 1 201-1126
250 29/32 29/32 5 1 201-1127
500 29/32 29/32 10 1 201-1128
1000 29/32 29/32 20 1 201-1129

Dropping funnels, cylindrical, without pressure balance
Lenz

DURAN®, borosilicate glass, with PTFE key

Cylindrical shape. With standard ground joint cone and socket. Clearly visible white divisions for 
approximate volume reading.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

DIN ISO 4800

Capacity (ml) Cone size (NS) Socket size (NS) Division (ml) Pk Cat. No.
50 14/23 14/23 1 1 271-5152
50 29/32 29/32 1 1 271-5162
100 14/23 14/23 2 1 271-5153
100 29/32 29/32 2 1 271-5163
250 29/32 29/32 5 1 271-5164
500 29/32 29/32 10 1 271-5165
1000 29/32 29/32 20 1 271-5166

Dropping funnels, cylindrical, with pressure balance
Lenz

DURAN®, borosilicate glass, clear, with glass key

Standard ground joint cone and socket, with divisions for approximate volume reading. Stopcock with 
thread guard.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes



479www.vwr.com

Constructional elements
Dropping funnels and funnels with joints

Capacity (ml) Cone size (NS) Socket size (NS) Division (ml) Pk Cat. No.
50 14/23 14/23 1 1 201-5172
50 29/32 29/32 1 1 201-5182
100 14/23 14/23 2 1 201-5173
100 29/32 29/32 2 1 201-5183
250 29/32 29/32 5 1 201-5184
500 29/32 29/32 10 1 201-5185
1000 29/32 29/32 20 1 201-5186

Dropping funnels, cylindrical, with pressure balance
Lenz

DURAN®, borosilicate glass, clear, with PTFE key

Standard ground joint cone and socket, with divisions for approximate volume reading. Stopcock with 
thread guard.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes

Capacity (ml) Cone size (NS) Socket size (NS) Division (ml) Pk Cat. No.
PTFE key
50 19/26 19/26 1 1 201-0621
100 19/26 19/26 2 1 201-0622
250 29/32 29/32 5 1 201-0623
500 29/32 29/32 10 1 201-0624
1000 29/32 29/32 20 1 201-0625
Glass key
50 19/26 19/26 1 1 201-0718
250 29/32 29/32 5 1 201-0719
500 29/32 29/32 10 1 201-0720
1000 29/32 29/32 20 1 201-0721

PYREX®, borosilicate glass, clear

For use when liquids have to be added to systems under vacuum. Double white graduated scale showing volume of liquid contained/delivered. Standard ground 
joint cone and socket.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

Dropping funnels, cylindrical, pressure equalising, PYREX®
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Constructional elements
Dropping funnels and funnels with joints

Cone size (NS) Funnel O-Ø (mm) Pk Cat. No.
14/23 45 1 221-1185
19/26 55 1 221-0136
24/29 70 1 221-0137
29/32 80 1 221-0138

Funnels with conical joint
Lenz

Borosilicate glass 3.3

Ideal for transferring liquids or powders to glassware with standard ground joints.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes
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Constructional elements
Condensers with joints

Cone size (NS) Socket size (NS) Jacket length (mm) Pk Cat. No.
19/26 19/26 160 1 201-1171
14/23 14/23 250 1 201-1676
19/26 19/26 250 1 201-1170
29/32 29/32 250 1 201-1675
29/32 29/32 400 1 201-1684

Liebig condenser with standard ground joints
Lenz

DURAN®, borosilicate glass

For condensing vapours, with fused mantle, cone and socket. Water supplied through plastic connectors 
with 8 mm external diameter and GL 14 threaded joints.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes

DIN 12576

Cone size (NS) Socket size (NS) Jacket length (mm) Pk Cat. No.
14/23 14/23 160 1 201-1677
19/26 19/26 160 1 201-1168
19/26 19/26 250 1 201-1169
29/32 29/32 250 1 201-1678
24/29 24/29 400 1 201-0361
29/32 29/32 400 1 201-1679

Allihn condensers with standard ground joints
Lenz

DURAN®, borosilicate glass

For condensing vapours. With core and jacket. Water supplied through plastic connectors with 8 mm 
external diameter and GL 14 threaded joints.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes

201-1168 and 201-1678 according to DIN 12581



482 www.vwr.com

Constructional elements
Condensers with joints

Cone size (NS) Socket size (NS) Jacket length (mm) Pk Cat. No.
Condenser, Allihn
19/26 - 250 1 201-8250
24/29 - 250 1 201-8307
29/32 - 250 1 201-8308
34/35 - 250 1 201-8309
40/38 - 250 1 201-8310
50/42 - 250 1 201-8311
24/29* 24/29 400 1 201-8312
Condenser, Liebig
10/19** 10/19 60 1 201-8269
14/23 14/23 155 1 201-8270
19/26 19/26 208 1 201-8271
19/26 19/26 250 1 201-8255
24/29 24/29 250 1 201-8272
29/32 29/32 250 1 201-8257
24/29 24/29 395 1 201-8274
19/26 19/26 398 1 201-8273
29/32 29/32 400 1 201-8275

Description Pk Cat. No.
Accessories
PP screw thread connector 10 201-8145
PTFE screw thread connector 10 216-1486
Spare viton o-ring 10 201-8146

Condensers, Allihn and Liebig type, with standard ground joints
PYREX®, borosilicate glass

With detachable polypropylene screw thread connectors with viton o-rings for use up to +140 °C. 
Allows 9 mm bore rubber and other flexible tubing to be attached to the condenser easily and safely.

Very good chemical resistance
High temperature resistance

Allihn Condenser

Ideal for reflux applications
Inner bulb sections provide increased cooling surface
PP screw thread connectors

Liebig Condenser

For distillation and reflux applications
Water-jacketed
PP screw thread connectors

* Only 201-8312 has a ground joint socket at the top of the condenser
**201-8269 does not have PP screw thread connectors but is fitted with glass olives because of size limitations

Cone size (NS) Socket size (NS) Jacket length (mm) Pk Cat. No.
14/23 14/23 160 1 201-8286
19/26 19/26 160 1 201-8287
24/29 24/29 160 1 201-8288
19/26 19/26 200 1 201-8289
24/29 24/29 200 1 201-8290
29/32 29/32 205 1 201-8291

Condensers, double surface, Davies, with standard ground joints
PYREX®, borosilicate glass

Double surface, highly efficient condensers with a large cooling surface, inner cooling surface provides 
“baffle” effect whilst outer prevents “creep” with low boiling point liquids.

Detachable plastic screw thread connector
High chemical and temperature resistance
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Constructional elements
Condensers with joints

Cone size (NS) Socket size (NS) Jacket length (mm) Pk Cat. No.
14/23 14/23 160 1 201-0898
29/32 29/32 250 1 201-1680
29/32 29/32 400 1 LENZ5.2334.14
29/32 29/32 500 1 LENZ5.2335.14

Coil condensers with standard ground joints
Lenz

DURAN®, borosilicate glass

For cooling condensate from vapours, with cone and socket. Water supplied through plastic connectors with 
8 mm external diameter and GL 14 threaded joints.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

Cone size (NS) Jacket length (mm) Pk Cat. No.
50/42 155 1 201-8302
34/35 160 1 201-8300
40/38 207 1 201-8301

Condensers, coil type, with standard ground joints
PYREX®, borosilicate glass

Coil type, with ground cone. Ideal for use in the upright reflux mode where counter-current cooling is 
possible. Detachable plastic connectors for the attachment of rubber hose.

Highly efficient condensers with a large cooling surface
Very good chemical and temperature resistance

ISO 1773, BS 6352

Cone size (NS) Socket size (NS) Jacket length (mm) Pk Cat. No.
14/23 14/23 160 1 201-1671
29/32 29/32 250 1 201-1672
29/32 29/32 400 1 201-1673

Dimroth condensers with standard ground joints
Lenz

DURAN®, borosilicate glass

For condensing vapours. Water supplied through plastic connectors with 8 mm external diameter and GL 14 
threaded joints.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes
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Constructional elements
Condensers with joints

Cone size (NS) Socket size (NS) Jacket length (mm) Pk Cat. No.
29/32 29/32 160 1 201-1681
29/32 29/32 250 1 201-1682
29/32 29/32 400 1 201-1683

Condenser with cooling coil and jacket, with standard ground joints 
Lenz

DURAN®, borosilicate glass

Additional cooling surface for condensing highly volatile vapours. Cooling coil and cooling jacket, with 
standard ground cone and socket. Water supplied through plastic connectors with 8 mm external diameter 
and GL 14 threaded joints.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes

DIN 12593

Cone size (NS) Socket size (NS) Jacket length (mm) Pk Cat. No.
19/26 19/26 165 1 201-8280
24/29 24/29 165 1 201-8281
19/26 19/26 320 1 201-8282
24/29 24/29 320 1 201-8283
29/32 29/32 320 1 201-8284

Condensers, Graham type, with standard ground joints
PYREX®, borosilicate glass

Coil type, Graham pattern, suitable for either reflux or distillation work. Detachable plastic screw thread 
connector for the safe and easy attachment of flexible tubing.

Highly efficient condensers with a large cooling surface
High chemical and temperature resistance

Cone size (NS) Socket size (NS) Jacket length (mm) Pk Cat. No.
19/26 19/26 205 1 201-8292
24/29 24/29 205 1 201-8293

Condensers, Inland Revenue, with standard ground joints
PYREX®, borosilicate glass

Complete with detachable plastic hose connectors for the easy and safe attachment of flexible tubing.

Vapour and distillate move down through the coil
Coolant water flows outside the coil giving high cooling efficiency
High chemical and temperature resistance

Note: Inland Revenue condensers should be used in the vertical mode only with vapour fed in via the 
upper socket and liquid distillate leaving via the lower cone. Distillation rates should be slow to avoid 
“slugging” and back pressure in the coil.

Approximate surface area is 2,5 x 102 m2
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Constructional elements
Condensers with joints

Cone size (NS) Socket size (NS) Usable length (mm) Pk Cat. No.
14/23 14/23 200 1 201-3216
14/23 14/23 300 1 201-1000
24/29 24/29 300 1 201-0351
29/32 29/32 300 1 201-3215
24/29 24/29 600 1 201-1001
29/32 29/32 600 1 201-1173

Vigreux-type columns
Lenz

DURAN®, borosilicate glass

Air cooled fractionating column with alternating horizontal and inclined indentations.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

Socket size (NS) I-Ø×L (mm) Type Pk Cat. No.

- 10×200
with beaded rim and PTFE 
stopcock

1 201-0739

- 15×200
with beaded rim and PTFE 
stopcock

1 201-0740

- 20×400
with beaded rim and PTFE 
stopcock

1 201-0592

- 30×600
with beaded rim and PTFE 
stopcock

1 201-0741

- 40×800
with beaded rim and PTFE 
stopcock

1 201-0742

14/23 10×100 with PTFE stopcock 1 201-0743
14/23 10×200 with PTFE stopcock 1 552-5401
14/23 10×300 with PTFE stopcock 1 201-0744
14/23 15×200 with PTFE stopcock 1 201-0745
29/32 20×400 with PTFE stopcock 1 201-0593
29/32 30×600 with PTFE stopcock 1 201-0746
29/32 40×800 with PTFE stopcock 1 201-0747
14/23 10×100 with needle valve stopcock 1 201-0748
14/23 10×200 with needle valve stopcock 1 201-0749
14/23 10×300 with needle valve stopcock 1 201-0750
14/23 15×200 with needle valve stopcock 1 201-0751
29/32 20×400 with needle valve stopcock 1 201-0752
29/32 30×600 with needle valve stopcock 1 201-0753

Chromatographic columns with frit, PTFE or valve stopcock
Lenz

PYREX®, borosilicate glass

Columns with sintered frit - porosity 0
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Constructional elements
Condensers with joints

Socket size (NS) I-Ø×L (mm) Pk Cat. No.
14/23 10×100 1 201-0722
14/23 10×200 1 201-0723
14/23 10×300 1 201-0724
14/23 10×400 1 201-0725
19/26 20×200 1 201-0727
19/26 20×300 1 201-0728
19/26 20×400 1 201-0729
19/26 20×500 1 201-0730
24/29 26×400 1 201-0731
24/29 26×500 1 201-0732
29/32 30×400 1 201-0733
29/32 30×500 1 201-0734
34/35 30×400 1 201-0735
34/35 30×500 1 201-0736
40/38 40×400 1 201-0737
40/38 40×500 1 201-0738

Chromatography columns with Rotaflo® stopcock
PYREX®, borosilicate glass

With PTFE Rotaflo® stopcock for fine control of eluent flow
Chemically resistant glass sintered disc - porosity 0
Ground glass socket accepts Quickfit® reservoirs

Cone size (NS) Socket size (NS) Total length (mm) I-Ø×L (mm) Pk Cat. No.
19/26 14/23 270 10×100 1 201-8297
19/26 14/23 470 10×300 1 201-0726

Chromatography columns with Rotaflo® stopcock and ground cone
PYREX®, borosilicate glass

With glass sintered disc (porosity 0) to support column packing
GP Rotaflo® stopcock with PTFE key for fine control of eluent flow
Stem within lower cone allows mounting on a Büchner flask for vacuum flash chromatography
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Constructional elements
Other elements with joints

Socket size (NS) Tube length (mm) Pk Cat. No.
14/23 65 1 271-2401
19/26 65 1 271-2402
24/29 65 1 201-0364
29/32 65 1 201-3108
14/23 190 1 201-0365
19/26 200 1 201-0366
24/29 200 1 201-0367
29/32 200 1 271-2403

Adapters, delivery, angled
Lenz

DURAN®, borosilicate glass

Standard ground joint socket and delivery tube at an angle of 105°. Available with long and short delivery 
tubes.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes

Socket size (NS) Cone size (NS) Pk Cat. No.
Straight
14/23 14/23 1 201-2411
19/26 19/26 1 201-0368
24/29 24/29 1 201-0369
29/32 29/32 1 201-2412
Angled
14/23 14/23 1 201-2416
19/26 19/26 1 201-0370
24/29 24/29 1 201-0371
29/32 29/32 1 201-2417

DURAN®, borosilicate glass

Standard ground joint cone and socket with drip point and glass vacuum tubing connector. Available in straight or 105° angled versions.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes

Adapters, receiver, vacuum, straight or angled
Lenz
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Constructional elements
Other elements with joints

Socket size (NS) Cone size (NS) Pk Cat. No.
14/23 14/23-14/23 1 201-0338
14/23 19/26-19/26 1 201-0339
14/23 24/29-19/26 1 201-0340
14/23 24/29-24/29 1 201-0341
14/23 29/32-29/32 1 201-2222

Adapters, distilling heads
Lenz

DURAN®, borosilicate glass

Includes a socket for a distillation thermometer of 55 mm fitted length and two cones at an angle of 75°.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes

Socket size (NS) Cone to condenser (NS) Cone to flask (NS) Pk Cat. No.
10/19 10/19 10/19 1 201-0756
14/23 14/23 14/23 2 201-8694
14/23 19/26 19/26 1 201-8696
19/26 19/26 19/26 1 201-0614
14/23 19/26 24/29 1 201-0757
14/23 24/29 24/29 1 201-0616
14/23 19/26 29/32 1 201-0615
14/23 29/32 29/32 1 201-8701
14/23 34/35 34/35 2 201-8702

Adapters, still heads
PYREX®, borosilicate glass

Used in distillation assemblies for connecting flasks to condenser. Upper socket designed to accept 
thermometer either via cone/screw thread adapter or thermometer pocket.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

Cone size (NS) Socket size (NS) Pk Cat. No.
14/23 14/23 1 201-2215
19/26 19/26 1 201-2218
24/29 24/29 1 201-0337
29/32 29/32 1 201-2216

Multiple adapters
Lenz

DURAN®, borosilicate glass

Two sockets and one cone, standard ground joints and two parallel necks.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes
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Constructional elements
Other elements with joints

Socket size (NS) Cone size (NS) Pk Cat. No.
19/26 24/29 1 201-0342
29/32 29/32 1 201-2232

Splash heads, Stutzer, straight
Lenz

DURAN®, borosilicate glass

Placed directly on the distillation flask to intercept droplets, with two standard ground joints.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes

Cone to condenser (NS) Cone to flask (NS) Pk Cat. No.
19/26 19/26 1 201-0260
19/26 24/29 1 201-0261
24/29 24/29 1 201-0262

Splash heads, vertical distillation
PYREX®, borosilicate glass

A splash head for use in distillation assemblies in which the condenser is assembled in the vertical mode. 
Lower cone accepts flask. Upper cone accepts condenser. Splash head reduces entrainment of raw liquid 
into the vapour stream.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes

Socket size (NS) Cone size (NS) Capacity (ml) Pk Cat. No.
19/26 19/26 250 1 201-0760
24/29 24/29 500 1 201-0758
29/32 29/32 1000 1 201-0759

Adapters, solvent still head
PYREX®, borosilicate glass

Apparatus for distillation and collection of oxygen-free solvents.

Solvent removed from the flask via top stopcock by syringe or drainage through T-bore stopcock
Drainage arm utilises a 14/23 cone
Stopcocks with PTFE key
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Constructional elements
Other elements with joints

Jacket length (mm) Cone size (NS) Socket size (NS) Pk Cat. No.
250 29/32 14/23 1 201-3131
400 29/32 14/23 1 201-3132

Distilling links
Lenz

DURAN®, borosilicate glass

Bridge includes fused Liebig condenser and curved vacuum adapter. NS 14/23 socket for distillation 
thermometer with 55 mm fitted length. Water and vacuum connection via hose connectors with 8 mm 
external diameter.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes

Jacket length (mm) Cone size (NS) Socket size (NS) Pk Cat. No.
160 14/23 14/23 1 201-3151
250 14/23 14/23 1 271-3152
250 29/32 14/23 1 201-3153

Distilling links, Claisen
Lenz

DURAN®, borosilicate glass

Still heads with Liebig condenser and Claisen attachment. With socket NS 14/23 for distillation 
thermometer with 55 mm total length and glass vacuum tube connector. Connection for coolant water via 
tube connector.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes

Cone size (NS) Pk Cat. No.
14/23 1 201-2621
29/32 1 201-2622

Gas inlet/air bleed tubes
Lenz

DURAN®, borosilicate glass

Inclined at an angle of 90°, with fused cone joint. For cutting or drawing off capillaries to a required length. 
Total length 250 mm.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes



491www.vwr.com

Constructional elements
Other elements with joints

Ø (mm) Length (mm) Pk Cat. No.
4 180 1 201-2610

Air bleeds
Lenz

DURAN®, borosilicate glass

Hollow, prevents boiling splashes.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes

Cone size (NS) Pk Cat. No.
14/23 1 201-5311
19/26 1 201-1166
24/29 1 201-1167
29/32 1 201-5312

Drying tubes with standard ground joints, angled
Lenz

DURAN®, borosilicate glass

Angled at 75°, with ground joint cone. For use with a desiccant such as calcium chloride.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes

Cone size (NS) Pk Cat. No.
14/23 1 201-0217
19/26 1 201-0218
24/29 1 201-0526

Drying tubes, angled, with standard ground joint
PYREX®, borosilicate glass

For use with a desiccant such as calcium chloride. With ground glass cone.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes
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Constructional elements
Other elements with joints

Capacity (ml) Pk Cat. No.
1 1 612-9850
2 1 612-9851
5 1 612-9852
10 1 612-9853
20 1 612-9855
25 1 612-9856
50 1 612-9857
100 1 612-9858

Top tilt measures
Lenz

DURAN®, borosilicate glass

These tilt measures with ground joint cone NS 29/32 can fit flasks - See 215-1117 and 215-1118.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

Socket size (NS) Cone size (NS) Capacity (ml) Graduation (ml) Pk Cat. No.
19/26 24/29 2 0,05 1 201-8752
19/26 24/29 7,5 0,10 1 201-8754
19/26 24/29 10 0,10 1 201-8751
19/26 24/29 25 0,20 1 201-0259

Water estimators, Dean & Stark, light entrainers
PYREX®, borosilicate glass

Dean & Stark pattern receivers for the determination of the water content in petroleum products.

For use with solvent entrainers which are lighter than water
Graduated tube, item 201-8751 has stopcock for easy drainage

BS 756
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Constructional elements
Accessories for ground joint connections

For NS Pk Cat. No.
7/16 10 201-0024
10/19 10 201-0025
12/21 10 201-0026
14/23 10 201-0027
19/26 10 201-0028
24/29 10 201-0029
29/32 10 201-0030
34/35 10 201-0031
40/38 10 201-0032
45/40 10 201-0033
50/42 10 201-0034
55/44 10 201-0035
60/46 10 201-0036
71/51 10 201-0037

Sleeves for standard ground joints
PTFE, 0,05 mm thick

For fitting onto standard ground cones. Easily detachable and suitable for repeated use. Joint grease is not 
needed.

Very good chemical resistance 
Gas, liquid and vacuum-tight (to 0,1 mbar) 
Temperature resistant from −200 to +280 °C

For NS Pk Cat. No.
10/19 10 201-0039
14/23 10 201-0040
19/26 10 201-0041
24/29 10 201-0042
29/32 10 201-0043
34/35 10 201-0044
40/38 10 201-0045
45/40 10 201-0046

Rigid sleeves for standard ground joints
PTFE, with grip

For fitting onto standard ground cones. Sturdy construction with protruding grip so sleeves can be detached 
easily. With sealing rings on the outside of the ground socket, which prevent ground joints from seizing and 
give a very good seal. Grease-free connection; no grease residue to contaminate sample.

Very good chemical resistance
Gas, liquid and vacuum-tight
Temperature resistant from −200 to +280 °C

For Pk Cat. No.
S 19 1 201-0289
S 29 1 201-0288
S 35 1 201-0287
S 40 1 201-0286

Sleeves for spherical/ball joints
BOLA

PTFE with grip

With protruding grip and sealing rings on the outside; seal suitable for high vacuums. Robust design for 
regular use.

Very good chemical resistance
Temperature resistant from −200 to +250 °C
Vacuum suitable, reusable 
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Constructional elements
Accessories for ground joint connections

For NS Colour Pk Cat. No.
12/21 Purple 10 201-0765
14/23 Yellow 10 201-0900
19/26 Blue 10 271-1121
24/29 Green 10 271-1122
29/32 Red 10 201-0901
34/35 Orange 10 271-1124
40/38 Yellow 10 201-0766
45/40 Brown 10 201-0767

Joint clamps for conical ground joints
Lenz

POM, coloured

For firm, securely fitting conical ground joints. These clamps are made of plastic to avoid scratching the 
glass, as happens with conventional metal joint clamps.

Very good chemical resistance
Heat resistant up to +150 °C
Sturdy, easy to install and remove

For NS Colour Pk Cat. No.
10/19 - 10/30 Green 1 201-7101
12/21 - 12/32 Purple 1 201-7102
14/23 - 14/35 Yellow 1 201-7103
19/26 - 19/38 Blue 1 201-7104
24/29 - 24/40 Green 1 201-7105
29/32 - 29/42 Red 1 201-7106
45/40 - 45/50 Amber 1 201-7109

Joint clamps for conical ground joints
POM, coloured

For firm, securely fitting conical ground joints. These clamps are made of plastic to avoid scratching the 
glass, as can happen with conventional metal joint clamps.

Very good chemical resistance
Heat resistant up to +150 °C
Sturdy, easy to install and remove

For NS Colour Pk Cat. No.
10/19 Mint Green 10 201-8185
19/26 Blue 10 201-8567
34/35 Orange 10 201-8570

Joint clips for conical joints, Quickfit®
POM, coloured

Colour coded polyacetal clips for retaining glassware having Quickfit® conical joints.

Easy to fit and remove
Can be used at temperatures up to +80 °C
Clips are colour coded for easy identification
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Constructional elements
Accessories for ground joint connections

For NS Pk Cat. No.
14/23 1 232-0053
19/26 1 232-0054
24/29 1 232-0055
29/32 1 232-0056
34/35 1 232-0057
40/38 1 232-0058

Clips for conical standard ground joints
PTFE with inner steel spring

Very stable, safe and durable, easy to use.

Very good chemical resistance
Temperature resistant from −200 to +280 °C

For NS Pk Cat. No.
10 5 201-0406
12 5 201-0407
14 5 201-0408
19 5 201-0409
24 5 201-0435
29 5 201-0436
34 5 201-0437
40 5 201-0438
45 5 201-0439
60 5 201-0440

Clips for ground joints, Clipox® NS
Stainless steel spring wire AISI 316 Ti

Outstanding thermal, chemical and acid resistance
Easy to mount and to remove due to two-sided handles
Secure horizontal and vertical conjunction with vertical suspension in case of pressure overload
According to ISO 9001

For NS Pk Cat. No.
14/23 1 201-7301
19/26 1 201-7302
24/29 1 201-7303
29/32 1 201-7304
45/40 1 201-7305

Pk Cat. No.
Set of screws for clamps
1 201-7311

Clips for conical standard ground joints
Nickel-chromium steel

For conical ground joint connections.

Quick, easy assembly and disassembly
Very good thermal resistance, good chemical resistance
Optional fixing screws are available under 201-7311
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Constructional elements
Accessories for ground joint connections

For NS Pk Cat. No.
13 5 201-0761
19 5 201-0565
29 5 201-0566
35 2 201-0762
41 2 201-0763
51 2 201-0764

Joint clips for spherical joints, Quickfit®
Metal, corrosion resistant nickel finish

Clips in ‘fork’ type design for retaining glassware having Quickfit® spherical joints.

Spring loaded to ensure a positive pressure is applied to both surfaces of the joint
Suitable for high temperature work
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Constructional elements
Beakers, flat range

Capacity (ml) With Height (mm) Ø ext. (mm) Pk Cat. No.
100 flange DN 60 85 70 1 273-0111
250 flange DN 60 125 70 1 273-0112
500* flange DN 100 120 106 1 201-0113
1000* flange DN 100 205 106 1 201-0114
2000 flange DN 100 270 140 1 201-0115
4000 flange DN 150 290 200 1 201-0116
6000 flange DN 150 320 215 1 201-0117
10000 flange DN 150 410 240 1 201-0118

Reaction vessels, cylindrical, with flat flange
DURAN Group

DURAN®, borosilicate glass, with round bottom

With flat flange (DN) with groove for vacuum seal. Maximum operating pressure at +250 °C: 2.5 bar for 100 
and 250 ml; 1.5 bar for 500, 1000 and 2000 ml; 1.0 bar for 4000 and 6000 ml; and 0.5 bar for 10 000 ml.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

Important: At a maximum operating temperature of +250 °C and at permissible operating pressure, the 
temperature difference in the glass wall of the flat flange reaction vessels may not exceed 30 °C.

*Vessel cylindrical throughout and has a flat bottom.

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
2000 215 165 1 201-0377
4000 265 206 1 201-0378
6000 295 236 1 201-0379
10000 340 280 1 201-0380

Reaction vessels, round bottom with flat flange
DURAN Group

DURAN®, borosilicate glass

With flat flange (DN 100) with groove for vacuum seal. Maximum operating pressure at +250 °C: 1,0 bar for 
2000, 4000 and 6000 ml; 0,5 bar for 10 000 ml.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

Important: At a maximum operating temperature of +250 °C and at permissible operating pressure, the 
temperature difference in the glass wall of the flat flange reaction vessels may not exceed 30 °C.

Flat flange lids with 4 necks
DURAN Group

DURAN®, borosilicate glass

For vacuum use. Flat flange (DN). Straight centre socket with NS 29/32 or NS 45/40. Maximum operating 
pressure at +250 °C: 1,0 bar

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

Continued on next page
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Constructional elements
Beakers, flat range

Continued from previous page

Type With Neck Side necks (NS) Pk Cat. No.
4 Necks flat flange DN 100 NS 29/32 (centre) 3×NS 29/32 straight 1 201-0133

4 Necks flat flange DN 100 NS 29/32 (centre)
2×NS 29/32 angled + 1×NS 14/23 
straight

1 201-0134

4 Necks flat flange DN 150 NS 29/32 (centre) 3×NS 29/32 straight 1 201-0135
4 Necks flat flange DN 150 NS 29/32 (centre) 3×NS 29/32 angled 1 201-0136

4 Necks flat flange DN 150 NS 29/32 (centre)
2×NS 29/32 angled + 1×NS 14/23 
straight

1 201-0137

4 Necks flat flange DN 150 NS 45/40 (centre) 3×NS 29/32 angled 1 201-0138

For Pk Cat. No.
flat flanges DN 60 1 201-0191
flat flanges DN 100 1 201-0192
flat flanges DN 120 1 201-0193
flat flanges DN 150 1 201-0194
flat flanges DN 200 1 201-0195

Quick-release closures for flat flange connections
DURAN Group

Stainless steel, rust-proof

For clamping reaction vessels and lids together

Simple assembly and disassembly 
With three holding segments 
Quick release

For Pk Cat. No.
flat flanges DN 60 1 201-1139
flat flanges DN 100 1 201-1140
flat flanges DN 150 1 201-1141

Clamp locks for attaching reaction vessels to retort stands
Lenz

Fibreglass-reinforced polyester

For securing a reaction vessel with a fixture using an attached rod onto a retort stand.

Fast, easy assembly and disassembly 
Very sturdy 
Secure fixture holder on the reaction vessel

Capacity (ml) With Height (mm) Pk Cat. No.
250 flat flange 75 mm 90 1 201-8511
500 flat flange 75 mm 115 1 201-8545
700 flat flange 100 mm 135 1 201-8551
1000 flat flange 100 mm 155 1 201-8495
2000 flat flange 100 mm 185 1 201-8521
3000 flat flange 100 mm 210 1 201-8527
5000 flat flange 100 mm 245 1 201-8550
10000 flat flange 100 mm 320 1 201-8478
20000 flat flange 100 mm 380 1 201-8496

Reaction vessels, round bottom, with flat flange
PYREX®, borosilicate glass

Wide neck allows easy incorporation of stirrer paddles and easy removal of solid residues.

For use with Quickfit® flat flange lids and retaining clips
Very good chemical resistance
Minimal thermal expansion giving relatively high resistance to temperature changes
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Constructional elements
Beakers, flat range

Capacity (ml) With Height (mm) Ø ext. (mm) Pk Cat. No.
1000 flange 100 mm 160 105 1 201-8553
2000 flange 100 mm 225 133 1 201-8555
5000 flange 100 mm 290 181 1 201-8556
10000 flange 100 mm 375 227 1 201-8552
20000 flange 100 mm 465 288 1 201-8554

Culture vessels, cylindrical, with flat flange
PYREX®, borosilicate glass

Precision ground, flat flange joint. Ideal for fermentation and culture work.

For use with Quickfit® flat flange lids and retaining clips
Very good chemical resistance
High temperature resistance

Type With Neck Side necks (NS) Pk Cat. No.
4 Necks flange 100 mm NS 19/26 (centre) 2×19/26 + 1×24/29 1 201-8579
5 Necks flange 100 mm NS 29/32 (centre) 3×14/23 + 1×29/32 1 201-8062

Flat flange lids with 4 or 5 necks
PYREX®, borosilicate glass

With precision ground, flat flange joints.

For use with Quickfit® reaction flasks and culture vessels
Very good chemical resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

Centre Socket 19/26 24/29
Flange bore (mm) 75 100
Parallel socket (0°) 14/23 19/26

14/23 19/26
Side (10°) socket 19/26
Side (15°) socket

19/26
- 29/32 34/35

Side (5°) socket 19/26* 14/23 19/26
Type A B C D E

Flat flange lids with 5 necks
PYREX®, borosilicate glass

With precision ground, flat flange joints.

For use with Quickfit® reaction flasks and culture vessels
Very good chemical resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

Continued on next page
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Constructional elements
Beakers, flat range

Continued from previous page

Type With Neck Side necks (NS) Pk Cat. No.
5 Necks (A) flange 75 mm NS 19/26 (Centre neck) 1×NS 14/23 + 3×NS 19/26 1 201-8577
5 Necks (B) flange 100 mm NS 19/26 (Centre neck) 4×NS 19/26 1 201-8578
5 Necks (C) flange 100 mm NS 19/26 (Centre neck) 1×NS 29/32 + 3×NS 14/23 1 201-8580
5 Necks (D) flange 100 mm NS 19/26 (Centre neck) 1×NS 34/35 + 3×NS 19/26 1 201-8581
5 Necks (E) flange 100 mm NS 24/29 (Centre neck) 1×NS 34/35 + 3×NS 19/26 1 201-8582

* 201-8578 has 2× side (5°) sockets. Lids should be secured to flasks with relevant metal clips 201-8565 or 201-8562.

Cone size (NS) Pk Cat. No.
Without gas inlet
19/26 1 201-0768
24/29 1 201-0769
29/32 1 201-0770
With gas inlet
19/26 1 201-0771
24/29 1 201-0772
29/32 1 201-0773

Reaction vessel bubblers, Quickfit®
PYREX®, borosilicate glass

Ideal for closing reaction mixture from the atmosphere. Bubblers have capacity of approx 5 ml. 

Side arm to facilitate filling with mineral oil
With gas inlet to provide continous flow of inert gas (N2 or Ar) over the reaction
Bubbler with inlet complete with detachable plastic hose connection to allow easy and safe attachment 
to 9 mm flexible tubing
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Constructional elements
Flat range accessories

For Ø int. (mm) Pk Cat. No.
flat flanges DN 60 75 1 201-0159
flat flanges DN 100 110 1 201-0160
flat flanges DN 150 157 1 201-0161

O-rings for flat flanges
DURAN Group

Silicone (VMQ), transparent

O-rings for flat flanges with groove.

Guarantee very good joint seal 
Heat resistant from −50 to +200 °C 
Good chemical resistance

For Ø int. (mm) Pk Cat. No.
flat flanges DN 100 110 1 201-0162
flat flanges DN 120 133 1 201-0163
flat flanges DN 150 157 1 201-0164

O-rings for flat flanges
DURAN Group

Silicone core sheathed with FEP, red

O-rings for flat flanges with groove.

Guarantee very good joint seal 
Temperature resistant from −200 to +200 °C 
Very good chemical resistance
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Constructional elements
Stopcocks

Hole Ø (mm) Spigot Pk Cat. No.
With solid glass key
1,5 12,5 1 227-3130
2,5 12,5 1 205-2221
2,5 14,5 1 227-3133
4,0 18,8 1 205-2223
6,0** 21,5 1 227-3138
With PTFE key
1,5 12,5 1 201-1106
2,5 12,5 1 201-0494
2,5 14,5 1 201-3136
4,0 18,8 1 201-3116
6,0 21,5 1 201-1107
1,5* 12,5 1 201-1108
2,5* 14,5 1 201-3114

Stopcocks, one-way
Lenz

DURAN®, borosilicate glass, with solid glass or PTFE key

Straight bore.

Replaceable NS keys with T-bore
Screw thread retaining device
Leakage rate compliant with DIN 12540-1

DIN 12554

* with capillary side arms
** with rubber retaining device 

Hole Ø (mm) Spigot Pk Cat. No.
With solid glass key
1,5 14,5 1 227-3231
2,5 18,8 1 205-2226
4,0 24,0 1 205-2227
With PTFE key
1,5 14,5 1 201-1109
2,5 14,5 1 201-1192
2,5 18,8 1 201-3134
4,0 24,0 1 201-3135

Stopcocks, three way
Lenz

DURAN®, borosilicate glass, with solid glass or PTFE key

Replaceable NS keys with T-bore 
Screw thread retaining device 
Leakage rate compliant with DIN 12540-1

DIN 12554



503www.vwr.com

Constructional elements
Stopcocks

Hole Ø (mm) Thread Pk Cat. No.
2-way stopcocks
4 GL 14 1 229-0057
6 GL 18 1 229-0058
8 GL 25 1 229-0059
3-way stopcocks, L-shaped bore
4 GL 14 1 229-0084
6 GL 18 1 229-0085
6 GL 25 1 229-0107
3-way stopcocks, T-shaped bore
4 GL 14 1 229-0086
4 GL 18 1 229-0087
6 GL 25 1 201-1712

PTFE

Two-way stopcocks with straight bore and two threaded connectors or three-way stopcocks with L-shaped or T-shaped bore with three threaded connectors. 
Cylindrical stopcock for good leakproof properties, stop valve with flow direction marking. To distribute liquids or gases. Fast and simple interruption of the flow. 
Connection of hoses or tubes using GL laboratory screw connections.

Very good chemical resistance, the fluid medium only comes into contact with PTFE.
Temperature resistant from −30 to +150 °C
Pressure resistant up to a maximum of 6 bar, vacuum suitable

Stopcocks, with GL screw thread
BOLA

Hole Ø (mm) Pk Cat. No.
Straight valves
0 - 2,5 1 201-0011
0 - 4,0 1 201-0012
0 - 6,0 1 201-0013
90° angle valves
0 - 2,5 1 201-0021
0 - 4,0 1 201-0022
0 - 6,0 1 201-0023

Valves, PRODURAN®
DURAN Group

DURAN®, borosilicate glass, with PTFE spindle

These valve cocks are ideal for exact dispensing and therefore ideal for glass equipment. Easy action 
valve spindle with a safety device that prevents it from being unintentionally pulled out completely. 
Re-adjustable seal.

Available straight or angled 
Temperature resistance from −20 to +150 °C, high chemical resistance 
Valve spindles are replaceable
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Constructional elements
Stopcocks

Hole Ø (mm) For tube O-Ø (mm) Pk Cat. No.
General purpose stopcocks, straight pattern
3 8 1 201-8222
6 10 1 201-8224
General purpose stopcocks, right angle pattern
3 8 1 201-8223
6 10 1 201-8225
High performance stopcocks, straight pattern
3 8 1 201-8231
6 10 1 201-8232
10 13 1 201-8233
High performance stopcocks, right angle pattern
3 8 1 201-8234
6 10 1 201-8235

Stopcocks, Rotaflo® 
PYREX®, borosilicate glass with PTFE needle valve

These chemically inert stopcocks can be used at temperatures up to +200 °C. Two different models are 
available: General purpose (vacuum rating up to 10-4 mm Hg) and high performance (vacuum rating up to 
10-9 mm Hg).

Lubricant is not required (no seizure, no contamination with grease)
Interchangeable elements
Precise flow control
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Constructional elements
Gas washing bottles and accessories

Height (mm) Pk Cat. No.
100 1 201-9100

Bubble counters
Lenz

DURAN®, borosilicate  glass

For monitoring gas flow in distillation apparatus.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes

Description Capacity (ml) Pk Cat. No.
Bottle complete, without sintered glass disc 100 1 201-1421
Bottle complete, without sintered glass disc 250 1 201-1422
Bottle complete, without sintered glass disc 500 1 201-1423
Bottle complete, without sintered glass disc 1000 1 533-2124
Bottle complete, with sintered glass disc 100 1 201-1111
Bottle complete, with sintered glass disc 250 1 201-1420
Bottle complete, with sintered glass disc 500 1 201-1413
Bottle complete, with sintered glass disc 1000 1 201-1414

Description Capacity (ml) Pk Cat. No.
Accessories for gas wash bottles
Head only, NS 29/32, without sintered glass disc - 1 201-1432
Head only, NS 29/32, with sintered glass disc porosity 1 - 1 201-1431
Bottle only, NS 29/32, without head 100 1 201-1441
Bottle only, NS 29/32, without head 250 1 201-1442
Bottle only, NS 29/32, without head 500 1 201-1443
Bottle only, NS 29/32, without head 1000 1 201-1444

Gas washing bottles, Drechsel pattern
Lenz

DURAN®, borosilicate glass

Consists of the gas washing bottle with NS 29/32 standard ground joint socket and the insert with NS 
29/32 cone joint and two glass tubing connectors with 11 mm external diameter.

Available with or without sintered glass disc, porosity grade 1
All system components can be ordered separately
Excellent chemical and temperature resistance
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Constructional elements
Gas washing bottles and accessories

Capacity (ml) Pk Cat. No.
Gas washing bottle
500 1 201-0381

Description Pk Cat. No.
Accessories for gas washing bottles
Drechsel-head, without filter disc 1 100-0251
Drechsel-head, with filter disc 1 201-0145
VMQ rubber ring 10 201-0144

Gas washing bottles, Drechsel pattern
DURAN Group

DURAN®, borosilicate glass

Screw cap system with Drechsel-head, without filter disc, adjustable immersion, GL 45 thread.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion giving relatively high resistance to temperature changes

Capacity (ml) Height (mm) NS Pk Cat. No.
125 155 24/29 1 201-0777
250 190 24/29 1 201-0778
500 245 24/29 1 201-0779

Cone size (NS) Length (mm) For bottles (ml) Pk Cat. No.
Gas wash bottle heads, Drechsel pattern
24/29 132 125 1 201-0253
24/29 165 250 1 201-0245
24/29 215 500 1 201-0254

Gas washing bottles, Drechsel pattern
PYREX®, borosilicate glass

For use with Quickfit® wash bottles heads. Robust construction.

Very good chemical resistance
High temperature resistance

Thread Height (mm) Pk Cat. No.
GL 45 300 1 201-0284
GLS 80 300 1 201-0285

Head for gas washing bottles with GL thread
BOLA

Screw cap made from PP, base body made from PTFE and gas inlet pipe/gas distributor made from 
FEP

Resistance-free gas inlet and discharge pipes with hard-walled hoses (e.g. PTFE), which are connected via 
optionally available laboratory screw connections. For elastic hoses, please use GL hose connections. The 
inlet tube can be shortened to the desired length. The retainer screw cap can be moved independently from 
the base body and the complete unit can therefore be loosened from and re-attached to the bottle without 
dismantling the connected hoses. Fits bottles with GL 45 or GLS 80 threads and a volume of 100 to 5000 ml. 
Length of the gas inlet tube: 300 mm.

Very good chemical resistance, the fluid medium only comes into contact with PTFE
Temperature resistant from −200 to +250 °C
Suitable for vacuum applications
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Constructional elements
Gas washing bottles and accessories

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
250 175 60 1 201-0015
500 200 75 1 201-0016
1000 240 95 1 201-0017

Gas washing bottles 
BOLA

Transparent PFA bottle with white PTFE frit

Stable, robust bottles.

Pore-free, resistant to practically all chemicals
Fine-pore frit of 3 μm ensures optimal pearling of the gas to be washed
Temperature resistance from −200 to +250 °C
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Containers and accessories
Test tubes

Length (mm) Ø ext. (mm) Pk Cat. No.
40 8 250 212-0011
70 10 250 212-0012
75 12 250 212-0013
100 10 250 212-0014
100 12 250 212-0015
100 14 250 212-0017
100 16 250 212-0016
130 14 250 212-0018
160 16 250 212-0019
180 18 250 212-0020

Test tubes without rim
AR-Glas®, soda-lime glass

The economical, proven alternative in an economy size pack. Wall thickness approximately 0,8 to 1,0 mm.

Good chemical and physical properties 
Can also be used as disposable test tubes

Length (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
50 6,5 0,45 250 212-7076
50 10 0,6 250 212-7077
75 10 0,6 100 212-7078
75 12 0,6 100 212-7079
100 12 0,6 100 212-7080
100 16 0,6 100 212-0555
125 16 0,6 100 212-7081
150 16 0,6 100 212-7082
125 18 0,6 100 212-0556
150 18 0,6 100 212-7083
150 24 0,8 50 212-7084

Test tubes with rim, light wall
Soda-lime glass

Soda-lime glass test tubes are suitable for general mixing and simple laboratory work, and will withstand 
moderate warming (e.g. in a water bath). They should not be placed directly into naked flames.

Length (mm) Ø ext. (mm) Pk Cat. No.
50 6,5 250 212-7085
50 10 250 212-7086
75 10 100 212-7087
75 12 100 212-7088
75 16 100 212-7094
90 10 100 212-0557
100 12 100 212-7089
100 16 100 212-0558
125 16 100 212-7090
125 18 100 212-0559
150 16 100 212-7091
150 18 100 212-7092
150 24 50 212-7093

Test tubes without rim, medium wall
Soda-lime glass, rimless

For a variety of uses. Ideal for bacteriological applications.

Good chemical and physical properties 
Use in applications that do not involve high thermal stresses 
Medium-walled
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Containers and accessories
Test tubes

Length (mm) Ø ext. (mm) Pk Cat. No.
Soda-lime glass
25 6,0 250 212-7095
35 8,0 250 212-7096
Neutral glass
30 6,5 250 212-0448
50 7,5 250 212-0449

Test tubes without rim, Durham
Soda-lime glass or neutral glass SAMCO ´50´

Soda-lime glass test tubes are suitable for general mixing and simple laboratory work, and will withstand 
moderate warming (e.g. in a water bath). They should not be placed directly into naked flames.

SAMCO neutral glass test tubes will withstand moderate temperature change, they should not be taken 
from cold and placed directly into the hottest part of the flame without pre-heating.

Wall thickness of 0,65 mm 
Tolerances as specified in ISO 4142:2002

Length (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
70 8 0,4 - 0,5 100 212-0021
75 10 0,4 - 0,5 100 212-0300
75 12 0,4 - 0,5 100 212-0301
100 10 0,4 - 0,5 100 212-0022
100 12 0,4 - 0,5 100 212-0023
130 14 0,4 - 0,5 100 212-0302
130 16 0,5 - 0,6 100 212-0303
150 25 0,6 - 0,7 50 212-0304
160 16 0,5 - 0,6 100 212-0024
180 18 0,5 - 0,6 100 212-0025
180 20 0,5 - 0,6 100 212-0026
200 25 0,6 - 0,7 50 212-0305
200 30 0,7 - 0,8 50 212-0306

Test tubes with rim
FIOLAX®, neutral glass

The economical alternative for a wide range of uses. Thin walled.

Very good chemical resistance 
Relatively resistant against rapid temperature changes and local heating

DIN 12395

Length (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
70 8 0,4 - 0,5 100 212-1202
75 10 0,4 - 0,5 100 212-1204
75 12 0,4 - 0,5 100 212-1208
100 10 0,4 - 0,5 100 212-1206
100 12 0,4 - 0,5 100 212-1210
130 14 0,4 - 0,5 100 212-1212
130 16 0,5 - 0,6 100 212-1214
150 20 0,5 - 0,6 100 212-1220
150 25 0,6 - 0,7 50 212-1224
160 16 0,5 - 0,6 100 212-1216
180 18 0,5 - 0,6 100 212-1218
180 20 0,5 - 0,6 100 212-1222
200 25 0,6 - 0,7 50 212-1226
200 30 0,7 - 0,8 50 212-1228

Test tubes with rim
DURAN Group

FIOLAX®, neutral glass

Thin walled test tubes for a wide variety of applications.

Very good chemical resistance 
Relatively resistant against rapid temperature changes and local heating
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Containers and accessories
Test tubes

Length (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
75 10 1,0 100 212-0560
75 12 1,0 100 212-0455
100 12 1,0 100 212-0456
100 16 1,2 100 212-0561
125 16 1,2 100 212-0562
150 18 1,2 100 212-0563
150 24 1,2 50 212-0564

Test tubes, with rim, medium wall
Neutral glass, SAMCO´50´

Neutral glass test tubes will withstand moderate temperature change, they should not be taken from cold 
and placed directly into the hottest part of the flame without pre-heating. Manufactured  to the dimensions, 
tolerances and quality requirements of ISO 4142:2002, to meet all applications for re-usable glass tubes. 
Medium walled.

Length (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
With rim
75 12 0,9 - 1,0 100 212-0307
100 12 0,9 - 1,0 100 212-0308
130 14 0,9 - 1,0 100 212-0309
130 16 1,1 - 1,2 100 212-0310
150 20 1,1 - 1,2 100 212-0313
150 25 1,1 - 1,2 50 212-0315
160 16 1,1 - 1,2 100 212-0311
180 18 1,1 - 1,2 100 212-0312
180 20 1,1 - 1,2 100 212-0314
200 25 1,1 - 1,2 50 212-0316
200 30 1,1 - 1,2 50 212-0317
Without rim
75 10 0,8 - 1,0 100 212-0027
75 12 0,8 - 1,0 100 212-0028
100 10 0,8 - 1,0 100 212-0029
100 12 0,8 - 1,0 100 212-0030
130 14 0,9 - 1,0 100 212-0318
130 16 1,1 - 1,2 100 212-0319
150 20 1,1 - 1,2 100 212-0320
150 25 1,1 - 1,2 50 212-0322
160 16 0,8 - 1,0 100 212-0031
180 18 0,8 - 1,0 100 212-0032
180 20 1,1 - 1,2 100 212-0321
200 25 1,1 - 1,2 50 212-0323
200 30 1,1 - 1,2 50 212-0324

Test tubes with or without rim
Borosilicate glass, grade 3.3

The economical alternative for a wide range of uses. Thick walled. 

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

DIN 12395
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Containers and accessories
Test tubes

Length (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
without rim
70 8 0,8 - 1,0 100 212-1102
75 10 0,8 - 1,0 100 212-1104
75 12 0,8 - 1,0 100 212-1108
100 10 0,8 - 1,0 100 212-1106
100 12 0,8 - 1,0 100 212-1110
130 14 0,8 - 1,0 100 212-1112
130 16 1,0 - 1,2 100 212-1114
150 20 1,0 - 1,2 100 212-1120
150 25 1,0 - 1,2 50 212-1124
160 16 1,0 - 1,2 100 212-1116
180 18 1,0 - 1,2 100 212-1118
180 20 1,0 - 1,2 100 212-1122
200 25 1,0 - 1,2 50 212-1126
200 30 1,0 - 1,4 50 212-1128
with rim
70 8 0,8 - 1,0 100 212-1002
75 10 0,8 - 1,0 100 212-1004
75 12 0,8 - 1,0 100 212-1008
100 10 0,8 - 1,0 100 212-1006
100 12 0,8 - 1,0 100 212-1010
130 14 0,8 - 1,0 100 212-1012
130 16 1,0 - 1,2 100 212-1015
150 20 1,0 - 1,2 100 212-1020
150 25 1,0 - 1,2 50 212-1024
160 16 1,0 - 1,2 100 212-1016
180 18 1,0 - 1,2 100 212-1018
180 20 1,0 - 1,2 100 212-1022
200 25 1,0 - 1,2 50 212-1026
200 30 1,0 - 1,4 50 212-1028

Test tubes with or without rim
DURAN Group

DURAN®, borosilicate glass

Thick-walled, exceptional mechanical strength.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes

Length (mm) Ø ext. (mm) Pk Cat. No.
75 10 100 212-7402
75 12 100 212-7403
100 12 100 212-0446
100 16 100 212-7404
125 16 100 212-7405
150 16 100 212-7406
150 18 100 212-7407
150 24 100 212-7408
200 24 50 212-0447

Test tubes with rim, medium wall
PYREX®, borosilicate glass

High quality test tubes designed and constructed for optimum performance.

Superior performance in comparison to neutral borosilicate and soda-lime glass
Excellent resistance to chemicals and high temperature

ISO 4142
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Containers and accessories
Test tubes

Length (mm) Ø ext. (mm) Pk Cat. No.
75 10 100 212-7105
75 12 100 212-7106
100 12 100 212-7107
100 16 100 212-7108
125 16 100 212-7032
150 16 100 212-7033
150 18 100 212-7034
180 18 50 212-0565
150 24 50 212-0462

Test tubes without rim, medium wall
Borosilicate glass, grade 3.3, SAMCO ´33´

Borosilicate test tubes are suitable for all usual laboratory applications. They will withstand temperature 
change up to and including boiling of samples. They are also highly chemically resistant. Manufactured  
to the dimensions, tolerances and quality requirements of ISO 4142:2002, to meet all applications for 
re-usable glass tubes. Medium walled.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

Length (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
75 10 1,0 100 212-7409
75 12 1,0 100 212-7410
100 12 1,0 100 212-7411
100 16 1,2 100 212-7412
125 16 1,2 100 212-7413
150 16 1,2 100 212-7414
150 18 1,2 100 212-7415
150 24 1,2 100 212-7416
160 16 1,2 100 212-7555
180 18 1,2 100 212-7556
200 24 1,2 50 212-7417

Test tubes without rim, heavy wall
PYREX®, borosilicate glass

High quality test tubes designed and constructed for optimum performance. Medium walled, robust.

Very good chemical resistance
High temperature resistance

ISO 4142

Length (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
75 10 1,5 100 212-7425
75 12 1,5 100 212-7426
100 12 1,5 100 212-7427
125 16 1,8 100 212-7428
150 16 1,8 100 212-7429
150 18 1,8 100 212-7430
150 24 1,8 100 212-7431

Test tubes without rim, heavy wall
PYREX®, borosilicate glass, heavy wall

High quality test tubes designed and constructed for optimum performance. Rimless test tubes with a 
heavy wall to provide extra mechanical strength. Improved user safety.

Very good chemical resistance 
High temperature resistance

ISO 4142
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Containers and accessories
Test tubes

Length (mm) Ø ext. (mm) Pk Cat. No.
75 10 100 212-7039
75 12 100 212-7040
100 12 100 212-7041
125 16 100 212-7042
150 16 100 212-0463
150 18 100 212-7043
150 24 50 212-7044

Test tubes without rim, heavy wall
Borosilicate glass, grade 3.3, SAMCO ´33´

Borosilicate test tubes are suitable for all usual laboratory applications. They will withstand temperature 
change up to and including boiling of samples. They are also highly chemically resistant. Manufactured  
to the dimensions, tolerances and quality requirements of ISO 4142:2002, to meet all applications for 
re-usable glass tubes. Thick walled.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

Length (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
38 10 0,60 250 212-7109
38 12 0,85 100 212-0566
50 10 0,60 250 212-7045
50 12 0,85 100 212-7046
50 16 0,85 100 212-0569
50 19 0,85 100 212-7047
50 25 0,85 100 212-7049
75 12 0,85 100 212-0567
75 16 0,85 100 212-0570
75 19 0,85 100 212-7048
75 25 0,85 100 212-7050
100 12 0,85 100 212-0568
100 25 0,85 100 212-7051
150 25 0,85 100 212-0571

Specimen tubes
Soda-lime glass

Straight sided tubes, with beaded rim and push in PE closure.

Ø×L (mm) Capacity (ml)
Wall thickness 
(mm)

Thread Pk Cat. No.

12×100 6 1 GL 14 100 391-0140
16×100 12 1 GL 18 100 391-0145
16×160 22 1 GL 18 100 391-0155
18×180 32 1 GL 18 100 212-0237

Culture tubes, disposable, with screw cap
DURAN Group

Soda-lime glass with DIN thread and PP screw cap

Economical disposable culture tubes 
Food grade TPE gasket
For use in applications without high thermal loads 
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Containers and accessories
Test tubes

Ø×L (mm) Thread Pk Cat. No.
12 x 100 GL 14 50 391-4022
16 x 160 GL 18 50 391-0171
18 x 180 GL 18 50 391-0172

Culture tubes with screw cap
DURAN Group

DURAN®, borosilicate glass, with DIN thread and red PBT screw caps with PTFE coated gaskets

Very good chemical resistance
High thermal resistance, sterilisation possible up to 1 bar overpressure at +121 °C
Minimal thermal expansion, giving relatively high resistance to temperature changes

Capacity (ml) Length (mm) Ø ext. (mm) Cap thread SVL Pk Cat. No.
8 100 14 13 40 212-7441
10 100 16 15 40 212-7549
15 125 16 15 40 212-7436
15 100 18 18 40 212-7551
20 160 16 15 40 212-7550
20 100 20 20 40 212-7442
25 180 18 18 40 212-7552
30 100 26 25 40 212-7554
40 200 20 20 40 212-7553
50 200 22 22 40 212-7437

Test tubes with SVL screw caps
PYREX®, borosilicate glass, phenolic screw caps

Culture tubes with neck and SVL® standard screw neck.

Excellent chemical and thermal resistance
Screw caps with inert PTFE lined rubber seal
Cap can withstand repeated dry heat and steam sterilisation cycles (+121 °C for 2 hours)

Capacity (ml) Length (mm) Ø ext. (mm)
Socket size 
(NS)

Division (ml) Pk Cat. No.

10 165 15 12/21 0,1 1 212-1642
20 200 17 14/23 0,2 1 212-1644
25 220 17 14/23 0,2 1 212-1646
30 220 19 14/23 0,5 1 212-1648

Test tubes with standard ground stoppers
Brand

DURAN®, borosilicate glass

With standard ground joint and PP stopper. Easy to read white graduations and labelling.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes
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Test tubes

Length (mm) Ø ext. (mm) Socket size (NS) Pk Cat. No.
100 16 14/23 1 212-1622
160 16 14/23 1 212-1624
180 18 14/23 1 212-1626

Test tubes with standard ground stoppers
Lenz

DURAN®, borosilicate glass

With standard ground joint and HDPE stoppers, non graduated.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

Capacity (ml) Length (mm) Ø ext. (mm) Socket size (NS) Pk Cat. No.
2 100 14 10/19 5 201-8619
10 100 17 12/21 5 201-8623
11 100 19 14/23 5 201-8620
19 100 23 19/26 5 201-8624
15 125 19 14/23 5 201-8621
19 150 19 14/23 5 201-8622
31 150 23 19/26 5 201-8625
54 150 29 24/29 5 201-8626
75 200 29 24/29 5 201-8627
195 250 41 34/35 5 201-8628

Test tubes with standard ground joints
PYREX®, borosilicate glass

With standard ground sockets.

Very good chemical resistance 
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

Capacity (ml) Length (mm) Ø ext. (mm)
Socket size 
(NS)

Division (ml) Pk Cat. No.

5 100 13 10/19 0,1 10 212-7432
10 125 18 14/23 0,2 10 212-7433
25 150 22 19/26 0,5 10 212-7399
50 200 26 24/29 1,0 10 212-7398

Test tubes with standard ground stoppers
PYREX®, borosilicate glass, clear

Ground socket tubes with white enamel graduations to indicate capacity.

Graduated
Excellent chemical and thermal resistance 
Interchangeable PE stopper (included)

ISO 4142, DIN 12217
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Test tubes

Capacity (ml) Length (mm) Ø ext. (mm) Material Type Pk Cat. No.
3 55 11,5 PS non graduated 6.000 216-1163
3 55 11,5 PP non graduated 6.000 216-1164
3,5 75 12 PP Sorwall type 4.000 216-1165
5 75 13 PP non graduated 4.000 216-1167
10 100 16 PP graduated 2.000 216-1046

Capacity (ml) Length (mm) Ø ext. (mm) Material Packed Pk Cat. No.
Tubes, non sterile, without caps
8 100 13 PS 125/Bag 1.000 211-0072
8 100 13 PS 1000/Bag 1.000 211-0070
8 100 13 PP 125/Bag 1.000 211-0073
8 100 13 PP 1000/Bag 1.000 211-0071
14 100 17 PS 125/Bag 1.000 211-0079
14 100 17 PS 1000/Bag 1.000 211-0075
14 100 17 PP 125/Bag 1.000 211-0080
14 100 17 PP 1000/Bag 1.000 211-0076
Tubes, sterile, without caps
8 100 13 PS 125/Bag 1.000 211-0132
8 100 13 PP 125/Bag 1.000 211-0074
14 100 17 PS 125/Bag 1.000 211-0133
14 100 17 PP 125/Bag 1.000 211-0081
Tubes, non sterile, with dual position caps
14 100 17 PS 1000/Bag 1.000 211-0077
14 100 17 PP 1000/Bag 1.000 211-0078
Tubes, sterile, with dual position caps
14 100 17 PS 25/Bag 500 211-0084
14 100 17 PS 125/Bag 1.000 211-0082
14 100 17 PP 25/Bag 500 211-0085
14 100 17 PP 125/Bag 1.000 211-0083

Cap For tubes (mm) Colour Pk Cat. No.
Disposable culture and sample tubes
Plug type 12/13 Natural 1.000 211-0135
Plug type 12/13 Purple 1.000 211-0136
Dual position type 17 Natural 1.000 211-0137

Polystyrene (PS), transparent or Polypropylene (PP), translucent

Precision moulded culture and sample tubes for a wide variety of applications. With round bottom. Sterile or non sterile.

PS tubes: Not autoclavable. Temperature resistant from -40 to +90 °C. Can be centrifuged up to 1500×g 
PP tubes: Autoclavable up to +121 °C. Temperature resistant from -90 to +135 °C. Can be centrifuged up to 3000×g
Press in stopper or dual position push on cap available for pressure equalisation or gas exchange whilst ensuring that the cap cannot fall off

Culture and sample tubes, disposable

Test tubes without rim
Polystyrene (PS), transparent or polypropylene (PP), translucent

Universal tubes with round bottom for a wide range of applications. 
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Test tubes

Capacity (ml) Length (mm) Ø ext. (mm) Material Pk Cat. No.
Non sterile
3,5 75,0 11,8 PS 5.000 212-1837
5 74,5 11,0 PS 2.000 212-1809
5 74,5 12,8 PS 4.000 212-1834
Sterile
5 74,5 12,8 PS 2.000 212-1823

For tubes Cap size (mm) Pk Cat. No.
Closures 
212-1809/212-1837 10 3.000 217-7004
212-1834 11 2.500 217-7005

Test tubes
Polystyrene (PS), transparent

Universal tubes with round bottom for a wide range of applications. 

Can be centrifuged up to 3000×g  
Can be delivered sterile with red plug or non sterile without plug 
Additional plugs and other colours available upon request

Capacity (ml) Length (mm) Ø ext. (mm) Colour Material Packed Pk Cat. No.
Tubes, round base, non sterile, without closure
5 75 12 Clear PS 3000/Bag 3.000 211-0046
5 75 12 Natural PP 3000/Bag 3.000 211-0047
5 75 12 Clear PS 1000/Bag 1.000 211-0048
5 75 12 Natural PP 1000/Bag 1.000 211-0049
5 75 12 Yellow PP 1000/Bag 1.000 211-0050
5 75 12 Orange PP 1000/Bag 1.000 211-0051
5 75 12 Red PP 1000/Bag 1.000 211-0052
5 75 12 Purple PP 1000/Bag 1.000 211-0053
5 75 12 Blue PP 1000/Bag 1.000 211-0054
5 75 12 Green PP 1000/Bag 1.000 211-0055
5 75 12 Clear PS 125/Bag 1.000 211-0057
5 75 12 Natural PP 125/Bag 1.000 211-0059
Tubes, round base, sterile, without closure
5 75 12 Clear PS 125/Bag 1.000 211-0058
5 75 12 Natural PP 125/Bag 1.000 211-0060
Tubes, round base, non sterile, with dual position caps
5 75 12 Clear PS 1000/Bag 1.000 211-0056
Tubes, round base, sterile, with dual position caps
5 75 12 Clear PS 125/Bag 1.000 211-0061
5 75 12 Natural PP 125/Bag 1.000 211-0062
5 75 12 Clear PS 25/Bag 500 211-0063
5 75 12 Natural PP 25/Bag 500 211-0064
Tubes, round base, sterile, with plug style caps
5 75 12 Clear PS 25/Bag 500 211-0065
5 75 12 Natural PP 25/Bag 500 211-0066
Tubes, conical base, non sterile, without closure
4 75 12 Clear PS 1000/Bag 1.000 211-0067
4 75 12 Natural PP 1000/Bag 1.000 211-0068

Culture and test tubes, disposable
Polystyrene (PS), transparent or Polypropylene (PP), translucent

Precision moulded reagent and sample tubes for a wide variety of applications. With conical or round 
bottom. Sterile or non sterile.

PS tubes: Not autoclavable. Temperature resistant from –40 to +90 °C. Can be centrifuged up to 1500×g
PP tubes: Autoclavable up to +121 °C. Temperature resistant from –90 to +135 °C. Can be centrifuged up 
to 3000×g
Press down stoppers or dual position closures available for secure sealing

Continued on next page
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Test tubes

Continued from previous page

Capacity (ml) Length (mm) Ø ext. (mm) Colour Material Packed Pk Cat. No.
Tubes, conical base, sterile, with dual position caps
4 75 12 Natural PP 25/Bag 500 211-0069

Cap For tubes (mm) Colour Pk Cat. No.
Caps for culture and test tubes
Dual position type 12 Natural 1.000 211-0039
Plug type 12/13 White 1.000 211-0040
Plug type 12/13 Yellow 1.000 211-0041
Plug type 12/13 Red 1.000 211-0042
Plug type 12/13 Blue 1.000 211-0043
Plug type 12/13 Green 1.000 211-0044
Plug type 12/13 Assorted 3.000 211-0045

Capacity (ml) Length (mm) Ø ext. (mm) Material Type Pk Cat. No.
3 55 11,5 PS coagulometer 1.000 212-0221
3 70 11 PS RIA 1.000 212-6117
5 75 12 PS cylindrical 1.000 212-0220
10 100 16 PS cylindrical 1.000 212-0219
10 101 16 PP conical 2.000 212-6894
15 150 16 PS cylindrical 1.000 212-6118
10 105 16 PS conical 2.000 212-6110

Test tubes
Kartell

PS, transparent or PP, translucent

Universal tubes for a wide range of applications.

PS: Good thermal resistance. PP: Very good thermal resistance, autoclavable
Robust, economical

Capacity (ml) Length (mm) Ø ext. (mm) Material Type Pk Cat. No.
Round bottom
10 91,5 17,8 PP Non sterile 1.000 212-0171
10 95,0 15,4 PS Non sterile 1.250 212-0179
10 95,0 15,4 PP Non sterile 1.250 212-0180
10 95,0 15,4 PP Sterile 1.000 212-0177
10 109,5 16,0 PS Non sterile 250 212-0162
Flat bottom
10 96,5 15,8 PP Sterile 1.000 212-5164

PS, transparent or PP, translucent, with or without caps

Ideal for sampling, transport and centrifugation. Wide variety of diameters and sizes covering all analytical needs.

With or without cap, aseptic or sterile (10 kGray) 
Can withstand centrifugation of 3000×g, unless otherwise indicated 
Suitable for the majority of automated testing systems

Test tubes with round or flat bottom
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No. of holes For tube Ø (mm) Colour W×D×H (mm) Pk Cat. No.
9 (3×3) 30 Blue 110,6×110,6×84,2 1 212-0396
9 (3×3) 30 Green 110,6×110,6×84,2 1 212-0397
9 (3×3) 30 Red 110,6×110,6×84,2 1 212-0398
9 (3×3) 30 White 110,6×110,6×84,2 1 212-0399
16 (4×4) 25 Blue 123,9×123,9×74 1 212-0394
16 (4×4) 25 White 123,9×123,9×74 1 212-0395
20 (4×5) 20 Blue 130×105×84 1 212-0390
20 (4×5) 20 Green 130×105×84 1 212-0391
20 (4×5) 20 Red 130×105×84 1 212-0392
20 (4×5) 20 White 130×105×84 1 212-0393
24 (3×8) 30 Blue 110×285,5×86,7 1 212-0425
24 (3×8) 30 Green 110×285,5×86,7 1 212-0426
24 (3×8) 30 Orange 110×285,5×86,7 1 212-0427
24 (3×8) 30 Red 110×285,5×86,7 1 212-0428
24 (3×8) 30 White 110×285,5×86,7 1 212-0429
24 (3×8) 30 Yellow 110×285,5×86,7 1 212-0430
36 (6×6) 13 Blue 106×106×57 1 212-0382
36 (6×6) 13 Green 106×106×57 1 212-0383
36 (6×6) 13 Red 106×106×57 1 212-0384
36 (6×6) 13 White 106×106×57 1 212-0385
36 (6×6) 16 Blue 131×131×70 1 212-0386
36 (6×6) 16 Green 131×131×70 1 212-0387
36 (6×6) 16 Red 131×131×70 1 212-0388
36 (6×6) 16 White 131×131×70 1 212-0389
40 (4×10) 20 Blue 104×253,6×86,6 1 212-0413
40 (4×10) 20 Green 104×253,6×86,6 1 212-0414
40 (4×10) 20 Orange 104×253,6×86,6 1 212-0415
40 (4×10) 20 Red 104×253,6×86,6 1 212-0416
40 (4×10) 20 White 104×253,6×86,6 1 212-0417
40 (4×10) 20 Yellow 104×253,6×86,6 1 212-0418
40 (4×10) 25 Blue 123×301×94,5 1 212-0419
40 (4×10) 25 Green 123×301×94,5 1 212-0420
40 (4×10) 25 Orange 123×301×94,5 1 212-0421
40 (4×10) 25 Red 123×301×94,5 1 212-0422
40 (4×10) 25 White 123×301×94,5 1 212-0423
40 (4×10) 25 Yellow 123×301×94,5 1 212-0424
72 (6×12) 13 Blue 103,5×202,5×60 1 212-0400
72 (6×12) 13 Green 103,5×202,5×60 1 212-0401
72 (6×12) 13 Magenta 103,5×202,5×60 1 212-0402
72 (6×12) 13 Orange 103,5×202,5×60 1 212-0403
72 (6×12) 13 Red 103,5×202,5×60 1 212-0404
72 (6×12) 13 White 103,5×202,5×60 1 212-0405
72 (6×12) 13 Yellow 103,5×202,5×60 1 212-0406
72 (6×12) 16 Blue 127,3×250,6×73 1 212-0407
72 (6×12) 16 Green 127,3×250,6×73 1 212-0408
72 (6×12) 16 Orange 127,3×250,6×73 1 212-0409
72 (6×12) 16 Red 127,3×250,6×73 1 212-0410
72 (6×12) 16 White 127,3×250,6×73 1 212-0411
72 (6×12) 16 Yellow 127,3×250,6×73 1 212-0412

Test tube racks
Nylon, glass fibre reinforced

Racks are single piece moulded
Good heat and chemical resistance
Three tiers with contents always clearly visible
Large labelling areas on the side surfaces
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Accessories for test tubes

No. of holes For tube Ø (mm) Colour W×D×H (mm) Pk Cat. No.
72 (6×12) 13 Blue 103,5×202×60 1 212-0431
72 (6×12) 13 Green 103,5×202×60 1 212-0432
72 (6×12) 13 Magenta 103,5×202×60 1 212-0433
72 (6×12) 13 White 103,5×202×60 1 212-0434
72 (6×12) 16 Blue 127,3×250,6×73 1 212-0435
72 (6×12) 16 Green 127,3×250,6×73 1 212-0436
72 (6×12) 16 Red 127,3×250,6×73 1 212-0437
72 (6×12) 16 White 127,3×250,6×73 1 212-0438

Test tube racks
PP

Racks are single piece moulded
Good heat and chemical resistance
Three tiers with contents always clearly visible
Large labelling areas on the side surfaces

No. of holes Hole Ø (mm) Colour W×D×H (mm) Pk Cat. No.
40 (4×10) 21 Blue 250×108×72 1 211-0351
40 (4×10) 21 Red 250×108×72 1 211-0352
40 (4×10) 21 White 250×108×72 1 211-0353
40 (4×10) 21 Yellow 250×108×72 1 211-0354
90 (6×15) 13 Blue 245×105x63 1 211-0355
90 (6×15) 13 Red 245×105x63 1 211-0356
90 (6×15) 13 White 245×105x63 1 211-0357
90 (6×15) 13 Yellow 245×105x63 1 211-0358
60 (5×12) 17 Blue 245×108×72 1 211-0359
60 (5×12) 17 Red 245×108×72 1 211-0360
60 (5×12) 17 White 245×108×72 1 211-0361
60 (5×12) 17 Yellow 245×108×72 1 211-0362

Test tube racks, Fold and Snap
PP

Easy to assemble polypropylene racks snap together in seconds 
Designed to remain stable in water baths 
Shipped flat

No. of holes For tube Ø (mm) Colour W×D×H (mm) Pk Cat. No.
120 13 - 16 Blue 337×267×91 1 211-0365
120 13 - 16 White 337×267×91 1 211-0366

Test tube racks, Mega
PP

Storage of high quantity of samples eliminates the need for multiple racks
Alphanumeric grid for quick location and retrieval of tubes
Sturdy, lightweight material for easy transport
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Accessories for test tubes

No. of holes For tube Ø (mm) W×D×H (mm) Pk Cat. No.
45 (5×9) 12,5 240×120×140 5 211-0387
28 (4×7) 18 240×120×140 5 211-0388
15 (3×5) 30 240×120×140 5 211-0389

Test tube racks, Origami TubeRack
PP

An innovative design that is delivered flat packed to reduce shipping cost and storage space. Easy to 
assemble. 

Height adjustable which makes it very flexible for a wide range of tubes
Alphanumeric grid for easy location of the samples
Can be used to store samples from –45 °C to 60 °C

No. of holes For tube Ø (mm) Colour W×D×H (mm) Pk Cat. No.
90 (6×15) 13 White 246×105×64 1 212-6101
90 (6×15) 13 Blue 246×105×64 1 212-6111
90 (6×15) 13 Yellow 246×105×64 1 212-6131
90 (6×15) 13 Red 246×105×64 1 212-6121
60 (5×12) 16 White 246×105×72 1 212-6102
60 (5×12) 16 Blue 246×105×72 1 212-6112
60 (5×12) 16 Yellow 246×105×72 1 212-6132
60 (5×12) 16 Red 246×105×72 1 212-6122
40 (4×10) 20 White 246×105×72 1 212-6103
40 (4×10) 20 Blue 246×105×72 1 212-6113
40 (4×10) 20 Yellow 246×105×72 1 212-6133
40 (4×10) 20 Red 246×105×72 1 212-6123
40 (4×10) 25 White 295×125×85 1 212-6104
40 (4×10) 25 Blue 295×125×85 1 212-6114
40 (4×10) 25 Yellow 295×125×85 1 212-6134
40 (4×10) 25 Red 295×125×85 1 212-6124
24 (3×8) 30 White 300×112×85 1 212-6105
24 (3×8) 30 Blue 300×112×85 1 212-6115
24 (3×8) 30 Yellow 300×112×85 1 212-6135
24 (3×8) 30 Red 300×112×85 1 212-6125

Test tube racks
Kartell

PP, coloured

Versatile and good value. The racks do not float, so they are ideal for use in water baths. Alphanumeric 
position designators for easy sample identification. The racks are delivered dismantled and can be put 
together securely and permanently in a few steps, without tools.

Very good chemical resistance 
Heat resistant up to +121 °C, autoclavable 
Very stable, robust

No. of holes Hole Ø (mm) W×D×H (mm) Pk Cat. No.
12 (2×6) 12 190×60×80 1 212-1420
10 (1×10) 18 250×60×74 1 212-6100
12 (2×6) 20 190×60×80 1 212-1421
24 (2×12) 20 375×65×95 1 212-1422

Test tube racks
Kartell

PP, white

With two or three tiers.

Very good chemical resistance 
Heat resistant up to +121 °C, autoclavable 
Light, very robust
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Accessories for test tubes

No. of holes For tube Ø (mm) Colour W×D×H (mm) Pk Cat. No.
9 (3×3) 30 White 109×109×84 1 212-8251
9 (3×3) 30 Blue 109×109×84 1 212-8254
9 (3×3) 30 Green 109×109×84 1 212-8255
9 (3×3) 30 Red 109×109×84 1 212-8256
16 (4×4) 25 White 122×122×75 1 212-8241
16 (4×4) 25 Blue 122×122×75 1 212-8244
20 (4×5) 20 White 103×128×84 1 212-8231
20 (4×5) 20 Blue 103×128×84 1 212-8234
20 (4×5) 20 Green 103×128×84 1 212-8235
20 (4×5) 20 Red 103×128×84 1 212-8236
36 (6×6) 13 White 102×102×56 1 212-8211
36 (6×6) 16 White 126×126×68 1 212-8221
36 (6×6) 13 Blue 102×102×56 1 212-8214
36 (6×6) 16 Blue 126×126×68 1 212-8224
36 (6×6) 13 Green 102×102×56 1 212-8215
36 (6×6) 16 Green 126×126×68 1 212-8225
36 (6×6) 13 Red 102×102×56 1 212-8216
36 (6×6) 16 Red 126×126×68 1 212-8226

Test tube racks, Unwire™, Half-Racks, Nalgene®
Thermo Scientific

ResMer™, colour coded

The ResMer™ manufacturing technology improves the shelf life of these test tube racks under the harshest 
conditions such as autoclaving, cleaning in dishwashers, chemical disinfection and use in freezing 
conditions. They are unmistakeable with durable and brighter colours. The racks do not float, so they are 
also very suitable for use in ice or water baths.

Heat resistant up to +135 °C, autoclavable
Half size, so more space saving than conventional racks
Good chemical resistance
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No. of holes For tube Ø (mm) Colour W×D×H (mm) Pk Cat. No.
24 (3×8) 30 White 283×108×83 1 212-8151
24 (3×8) 30 Orange 283×108×83 1 212-8103
24 (3×8) 30 Yellow 283×108×83 1 212-8153
24 (3×8) 30 Blue 283×108×83 1 212-8154
24 (3×8) 30 Green 283×108×83 1 212-8155
24 (3×8) 30 Red 283×108×83 1 212-8156
40 (4×10) 20 White 250×102×83 1 212-8131
40 (4×10) 25 White 300×121×92 1 212-8141
40 (4×10) 20 Orange 250×102×83 1 212-8132
40 (4×10) 25 Orange 300×121×92 1 212-8102
40 (4×10) 20 Yellow 250×102×83 1 212-8133
40 (4×10) 25 Yellow 300×121×92 1 212-8143
40 (4×10) 20 Blue 250×102×83 1 212-8134
40 (4×10) 25 Blue 300×121×92 1 212-8144
40 (4×10) 20 Green 250×102×83 1 212-8135
40 (4×10) 25 Green 300×121×92 1 212-8145
40 (4×10) 20 Red 250×102×83 1 212-8136
40 (4×10) 25 Red 300×121×92 1 212-8146
72 (6×12) 13 White 200×102×57 1 212-8111
72 (6×12) 16 White 248×127×70 1 212-8121
72 (6×12) 13 Orange 200×102×57 1 212-8100
72 (6×12) 16 Orange 248×127×70 1 212-8101
72 (6×12) 13 Yellow 200×102×57 1 212-8113
72 (6×12) 16 Yellow 248×127×70 1 212-8123
72 (6×12) 13 Blue 200×102×57 1 212-8114
72 (6×12) 16 Blue 248×127×70 1 212-8124
72 (6×12) 13 Green 200×102×57 1 212-8115
72 (6×12) 16 Green 248×127×70 1 212-8125
72 (6×12) 13 Red 200×102×57 1 212-8116
72 (6×12) 16 Red 248×127×70 1 212-8126

Test tube racks, Unwire™, Nalgene®
Thermo Scientific

ResMer™, colour coded

The ResMer™ manufacturing technology improves the shelf life of these test tube racks under the harshest 
conditions such as autoclaving, cleaning in dishwashers, chemical disinfection and use in freezing 
conditions. They are unmistakable with durable and brighter colours. The racks do not float, so they are also 
very suitable for use in ice or water baths.

Heat resistant up to +135 °C, autoclavable
Half size, so more space saving than conventional racks
Good chemical resistance

No. of holes For tube Ø (mm) Colour W×D×H (mm) Pk Cat. No.
72 (6×12) 13 White 200×102×57 1 212-8161
72 (6×12) 13 Blue 200×102×57 1 212-8162
72 (6×12) 13 Green 200×102×57 1 212-8163
72 (6×12) 13 Red 200×102×57 1 212-8164
72 (6×12) 16 White 248×127×70 1 212-8171
72 (6×12) 16 Blue 248×127×70 1 212-0046
72 (6×12) 16 Green 248×127×70 1 212-8173
72 (6×12) 16 Red 248×127×70 1 212-8174

Test tube racks, Unwire™, Nalgene®
Thermo Scientific

PP, coloured

These racks hold a full load of tubes securely in position. They do not float in the water bath.

Heat resistant up to +135 °C, not autoclavable 
Racks can be stacked when empty 
Very good chemical resistance
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Material No. of holes For tube Ø (mm) L×W (mm) Pk Cat. No.
PC 40 (4×10) 13 - 16 285×115 1 212-8322
PC 40 (4×10) 16 - 20 285×115 1 212-8323
PC 24 (3×8) 25 - 30 320×115 1 212-8324
PP 72 (6×12) 10 - 13 285×115 1 212-8331
PP 40 (4×10) 13 - 16 285×115 1 212-8332
PP 40 (4×10) 16 - 20 285×115 1 212-8333
PP 24 (3×8) 25 - 30 320×115 1 212-8335

PC, clear with white bottom plate or PP, white

Ergonomic handles for easier transport of full racks. Empty racks can be stacked with empty racks of the same length.

PC: Autoclavable (will reduce strength over time), do not float in water baths. Good chemical resistance 
PP: Not autoclavable. Very good chemical resistance 
All racks are provided with alphanumeric position markings for easier sample identification

Test tube racks, Nalgene®
Thermo Scientific

No. of holes For tube Ø (mm) W×D×H (mm) Pk Cat. No.
72 (6×12) 10 - 13 213×110×111 1 212-6259
50 (5×10) 13 - 16 213×110×111 1 212-6258
15 (3×5) 27 - 30 213×110×127 1 212-6255

Test tube racks for water baths
Bel-Art Products

PP, white

Due to its special blend of materials, this rack can be submerged without additional weight on the base of 
the bath.

Very good chemical resistance 
Heat resistant up to +121 °C, autoclavable 
Very stable

No. of holes For tube Ø (mm) Pk Cat. No.
90 (6×15) 10 - 13 1 212-6265
60 (5×12) 15 - 16 1 212-6266
40 (4×10) 18 - 20 1 212-6267

Test tube racks
Bel-Art Products

PP, white

Racks with gripping fingers that hold the tubes even when the rack is inverted (e.g. during emptying). 
Stackable when empty.

Excellent chemical and temperature resistance 
The racks do not float, so they are suitable for use in water baths 
Numbered positions to aid sample identification
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No. of holes For tube Ø (mm) Colour W×D×H (mm) Pk Cat. No.
21 (3×7) 30 White 246×104×64 1 212-6581
21 (3×7) 30 Red 246×104×64 1 212-6584
21 (3×7) 30 Blue 246×104×64 1 212-6587
24 (3×8) 25 White 246×104×64 1 212-6580
24 (3×8) 25 Blue 246×104×64 1 212-6586
40 (4×10) 20 Red 246×104×64 1 212-6582
60 (5×12) 16 Blue 246×104×64 1 212-6585
90 (6×15) 13 Red 246×104×64 1 212-0092

Test tube racks
Bel-Art Products

PP, coloured

The economical alternative to wire racks. Due to their special blend of materials, these racks can be 
submerged without additional weight on the base of water baths and can also be used in shaking water 
baths. They have alphanumeric position markings for better sample identification and can be labelled on 
the side. Stackable for space saving storage.

Very good chemical resistance 
Heat resistant up to +121 °C, autoclavable 
Very stable

No. of holes For tube Ø (mm) Hole depth (mm) W×D×H (mm) Pk Cat. No.
96 16,5 22 220×220×32 1 212-6203
119 14,5 18 220×220×32 1 212-6202
250 8,5 15 220×220×32 1 212-6201

Test tube stands
Kartell

PS, expanded, white

Ideal for large quantities of test and sample tubes. The recesses are deep enough to hold tubes, firm and 
upright. Cat.No. 212-6201 is particularly suitable for holding 1,5 ml microcentrifuge tubes.

Good chemical resistance 
Heat resistant up to +71 °C 
Extremely light, stackable, with finger recesses for easy lifting

Description No. of holes For tube Ø (mm) W×D×H (mm) Pk Cat. No.
Universal tube rack 
for 15 - 50 ml tubes

12 16 - 30  194×140×51 1 211-0380

Tube rack, universal, for 15 - 50 ml tubes
PP

Quickly change aperture by opening the ‘iris’ with a turn of the knob or directly insert a tube into the 
opening. 

Holds up to 12 similar size tubes with a diameter from 16 - 30 mm
Imprinted references for easy tube identification
Not suitable for autoclaving
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No. of holes For tube Ø (mm) For tubes (ml) W×D×H (mm) Type Pk Cat. No.
8 - 40 10 - 30 50/15 224×110×110 A 1 211-0378
24 - 128 6 - 18 0,2/0,5/0,6/1,5/2,0/15 210×100×100 B 1 211-0379

PP, coloured

Racks with four independently rotating modules coloured purple, blue, green and yellow for simultaneous loading with test tubes, culture tubes, centrifuge tubes 
or microcentrifuge tubes of different sizes.

Very good thermal resistance, autoclavable 
Type A: With one side each for 2×50 ml tubes, 8×15 ml tubes, 6×20 mm tubes and 10 tubes with 10 - 13 mm diameter 
Type B: With one side each for 6×15 ml tubes, 9×1,5/2,0 ml microcentrifuge tubes, 12×0,5/0,6 ml microcentrifuge tubes and 32×0,2 ml PCR tubes or four strips 
with eight PCR tubes

Test tube racks, Rota-Rack™

Colour W×D×H (mm) Pk Cat. No.
Orange 175×95×51 1 211-0200
Green 175×95×51 1 211-0201
Pink 175×95×51 1 211-0202
Yellow 175×95×51 1 211-0203

Four-way microtube and test tube racks
PP, coloured

With four sides that can be loaded independently. Create as large a rack as needed by linking together 
multiple racks. Practical and compact. Very good chemical resistance. High thermal resistance, autoclavable.

Side 1: 4×30 mm diameter holes for 50 ml centrifuge tubes 
Side 2: 12×17 mm diameter holes for 15 ml centrifuge tubes 
Side 3: 32×12 mm diameter holes for 1,5/2,0 ml microcentrifuge tubes
Side 4: 32×8 mm diameter holes for 0,5 ml microcentrifuge tubes

Description No. of holes For tubes Colour Pk Cat. No.
Cube-Rack 4/10/12/16 50 ml/15 ml/12×75 mm/1,5/2,0 ml  Assorted 5 211-0345

Four-way microtube and test tube racks, Cube-Rack model
PP, coloured

With four sides that can be loaded independently. Can be clipped together. Practical and compact. Very 
good chemical resistance. High thermal resistance, autoclavable.

Side 1: 4 holes for 50 ml tubes 
Side 2: 10 holes for 15 ml tubes 
Side 3: 12 holes for 12×75 mm or 12×100 mm tubes 
Side 4: 16 holes for 1,5/2,0 ml microtubes

Ordering information: The colour coded kit includes one rack of each colour: Orange, blue, green, pink and 
yellow.
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No. of holes For tube Ø (mm) W×D×H (mm) Pk Cat. No.
12 (2×6) 28 195×65×40 1 212-8806
12 (2×6) 58 393×132×45 1 212-8814
12 (3×4) 18 87×65×60 1 212-0534
12 (3×4) 38 168×128×43 1 212-8810
24 (4×6) 18 125×85×60 1 212-0533
24 (4×6) 23 165×110×85 1 212-0535
24 (4×6) 12 95×63×35 1 212-0538
24 (4×6) 38 255×170×43 1 212-0539
25 (5×5) 30 171×171×85 1 212-8809
50 (5×10) 18 210×110×85 1 212-0532
50 (5×10) 12 155×80×35 1 212-0537
100 (10×10) 18 210×210×85 1 212-0531
100 (10×10) 28 315×315×40 1 212-8807
100 (10×10) 12 155×155×35 1 212-0536

Test tube racks
Stainless steel

Strong woven mesh base
Robust, stable construction and easy to clean

For tubes (ml) No. of holes Form Colour Pk Cat. No.
1,5/2,0 24 Rectangle Yellow 5 212-9125
15,0 8 Parallelogram Blue 5 212-9126
50,0 4 Diamond Green 5 212-9127

Microtube and test tube racks, floating
Heathrow Scientific

Polyfoam, coloured

For incubating sample, centrifuge and microcentrifuge tubes in water baths.

These stands float and remain on the surface of the bath, preventing the vessels they contain from 
floating free 
A variety of geometrical shapes enable individual and easily sortable arrangement in the water bath 
With handles for easy insertion and removal

No. of holes For tube Ø (mm) W×D×H (mm) Pk Cat. No.
27 (3×9) 8 180×60×45 1 525-0192
21 (3×7) 13 180×60×60 1 525-0193
10 (2×5) 19 180×60×70 1 525-0194
4 (1×4) 30 180×60×80 1 525-0195

Test tube racks
PTFE

Robust and inert to virtually all chemical reagents with very good thermal resistance. Suitable for use in 
cryogenics, freezers, ovens, etc. 

Excellent chemical resistance 
Temperature resistant from –200 to +280 °C 
Non stick surfaces for easy cleaning
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No. of holes For tube Ø (mm) Type Pk Cat. No.
12 (2×6) 18 With rods 1 212-6505
12 (2×6) 18 Without rods 1 212-6530
18 (2×9) 18 With rods 1 212-6510
18 (2×9) 18 Without rods 1 212-6535
24 (2×12) 18 With rods 1 212-6515
24 (2×12) 18 Without rods 1 212-6540

Test tube racks
Hardwood, painted

Lightweight, tough and stable 
Two-tiered 
Available with or without drain rods

No. of holes For tube Ø (mm) Colour W×D×H (mm) Pk Cat. No.
96 (8×12) 10 - 13 White 179×127×64 1 211-0219
96 (8×12) 10 - 13 Blue 179×127×64 1 211-0221
50 (5×10) 14 - 17 White 187×105×70 1 211-0220
50 (5×10) 14 - 17 Blue 187×105×70 1 211-0222

Test tube and drying racks
PP, reinforced, colour coded

Secure hold for test tubes, sample tubes, reaction vessels, etc. Can also be used as drying racks for test 
tubes, electrophoresis and chromatography plates.

Heat resistant up to +135 °C, autoclavable 
Do not float in the water bath 
Very good chemical resistance

No. of holes For tube Ø (mm) Colour W×D×H (mm) Pk Cat. No.
96 (8×12) 10 - 13 White 127×179×64 2 211-7211
96 (8×12) 10 - 13 Blue 127×179×64 2 211-7214
50 (5×10) 14 - 17 White 105×187×70 2 211-7221
50 (5×10) 14 - 17 Blue 105×187×70 2 211-7224

Test tube and drying racks, Nalgene®
Thermo Scientific

PP, reinforced

Peg racks are ideal for holding sample collection tubes, reaction tubes and test tubes. The racks can also be 
used as drying racks for electrophoresis and chromatography plates and for a range of tubes.

Heat resistant up to +135 °C, autoclavable
Do not float in the water bath
Very good chemical resistance

Description Pk Cat. No.
Bottle rack for Bijou bottles 1 215-1122

Bottle racks
Wire, nylon coated

For storing up to 12×5 ml Bijou-type bottles (max 22 mm diameter).

For 5 ml Bijou-type bottles  
Good chemical resistance, good temperature resistance
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Description Pk Cat. No.
Bottle racks for McCartney bottles 1 215-0939

Bottle racks
Wire, nylon coated

For transporting and storing bottles.

For 12 universal bottles and pots up to 30 mm diameter 
Good chemical resistance, good temperature resistance
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Beakers

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
25 50 34 10 213-1120
50 60 42 10 213-1121
100 70 50 10 213-1122
150 80 60 10 213-1123
250 95 70 10 213-1124
400 110 80 10 213-1125
600 125 90 10 213-1126
800 135 100 10 213-1127
1000 145 105 10 213-1128
2000 185 130 10 213-1129
3000 210 150 1 213-1130
5000 270 170 1 213-1131
10000 350 217 1 213-1132

Beakers, low form
Grade 3.3 borosilicate glass, with spout

The economical alternative for a wide range of laboratory applications. With volume graduations and 
labelling area.

Very good chemical resistance 
High temperature resistance 
Autoclavable

DIN 12331, ISO 3819

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
5 30 22 1 213-1101
10 35 26 1 213-1102
25 50 34 1 213-1103
50 60 42 1 213-1104
100 70 50 1 213-1105
150 80 60 1 213-1106
250 95 70 1 213-1107
400 110 80 1 213-1108
600 125 90 1 213-1109
800 135 100 1 213-1110
1000 145 105 1 213-1111
2000 185 132 1 213-1112
3000 210 152 1 213-1113
5000 270 170 1 213-1114
10000 350 217 1 213-1115

Beakers, low form
DURAN Group

DURAN®, borosilicate glass, with spout

Graduated for approximate reading of contents and labelling area (213-1101, 213-1102 and 213-1115 not 
graduated and without retrace code).

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes

With printed retrace code (batch identification); batch certificate available at www.duran-group.com

DIN 12331 and ISO 3819 (except 213-1115)
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Beakers

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
5 30 22 10 213-0010
10 35 26 10 213-0012
25 50 34 10 213-0015
50 60 42 10 213-0009
100 70 50 10 213-0011
150 80 60 10 213-0013
250 95 70 10 213-0014
400 110 80 10 213-0016
600 125 90 10 213-0017
800 135 100 10 213-0018
1000 145 105 10 213-0019
2000 185 130 10 213-0020
3000 210 150 1 213-0268
5000 270 170 1 213-0022
10000* 350 217 1 213-0023

Beakers, low form
PYREX®, borosilicate glass, with spout

Ideal for general laboratory use. With spout, white graduations and labelling area.

Very good chemical resistance 
High temperature resistance 
Autoclavable

ISO 3819 and DIN 12331

* Supplementary to ISO range and graduations are approximate.

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
150 80 60 1 214-0199
250 95 70 1 214-0204
400 110 80 1 214-0205
600 125 90 1 214-0206
1000 145 105 1 214-0207
2000 185 132 1 214-0208
5000 270 170 1 214-0209

Glass beakers, low form, super duty
DURAN Group

DURAN®, borosilcate glass

With easily legible graduation and labelling area. It is recommended to heat the super duty glass beakers 
slowly and evenly to prevent thermal stresses in the glass. For work at very high temperatures or with fast 
changes in temperature, the standard DURAN® beakers should be used, as these offer excellent resistance 
to temperature changes. However, mechanical stability is limited with these products in comparison with 
the super duty beakers. 

Higher mechanical stability compared with standard glass beakers due to reinforced sturdy rim
Even distribution of wall thickness
Very good chemical resistance, good thermal resistance

With printed retrace code (batch identification); batch certificate available at www.duran-group.com
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Beakers

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
150 89 57 12 213-0024
250 90 68 12 213-0045
400 110 77 12 213-0046
600 124 90 6 213-0047
1000 156 108 6 213-0048
2000 179 131 4 213-0049
3000 230 170 1 213-0413
4000 250 160 1 213-0414

Beakers, low form, heavy duty
PYREX®, borosilicate glass, with spout

Mechanically stronger than standard beakers. Designed for longer life and increased user safety. Reinforced 
rim and spout. Less prone to breakage during washing etc. Thicker walls and heavier bases. White 
graduations and marking spot.

Very good chemical resistance 
High temperature resistance 
Autoclavable

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
50 70 38 10 213-1169
100 80 48 10 213-1170
150 95 54 10 213-1171
250 120 60 10 213-1172
400 130 70 10 213-1173
600 150 80 10 213-1174
800 175 90 10 213-1175
1000 180 95 10 213-1176
2000 240 120 10 213-1177
3000 280 135 1 213-1178

Beakers, tall form
Grade 3.3 borosilicate glass, with spout

The economical alternative for a wide range of laboratory applications. With volume graduations and 
labelling area.

Very good chemical resistance 
High temperature resistance 
Autoclavable

DIN 12331, ISO 3819
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Beakers

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
50 70 38 1 213-1154
100 80 48 1 213-1155
150 95 54 1 213-1156
250 120 60 1 213-1157
400 130 70 1 213-1158
600 150 80 1 213-1159
800 175 90 1 213-1160
1000 180 95 1 213-1161
2000 240 120 1 213-1162
3000 280 135 1 213-1163

Beakers, tall form
DURAN Group

DURAN®, borosilicate glass, with spout

Graduated for approximate reading of contents and labelling area.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes

With printed retrace code (batch identification); batch certificate available at www.duran-group.com

DIN 12331 and ISO 3819

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
50 70 38 10 213-0031
100 80 48 10 213-0032
150 95 54 10 213-0033
250 120 60 10 213-0034
400 130 70 10 213-0035
600 150 80 10 213-0036
1000 180 95 10 213-0037
2000 240 120 10 213-0415

Beakers, tall form
PYREX®, borosilicate glass, with spout

Volume graduations and labelling area.

Very good chemical resistance 
High temperature resistance 
Autoclavable

DIN 12331, ISO 3819

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
250 138 70 1 213-0373
600 180 95 1 213-0052
1000 235 110 1 213-0042
2000 280 130 1 213-0054

Jacketed beakers, tall form
Pyrex® borosilicate glass, no spout

For maintaining liquid samples at a constant temperature. The temperature controlling medium is pumped 
through the double-walled jacket by means of a recirculating thermostat.

Very good chemical resistance 
Very good thermal resistance 
With screw thread and plastic threaded tubing connectors. Tube nozzles with 11 mm ext. diameter (Ø) for 
250 and 600 ml beakers and 14 mm ext. diameter (Ø) for 1000 and 2000 ml beakers
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Beakers

Capacity (ml) Pk Cat. No.
5 1.000 611-1363
10 1.000 611-1364
20 500 611-1365
50 500 611-1366
150 100 611-1367
250 100 611-1368
800 100 611-1369
1000 100 611-1370

Beaker cups, disposable
PS

Economical, multipurpose beaker for a very wide range of uses.

Suitable for use in various sample dispensers 
Beakers with capacity of 5 and 20 ml are recommended for use in flame photometric analyses

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
15 38 37 5 - 15 100 213-3915
30 44 46 5 - 30 100 213-3916
50 52 52 5 - 50 100 213-3917
100 62 64 5 - 100 100 213-3918
150 79 70 5 - 150 100 213-3919
250 90 80 10 - 250 50 213-3920
400 111 96 25 - 400 50 213-3921
600 124 107 25 - 600 25 213-3922

Beakers, disposable
PP, translucent

High quality economical beaker for everyday work. Ideal for general laboratory use. With spout.

Embossed graduations
Ribs for easy stacking
Autoclavable to +121 °C

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
50 57 49 5 100 212-9301
100 72 58 10 100 212-9302
250 90 76 10 100 212-9303
400 108 85 20 100 212-9304
800 133 107 50 100 212-9305
1000 145 115 50 100 212-9306

Beakers, triangular
PP, translucent

Multipurpose beakers with three non-drip spouts. With easy to read raised graduations.

Very good chemical resistance
Autoclavable to +121 °C
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Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
25 50 38 5 12 213-1621
50 60 47 10 12 213-1622
100 70 55 10 12 213-1623
250 95 77 25 6 213-1624
400 111,5 87 50 1 213-1725
600 126,5 100 50 1 213-1726
1000 147 120 100 1 213-1642
2000 187 149 200 1 216-1643
3000 212 170 250 1 219-1644
5000 247 203 500 1 222-1645

Beakers, low form
PP, highly translucent

Ideal for general laboratory use. With spout and easy to read blue graduations.

Good chemical resistance 
Resistant to heat up to +121 °C (for 20 minutes), prolonged use at +100 °C 
Smooth surfaces for easy, fast cleaning

ISO 7056

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
10* 36 30 2 12 213-0377
25 50 38 5 12 213-0378
50 60 47 10 12 213-0379
100 70 55 10 12 213-0380
150* 80 66 20 12 213-0381
250 95 77 25 6 213-0382
400* 112 87 50 6 213-0383
500 118 94 50 6 213-0384
600* 127 100 50 6 213-0385
1000 147 120 100 6 213-0386
2000 187 149 200 6 213-0387
3000* 212 170 250 4 213-0388
5000 247 203 500 4 213-0389

Beakers, low form
Brand

PP, high clarity

With printed blue scale, beaded rim and spout.

Very good chemical resistance
Cleaning up to max. +60 °C is recommended to preserve marks and inscriptions
For autoclaving (+121 °C) beakers with an embossed scale should be selected 

ISO 7056

* In addition to ISO 7056
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Beakers

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
25 50 38 5 12 213-0390
50 60 47 10 12 213-0391
100 70 55 10 12 213-0392
150* 80 66 20 12 213-0393
250 95 77 25 6 213-0394
400* 112 87 50 6 213-0395
500 118 94 50 6 213-0396
600* 127 100 50 6 213-0397
1000 147 120 100 6 213-0398
2000 187 149 200 6 213-0399
3000* 212 170 250 4 213-0400
5000 247 203 500 4 213-0401

Beakers, low form
Brand

PP, high clarity

With embossed scale, beaded rim and spout.

Very good chemical resistance
Autoclavable to +121 °C
Smooth surfaces for easy, fast cleaning

ISO 7056

* In addition to ISO 7056

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
10 32 32 1,0 10 213-0269
25 40 42 2.0 10 213-0058
50 51 51 5 10 213-0060
100 62 62 10 10 213-0062
250 82 82 25 10 213-0064
400 95 94 50 10 213-0065
500 101 100 50 10 213-0067
600 107 106 50 5 213-0068
1000 126 127 100 5 213-0070
2000 160 158 200 1 213-0072

Beakers, low form, Azlon®
SciLabware

PP, translucent

Ideal for general laboratory use. With spout and exceptionally easy to read blue graduation. Straight sided.

Good chemical resistance 
Resistant to heat up to +135 °C 
Smooth surfaces for quick, easy cleaning

ISO 7056
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Beakers

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
25 49 34 1 1 213-0192
50 60 41 2 1 213-0193
100 72 51 5 1 213-0194
250 95 71 10 1 213-0195
500 119 87 10 1 213-0196
1000 147 109 20 1 213-0197
2000 183 132 50 1 213-0198
3000 201 158 500 1 213-0199
5000 229 188 500 1 213-0200

Beakers, low form
Kartell

PP, highly translucent

Ideal for general laboratory use. With spout and easy to read moulded graduations.

Good chemical resistance 
Resistant to heat up to +121 °C (for 20 minutes), prolonged use +100 °C 
Smooth surfaces for easy, fast cleaning

ISO 7056

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
25 49 34 1 1 213-1631
50 60 41 2 1 213-1632
100 72 51 5 1 213-1633
250 95 71 10 1 213-1634
500 119 87 10 1 213-1641
1000 147 109 20 1 213-1636
2000 183 132 50 1 213-1643
3000 201 158 500 1 213-1644
5000 229 188 500 1 213-1645

Beakers, low form
Kartell

PP, highly translucent

Ideal for general laboratory use. With spout and easy to read blue graduations.

Good chemical resistance 
Resistant to heat up to +121 °C (for 20 minutes), prolonged use at +100 °C 
Smooth surfaces for easy, fast cleaning

ISO 7056
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Containers and accessories
Beakers

Capacity (ml) Division (ml) Pk Cat. No.
30 5 - 30 12 213-7100
50 10 - 50 12 213-7101
100 10 - 100 12 213-7102
150 20 - 50 12 213-7103
250 25 - 250 6 213-7104
400 50 - 400 6 213-7105
600 100 - 600 4 213-7106
1000 100 - 1000 3 213-7107
2000 200 - 2000 1 213-7108
4000 500 - 4000 1 213-7109

Beakers, low form, Nalgene®
Thermo Scientific

PPCO, translucent

Designed for general laboratory use. With spout and easy to read printed graduations with size code, 
plastic code, maximum temperature for use and ‘Not flameproof’ symbol. Ribbed for easy stacking. No drip, 
single spout design provides precision pouring control.

Very good chemical resistance
Heat resistant up to +121 °C, autoclavable at +121 °C (max. 20 minutes)
Smooth surfaces for easy, fast cleaning

ISO 7056

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
25 51 41,5 5 10 213-0323
50 61 50,5 10 10 213-0096
100 73 61,5 20 10 213-0097
250 96 80,5 50 10 213-0098
400 111 92,5 50 10 213-0099
500 121 102,5 50 10 213-0100
600 126 104,0 50 5 213-0101
1000 148 120,0 100 5 213-0102
2000 188 163,0 200 1 213-0103
5000 250 230,0 500 1 213-0105

Beakers, low form, Azlon®
SciLabware

PP, highly translucent

Ideal for general laboratory use. Crisp, blue, easy to read indelible graduations. Precise non drip pouring 
spouts.

Tapered stacking style; space saving and easy to handle
Good chemical resistance
Autoclavable at +121 °C

ISO 7056
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Containers and accessories
Beakers

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
25 49 34 1 1 213-1911
50 60 42 2 1 213-1912
100 72 52 5 1 213-1913
250 95 71 10 1 213-1914
500 119 88 10 1 213-1915
1000 146 110 20 1 213-1916
2000 184 133 50 1 213-1917
3000 201 159 500 1 213-1918
5000 228 190 500 1 213-1919

Beakers, low form
Kartell

PMP (TPX), crystal clear

Ideal for general laboratory use. With spout and easy to read blue graduations.

Good chemical resistance
Heat resistant up to +150 °C (up to +170 °C for short periods), autoclavable
Smooth surfaces for easy, fast cleaning

ISO 7056

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
25 49 34 1 1 213-0185
50 60 42 2 1 213-0186
100 72 52 5 1 213-0187
250 95 71 10 1 213-0188
500 119 88 10 1 213-0189
1000 146 110 20 1 213-0190
2000 184 133 50 1 213-0191
3000 200 159 500 1 213-0183
5000 228 190 500 1 213-0184

Beakers, low form
Kartell

PMP (TPX), crystal clear

Ideal for general laboratory use. With spout and easy to read embossed graduations.

Good chemical resistance 
Heat resistant up to +150 °C (up to +170 °C for short periods), autoclavable 
Smooth surfaces for easy, fast cleaning

ISO 7056

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
25 40 42 2.5 10 213-0082
250 82 82 25 5 213-0088
400 95 94 50 5 213-0089
500 101 100 50 5 213-0091
600 107 106 50 1 215-0027
1000 126 127 100 1 213-0093
2000 160 158 200 1 213-0095

Beakers, low form, Azlon®
SciLabware

PMP (TPX), crystal clear

Ideal for general laboratory use. With spout and exceptionally easy to read red graduation. Straight sided.

Excellent chemical resistance 
Heat resistant up to +180 °C 
Smooth surfaces for quick, easy cleaning

ISO 7056
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Containers and accessories
Beakers

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
25 47 31 5 1 213-1754
50 60 40 10 1 213-1756
100 70 49 20 1 213-1758
150 80 56 20 1 213-1759
250 94 68 50 1 213-1760
400 109 77 50 1 213-1761
500 122 88 100 1 213-1762
600 125 91 100 1 213-1763
1000 149 102 100 1 213-1765
2000 183 133 200 1 213-1766
3000 214 174 200 1 213-1768
5000 248 185 500 1 213-1770

Beakers, low form
VITLAB®

PMP (TPX), crystal clear

Ideal for general laboratory use. With spout and easy to read red graduations.

Good chemical resistance 
Heat resistant up to +150 °C (up to +170 °C for short periods), autoclavable 
Smooth surfaces for easy, fast cleaning

ISO 7056

Capacity (ml) Division (ml) Pk Cat. No.
30 5 - 30 12 213-7130
50 10 - 50 12 213-7131
100 10 - 100 12 213-7132
150 20 - 150 12 213-7133
250 25 - 250 6 213-7134
400 50 - 400 6 213-7135
600 100 - 600 4 213-7136
1000 100 - 1000 3 213-7137
2000 200 - 2000 1 213-7138
4000 500 - 4000 1 213-7139

Beakers, low form, Nalgene®
Thermo Scientific

PMP (TPX) crystal clear

Designed for general laboratory use. With spout and easy to read, printed graduations with size code, 
plastic code, maximum temperature for use and ‘Not flameproof’ symbol. Ribbed for easy stacking. No drip, 
single spout design provides precision pouring control.

Good chemical resistance 
Heat resistant up to +150 °C, autoclavable at +121 °C (max. 20 minutes) 
Smooth surfaces for easy, fast cleaning

ISO 7056
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Containers and accessories
Beakers

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
1 18 13 2 213-0270
5 26 20 1 213-0233
10 33 24 1 213-0234
25 47 32 1 213-0235
50 60 43 1 213-0236
100 68 54 1 213-0237
150 69 59 1 213-0238
250 97 66 1 213-0239
400 106 80 1 213-0274
500 125 80 1 213-0240
600 125 90 1 213-0241
1000 155 100 1 213-0242
2000 210 120 1 213-0243
5000 280 170 1 213-0244

Beakers, low form
PTFE, with spout

Thick walled, with reinforced lip and exceptionally smooth inner walls to prevent contamination. Non stick. 
Low gas permeability.

Excellent chemical resistance 
Temperature resistant from –200 to +280 °C 
Flat bottom for good heat transfer, for example when used on regulated hotplates

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
25 50 32 5 1 213-1504
50 59 39 10 1 213-1506
100 72 50 20 1 213-1508
250 96 67 50 1 213-1510
400 109 77 50 1 213-1511
600 125 91 100 1 213-1513
1000 143 105 100 1 213-1514

Beakers, low form
VITLAB®

ETFE, translucent

With spout and easy to read black printed graduations.

Excellent chemical resistance 
Good thermal resistance from -100 to +150 °C 
Autoclavable

ISO 7056

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
25 50 32 5 1 213-1602
50 59 39 10 1 213-1603
100 72 50 20 1 213-1604
250 96 67 50 1 213-1605
500 122 88 100 1 213-1606
1000 141 109 100 1 213-1609

Beakers, low form
VITLAB®

PFA, translucent, with spout

Ideal for demanding applications. Not for use on hotplates. With engraved graduation.

Excellent chemical resistance 
High thermal resistance from -270 to +250 °C 
Autoclavable

ISO 7056
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Containers and accessories
Beakers

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
With rim
100 60 50 1 213-0278
250 80 65 1 213-0279
500 110 80 1 213-0280
1000 130 100 1 213-0281
2000 180 120 1 213-0282
3000 180 150 1 213-0283
5000 210 180 1 213-0284
With rim and spout
100 60 50 1 213-0292
250 80 65 1 213-0293
500 110 80 1 213-0294
1000 130 100 1 213-0295
2000 180 120 1 213-0296
3000 180 150 1 213-0297
5000 210 180 1 213-0298
With rim and handle
100 60 50 1 213-0285
250 80 65 1 213-0286
500 110 80 1 213-0287
1000 130 100 1 213-0288
2000 180 120 1 213-0289
3000 180 150 1 213-0290
5000 210 180 1 213-0291
With rim, spout and handle
100 60 50 1 213-0299
250 80 65 1 213-0300
500 110 80 1 213-0301
1000 130 100 1 213-0302
2000 180 120 1 213-0303
3000 180 150 1 213-0304
5000 210 180 1 213-0305

18/8 stainless steel, rust-proof

A complete range of metal beakers for a wide variety of applications in the laboratory. For use with corrosive materials. Available with rim or spout and with or 
without handle.

Robust and durable
Excellent resistance to heat
Smooth surface for quick and easy cleaning

Beakers, low form
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Containers and accessories
Measuring beakers

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
250 120 70 5 12 213-3401
500 133 91 10 12 213-3402
1000 182 116 20 1 213-3403
2000 215 150 50 1 213-3404

Measuring beakers with handle
PP, highly translucent

Ideal for general laboratory use and a wide variety of other applications. With embossed scale, blue 
graduations and spout.

Good chemical resistance 
Resistant to heat up to +121 °C (for 20 minutes), prolonged use +100 °C 
Smooth surfaces for easy, fast cleaning

Food-safe products acc. to EC Directive No. 10/2011.

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
50 70 40 2 24 213-0417
100 80 50 2 24 213-0418
250 120 74 5 12 213-0419
500 140 92 10 12 213-0420
1000 181 117 20 6 213-0421
2000 213 152 50 6 213-0422
3000 242 172 50 6 213-0423
5000 270 204 100 6 213-0424

Measuring beakers with handle
Brand

PP, highly translucent

Ideal for general laboratory use and a wide variety of other applications. With blue printed scale.

Ergonomic handle for secure grip
Functional spout to minimise spills
Cleaning up to max. +60 °C is recommended to preserve marks and inscriptions, for autoclaving 
(+121 °C) beakers with an embossed scale should be selected 

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
50 70 40 2 1 213-0255
100 80 50 2 1 213-0256
250 120 70 5 1 213-1611
500 133 91 10 1 213-0262
1000 170 116 10 1 213-1613
2000 215 150 20 1 213-1614
3000 242 170 50 1 213-0263
5000 270 210 100 1 213-0257

Measuring beakers with handle
VITLAB®

PP, highly translucent

Ideal for general laboratory use and a wide variety of other applications. With embossed scale and spout.

Good chemical resistance 
Resistant to heat up to +121 °C (for 20 minutes), prolonged use +100 °C 
Smooth surfaces for easy, fast cleaning
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Containers and accessories
Measuring beakers

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
50 70 40 2 1 213-3705
100 80 50 2 1 213-3710
250 120 70 5 1 213-3715
500 133 91 10 1 213-3720
1000 182 116 20 1 213-3725
2000 215 150 50 1 213-3730
3000 242 170 50 1 213-3735
5000 270 210 100 1 213-3740

Measuring beakers with handle
VITLAB®

PP, highly translucent

Ideal for general laboratory use and a wide variety of other applications. With embossed scale, blue 
graduations.

Good chemical resistance 
Resistant to heat up to +121 °C (for 20 minutes), prolonged use +100 °C 
Smooth surfaces for easy, fast cleaning

Food-safe products acc. to EC Directive No. 10/2011.

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
500 116 90 25 1 213-3420
1000 131 116 50 1 213-3425
2000 165 145 50 1 213-3430
3000 180 165 100 1 213-1625
5000 225 190 250 1 213-3440

Measuring beakers with handle
Kartell

PP, translucent

Ideal for general laboratory use and a wide variety of other applications. With embossed scale and spout.

Good chemical resistance 
Resistant to heat up to +121 °C (for 20 minutes), prolonged use +100 °C 
Smooth surfaces for easy, fast cleaning

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
50 60 50 10 5 213-0144
100 72 61 20 5 213-0145
250 100 90 50 1 213-0146
500 120 102 50 1 213-0147
1000 150 122 100 1 213-0148
2000 187 151 100 1 213-0149
3000 215 172 200 1 213-0150
5000 253 199 500 1 213-0151

Measuring beakers with handle, Azlon®
SciLabware

PP, highly translucent with blue graduations

Robust jugs with crisp blue graduations
Autoclavable at +121 °C, durable with good chemical resistance
Ergonomically designed handle with thumb grip for easy carrying
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Containers and accessories
Measuring beakers

Capacity (ml) Height (mm) Ø ext. (mm) Division (ml) Pk Cat. No.
500 140 100 10 1 213-3745
1000 167 125 10 1 213-3746
2000 212 148 20 1 213-3747
3000 242 170 50 1 213-3748

Measuring beakers with handle
VITLAB®

PP, highly translucent

Ideal for general laboratory use and a wide variety of other applications. With stable handle, spout and 
easily readable, printed black scale on both sides. Stackable.

Volume is equally visible for left and right handers
Good chemical resistance, resistant to heat up to +121 °C (for 20 minutes), prolonged use +100 °C 
To preserve markings, cleaning at no higher than +60 °C is recommended
For autoclaving we recommend the design with raised graduations

Food-safe product according to EC Directive No. 10/2011

Capacity (ml) Division (ml) Pk Cat. No.
HDPE
1000 100 - 1000 1 213-7152
3000 200 - 3000 1 213-7154
PMP
1000 100 - 1000 1 213-7162
3000 200 - 3000 1 213-7164

HDPE, translucent or PMP (TPX), crystal clear  

Dual graduations in ml and oz. Square handle for easy carrying and pouring. Extra strong wall for safer handling of acids, bases and other solutions. Transparent 
to microwaves (PMP).

Good chemical resistance (HDPE) / Very good chemical resistance (PMP)
Good thermal resistance (HDPE) / Heat resistant up to +150 °C (briefly to +175 °C) (PMP) 
Designed for rough handling (HDPE) / Autoclavable (PMP)

Measuring beakers with handle, Nalgene®
Thermo Scientific

Capacity (ml) Pk Cat. No.
1000 1 213-7172
3000 1 213-7174

Measuring beakers with handle, Nalgene®
Thermo Scientific

PFA, translucent

These beakers are exceptionally chemically resistant and can be used repeatedly for ultrapure 
applications. For use with strong oxidising agents, acids, hydrocarbons and ketones. The material is 
non-adhesive, so the measuring beakers are easy to clean. With spout.

Exceptional chemical resistance
Very good thermal resistance (-270 to +250 °C), autoclavable
Very sturdy, extra strong walls
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Containers and accessories
Measuring beakers

Capacity (ml) Division (ml) Pk Cat. No.
10 10 1 213-0175
50 10 1 213-0176
100 10 1 213-0177
250 10 1 213-0178

Measuring cylinders, conical
Soda-lime glass, clear

Ideal for a wide range of applications. With metric graduations. Broad base for stability.

Good chemical resistance
Broad base for stability
Liquid volume is easy to read

Capacity (ml) Division (ml) Height (mm) Pk Cat. No.
100 2 118 1 213-8010
250 5 164 1 213-8011
500 10 183 1 213-8012
1000 20 263 1 213-8013

Measuring cylinders, conical
Kartell

PP, translucent

Ideal for a wide range of applications. With moulded graduations. Broad base for stability.

Good chemical resistance
Autoclavable to +121 °C
Liquid volume is easy to read

Capacity (ml) Division (ml) Height (mm) Pk Cat. No.
100 2 117 1 213-1821
250 5 162 1 213-1822
500 10 183 1 213-1823
1000 20 263 1 213-1824

Measuring cylinders, conical
Kartell

PMP (TPX), crystal clear

Ideal for a wide range of applications. With moulded graduations. Broad base for stability.

Very good chemical resistance and thermal resistance up to +170 °C
Robust, autoclavable
Liquid volume is easy to read
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Containers and accessories
Flasks - erlenmeyer, round and flat bottom

Capacity (ml) Height (mm) Ø ext. (mm) Neck Ø ext. (mm) Pk Cat. No.
Narrow mouth
100 110 64 26 1 214-1177
250 143 85 34 1 214-1178
500 168 105 34 1 214-1179
1000 200 131 42 1 214-1180
2000 240 166 50 1 214-1181
Wide mouth
100 110 64 34 1 214-1182
250 143 85 50 1 214-1183
500 168 105 50 1 214-1184
1000 200 131 50 1 214-1185
2000 240 166 76 1 214-1186

Flasks, round bottom, narrow or wide mouth, with flared rim
Grade 3.3 borosilicate glass, clear

The economical alternative for a wide range of applications. Marked with capacity volume and a white 
labelling area.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes

ISO 1773 (narrow mouth)

DIN 12347 (wide mouth)

Capacity (ml) Height (mm) Ø ext. (mm) Neck Ø ext. (mm) Pk Cat. No.
Narrow mouth
50 95 51 26 1 214-2105
100 110 64 26 1 214-2110
250 144 85 34 1 214-2115
500 168 105 34 1 214-2120
1000 200 131 42 1 214-2125
2000 260 166 42 1 214-2130
3000 260 185 50 1 214-2135
4000 290 207 52 1 214-0146
5000 305 223 50 1 214-2145
6000 355 236 51 1 214-2150
Wide mouth
50 105 51 34 1 214-2205
100 110 64 35 1 214-2210
250 143 85 51 1 214-2215
500 168 105 50 1 214-2220
1000 200 131 50 1 214-2225
1000 200 131 65 1 214-2226
2000 240 165 76 1 214-2231
2000 240 166 50 1 214-2230
6000 330 236 65 1 214-2250

Flasks, round bottom, narrow or wide mouth, with flared rim
DURAN Group

DURAN®, borosilicate glass, clear

Marked with capacity and a white labelling area. Flasks with neck external diameter larger than 65 mm 
have reinforced rims.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes

ISO 1773 (narrow mouth)

DIN EN ISO 24450 (wide mouth)
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Containers and accessories
Flasks - erlenmeyer, round and flat bottom

Capacity (ml) Height (mm) Neck Ø ext. (mm) Ø ext. (mm) Pk Cat. No.
Narrow mouth
100 105 26 64 1 214-1187
250 138 34 85 1 214-1188
500 163 34 105 1 214-1189
1000 190 42 131 1 214-1190
2000 230 50 166 1 214-1191
Wide mouth
100 105 34 64 1 214-1192
250 138 50 85 1 214-1193
500 163 50 105 1 214-1194
1000 190 50 131 1 214-1195
2000 230 76 166 1 214-1196

Flasks, flat bottom, narrow or wide mouth, with flared rim
Grade 3.3 borosilicate glass, clear

Marked with capacity and a white labelling area.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion giving relatively high resistance to temperature changes

ISO 1773 (narrow mouth)

DIN 12347 (wide mouth)

Capacity (ml) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Pk Cat. No.
Narrow mouth
50 90 51 26 1 214-3105
100 105 64 26 1 214-3110
250 138 85 34 1 214-3115
500 163 105 34 1 214-3120
1000 190 131 42 1 214-3125
2000* 250 166 42 1 214-3130
3000* 250 185 50 1 214-3135
4000 275 207 50 1 214-3140
5000* 290 223 50 1 214-3145
6000 315 237 65 1 214-0144
10 000 360 280 65 1 214-0145

DURAN®, borosilicate glass, clear

Marked with capacity and a white labelling area. Flasks with neck external diameter larger than 65 mm have reinforced rims.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes

DIN ISO 1773 (narrow mouth)

DIN ISO 24450 (wide mouth)

Flasks, flat bottom, narrow or wide mouth, with flared rim
DURAN Group

214-3120 214-3220

Continued on next page
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Containers and accessories
Flasks - erlenmeyer, round and flat bottom

Capacity (ml) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Pk Cat. No.
Wide mouth
50 90 51 34 1 214-3205
100 105 64 34 1 214-3210
250 138 85 50 1 214-3215
500 163 105 50 1 214-3220
1000 190 131 50 1 214-3225
2000* 230 166 76 1 214-0147
2000 230 166 50 1 214-3230

*Non-DIN ISO size

Continued from previous page

Capacity (ml) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Pk Cat. No.
100 110 64 18 10 214-0008
500 170 105 30 1 214-0346
1000 200 131 36 1 214-0347
2000 250 166 45 1 214-0348
4000 300 207 45 1 214-0012
6000 340 237 57 1 214-0013
10000 400 280 57 1 214-0014

Flasks, flat bottom, narrow mouth
SciLabware

PYREX®, borosilicate glass, clear

Narrow neck flasks with flat base for standing on benches and hotplates. Marked with capacity and a white 
labelling area.

High resistance to thermal shock
Excellent chemical durability for contamination-free performance
Minimal thermal expansion, giving relatively high resistance to temperature changes

ISO 1773

Capacity (ml) Height (mm) Ø ext. (mm) Description Neck Ø ext. (mm) Pk Cat. No.
100 115 50 With beaded rim 29 1 391-0522
100 125 50 Straight neck for metal caps 38 1 391-0542
300 168 70 With beaded rim 42 1 391-0524
300 170 70 Straight neck for metal caps 38 1 391-0544
500 207 83 With beaded rim 42 1 391-0526
500 208 83 Straight neck for metal caps 38 1 391-0546
1000 237 105 With beaded rim 46 1 391-0528
1000 243 105 Straight neck for metal caps 38 1 391-0548
2500 315 150 With beaded rim 50 1 391-0530
5000 390 185 With beaded rim 54 1 391-0532

DURAN®, borosilicate glass, clear

With beaded rim or straight neck for metal caps. Marked with capacity and with a white labelling area.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

Culture media bottles
DURAN Group

Continued on next page
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Containers and accessories
Flasks - erlenmeyer, round and flat bottom

Continued from previous page

Description Cap size (mm) Pk Cat. No.
Caps for culture media bottles
Metal caps, stainless steel 38 1 391-0950
Metal caps, anodised blue 38 1 214-1169

Capacity (ml) Height (mm) Ø ext. (mm) Neck Ø ext. (mm) Pk Cat. No.
Narrow mouth
50 90 51 22 10 214-1130
100 105 64 22 10 214-1131
200 135 79 34 10 214-0157
250 145 85 34 10 214-1132
500 180 105 34 10 214-1133
1000 220 131 42 10 214-1134
2000 280 153 50 10 214-1135
3000 310 187 50 1 214-1136
5000 365 220 50 1 214-1137
Wide mouth
50 85 51 34 10 214-1170
100 105 64 34 10 214-1171
200 131 79 50 10 214-0158
250 140 85 50 10 214-1172
300 156 87 50 10 214-1173
500 175 105 50 10 214-1174
1000 220 131 50 10 214-1175
2000 280 153 69 10 214-1176

Erlenmeyer flasks, narrow or wide mouth, with beaded rim
Borosilicate glass, grade 3.3, clear

The economical alternative for a wide range of laboratory applications. Flasks have flared rim with 
markings for approximate volume graduations and a white labelling area.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes

ISO 1773 (narrow mouth)

DIN ISO 24450 (wide mouth)
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Containers and accessories
Flasks - erlenmeyer, round and flat bottom

Capacity (ml) Height (mm) Ø ext. (mm) Neck Ø ext. (mm) Pk Cat. No.
Narrow mouth
25 75 42 22 1 214-1102
50 90 51 22 1 214-1104
100 105 64 22 1 214-1106
125 112 67 28 1 214-1107
200 131 79 34 1 214-1108
250 145 85 34 1 214-1110
300 156 87 34 1 214-1112
500 180 105 34 1 214-1114
1000 220 131 42 1 214-1116
2000 280 166 50 1 214-1118
3000 310 187 52 1 214-1120
5000 365 220 52 1 214-1122
Wide mouth
25 70 43 31 1 214-1152
50 85 51 34 1 214-1154
100 105 64 34 1 214-1156
200 131 79 50 1 214-1158
250 140 85 50 1 214-1160
300 156 87 50 1 214-1162
500 175 105 50 1 214-1164
1000 220 131 50 1 214-1166
2000 276 153 72 1 214-1168

Erlenmeyer flasks, narrow or wide mouth, with beaded rim
DURAN Group

DURAN®, borosilicate glass, clear

Volume graduations and labelling area.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes

With printed retrace code (batch identification); batch certificate available at www.duran-group.com 
(214-1102 and 214-1152 without retrace code)

ISO 1773 narrow mouth (except 214-1107/214-1108 and 214-1112)

DIN ISO 24450 wide mouth (except 214-1152 and 214-1168)

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
Narrow mouth
25 75 42 1 214-0210
50 90 51 1 214-0211
100 105 64 1 214-0212
250 145 85 1 214-0213
500 180 105 1 214-0214
1000 220 131 1 214-0215
2000 280 166 1 214-0216
5000 365 220 1 214-0217
Wide mouth
100 105 64 1 214-0218
250 140 85 1 214-0219
500 175 105 1 214-0220
1000 220 131 1 214-0221

Erlenmeyer flasks, narrow or wide mouth, Super Duty
DURAN Group

DURAN®, borosilicate glass, clear

With easy to read graduations and a white labelling area. Higher mechanical stability compared to 
standard Erlenmeyer flasks due to increased wall thickness and reinforced sturdy rim and base. Even 
distribution of wall thickness. It is recommended to heat the super duty Erlenmeyer flasks slowly and 
evenly, to prevent thermal stresses in the glass. 

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

With printed retrace code (batch identification); batch certificate available at www.duran-group.com
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Containers and accessories
Flasks - erlenmeyer, round and flat bottom

Capacity (ml) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Pk Cat. No.
5 52 25 12 10 214-0029
10 60 30 12 10 214-0030
25 70 42 18 10 214-0032
50 85 85 18 10 214-0028
100 105 64 18 10 214-0031
150 118 74 28 10 214-0055
200 135 79 34 10 214-0033
250 140 85 30 10 214-0034
500 175 105 30 10 214-0036
1000 220 131 36 10 214-0037
2000 280 166 45 10 214-0038
3000 310 187 46 2 214-0039
5000 365 220 46 1 214-0040

Erlenmeyer flasks, narrow mouth, with flared rim
PYREX®, borosilicate glass, clear

White graduations and labelling area.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes

ISO 1773

Capacity (ml) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Pk Cat. No.
50 85 48 30 10 214-0041
100 110 64 30 10 214-0042
250 140 85 46 10 214-0043
500 175 105 46 10 214-0044
1000 220 131 46 1 214-0349
2000 275 153 66 1 214-0350

Erlenmeyer flasks, wide mouth, with flared rim
PYREX®, borosilicate glass, clear

With white graduations and marking spot.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

DIN 12385
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Containers and accessories
Flasks - erlenmeyer, round and flat bottom

Capacity (ml) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Pk Cat. No.
Narrow mouth
10 50 31 10 12 214-0094
25 65 41 13 12 214-0097
50 78 51 14 12 214-0101
125 114 67 23 12 214-0095
250 132 82 27 12 214-0098
500 176 101 31 6 214-0102
1000 216 129 37 6 214-0096
2000 268 160 43 1 214-0099
4000 356 206 43 1 214-0100
6000 410 235 43 1 214-0103
Wide mouth
125 108 66 27 12 214-0104
250 134 81 33 12 214-0106
500 170 97 43 6 214-0108
1000 219 122 48 6 214-0105
2000 279 156 58 1 214-0107

Erlenmeyer flasks, narrow or wide mouth, heavy wall
PYREX®, borosilicate glass, Heavy Duty

Considerably more resistant to mechanical stresses than standard Erlenmeyer flasks. Designed with thick 
walls and an extra wide flared rim. This provides better resistance to breakage or chipping during cleaning 
and other uses. Extremely flat, heavy base. They are ideal for use on magnetic stirrers and hotplates. Very 
durable. Graduated for approximate reading of the contents, and have a white labelling area.

Very good chemical resistance 
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

Capacity (ml) Height (mm) Ø ext. (mm) Thread Pk Cat. No.
100 109 64 GL 25 1 214-1206
250 145 85 GL 32 1 214-1210
500 180 105 GL 32 1 214-1214
1000 225 131 GL 32 1 214-1216

Erlenmeyer flasks with screw caps
Lenz

DURAN®, borosilicate glass, clear, with DIN thread and red PBT closure

Volume graduations and a white labelling area. Screw cap with PTFE coated seal.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes
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Containers and accessories
Flasks - erlenmeyer, round and flat bottom

Capacity (ml) Height (mm) Ø ext. (mm) Thread Pk Cat. No.
5 57 25 SVL 15 10 214-0229
10 68 30 SVL 15 10 214-0230
25 76 42 SVL 22 10 214-0231
50 85 51 SVL 22 1 214-0065
100 105 64 SVL 30 1 214-0066
250 140 85 SVL 42 1 214-0067
500 170 105 SVL 42 1 214-0068
1000 215 131 SVL 42 1 214-0069
2000 280 166 SVL 42 5 214-0232
3000 315 187 SVL 42 5 214-0233

Erlenmeyer flasks, graduated with SVL screw caps 
PYREX®, borosilicate glass, clear, with black phenolic screw caps with PTFE faced liner

White graduations and white labelling area.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

Capacity (ml) Height (mm) Ø ext. (mm) Thread Pk Cat. No.
250 145 81 GL 45 1 214-0234
500 180 105 GL 45 1 214-0235

Erlenmeyer flasks with baffles and membrane screw caps 
DURAN Group

DURAN®, borosilicate glass, clear

Four baffles create turbulent flow, increasing the surface of the liquid and allowing greater gas exchange 
when compared to flat bottomed Erlenmeyer flasks.Complete with 0,2 μm PTFE membrane screw cap (GL 
45) both cap and flask autoclavable. With graduations and white labelling area.

 Very good chemical resistance
 High temperature resistance
 Minimal thermal expansion, giving relatively high resistance to temperature change

With printed retrace code (batch identification); batch certificate available at www.duran-group.com

Capacity (ml) Height (mm) Ø ext. (mm) Thread Pk Cat. No.
250 130 82 GL 45 5 214-0356
500 165 101 GL 45 5 214-0357
1000 205 128 GL 45 2 214-0358
2000 265 166 GL 45 1 214-0359

Erlenmeyer flasks, baffled, with membrane screw cap
PYREX®, borosilicate glass

Ideal for aerobic microbiology and cell culture. Complete with blue polypropylene GL45 screw cap with a 
gas-permeable PTFE membrane that permits gaseous exchange whilst contents remain sterile.

Four equidistant baffles provide consistent agitation when used with compatible orbital shakers
Very good chemical resistance, high temperature resistance
Flasks can be autoclaved with the membrane screw cap fastened
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Containers and accessories
Flasks - erlenmeyer, round and flat bottom

Capacity (ml) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Pk Cat. No.
250 138 82 32 5 214-0242
500 186 101 36 5 214-0243
1000 222 129 43 2 214-0244
2000 282 161 49 1 214-0245

Erlenmeyer flasks, narrow mouth, with baffles
PYREX®, borosilicate glass, clear

Ideal for use in the preparation of cultures. Exhibits four baffle indents to provide optimal and consistent 
agitation with white labelling area.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

Capacity (ml) Height (mm) Ø ext. (mm) Neck Ø ext. (mm) Pk Cat. No.
250 155 82 38 5 214-0352
500 193 101 38 5 214-0353
1000 222 128 38 2 214-0354
2000 300 166 38 1 214-0355

Description Pk Cat. No.
Closures for culture flasks
2 position cap, PP, clear, 38 mm 10 392-0358
cap, aluminium, blue anodised, 38 mm 10 392-0359

Erlenmeyer flasks, baffled, Delong neck
PYREX®, borosilicate glass

Ideal for aerobic microbiology and cell culture.

Four equidistant baffles provide consistent agitation when used with compatible orbital shakers
Very good chemical resistance, high temperature resistance
Flasks are supplied without closures 

PPCO, translucent or PC, transparent

Flasks made from PPCO with permanent graduations suitable for general laboratory use. The level of the liquid content is easy to read. Flasks made from PC are 
designed especially to be used in creating and storing nutrient media, and for many culturing procedures. The liquid level can be read easily and accurately.

Much safer than glass flasks when used with shakers 
Autoclavable. Repeated autoclaving of PC flasks can eventually impair their mechanical strength 
Smooth surfaces for fast, easy cleaning

Erlenmeyer flasks, narrow mouth, with flared rim, Nalgene®
Thermo Scientific

PPCO flasks PC flasks

Continued on next page
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Containers and accessories
Flasks - erlenmeyer, round and flat bottom

Continued from previous page

Capacity (ml) Material Pk Cat. No.
PPCO
125 PPCO 12 214-7102
250 PPCO 6 214-7103
500 PPCO 4 214-7104
1000 PPCO 2 214-7105
2000 PPCO 2 214-7106
PC
125 PC 12 214-7122
250 PC 6 214-7123
500 PC 4 214-7124

Capacity (ml) Pk Cat. No.
250 4 710-4101
500 4 710-4102
1000 2 710-4103
2000 2 710-4104

Erlenmeyer flasks with baffles, Nalgene®
Thermo Scientific

PC, transparent

With four baffles seamlessly incorporated in the base. Ensures excellent mixing of liquids or microbiological 
cultures. Growth rates for E. coli and S. cerevisiae are comparable with glass flasks. The 500 and 1000 ml 
flasks have a straight neck accepting 38 mm standard caps made of rust-proof steel or plastic.

Thermal resistance from −135 to +135 °C
Shatter-proof with high mechanical strength
Good chemical resistance, but not suitable for solvents, strong acids or alkaline solutions

Capacity (ml) Pk Cat. No.
125 6 214-7202
250 4 214-7203
500 4 214-7204

Erlenmeyer flasks, wide mouth, with screw caps, Nalgene®
Thermo Scientific

PC, transparent with PP screw cap

For preparing and storing nutrient media and for many culturing procedures.

Robust, safer than glass flasks when used with shakers
Flasks and caps can be autoclaved. However, repeated autoclaving can impair both the mechanical 
strength and the visual clarity of the flasks
Linerless tight sealing closure protecting contens from spills and contamination
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Containers and accessories
Flasks - erlenmeyer, round and flat bottom

Capacity (ml) Height (mm) Thread NS Division (ml) Pk Cat. No.
50 90 GL 40 34/35 10 1 214-1404
100 110 GL 40 34/35 20 1 214-1406
250 140 GL 52 45/40 50 1 214-1410
500 180 GL 52 45/40 100 1 214-1414
1000 220 GL 52 45/40 200 1 214-1416

Erlenmeyer flasks, wide mouth, with screw caps
VITLAB®

PP, highly translucent

With blue, easy to read graduations. Autoclavable. The flasks feature a stopper bed and can also be sealed 
with standard ground joint polypropylene stoppers.  

Very good chemical resistance 
Resistant to heat up to +121 °C (for 20 minutes), prolonged use +100 °C 
Also sealable with standard ground joint stoppers (stoppers not supplied)

Capacity (ml) Thread NS Pk Cat. No.
50 GL 40 34/35 1 214-0341
100 GL 40 34/35 1 214-0342
250 GL 52 45/40 1 214-0343
500 GL 52 45/40 1 214-0344
1000 GL 52 45/40 1 214-0345

Erlenmeyer flasks, with PP screw cap, Azlon®
SciLabware

PMP, transparent

With red, easy to read graduations. Wide mouth with screw cap GL 40 or GL 52, can also be closed using 
standard ground PP stoppers.

Good chemical resistance
Heat resistant up to +150 °C (up to +170 °C for short periods)
Flask and cap can be autoclaved at +121 °C

Capacity (ml) Pk Cat. No.
125 6 214-7222
250 4 214-7223
500 4 214-7224
1000 2 214-7225

Erlenmeyer flasks, wide mouth, with screw caps, Nalgene®
Thermo Scientific

PMP (TPX), transparent with PP screw cap

Ideal for titrating and for preparing and storing nutrient media.

Good chemical resistance
Heat resistant up to +150 °C (up to +170 °C for short periods), autoclavable
Good microwave permeability
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Containers and accessories
Flasks - erlenmeyer, round and flat bottom

Capacity (ml) Thread Pk Cat. No.
125 38-430 24 214-1927
250 38-430 12 214-0140
500 45-430 12 214-0141
1000 45-430 6 214-1928
2000 45-430 4 214-0142

Erlenmeyer flasks, baffled, disposable, with screw cap, Nalgene®
Thermo Scientific

PETG, transparent, with HDPE screw cap

Sterile, disposable baffled Erlenmeyer flasks reduce the risk of cross-contamination. Ideal for shakers and 
suspension cultures, and for creating or storing media. Raised graduations for approximate reading of the 
contents.

Leakproof HDPE screw cap closure can be opened partially for venting by twisting a quarter turn 
Packaged individually for easy storage and handling 
Reduced risk of cross-contamination

Capacity (ml) Thread Pk Cat. No.
125 38-430 24 214-1925
250 38-430 12 214-0137
500 45-430 12 214-0138
1000 45-430 6 214-1926
2000 45-430 4 214-0139

Erlenmeyer flasks, disposable, with screw cap, Nalgene®
Thermo Scientific

PETG, transparent, with HDPE screw cap

Sterile, disposable Erlenmeyer flasks reduce the risk of cross-contamination. Ideal for shakers and 
suspension cultures, and for creating or storing media. Raised graduations for approximate reading of the 
contents.

Leakproof HDPE screw cap closure can be opened partially for venting by twisting a quarter turn 
Packaged individually for easy storage and handling 
Reduced risk of cross-contamination

Capacity (ml) Thread Pk Cat. No.
Flat bottom
125 38-430 24 214-7206
250 38-430 12 214-7207
500 45-430 12 214-7208
1000 45-430 6 214-7209
2000 45-430 4 214-7210
Baffled bottom
125 38-430 24 214-7211
250 38-430 12 214-7212
500 45-430 12 214-7213
1000 45-430 6 214-7214
2000 45-430 4 214-7215

Erlenmeyer flasks, disposable, with vented screw cap, Nalgene®
Thermo Scientific

PETG, transparent with blue HDPE vented screw cap, flat or baffled bottom

Ideal for shakers and suspension cell culture, media preparation or storage. HDPE closure has a hydrophobic 
0,2 μm PTFE membrane that allows sterile gas exchange.

Sterile disposable flasks reduce the chance of cross contamination
Moulded-in graduations
Flasks offer a five year shelf life, a 10-6 SAL, are non pyrogenic and non cytotoxic

Packaging: Individually packaged for easy storage and handling.
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Containers and accessories
Flasks - erlenmeyer, round and flat bottom

Cap size For (ml) Pk Cat. No.
38-430 Erlenmeyer flasks 125 and 250 12 214-1929
45-430 Erlenmeyer flasks 500, 1000 and 2000 12 214-1930

Screw caps, ventilated, for disposable erlenmeyer flasks, Nalgene®
Thermo Scientific

HDPE, blue with PTFE membrane, sterile

Ventilated caps ensure sterile exchange of gases for shakers and cell cultures in suspension.

Sterile packaging, each cap is packed in its own heat-sealed polybag 
Hydrophobic 0.2 μm PTFE membrane has been heat-welded for effective sealing 
Only suitable for use with Nalgene® sterile disposable erlenmeyer flasks

Capacity (ml) Pk Cat. No.
125 1 214-7262
250 1 214-7263

Erlenmeyer flasks, wide mouth, with screw caps, Nalgene®
Thermo Scientific

FEP, translucent with ETFE screw cap

Virtually unbreakable, highly translucent, non contaminating and resistant to almost all chemicals. Suitable 
for all organic solvents and strong oxidising agents. Can be boiled in concentrated nitric acid for trace 
element work.

Excellent chemical resistance
Temperature resistant from -270 to +205 °C (flasks) and from -100 to +150 °C (caps)
Autoclavable and capable of withstanding repeated sterilisation by all chemical methods
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Containers and accessories
Flasks - accessories

For (ml) Ø ext. (mm) Pk Cat. No.
10 - 100 80 5 217-1000
250 - 500 110 5 217-1001
500 - 1000 140 3 217-1002
2000 170 3 217-1003
4000 210 2 217-1004
6000 240 2 217-1005

Holders, round bottom flasks
Compressed cork, natural

The ideal rest for round bottom flasks and other round bottom glass vessels.

Economical and from a renewable resource
Lightweight, tough 
Good thermal resistance

Ø  top (mm) Height (mm) Pk Cat. No.
160 49 1 214-1920

Holders, round bottom flasks
Kartell

PP, white

Provide secure, non-slip support for round bottom flasks and any other flasks with convex bases of any 
height. The concentric inner rings can hold flask sizes from 10 ml to 10 l.

Very good chemical resistance 
Thermal resistance up to +125 °C, autoclavable 
Stackable

For (ml) Ø  top (mm) I-Ø bottom (mm) Pk Cat. No.
50 - 500 80 46 1 214-1931
500 - 2000 120 80 1 214-1932
2000 - 6000 162 120 1 214-1933

Holders, round bottom flasks
Saint-Gobain

Rubber, black

Can be used to provide a stable support for round bottom flasks and other containers with curved bases. 
Reversible. Non-slip, soft, stackable and easy to clean.

Good chemical resistance
Good thermal and electrical insulation
Temperature resistant from −60 to +200 °C
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Containers and accessories
Flasks - accessories

For I-Ø bottom (mm) Weight (g) Pk Cat. No.
100 ml beaker 60 208 1 214-1935
250 ml beaker 80 340 1 214-1936

Beaker and flask holders
Bel-Art Products

Lead ring, with red vinyl coating and four stainless steel brackets

Holds beakers and flasks firmly in a fixed position. Ideal for use in water baths as it allows liquid to circulate 
beneath the vessel base.

Good chemical resistance
Good thermal resistance
Easy, simple handling

For (ml) Ø ext. (mm) Ø int. (mm) Weight (g) Pk Cat. No.
Closed
Flasks 125 - 500 75 48 270 1 214-1942
Flasks 250 - 1000 90 51 500 1 214-1943
Flasks 500 - 2000 102 57 700 1 214-1944
Flasks 1000 - 4000 115 70 840 1 214-1945
Open
Flasks 125 - 500 75 42 200 1 214-1891
Flasks 250 - 1000 90 51 480 1 214-1892
Flasks 500 - 2000 102 54 660 1 214-1893
Flasks 1000 - 4000 115 66 930 1 214-1894

Ring weights for vessels
Heathrow Scientific

Lead core, with blue vinyl coating

Open or closed design. Open design, also suitable for vessels with lateral connections. For stabilising 
glass or plastic vessels on shakers or in water and oil baths, etc. The weights prevent tipping. The coating 
prevents the vessels from being scratched or causing damage to other surfaces.

Good chemical resistance 
High temperature resistance 
Available in various sizes for use with a range of vessel sizes

For (ml) Ø ext. (mm) Ø int. (mm) Weight (g) Pk Cat. No.
Cylinders 5 - 10 51 19 165 1 214-1941

Ring weights for vessels
Bel-Art Products

Lead core, with red Vikem® vinyl coating

Weight prevents tipping and floating in water baths
Non slip Vikem® coating prevents damage to surfaces
Good chemical resistance 
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Containers and accessories
Flasks - accessories

Description Length (mm) Width (mm) Ø ext. (mm) Weight (g) Pk Cat. No.
Coated lead strip
Lead band 178 51 163 1 214-1309
Lead band 305 51 281 1 214-1311
Lead band 610 203 2238 1 214-1313
Coated lead wire
Lead wire 300 6,4 114 1 214-1949
Lead wire 300 8 176 1 214-0351

Weight strips and weight wires
Bel-Art Products

Lead, with red vinyl coating

The soft, flexible, coated lead strip is ideal for stabilising vessels in water and oil baths, thermostats, or on 
shakers. It can be bent to any shape, so it fits almost any container. The weight wire is also coated, and is 
much thinner and therefore more flexible. It is particularly suitable for small containers.

Good chemical resistance 
High temperature resistance 
The coating prevents the weighted container from being scratched or scratching other surfaces
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 laboratory glass product specifications plus 

 the relevant article drawings. All batches of articles are subject to a statistical 
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Containers and accessories
Bottles - narrow mouth

Type Capacity (ml) Ø×H (mm) Pk Cat. No.
Squat 7,00 23×34 190 212-7063
Squat 10,50 23×46 190 212-7065
Squat 14,00 25×48 162 212-7067
Squat 28,25 27×72 140 212-7070

Sample vials, trident vials, squat
Neutral glass with snap-on lid

Designed for a wide variety of uses in the laboratory, production, etc.

Wide opening for easy filling and emptying
With beaded rim and sealing snap-on lid
Robust and economical, will withstand moderate temperature change

For production related reasons, the number of vials per box may vary.

Type Capacity (ml) Ø×H (mm) Pk Cat. No.
Tall 1,75 11×36 882 212-7053
Tall 3,50 13×46 666 212-7054
Tall 7,00 17×58 399 212-7055
Tall 10,50 17×67 399 212-7056
Tall 14,00 20×72 264 212-7057
Tall 21,25 21×86 231 212-7058
Tall 28,25 23×96 190 212-7059
Squat 7,00 20×42 264 212-7060
Squat 14,00 23×58 190 212-7061
Squat 28,25 27×72 140 212-7062

Sample vials, trident vials
Neutral glass with PP screw cap

Designed for a wide variety of uses in the laboratory, production, etc.

Robust and economical, will withstand moderate temperature change
Screw cap with foil coated insert for a better seal
Easy handling

For production related reasons, the number of vials per box may vary.

Type Capacity (ml) Ø×H (mm) Pk Cat. No.
Squat 7,00 23×34 190 212-7064
Squat 10,50 23×46 190 212-7066
Squat 14,00 25×48 162 212-7068
Squat 21,25 25×66 162 212-7069
Tall 1,75 11×36 882 212-7071
Tall 3,50 13×46 666 212-7072
Tall 7,00 17×58 399 212-7073

Sample vials, trident vials, squat or tall
Neutral glass with PE plug stoppers

Suitable for a wide variety of uses in the laboratory, production, etc.

Robust and economical, will withstand moderate temperature change
Wide opening for easy filling and emptying
Plug stopper for secure closure

Packaging: For production related reasons, the number of vials per box may vary.
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Containers and accessories
Bottles - narrow mouth

Capacity (ml) Ø ext. (mm) Height (mm) Type Pk Cat. No.
7 21,9 48,5 Bijou 288 215-3146

Bottles, with screw cap
Flint glass, clear with aluminium screw caps

Bijou, media or universal type
With fitted aluminium rubber lined cap
Sulphated for autoclaving

Type Capacity (ml) Ø×H (mm) Cap size (mm) Colour Pk Cat. No.
Tubular universal vials
Universal vial 30 27×82 24 Clear 500 215-3392
Universal vial 
with fitted white 
PP cap

30 27×82 24 Clear 500 215-0095

Tubular bijou vials
Bijou vial 7 20×43 18 Clear 1.715 215-3393
Bijou vial with 
separate white 
PP cap

7 20×43 18 Clear 1.715 215-3389

Tubular glass universal and bijou vials
Wheaton

Type III, soda-lime glass, clear

These vials are suitable for media, diagnostic and sample collection applications.

Good chemical resistance
For applications that do not require specific temperature resistance
PP or aluminium replacement screw caps optionally available (please enquire)

Capacity (ml) Thread Description Pk Cat. No.

28 R 3/28
Vials with fitted aluminium 
caps and 2,5 mm black 
neoprene rubber liners

144 215-2137

28 R 3/28
Vials with fitted aluminium 
caps and 2,5 mm black 
neoprene rubber liners

20 215-2138

28 R 3/28 Vials without screw caps 144 215-2139

Description Thread Pk Cat. No.
Screw caps
Screw caps, white PP, wadless R 3/28 20 215-1939
Screw caps, aluminium with fitted 2,5 mm 
black synthetic rubber liners

R 3/28 20 215-1941

Caps, aluminium pierced 4,8 mm central 
hole with fitted 2,5 mm black neoprene 
rubber liners

R 3/28 144 215-2140

Pathology vials with thread
Type II soda-lime glass, clear

Suitable for the collection, transport and storage of liquids and biological specimens.

Leakproof, maximum vial height of 83,5 mm and diameter of 29,5 mm
Available with or without aluminum screw caps 
Only for use in applications without high thermal loads
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Containers and accessories
Bottles - narrow mouth

Capacity (ml) Ø×H (mm) Pk Cat. No.
21,25 27×51 500 548-0255

Scintillation vials
Glass, clear, with screw cap

Low potassium glass, complete with fitted foil lined cap, screw neck.

Type Capacity (ml) Ø×H (mm) Pk Cat. No.
PP closure, 22 mm, metal foil 20 28×61 100 218-2246
Urea closure, 22 mm, metal foil 20 28×61 100 218-2245
PP closure 24 mm, PE sealing 20 28×61 100 548-2171
PP closure, 24 mm 20 28×61 100 218-2247
Urea closure, 24 mm 20 28×61 100 218-2248

Scintillation vials
Wheaton

Borosilicate glass, clear, with screw cap

Ø×H (mm) Pk Cat. No.
27×57 500 548-0704

Scintillation vials
Soda-lime glass, clear, with screw cap

Glass vial with low background count. Fitted with foil lined urea cap.

Capacity (ml) Ø×H (mm) Pk Cat. No.
4 13,7×53,1 2.000 216-4309
20 26,5×58,5 1.000 216-4308

Scintillation vials
Kartell

HDPE, translucent

Compatible with all scintillation counters. A special screw cap ensures leakproof handling.
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Type Capacity (ml) Ø×H (mm) Pk Cat. No.
PP tube, PE cap 6,5 16×57 1.000 720-0495
HDPE tube, PP cap 6,5 16×57 1.000 720-0494

Scintillation vials, Snaptwist®
PP and HDPE

General purpose vials for liquid scintillation and gamma counting, chromatography, sample storage and 
culturing. Can be used with the LKB and Packard Varisette counters.

Easy removal of caps (¼ turn-twist) helps to eliminate the danger of spillage
A built-in positive lock prevents the cap from popping off
Shoulderless vials feature a full width opening of 12,5 mm

Capacity (ml) Thread Pk Cat. No.
Clear glass
30 GL 18 143 215-1821
50 GL 18 120 215-1822
100 GL 22 72 215-1823
250 GL 22 42 215-1824
500 GL 25 35 215-1825
1000 GL 28 20 215-1826
Amber glass
30 GL 18 112 215-1831
50 GL 18 84 215-1832
100 GL 22 105 215-2247
150 GL 22 56 807-0000
200 GL 22 63 215-2454
250 GL 22 42 215-1834
500 GL 25 35 215-1835
1000 GL 28 20 215-1836

Bottles, narrow mouth, with GL thread
Clear or amber glass with black PP cap

Excellent for sampling, storing and transporting liquids. Amber coloured to protect light-sensitive materials.

Good chemical and physical properties
For applications that do not involve high thermal stresses
Round thread in accordance with DIN 168

Clear or amber lightweight glass

Large range of standard round glass bottles. All sizes of the lightweight bottles have exactly the same neck which means that only one cap size for the entire 
range has to be stocked.

For use in applications without high thermal loads
Amber coloured to protect light-sensitive material
A lighter, stronger and more uniform range of bottles

Bottles, narrow mouth, alpha, lightweight with screw caps

Continued on next page
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Continued from previous page

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Colour Pk Cat. No.
Bottles fitted with white PP cap with EPE liner
30 28 35,00 67,00 Clear 40 215-2100
30 28 35,00 67,00 Amber 40 215-2108
60 28 38,60 94,00 Clear 40 215-2101
60 28 38,60 94,00 Amber 40 215-2109
100 28 46,00 105,00 Clear 20 215-2102
100 28 46,00 105,00 Amber 20 215-2110
125 28 49,00 114,00 Amber 20 215-2111
150 28 51,60 123,00 Clear 20 215-2103
150 28 51,60 123,00 Amber 20 215-2112
250 28 62,00 143,00 Clear 20 215-2104
250 28 62,00 143,00 Amber 20 215-2113
300 28 65,60 151,00 Clear 20 215-2105
500 28 77,00 177,00 Clear 10 215-2106
500 28 77,00 177,00 Amber 10 215-2114
1000 28 97,50 215,60 Clear 10 215-2107
1000 28 97,50 215,60 Amber 10 215-2115
Bottles with tamper evident PP cap and plug seal
30 28 35,00 67,00 Clear 40 215-2117
30 28 35,00 67,00 Amber 40 215-2124
60 28 38,60 94,00 Clear 40 215-2118
60 28 38,60 67,00 Amber 40 215-2125
100 28 46,00 105,00 Clear 20 215-2119
100 28 46,00 105,00 Amber 20 215-2126
250 28 62,00 143,00 Clear 20 215-2120
250 28 62,00 143,00 Amber 20 215-2127
300 28 65,60 151,00 Clear 20 215-2121
300 28 65,60 151,00 Amber 20 215-2128
500 28 77,00 177,00 Clear 10 215-2122
500 28 77,00 177,00 Amber 10 215-2129
1000 28 97,50 215,60 Clear 10 215-2123
1000 28 97,50 215,60 Amber 10 215-2130

Description Thread Pk Cat. No.
Screw caps for ALPHA lightweight bottles
Caps, PP, white, with EPE liner 28 10 215-2116
Caps, PP, with plug seals 28 10 215-2136

Capacity (ml) Thread Ø ext. (mm) Height (mm) Pk Cat. No.
100 R 3/24 51,90 143,20 20 215-1931
150 R 3/24 59,00 159,80 20 215-1932
200 R 3/28 64,30 175,70 20 215-1933
300 R 3/28 73,20 196,90 20 215-1934
500 R 3/28 91,20 203,40 20 215-1935

Description Thread Pk Cat. No.
Screw caps
Screw caps, black urea with polythene cone inserts R 3/24 20 215-1936
Screw caps, black urea with polythene cone inserts R 3/28 20 215-1937
Screw caps, white PP, wadless R 3/24 20 215-1938
Screw caps, white PP, wadless R 3/28 20 215-1939
Screw caps, aluminium with fitted 2,5 mm black synthetic 
rubber liners

R 3/28 20 215-1941

Bottles, narrow mouth, sloping shoulder, flat, with screw caps
Glass, white flint, fitted with black urea caps with polythene cone inserts

Perfect for sample collection, storage and transport.

Good chemical and physical properties
For use in applications without high thermal loads
Various types of closures optionally available
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Capacity (ml) Thread Ø ext. (mm) Height (mm) Pk Cat. No.
Clear glass
15 R 3/20 29,6 62,7 40 215-1942
30 R 3/20 32,9 83,3 40 215-1943
100 R 3/24 46,1 104,8 20 215-1944
150 R 3/28 55,8 123,1 20 215-1945
250 R 3/28 62,0 143,0 20 215-1946
300 R 3/28 65,6 151,0 20 215-1947
500 R 6/31 81,7 188,3 10 215-1948
1000 R 6/31 98,1 242,6 10 215-1949
Amber glass
15 R 3/20 29,6 62,7 40 215-1950
30 R 3/20 32,9 83,3 40 215-1953
50 R 3/24 39,8 91,1 40 215-1954
100 R 3/24 48,8 109,7 20 215-1956
125 R 3/24 49,2 119,8 20 215-1957
150 R 3/24 55,8 123,1 20 215-1958
250 R 3/28 62,0 143,0 20 215-1959
500 R 6/31 81,7 188,3 10 215-1960
1000 R 6/31 98,1 242,6 10 215-1963
2000 R 6/31 126,7 284,5 10 215-1964
2500 R 6/31 136,7 302,5 12 215-1965

Description Thread Pk Cat. No.
Screw caps
Screw caps, black urea with polythene cone inserts R 3/24 20 215-1936
Screw caps, black urea with polythene cone inserts R 3/28 20 215-1937
Screw caps, white PP, wadless R 3/24 20 215-1938
Screw caps, white PP, wadless R 3/28 20 215-1939
Screw caps, aluminium with fitted 2,5 mm black synthetic rubber liners R 3/28 20 215-1941
Screw caps, black urea with polythene cone inserts R 3/20 40 215-1966
Screw caps, black urea with polythene cone inserts R 6/31 10 215-1967
Screw caps, white PP, wadless R 3/20 40 215-1968
Screw caps, white PP, wadless R 6/31 10 215-1969

Clear or amber soda-lime glass with fitted black urea caps and polythene cone inserts

Excellent for sample collection and storing liquids. Amber coloured to protect light-sensitive materials.

Good chemical and physical properties
For use in applications that are not associated with high thermal loads
Stable and robust

Bottles, narrow mouth, Winchester type, with screw caps
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Capacity (ml) Thread Ø ext. (mm) Height (mm) Pk Cat. No.
50 GL 32 46 91 10 215-3261
100 GL 45 56 100 10 215-1592
250 GL 45 70 138 10 215-1593
500 GL 45 86 176 10 215-1594
1000 GL 45 101 225 10 215-1595
2000 GL 45 136 260 1 215-1596
5000 GL 45 181 330 1 215-0057
10000 GL 45 227 410 1 215-0058
20000 GL 45 288 505 1 215-0059

Laboratory bottles, round, with screw cap GL 45
Grade 3.3 borosilicate glass with PP screw cap

The economical alternative for a wide range of laboratory applications. Round, with graduations, DIN GL 45 
thread, pouring ring and blue PP screw cap.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes

ISO 4796

Capacity (ml) Thread Ø ext. (mm) Height (mm) Pk Cat. No.
50 GL 32 46 91 1 215-3275
100 GL 45 56 100 1 215-2325
250 GL 45 70 138 1 215-2326
500 GL 45 86 176 1 215-2327
1000 GL 45 101 225 1 215-2328
2000 GL 45 136 260 1 215-2329
5000 GL 45 182 300 1 215-2330
10000 GL 45 227 410 1 215-2337
20000 GL 45 288 505 1 215-2338

Laboratory bottles, round, amber, with screw cap GL 45
Amber borosilicate glass with PP screw cap

The economical alternative. Suitable for a wide range of laboratory applications. Round, with graduations, 
DIN GL 45 thread, pouring ring and blue PP screw cap. Amber coloured to protect light-sensitive materials.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

ISO 4796
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Capacity (ml) Thread Ø ext. (mm) Height (mm) Pk Cat. No.
10* GL 25 36 50 1 215-3214
25* GL 25 36 74 1 215-1512
50 GL 32 46 91 1 215-1513
100** GL 45 56 105 1 215-1514
150** GL 45 62 115 1 215-2428
250** GL 45 70 143 1 215-1515
500** GL 45 86 181 1 215-1516
750** GL 45 95 208 1 215-2429
1000** GL 45 101 230 1 215-1517
2000** GL 45 136 265 1 215-1518
3500 GL 45 160 300 1 215-2430
5000 GL 45 182 335 1 215-1519
10000 GL 45 227 415 1 215-1520
15000 GL 45 268 450 1 215-1521
20000 GL 45 288 510 1 215-1522

Laboratory bottles, round, with screw cap GL 45
DURAN Group

DURAN®, borosilicate glass, with PP screw cap

Round, with graduation, DIN thread, pouring ring and blue screw cap.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes
USP standard

With printed retrace code (batch identification); batch certificate available at www.duran-group.com

ISO 4796-1

*With specially shaped glass rim for improved pouring; no additional pouring ring is needed
**Ring-shaped reinforcement on the bottle shoulder makes the filling line of the nominal volume visible

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Pk Cat. No.
25* 20 35 65 10 215-0330
50 25 43 80 10 215-0331
100 25 53 105 10 215-0332
250 30 66 135 10 215-0333
500 30 81 175 1 215-0334
1000 42 101 215 1 215-0335
2000 60 136 245 1 215-0336
5000 60 181 324 1 215-0337
10000 60 227 395 1 215-0338
20000 60 288 502 1 215-0339

Reagent bottles with screw caps
PYREX®, borosilicate glass with phenolic screw caps

Round, with white graduations and marking spot. Ideal for storage of reagents, analytical standards and 
culture media etc. Supplied with phenolic screw caps, having a PTFE-faced sealing disc. With printed retrace 
code (batch identification); batch certificate available at www.scilabware.com. ISO 4796.

Very good chemical resistance 
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

* Not graduated
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Capacity (ml) Thread Ø ext. (mm) Height (mm) Pk Cat. No.
10* GL 25 36 50 1 215-3295
25* GL 25 36 70 1 215-1532
50 GL 32 46 87 1 215-1533
100** GL 45 56 100 1 215-1534
150** GL 45 62 110 1 215-2425
250** GL 45 70 138 1 215-1535
500** GL 45 86 176 1 215-1536
750** GL 45 95 203 1 215-2426
1000** GL 45 101 225 1 215-1537
2000** GL 45 136 260 1 215-1538
3500 GL 45 160 295 1 215-2427
5000 GL 45 182 330 1 215-1539
10000 GL 45 227 410 1 215-1540
15000 GL 45 268 445 1 215-1541
20000 GL 45 288 505 1 215-1542

Laboratory bottles, narrow mouth
DURAN Group

DURAN®, borosilicate glass, without screw cap

Round, with graduation and DIN thread. Without pouring ring or screw cap.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes
USP standard

With printed retrace code (batch identification); batch certificate available at www.duran-group.com

ISO 4796-1

*With specially shaped glass rim for improved pouring; no additional pouring ring is needed
**Ring-shaped reinforcement on the bottle shoulder makes the filling line of the nominal volume visible

Capacity (ml) Thread Ø ext. (mm) Height (mm) Pk Cat. No.
25* GL 25 36 70 1 215-6115
50 GL 32 46 87 1 215-6116
10* GL 25 36 50 1 215-3216
100** GL 45 56 100 1 215-1554
150** GL 45 62 110 1 215-2437
250** GL 45 70 138 1 215-1555
500** GL 45 86 176 1 215-1556
750** GL 45 95 203 1 215-2438
1000** GL 45 101 225 1 215-1557
2000** GL 45 136 260 1 215-1558
3500 GL 45 160 295 1 215-2439
5000 GL 45 182 330 1 215-1559

Laboratory bottles, narrow mouth
DURAN Group

DURAN® Protect, borosilicate glass, coated, clear, without screw cap

Round, with graduation and DIN thread. Without pouring ring or screw cap. The coating provides protection 
against mechanical damage (scratches, etc.) and serves as spill and spray protection in case of breakage. 
This also prevents pieces of glass from shattering.

Very good chemical resistance, good heat resistance (max. thermal load +135 °C), constant loads longer 
than 30 mins should be avoided 
Minimal thermal expansion, giving relatively high resistance to temperature changes
Compressive strength is not increased by the plastic coating

With printed retrace code (batch identification); batch certificate available at www.duran-group.com

ISO 4796-1

*With specially shaped glass rim for improved pouring; no additional pouring ring is needed
**Ring-shaped reinforcement on the bottle shoulder makes the filling line of the nominal volume visible
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Capacity (ml) Thread Ø ext. (mm) Height (mm) Pk Cat. No.
10* GL 25 36 50 1 215-3296
25* GL 25 36 70 1 215-1572
50 GL 32 46 87 1 215-1573
100** GL 45 56 100 1 215-1574
150** GL 45 62 110 1 215-2434
250** GL 45 70 138 1 215-1575
500** GL 45 86 176 1 215-1576
750** GL 45 95 203 1 215-2435
1000** GL 45 101 225 1 215-1577
2000** GL 45 136 260 1 215-1578
3500 GL 45 160 295 1 215-2436
5000 GL 45 182 330 1 215-1579
10000 GL 45 227 410 1 215-1580
15000 GL 45 268 445 1 215-1581
20000 GL 45 288 505 1 215-1582

Laboratory bottles, narrow mouth
DURAN Group

DURAN®, borosilicate glass, amber, without screw cap

Round, with graduation and DIN thread. Without pouring ring or screw cap.

Very good chemical resistance, high temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes
Purely external application of the colour ensures unchanged DURAN® properties on the interior

With printed retrace code (batch identification); batch certificate available at www.duran-group.com

ISO 4796-1

*With specially shaped glass rim for improved pouring; no additional pouring ring is needed
**Ring-shaped reinforcement on the bottle shoulder makes the filling line of the nominal volume visible

Thread Colour Pk Cat. No.
GL 25 Blue 10 217-9208
GL 32 Blue 10 217-9209
GL 45 Blue 10 217-9212
GL 45 Yellow 10 215-1427
GL 45 Green 10 215-1428
GL 45 Grey 10 215-1429

Screw caps for laboratory bottles
DURAN Group

PP, coloured, with lip seal

For DIN GL threads 
Heat resistant up to +140 °C 
Autoclavable

Thread Pk Cat. No.
GL 14 10 201-0000
GL 18 10 201-0001
GL 25 10 201-0002
GL 32 10 201-0003
GL 45 10 201-0004

Screw caps for laboratory bottles
DURAN Group

ETFE, red, with PTFE coated seals

For DIN GL threads
Heat resistant up to +180 °C
Autoclavable, sterilisable with hot air
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Thread Colour Material Pk Cat. No.
GL 32 Blue PP 10 217-0202
GL 45 Blue PP 10 217-0203
GL 32 Red ETFE 10 217-0204
GL 45 Red ETFE 10 217-0205

Pouring rings for laboratory bottles
DURAN Group

PP, blue or ETFE, red

For DIN GL threads
PP, heat resistant up to +140 °C, autoclavable 
ETFE, heat resistant up to +180 °C, autoclavable and sterilisable with hot air

Description Thread Colour Pk Cat. No.
With lip seal GL 45 Blue/Red 10 215-1101
With PTFE silicone seal GL 45 Blue/Yellow 10 215-2445

PP

For laboratory bottles with DIN thread GL 45. 

Very good chemical resistance
Heat resistant up to +140 °C
High leak tightness

Screw caps, tamper evident, for laboratory bottles
DURAN Group

Thread Pk Cat. No.
GL 25 5 215-1887
GL 32 5 215-1888
GL 45 5 215-0089
GLS 80 2 215-2084

Membrane screw caps for laboratory bottles
DURAN Group

PP, blue, with welded-in PTFE membrane 0,2 μm

Suitable for all GL threads. Ideal for holding and storing gas-producing liquids, particularly hazardous 
chemicals. The gas-permeable membrane screw cap reduces the risk of overpressure and helps to stop a 
vacuum from forming. Membrane prevents infiltration by liquids and dirt particles.

Heat resistant up to +140 °C
Two-way membrane with pressure equalisation of 0,1 bar
Ideal for autoclaving processes (does not need to be opened and closed repeatedly before/after 
autoclaving)



575www.vwr.com

Containers and accessories
Bottles - narrow mouth

Description Thread Neck Tube O-Ø (mm) Pk Cat. No.
Two stopcocks with 4 mm hole GL 45 2 × GL 14 8 1 201-0298
Three stopcocks with 4 mm hole GL 45 3 × GL 14 8 1 201-0297

PPS screw cap, black, distributor body made from PTFE

For the removal or filling of aggressive or pure liquids. For the connection of hoses and tubes into vessels. A stopcock on each connecting neck. No hoses can be 
inserted through the stopcocks. However, hoses with an external diameter of 6 mm can be connected to the lower side of the assemby with a ‘push-fit’ so that the 
contents of the bottom of the container/vessel can be accessed.

Very good chemical resistance
Temperature resistant from -20 to +110 °C
Suitable for vacuum applications

Multiple distributors with stopcock for bottles with GL 45 thread
BOLA

Thread Material Neck Pk Cat. No.
GL 45 PFA 2 × GL 14 1 201-1710
GL 45 PTFE 3 × GL 14 1 201-0299

PPS screw cap, black, distributor body made from PTFE or PFA

For the removal or filling of aggressive or pure liquids. For the connection of hoses, tubes and probes into vessels. Hoses with a maximum external diameter 
of  8,5 mm can be inserted through the necks.

Very good chemical resistance
Temperature resistant from -200 to +250 °C
Suitable for vacuum applications

Multiple distributors for bottles with GL 45 thread
BOLA
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Thread Neck Tube O-Ø (mm) Pk Cat. No.
GL 45 3 × GL 18 3 × max. 10 1 201-0296
GL 45 2 × GL 25 2 × max. 14 1 201-0295

PPS screw cap, black, distributor body made from PTFE 

For the removal or filling of aggressive or pure liquids. For the connection of hoses, tubes and probes into vessels. Hoses with different external diameters can be 
inserted through the necks. 

Very good chemical resistance
Temperature resistant from -200 to +250 °C
Suitable for vacuum applications

Multiple distributors for bottles with GL 45 thread
BOLA

Capacity (ml) Ø ext. (mm) Height (mm) Cap size Pk Cat. No.
125 55 124 GL 45 4 215-4500
250 66 158 GL 45 4 215-4501
500 78 193 GL 45 4 215-4502
1000 93 253 GL 45 4 215-4503

Description Pk Cat. No.
Accessories
YOUTILITY screw cap GL 45, food grade PP, cyan 10 215-3297
YOUTILITY pouring ring GL 45, food grade PP, cyan 16 215-3298
Bottle tags GL 45, silicone, eight colours, two bottle tags of each colour supplied 16 215-3299

YOUTILITY bottles with screw cap
DURAN Group

DURAN®

The DURAN® YOUTILITY bottle represents a new generation of glass laboratory bottles for use in a 
wide and diverse range of applications. The innovations include improved ergonomic bottle shape and 
extend to dedicated accessories that incorporate many innovative features to improve handling, sample 
identification, and ease of use.

Specially shaped grip zones on the bottles for safer and easier handling
Ergonomic GL 45 screw cap made from food grade polypropylene
Shortened threads on bottle and cap for faster opening
Dedicated accessories for easy and simple identification and personalisation
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Capacity (ml) Thread Ø ext. (mm) Height (mm) Pk Cat. No.
100 GL 45 56 105 1 215-2059
250 GL 45 70 145 1 215-2060
500 GL 45 86 181 1 215-2061
1000 GL 45 101 230 1 215-2062

Laboratory bottles, Premium, with screw caps
DURAN Group

DURAN®, borosilicate glass, clear

The Premium laboratory bottle is the next step in the development of the standard laboratory bottle. The 
scale on the bottle is accurate to ±5% and the additional inverted graduations enable both the current 
fill level and removed volumes to be read. The bottle provides improved safety and reliability for the user 
with a batch certificate and the TÜV seal of quality. Finally, the bottle’s screw closure is highly temperature 
resistant and includes a fitted pouring ring (made from TpCh260). This closure can be used in temperatures 
from -196 to +260 °C and also has a PTFE coated silicone gasket. It provides exceptional sealing for liquid 
and gas-phase media. The closure and pouring ring contain no colouring, so ovens, drying chambers and 
sterilisation cabinets cannot be contaminated by dissolved colourants. Each bottle bears a retrace code. This 
batch identifier provides a handy reference for information such as manufacturing time, glass quality, and 
standards compliance. Unlike standard bottles, a corresponding certificate is included with the products 
supplied.

Very good chemical resistance, high thermal shock resistance (160 K)
Scale accurate to ±5 %, with additional inverted graduations to read removed volumes
The complete system consisting of the bottle, closure and pouring ring satisfies USP/FDA 
standards  (DMF: 19757)

ISO 4796-1 and DIN ISO 718

Description Thread Pk Cat. No.
Premium pouring rings GL 45 5 215-0090
Premium screw caps GL 45 5 215-0091

Screw caps, for Premium laboratory bottles
DURAN Group

TPCh260, colourless

The Premium screw caps meet the highest demands for storing and packaging products from the 
pharmaceutical, chemical and food industries. Ideal for dry sterilisation at high temperatures. Suitable for 
all GL 45 threads.

Highly chemically resistant material (TPCh260), no added colours (any interference with the medium is 
avoided), temperature resistant from -196 to +260 °C 
PTFE coated silicone seal 
Drip-free and safe due to pouring ring, which can be ordered separately

Complies with USP/EP/FDA standards

With printed retrace code (batch identification); batch certificate available at www.duran-group.com
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Capacity (ml) Height (mm) Ø ext. (mm) Thread Pk Cat. No.
500 176 86 GL 45 2 215-2064
1000 225 101 GL 45 2 215-2063

Description Pk Cat. No.
Accessories for HPLC bottles
Screw cap HPLC, GL 45, 4 ports, complete with silicone seals 2 554-3002
Spare part set for HPLC screw cap (GL 45 screw cap, 4 x M8 screw cap, 12 x silicone seals) 1 554-3003
Spare membrane filter for pressure equalisation set, 0.2 μm 2 554-3011
Pressure equalisation set 4 port cap (0.2 μm incl. membrane filter) 1 554-3010

HPLC bottles
DURAN Group

DURAN®, borosilicate glass, with blue PP screw cap

Typical applications: Safe transfer of liquid media within a closed and sterile system (evaporation is 
reduced). With easy to read scale and large labelling field for easy marking. Complete system comprising: 
DURAN® pressure plus laboratory bottle with four-port screw cap; four screw connections (black, M8 thread) 
and silicone seals.

Connection of different hose diameters (1,6 and 3,2 mm) and sterile pressure equalisation sets possible
Unused ports can be sealed with silicone blanking seals
Pressure resistant conforms to DIN ISO 1595, confirmed by GS marking (TÜV ID: 0000020716)

With printed retrace code (batch identification); batch certificate available at www.duran-group.com

Capacity (ml) Thread W×D×H (mm) Pk Cat. No.
Narrow mouth, clear glass
100 GL 32 H 49×49×119 1 215-1614
250 GL 32 H 64×64×155 1 215-1615
500 GL 32 H 77×77×186 1 215-1616
1000 GL 45 H 97×97×223 1 215-1617
Narrow mouth, amber glass
100 GL 32 H 49×49×119 1 215-1634
250 GL 32 H 64×64×155 1 215-1635
500 GL 32 H 77×77×186 1 215-1636
1000 GL 45 H 96×96×223 1 215-1637
Wide mouth, clear glass
100 GL 32 K 49×49×110 1 215-1664
250 GL 45 K 64×64×146 1 215-1665
500 GL 54 K 76×76×173 1 215-1666
1000 GL 60 K 97×97×213 1 215-1667
Wide mouth, amber glass
100 GL 32 K 49×49×109 1 215-1684
250 GL 45 K 64×64×146 1 215-1685
500 GL 54 K 77×77×173 1 215-1686
1000 GL 54 K 97×97×213 1 215-1687

Bottles, square, narrow or wide mouth, with thread
DURAN Group

Soda-lime glass, clear or amber, without screw caps

DIN thread. Space saving in storage and transport. Stable, non-slip. Amber to protect light-sensitive 
materials. 

Good chemical and physical properties 
For use in applications without high thermal loads 
Closures in various designs are available on request



579www.vwr.com

Containers and accessories
Bottles - narrow mouth

Description Thread Colour Pk Cat. No.
Standard screw caps for narrow mouth bottles GL 32 H Blue 10 217-9200
Safety screw caps for narrow mouth bottles GL 32 H Red 10 217-9202
Standard screw caps for wide mouth bottles GL 32 K Blue 10 217-9204
Standard screw caps for narrow mouth bottles GL 45 H Blue 10 217-9201
Safety screw caps for narrow mouth bottles GL 45 H Red 10 217-9203
Standard screw caps for wide mouth bottles GL 45 K Blue 10 217-9205
Standard screw caps for wide mouth bottles GL 54 K Blue 10 217-9206
Standard screw caps for wide mouth bottles GL 60 K Blue 10 217-9207

PP, red or blue

Tamper evident caps for narrow mouth and wide mouth square bottles with DIN thread.

Standard caps, blue, with snap ring for narrow mouth and wide mouth bottles
Safety caps with valve (valve cap opens with 0,1 bar overpressure), for narrow mouth bottles
Very good chemical and temperature resistance, leakproof

Screw caps for square bottles
DURAN Group

Capacity (ml) Thread W×D×H (mm) Pk Cat. No.
100 GL 32 50×50×109 1 215-8401
250 GL 45 64×64×143 1 215-8402
500 GL 45 78×78×181 1 215-8403
1000 GL 45 94×94×222 1 215-8404

Bottles, narrow mouth, square, with screw caps
DURAN Group

DURAN®, borosilicate glass, with PP screw cap and pouring ring

Graduated, DIN thread, pouring ring and blue screw cap. Save space on shelves, in the refrigerator, in 
autoclaves, or during transport. Stable, non-slip.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes
USP Standard

With printed retrace code (batch identification); batch certificate available at www.duran-group.com
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Capacity (ml) NS Ø ext. (mm) Height (mm) Pk Cat. No.
Clear glass
10 10/19 28 52 1 215-1111
25 12/21 36 64 1 215-1112
50 14/15 42 80 1 215-1113
100 14/15 52 96 1 215-1114
250 19/26 70 130 1 215-1115
500 24/29 86 164 1 215-1116
1000 29/32 107 200 1 215-1117
2000 29/32 134 248 1 215-1118
5000 45/40 182 323 1 215-1119
10000 60/46 227 398 1 215-1120
20000 60/46 288 492 1 215-1121
Amber glass
25 12/21 36 64 1 215-1142
50 14/15 42 80 1 215-1143
100 14/15 52 96 1 215-1144
250 19/26 70 130 1 215-1145
500 24/29 86 164 1 215-1146
1000 29/32 107 200 1 215-1147
2000 29/32 134 248 1 215-1148
5000 45/40 182 323 1 215-1149
10000 60/46 227 398 1 215-1150
20000 60/46 288 492 1 215-1151

Bottles, narrow mouth, with standard ground stoppers
DURAN Group

DURAN®, borosilicate glass, clear or amber, with standard ground joint and glass stopper

Marked with volume and equipped with a white labelling field. Amber to protect light-sensitive materials. 

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes
USP standard

With printed retrace code (batch identification); batch certificate available at www.duran-group.com

ISO 4796-2 (except 215-1111)

Capacity (ml) NS Ø ext. (mm) Height (mm) Pk Cat. No.
100 14/15 54 106 1 215-0340
250 19/26 73 143 1 215-0341
500 24/29 89 175 1 215-0342
1000 29/32 111 214 1 215-0343
2000 29/32 138 262 1 215-0344
5000 45/40 181 333 1 215-0345
10000 60/46 227 414 1 215-0346
20000 60/46 288 508 1 215-0347

Bottles, narrow mouth, with standard ground stoppers
PYREX®, borosilicate glass, with standard ground joint and glass stopper

Marked with volume and a white labelling field.

Very good chemical resistance 
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

ISO4796-2
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Capacity (ml) NS Ø ext. (mm) Height (mm) Pk Cat. No.
Clear
50 14/15 42 77 10 201-0785
100 14/23 52 103 10 201-0786
250 19/26 69 131 10 201-0787
500 24/29 85 163 10 201-0788
100 29/32 107 199 10 201-0789
Amber
50 14/15 42 77 10 201-0780
100 14/23 52 103 10 201-0781
250 19/26 69 131 10 201-0782
500 24/29 85 163 10 201-0783
1000 29/32 107 199 10 201-0784

Bottles, narrow mouth, with standard ground stoppers
Soda-lime glass, clear or brown, with standard ground joint and polyethylene stopper

Available in crystal clear glass or brown tinted to protect light-sensitive substances.

Good chemical and physical resistance 
For use in applications that are not associated with high thermal loads 
Stable and robust

Complies with ISO 4796-2

Capacity (ml) NS Pk Cat. No.
30 16/16 10 215-1126
50 16/16 1 215-1127
100 19/17 1 215-1128
250 24/20 1 215-3366
500 24/20 1 215-1129
1000 29/32 1 215-1130

Bottles, narrow mouth, with standard ground stoppers
Soda-lime glass, clear, with standard ground joint and PP stopper

Good chemical and physical properties
For use in applications without high thermal loads
Solid, replaceable PP stoppers

These bottles conform to ISO standards for shape and size.

Capacity (ml) NS Ø ext. (mm) Height (mm) Pk Cat. No.
Clear glass
50 14/15 44 78 1 215-1750
100 14/23 54 100 1 215-1751
250 19/26 72 130 1 215-1752
500 24/29 89 165 1 215-1753
1000 29/32 110 200 1 215-1754
2000 29/32 134 248 1 215-1829

Soda-lime glass, clear or amber, with standard ground joint and glass stopper

Amber to protect light-sensitive materials.

Good chemical and physical properties 
For use in applications without high thermal loads 
Solid, replaceable glass stoppers

DIN 12036, ISO 4796

Bottles, narrow mouth, with standard ground stoppers

Continued on next page
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Continued from previous page

Capacity (ml) NS Ø ext. (mm) Height (mm) Pk Cat. No.
Amber glass
50 14/15 95 45 1 215-1758
100 14/23 55 110 1 215-1759
250 19/26 75 150 1 215-1760
500 24/29 90 180 1 215-1761
1000 29/32 115 220 1 215-1762
2000 29/32 140 270 1 215-1763

Capacity (ml) NS Ø ext. (mm) Height (mm) Pk Cat. No.
Clear glass
50 14/15 44 78 1 215-1253
100 14/23 54 100 1 215-1254
250 19/26 72 130 1 215-1255
500 24/29 89 165 1 215-1256
1000 29/32 110 200 1 215-1257
2000 29/32 134 248 1 215-1258
Amber glass
50 14/15 44 78 1 215-1273
100 14/23 54 100 1 215-1274
250 19/26 72 130 1 215-1275
500 24/29 89 165 1 215-1276
1000 29/32 110 200 1 215-1277

Soda-lime glass, clear or amber, with standard ground joint and HDPE stopper

Amber coloured to protect light-sensitive materials.

Good chemical and physical properties
For use in applications that are not associated with high thermal loads
Stable and robust

DIN 12036, ISO 4796

Bottles, narrow mouth, with standard ground stoppers

Capacity (ml) NS Ø ext. (mm) Height (mm) Pk Cat. No.
500 24/29 87 172 10 215-6844
1000 29/32 108 213 10 215-6845
2000 29/32 131 255 6 215-6846
5000 45/40 178 325 1 215-1725

Bottles, narrow mouth, with standard ground stoppers
VITLAB®

PP, translucent, with HDPE stoppers

Perfect for sample collection, storage and transport. Ideal for liquids. Can be filled with hot substances. 

Very good chemical resistance 
Resistant to heat up to +121 °C (for 20 minutes), prolonged use +100 °C 
Size 5000 ml with one handle 
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Capacity (ml) Thread Ø ext. (mm) Height (mm) Pk Cat. No.
LDPE, translucent
8 20-410 25 44 12 215-3409
15 20-410 25 58 12 215-3410
30 20-410 33 69 12 215-3411
60 20-410 39 88 12 215-3412
125 24-410 51 98 12 215-3413
500 28-410 72 164 12 215-3414
1000 38-430 91 199 6 215-3415
2000 38-430 118 250 1 215-1917
HDPE, translucent
4 13-415 16 41 12 215-3400
8 20-410 25 44 12 215-3401
15 20-410 25 58 12 215-3402
30 20-410 33 69 12 215-3403
60 20-410 39 88 12 215-3404
125 24-410 51 98 12 215-3405
250 24-410 61 133 12 215-3406
500 28-410 72 164 12 215-3407
1000 38-430 91 199 6 215-3408
HDPE, amber (to protect light-sensitive materials)
4 13-415 16 41 12 215-3416
8 20-410 25 44 12 215-3417
15 20-410 25 58 12 215-3418
30 20-410 33 69 12 215-3419
60 20-410 39 88 12 215-3420
125 24-410 51 98 12 215-3421
250 24-410 61 133 12 215-3422
500 28-410 72 164 12 215-3423
1000 38-430 91 199 6 215-3424
PP, translucent, autoclavable
8 20-410 25 44 12 215-3425
15 20-410 25 58 12 215-3426
30 20-410 33 69 12 215-2290
60 20-410 39 88 12 215-3427
125 24-410 51 98 12 215-3428
250 24-410 61 133 12 215-2291
500 28-410 72 164 12 215-3429
1000 38-430 91 199 6 215-3430

High performance bottles, narrow mouth, with screw cap
LDPE, HDPE or PP with PP screw cap, translucent and amber

Ideal for storing and transporting  liquids.

LDPE heat resistant up to +80 °C
HDPE heat resistant up to +120 °C
PP heat resistant up to +135 °C, autoclavable
Leakproof
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Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
Bottles
50 18 37 87 11 10 215-5637
100 18 47 105 11 10 215-5638
250 25 63 119 18 10 215-5639
500 25 78 152 18 12 215-5640
1000 28 96 206 20 12 215-5641
2000 28 120 264 20 6 215-5642

For bottles (ml) Thread (mm) Pk Cat. No.
Screw caps
50/100 18 10 215-5643
250/500 25 10 215-5644
1000/2000 28 10 215-5645
Dropper closure
50/100 18 10 215-2195
250/500 25 10 215-2196
1000/2000 28 10 215-2197
Spray caps 
100 18 1 215-6312
250/500 25 1 215-6313
1000 28 1 215-6314

Bottles, narrow mouth, with screw cap
LDPE, translucent

Excellent for sample collection, storing and transporting liquids.

Leakproof, robust and versatile 
Squeezable, containers can be used as dropper or wash bottles 
Raised graduations

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
50 18 37 87 11 10 215-5671
100 18 47 105 11 10 215-5672
250 25 63 119 18 10 215-5673
500 25 78 152 18 12 215-5674
1000 28 96 206 20 12 215-5675

Bottles, narrow mouth, with screw cap
LDPE, amber

Perfect for sample collection, storage and transport.

Coloured amber to protect light-sensitive liquids 
Leakproof, robust and versatile 
Raised graduations
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Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Pk Cat. No.
Bottles
10 14 26,0 46,5 100 215-9018
20 14 31,5 56,5 100 215-9019
30 14 33,5 68,5 100 215-9020
50 18 37,5 86,0 50 215-9021
100 18 47,0 105,0 20 215-9022
200 18 57,5 133,0 10 215-9023
250 25 61,3 140,0 10 215-9024
500 25 75,0 177,0 10 215-9025
1000 28 97,5 223,5 4 215-9026
2000 28 120,0 264,0 30 215-9027
3000 32 138,0 300,0 20 215-9028
5000 40 162,0 355,0 10 215-9029

Description For bottles (ml) Thread (mm) For Pk Cat. No.
Screw caps
Screw cap 10/20/30 14 Narrow mouth bottles 1 215-3121
Screw cap 50/100/200 18 Narrow mouth bottles 1 215-3510
Screw cap 250/500 25 Narrow mouth bottles 1 215-3511
Screw cap 1000/2000 28 Narrow mouth bottles 1 215-0918
Dropper caps
Dropper cap with nozzle 10/20/30 14 Narrow mouth bottles 1 215-6305
Dropper cap with nozzle 50/100/200 18 Narrow mouth bottles 1 215-1409
Dropper cap with nozzle 250/500 ml (1000 ml) 25 Narrow mouth bottles 1 215-0920
Captive caps
Captive cap with PVC holding strap, 
red

- - Dropper caps 1 215-6301

Spray caps for narrow mouth bottles
Wash bottle closure 100 18 Narrow mouth bottles 1 215-1408
Wash bottle closure 200 18 Narrow mouth bottles 1 215-6321
Wash bottle closure 250 25 Narrow mouth bottles 1 215-1406
Wash bottle closure 500 25 Narrow mouth bottles 1 215-6322
Wash bottle closure 1000 28 Narrow mouth bottles 1 215-1407
Wash bottle closure 2000 28 Narrow mouth bottles 1 215-6323

LDPE, translucent

Excellent for sample collection, storing and transporting liquids. The raw material meets the requirements of European Pharmacopoeia chapter 3.1.3 and the 
bottles comply with Regulation (EU) No. 10/2011. 

Leakproof, robust and versatile 
Squeezable, so these bottles make excellent containers for dropping or squirting 
Good reset properties

Bottles, narrow mouth, with screw cap, 301 series
KAUTEX TEXTRON
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Capacity (ml) Thread Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
30 20-415 34 75 14 1.000 215-1234
60 20-415 37 85 14 1.000 215-1587
125 24-415 50 101 18 500 215-1235
250 24-415 61 133 18 250 215-1588
500 28-415 73 170 21 125 215-1589
1000 38-430 91 216 27 50 215-1590

Packaging bottles, narrow mouth, with thread, Nalgene®
Thermo Scientific

HDPE, translucent 

Economical and robust bottles for storing and transporting liquids.

Good chemical resistance 
Bottles and closures meet the requirements of 21CFR177.1520 for food and beverage use, USP Class VI.
Supplied without closures; leakproof sealing with closures 215-1597/215-1252/215-1598/215-
1611/215-1236/215-1247/215-1613. 

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
HDPE, translucent
30 20 34 61 61 1.000 215-1009
60 20 37 85 14 1.000 215-1416
125 24 50 101 18 500 215-1017
250 24 61 133 18 250 215-1430
500 28 73 170 21 125 215-1431
1000 38-430 91 216 27 50 215-1432
HDPE, amber
30 20 34 61 14 1.000 215-1007
60 20 37 85 14 1.000 215-1410
125 24 50 101 18 500 215-1411
250 24 61 133 18 250 215-1412
500 28 73 170 21 125 215-1414
1000 38-430 91 216 27 50 215-1415

Packaging bottles, narrow mouth, with screw cap, Nalgene®
Thermo Scientific

HDPE, translucent or amber with PP screw cap

Economical, robust bottles for storing and transporting powders, liquids or pastes. Amber bottles to protect 
light-sensitive substances.

Good chemical resistance 
Heat resistant from -100 to +120 °C 
Leakproof 
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Capacity (ml) Thread (mm) W×D×H (mm) Type Pk Cat. No.
Natural colour
1000 45 96×96×211,8 UN 3H1/X1.9/250 64 215-3946
2500 45 127×127×282,0 UN 3H1/X1.9/250 26 215-3947
Black
500 45 77×77×176,5 UN 1H1/X1.9/250 120 215-0098
1000 45 96×96×211,8 UN 3H1/X1.9/250 64 215-3945
2500 45 127×127×282,0 UN 3H1/X1.9/250 26 215-3949

Description Thread (mm) Pk Cat. No.
Screw caps, UN approved
Blister closure PP, black, with tamper evident ring PP, red, with PTFE cup seal 45 1 215-2432
Blister closure PP, red, with tamper evident ring PP, red, with venting system and perforated PTFE 
seal

45 1 215-2433

Screw closure PP, black, with tamper evident ring and PTFE cup seal 45 1 215-0103

Bottles, narrow mouth, UN approved with thread
KAUTEX TEXTRON

HDPE, natural colour or black

For packaging, sampling, storing and shipping liquids.

Ideal for transporting hazardous liquids
Good chemical resistance, resistant to temperatures from -40 to +110 °C
UN approved caps in three designs, optionally available

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
125 46 115,0 18,5 1 215-1358
250 60 137,0 23,0 1 215-1359
500 74 165,0 23,0 1 215-1360
1000 93 213,0 34,5 1 215-1361
2000 116 273,0 34,5 1 215-1362

Bottles, narrow mouth, with screw cap
Kartell

PE, grey

Bottles have sloping shoulders reducing the tendency for residue deposits. Tagging points on the shoulders 
and caps to ensure tamper proof closure.

Double sealing with insert plug ensuring a leakproof seal
Easy grip cap
Opaque bottles ideal for the storage of photosensitive materials

Bottles, narrow mouth, with screw cap, Nalgene®
Thermo Scientific

PC, transparent with PP screw cap

Ideal for storing aqueous solutions and for short-term storage of culture media. The four and eight litre sizes 
have  built-in shoulder loop for attaching an identification tag.

Robust, impact resistant
Heat resistant up to +135 °C, autoclavable
Leakproof

Continued on next page
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Continued from previous page

Capacity (ml) Thread Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
500 38-430 82 180 27 4 215-7581
1000 38-430 99 221 27 4 215-7582
2000 38-430 121 249 25 1 215-7583
2500 38-430 121 295 25 1 215-7584
4000 38-430 152 333 25 1 215-7585
8000 53B 193 409 37 1 215-7586

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
8 20 25 45 14 12 215-7522
15 20 25 58 14 12 215-7523
30 20 34 61 14 12 215-7524
60 20 37 85 14 12 215-7525
125 24 50 101 18 12 215-7526
250 24 61 133 18 12 215-7528
500 28 73 170 21 12 215-7530
500 38-430 73 170 27 12 215-7529
1000 38-430 91 216 27 6 215-7531

Bottles, narrow mouth, with screw cap, Nalgene®
Thermo Scientific

LDPE, translucent with PP screw cap

Ideal for storing and shipping liquids.

Good chemical resistance, heat resistant up to +80 °C 
Well suited for trace analysis 
More flexible and impact resistant than HDPE bottles, leakproof

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
50 38 91 15 10 215-2709
125 48 112 15 10 215-2710
250 60 139 15 10 215-2712
500 70 172 18 10 215-2713
1000 94 197 21 5 215-2726

Bottles, narrow mouth, with screw cap
LDPE, natural colour

Chemical resistant, black screw cap, leakproof
Good chemical resistance, good thermal resistance 
With specially reinforced shoulder

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
60 40 79 17 10 215-0522
125 50 102 22 10 215-0523
150 50 116 22 10 215-3108
250 60 139 21 10 215-0524
500 75 160 21 10 215-0525
1000 90 200 21 5 215-0526
2000 120 237 34 5 215-0527

Bottles, narrow mouth, with screw cap, Azlon®
SciLabware

LDPE, translucent with PP screw cap

Ideal for a wide range of liquid storage and sampling applications.

Good chemical resistance, heat resistant up to +80 °C 
More flexible and more impact resistant than HDPE bottles
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Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
250 54 152 21 10 215-0513
500 69 187 21 10 215-0514
1000 84 246 21 5 215-0516

Bottles, narrow mouth, slope shoulder with screw caps, Azlon®
SciLabware

LDPE, translucent with PP screw cap

Sloping shoulder for smooth pouring. Leakproof, flexible lightweight bottles.

Good chemical resistance, heat resistant up to +80 °C 
More flexible and more impact resistant than HDPE bottles

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
50 39 76 18,5 1 215-0145
125 46 115 18,5 1 215-0146
250 60 138 23,0 1 215-0147
500 74 165 23,0 1 215-0148
1000 93 213 34,5 1 215-0149
2000 116 273 34,5 1 215-0166

Bottles, narrow mouth, with screw cap
LDPE, translucent

Insert in cap to assure good seal. Sloping shoulders reduce tendency for any residual liquids when pouring 
and emptying.

Leakproof, suitable for foodstuffs
Tagging points on shoulder and cap enables use of tamper evident tags and seals
Easy grip cap

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
4 13 16 41 14 12 215-7501
8 20 25 45 14 12 215-7502
15 20 25 58 14 12 215-7503
30 20 34 61 14 12 215-7504
60 20 37 85 14 12 215-7505
125 24 50 101 18 12 215-7506
175 24 54 125 18 12 215-7507
250 24 61 133 18 12 215-7508
500 28 73 170 21 12 215-7510
500 38-430 73 170 27 12 215-7509
1000 38-430 91 216 27 6 215-7511

Bottles, narrow mouth, with screw cap, Nalgene®
Thermo Scientific

HDPE, translucent with PP screw cap

Ideal for storing and transporting liquids. Suitable for a wide range of applications.

Good chemical resistance
Heat resistant up to +100 °C
Leakproof
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Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
50 38 86 12 10 215-2718
100 47 105 14 10 215-2719
250 60 134 17 10 215-2720
500 75 173 20 10 215-2730

Bottles, narrow mouth, with screw cap
HDPE, white with black PP screw cap

Chemical resistant screw cap, leakproof 
Good chemical resistance, good thermal resistance 
Robust and economical

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
4 13 16 41 8 12 215-7541
8 20 25 45 14 12 215-7542
15 20 25 58 14 12 215-7543
30 20 34 61 14 12 215-7544
60 20 37 85 14 12 215-7545
125 24 50 101 18 12 215-7546
250 24 61 133 18 12 215-7548
500 28 73 170 21 12 215-7550
1000 38-430 91 216 27 6 215-7551

Bottles, amber, narrow mouth, with screw cap, Nalgene®
Thermo Scientific

HDPE, amber with amber PP screw cap

Amber to protect light-sensitive materials. Ideal for storing and shipping liquids.

Good chemical resistance 
Heat resistant up to +120 °C 
Leakproof

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
30 20 34 61 14 72 215-0997
60 20 39 86 14 72 215-0998
125 24 50 104 18 72 215-1027
250 24 61 133 18 72 215-1028
500 28 73 171 21 48 215-1029
1000 38-430 92 217 27 24 215-1030

Economy bottles, narrow mouth, with screw cap, Nalgene®
Thermo Scientific

HDPE, translucent with PP screw cap

Narrow mouth economy bottles are lightweight versions of the original Nalgene® Lab Quality Bottle, suitable 
for lighter-duty, general purpose applications. 

Good chemical resistance
Heat resistant from -100 to +120 °C
Leakproof
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Capacity (ml) Thread Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
4 13-415 16 41 8 2.000 215-0246
8 20-415 25 45 14 2.000 215-1379
15 20-415 25 58 14 2.000 215-0234
30 20-415 34 61 14 1.000 215-0189
60 20-415 37 85 14 1.000 215-0190
125 24-415 50 101 18 500 215-0194
175 24-415 54 125 18 250 215-0207
250 24-415 61 133 18 250 215-0209
500 28-415 73 170 21 125 215-1377
1000 38-430 91 216 27 50 215-0225

Bottles, narrow mouth, with screw cap, boston type, Nalgene®
Thermo Scientific

HDPE, translucent with PP screw cap

Ideal for storing, packaging and transporting liquids. Robust, strong and stable.

Good chemical resistance
Heat resistant from -100 to +120 °C
Leakproof

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
125 24 51 101 18 12 215-1269
250 24 61 133 18 12 215-1271
500 28 73 171 21 12 215-1272
1000 38-430 91 216 27 6 215-1279

Bottles, narrow mouth, low particulate, IP2, with screw cap, Nalgene®
Thermo Scientific

HDPE, translucent with PP screw cap

Bottles with an average of less than 30 particles per ml at 0,3 μm and greater. Excellent for storing high-purity 
chemicals. Product includes a certificate of quality that assures the product has been tested and accepted 
in accordance with Nalgene® specifications. Low particulate IP2 bottles can be used in compliance with the 
regulations for customers who are designing, assembling and certifying their own combination packaging. 

Good chemical resistance 
Screw cap supplied assembled on the bottle
Leakproof

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
30 32 66 17 10 215-3359
100 50 89 22 10 215-3360
125 50 102 22 10 215-3100
150 50 116 22 10 215-3104
250 60 140 22 10 215-3105
500 75 160 22 10 215-3107

Bottles, narrow mouth, with screw cap, Azlon®
SciLabware

HDPE, translucent with PP screw cap

Ideal for storing a wide range of liquids.

Excellent general chemical resistance
Heat resistance from -100 to +120 °C
Lightweight but very durable in use
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Bottles - narrow mouth

Capacity (ml) Thread Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
8 20-415 25 45 14 980 215-1163
15 20-415 25 58 14 896 215-1164
30 20-415 34 61 14 864 215-1169
60 20-415 37 85 14 540 215-1170
125 24-415 50 101 18 240 215-1171
250 24-415 61 133 18 180 215-1173
500 28-415 73 170 21 120 215-1180
1000 38-430 91 216 27 24 215-1181

Bottles, narrow mouth, with screw cap, sterile, Nalgene®
Thermo Scientific

HDPE, translucent with white PP screw cap

Manufactured and packed under cleanroom conditions to minimise contamination with biological particles. 
Non toxic and non pyrogenic. Gamma sterilised. Packed in shrink-wrapped trays.

Good chemical resistance
Heat resistant from -100 to +120 °C
Leakproof

Compliant with the requirements of USP class VI.

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
250 24 61 133 18 12 216-8501
500 28 73 171 21 12 216-8502
1000 38-430 91 216 27 6 216-8503
2000 38-430 120 250 27 1 216-8504
4000 38-430 153 334 26 1 216-8505
10000 83B 250 380 64 1 216-8506
20000 83B 286 528 64 1 216-8507

Bottles and carboys, narrow mouth, with screw caps, Nalgene®
Thermo Scientific

HDPE, fluorinated with PP, fluorinated screw cap

Fluorinating these HDPE bottles and carboys provides a cost effective alternative to costly fluoropolymer 
containers.

Fluorinated bottles and carboys can be used for most acids, alkalis and aggressive organic solvents
Heavy-duty walls are safe, durable and resistant to splitting and punctures
Fluorocarbon surfaces inside and out
Leakproof

Bottles, large volume, narrow mouth, with screw cap, Nalgene®
Thermo Scientific

LDPE, translucent or PPCO, translucent, with PP screw cap

Large volume bottles for shipping or storing chemicals, standard solutions, distilled water etc. The 4000 and 
8000 ml sizes incorporate a loop for attaching a label.

LDPE: Good chemical resistance / PPCO: Very good chemical resistance
LDPE: Heat resistant up to +80 °C / PPCO: Heat resistant up to +121 °C, autoclavable
Leakproof

Continued on next page



593www.vwr.com

Containers and accessories
Bottles - narrow mouth

Capacity (ml) Thread Ø ext. (mm) Height (mm) Material Neck I-Ø (mm) Pk Cat. No.
2000 38-430 121 249 LDPE/PP 25 1 215-7742
2000 38-430 121 249 PPCO 25 1 215-7752
4000 38-430 152 333 LDPE/PP 25 1 215-7744
4000 38-430 152 333 PPCO 25 1 215-7754
8000 53B 193 409 LDPE/PP 37 1 215-7748
8000 53B 196 409 PPCO 37 1 215-7758

Continued from previous page

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
4 13 16 41 8 12 215-7561
8 20 25 45 14 12 215-7562
15 20 25 58 14 12 215-7563
30 20 34 61 14 12 215-7564
60 20 37 85 14 12 215-7565
125 24 50 101 18 12 215-7566
250 24 61 133 18 12 215-7568
500 28 73 170 21 12 215-7570
1000 38-430 91 216 27 6 215-7571

Bottles, narrow mouth, with screw cap, Nalgene®
Thermo Scientific

PPCO, translucent with PP screw cap

Ideal for storing and shipping liquids.

Very good chemical resistance 
Heat resistant up to +121 °C, autoclavable with or without contents 
Robust, leakproof

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
60 40 79 17 10 215-0528
125 50 103 17 10 215-0529
150 50 116 22 10 215-3109
250 60 140 22 10 215-0530
500 75 160 22 10 215-0531
1000 90 200 22 5 215-0532
2000 120 237 34 5 215-0533

Bottles, narrow mouth, with screw caps, Azlon®
SciLabware

PP, translucent with PP screw cap

Ideal for liquid storage, media preparation and sampling applications.

Very good chemical resistance
Autoclavable
Robust, leakproof



594 www.vwr.com

Containers and accessories
Bottles - narrow mouth

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
30 20 32 75 14 1 215-7161
60 20 39 84 14 1 215-7162
125 38-430 46 124 24 1 215-7163
250 38-430 59 146 24 1 215-7164
500 38-430 72 181 24 1 215-7165
1000 38-430 90 216 24 1 215-7166

Bottles, narrow mouth, with screw cap, Nalgene®
Thermo Scientific

PFA, translucent, with PFA screw cap

Bottles with the highest resistance to  extreme temperatures, chemicals and corrosion. Inert to practically all 
chemicals with the exception of molten alkaline metals, fluorine compounds and complex halogen compounds 
at high temperatures and under pressure.

Highest chemical resistance 
Heat resistant from -270 to +250 °C, autoclavable 
Leakproof closure

Capacity (ml) Thread Ø ext. (mm) Height (mm) Pk Cat. No.
50 S 28 37 86 1 215-4591
100 S 28 45 120 1 215-4592
250 S 28 61 160 1 215-4596
500 S 28 76 190 1 215-4597
1000 S 28 96 240 1 215-4598

Bottles, narrow mouth, with screw cap
VITLAB®

PFA, translucent, with PFA screw cap

Bottles with high resistance to extreme temperatures, chemicals and corrosion. Inert to practically all 
chemicals with the exception of molten alkaline metals, fluorine compounds and complex halogen 
compounds at high temperatures and under pressure. Ideal for high purity liquids.

Maximum chemical resistance
Heat resistant from -200 to +250 °C, autoclavable
Leakproof

Capacity (ml) Thread (mm) W×D×H (mm) Neck I-Ø (mm) Pk Cat. No.
100 18 40,5×32,0×110,5 12,9 108 215-2192
250 25 50,5×42,0×146,5 19,0 1 215-3302
500 25 69,0×54,5×180,0 19,0 1 215-3303
1000 25 83,0×66,0×223,5 19,0 1 215-3304

Bottles, square, narrow mouth, with thread, 310 series
KAUTEX TEXTRON

HDPE, natural colour, without screw cap

Ideal for packaging, sampling, storing and shipping.

Good chemical resistance, resistant to temperatures from -40 to +110 °C
Ribbed sides for secure grip, high stability
Leakproof screw caps, optionally available in three designs

Continued on next page
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Containers and accessories
Bottles - narrow mouth

Description For bottles Thread (mm) For Pk Cat. No.
Screw caps
Screw cap 50/100/200 18 Narrow mouth bottles 1 215-3510
Screw cap 250/500 25 Narrow mouth bottles 1 215-3511
Dropper caps
Dropper cap with nozzle 50/100/200 18 Narrow mouth bottles 1 215-1409
Dropper cap with nozzle 250/500 ml (1000 ml) 25 Narrow mouth bottles 1 215-0920
Spray caps for narrow mouth bottles
Wash bottle closure 250 25 Narrow mouth bottles 1 215-1406
Wash bottle closure 500 25 Narrow mouth bottles 1 215-6322
Wash bottle closure 1000 28 Narrow mouth bottles 1 215-1407

Continued from previous page

Capacity (ml) Thread (mm) W×D×H (mm) Pk Cat. No.
Bottles, HDPE, translucent
100 32 45×45×108 1 215-2366
250 32 60×60×136 1 215-2367
500 32 74×74×170 1 215-2368
1000 32 85×85×221 1 215-2369
2500 45 122×122×272 1 215-1405

Description For bottles (ml) Thread (mm) Pk Cat. No.
Screw closures for narrow mouth square bottles with thread
Screw closure, PP,  red, with pull-off ring and PE-foam insert 100 - 1000 32 1 215-2352
Screw Closure, PP, blue, with pull-off ring and conical seal 100 - 1000 32 1 215-3357
Screw Closure, PP, blue, with pull-off ring and conical seal 2500 45 1 215-3361
Screw closure, PP, white/blue, child resistant, with tamper evident ring and 
conical seal

100 - 1000 32 1 215-2355

Screw closure, PP, white/red, child resistant, with tamper evident ring, 
conical seal and degassing membrane

100 - 1000 32 1 215-2356

Bottles, narrow mouth, square with thread
KAUTEX TEXTRON

HDPE, translucent or HDPE, white, without cap

Ideal for collecting, storing and shipping samples or storing liquids. Square shape saves space. Recessed 
labelling space. Leakproof.

Good chemical resistance
Resistant to temperatures from -40 to +110 °C
Caps in four designs optionally available

Capacity (ml) Thread (mm) W×D×H (mm) Material Neck I-Ø (mm) Pk Cat. No.
30 20 38×38×64 HDPE/PP 14 12 215-7641
30 20 38×38×64 PPCO 14 12 215-7621
60 24 41×41×83 HDPE/PP 18 12 215-7642
60 24 41×41×83 PPCO 18 12 215-7622
125 38-430 54×54×110 HDPE/PP 28 12 215-7643
125 38-430 54×54×110 PPCO 28 12 215-7623
250 38-430 61×61×146 HDPE/PP 28 12 215-7644
250 38-430 61×61×146 PPCO 28 12 215-7624
500 38-430 74×74×177 HDPE/PP 28 12 215-7645
500 38-430 74×74×177 PPCO 25 12 215-7625
1000 38-430 94×94×220 HDPE/PP 28 6 215-7646
1000 38-430 94×94×220 PPCO 28 6 215-7626

Bottles, narrow mouth, square, with screw cap, Nalgene®
Thermo Scientific

HDPE, translucent or PPCO, translucent, with PP screw cap 

Ideal for storing and shipping liquids. Graduated.

HDPE: Good chemical resistance. PPCO: Very good chemical resistance
HDPE: Heat resistant up to +120 °C. PPCO: Heat resistant up to +135 °C, autoclavable
Leakproof
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Containers and accessories
Bottles - narrow mouth

Capacity (ml) W×D×H (mm) Neck I-Ø (mm) Type Version Pk Cat. No.
100 39×39×96,0 20 Unassembled Non sterile 300 215-0647
100 39×39×96,0 20 Assembled Non sterile 300 215-0650
250 55×55×124,0 20 Unassembled Non sterile 194 215-0658
250 55×55×124,0 20 Assembled Non sterile 208 215-0661
500 70×70×148,0 20 Unassembled Non sterile 100 215-0662
500 70×70×148,0 20 Assembled Non sterile 100 215-0665
1000 89×89×175 20 Assembled Non sterile 60 215-1283
1000 89×89×179,5 20 Unassembled Non sterile 60 215-0643
2000 113×113×221,0 26 Unassembled Non sterile 45 215-0655

Bottles, narrow mouth, square, with screw cap
HDPE translucent, with red LDPE screw cap

A range of square, narrow mouth bottles. Ideal for use in the laboratory, production plant or in the field for storage 
of liquids, solids and powders.

Square cross section bottles saves on storage space
Bottles are available capped (assembled) or uncapped (unassembled)

Capacity (ml) Thread (mm) W×D×H (mm) Neck I-Ø (mm) Pk Cat. No.
30 20 38×38×64 14 12 215-7601
60 24 41×41×83 18 12 215-7602
125 38-430 54×54×110 28 6 215-7603
250 38-430 57×57×146 28 6 215-7604
500 38-430 74×74×177 28 4 215-7605
1000 28-430 94×94×220 28 4 215-7606
2000 53B 116×116×271 39 1 215-7607

Bottles, narrow mouth, with screw cap, Nalgene®
Thermo Scientific

PC, transparent with PP screw cap

Ideal for storing aqueous solutions and for short-term storage of culture media. The 2000 ml size includes 
an integral handle for easier handling.

Robust, impact resistant, light 
Heat resistant up to +135 °C, autoclavable 
Leakproof 

Capacity (ml) Thread (mm) W×D×H (mm) Pk Cat. No.
250 25 59×38×151,5 1 215-3386
500 25 70×50×189 1 215-3387
1000 25 87,5×61×233 1 215-3388

Description For bottles Thread (mm) Pk Cat. No.
Screw caps for bottles with narrow neck, square
Compression moulded 
closure, melamine, white

250/500/1000 25 1 215-3519

Screw closure, PP, with 
nozzle, white

250/500/1000 25 1 215-3390

Bottles, rectangular, narrow mouth, with thread
KAUTEX TEXTRON

PVC, clear, without screw cap

Ideal for packaging, sampling, storing and shipping.

Good chemical resistance, temperature resistant from –30 to +70 °C 
Ribbed sides for secure grip 
Screw caps are optionally available in two versions (melamine or PP), white, leakproof
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Containers and accessories
Bottles - narrow mouth

Capacity (ml) W×D×H (mm) Cap colour Cap Version Pk Cat. No.
125 53×53×108 Natural not assembled aseptic 288 391-1551
250 64×64×135 Natural not assembled aseptic 144 391-1552
500 76×76×172 Natural not assembled aseptic 120 391-0470

Bottles, narrow mouth, octagonal, with screw cap
PET, clear, with HDPE cap

Ideal for food applications. For packaging, storage and transport of liquids or powders. Horizontal storage 
means optimum use of available space. Graduations: 125 ml (in 25 ml increments), 250, 500 and 1000 ml 
(in 50 ml increments). Inner neck diameter: 31,7 mm.

Manufactured from food grade materials in cleanrooms (class 100)
Packed under aseptic conditions with separate, natural colour tamper evident cap
Lightweight and robust, excellent leakproof properties

Capacity (ml) Thread (mm) W×D×H (mm) Material Neck I-Ø (mm) Pk Cat. No.
200 28 45×45×153 PSF 21 12 215-7801
200 28 45×45×153 PPCO 21 12 215-7811
205 38 45×45×153 PSF 28 12 215-7802
205 38 45×45×153 PPCO 28 12 215-7812

Dilution bottles with screw cap, Nalgene®
Thermo Scientific

Polysulphone PSF, crystal clear or polypropylene copolymer PPCO, translucent, with PP screw cap

Compliant with the dilution methods described in the standard methods for water analysis and the 
standard methods for the analysis of dairy products as well as other professional standard methods.

PSF:  Outstanding resistance to weak acids, bases and all aqueous solutions / PPCO: Outstanding 
resistance to strong acids, alcohols and bases
PSF:  Temperature resistant from -100 to +165 °C / PPCO: Temperature resistant from -40 to +121 °C
PSF:  Autoclavable, use with Tween shortens service life / PPCO: Autoclavable, sustains repeated 
cleaning and autoclaving with Tween
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Containers and accessories
Bottles - wide mouth

Capacity (ml) Thread Height (mm) Ø ext. (mm) Pk Cat. No.
Clear glass
30 GL 32 68 36 126 215-1801
50 GL 32 75 44 85 215-1802
100 GL 40 92 50 63 215-1803
125 GL 40 98 54 80 215-1910
250 GL 55 113 70 48 215-1805
500 GL 55 154 84 20 215-1806
1000 GL 68 180 103 18 215-1807
Amber glass
30 GL 32 68 36 126 215-1811
50 GL 32 75 44 85 215-1812
100 GL 40 92 50 63 215-1813
150 GL 45 104 57 48 215-2238
250 GL 55 113 70 42 215-1815
500 GL 55 154 84 20 215-1816
1000 GL 68 180 103 12 215-1817

Bottles, wide mouth with screw cap
Clear or amber glass with black PP cap

Ideal for sampling, storing and transporting powders and pastes. Amber coloured to protect light-sensitive 
materials.

Good chemical and physical properties
For applications that do not involve high thermal stresses
Round thread in accordance with DIN 168

Capacity (ml) Thread Height (mm) Ø ext. (mm) Pk Cat. No.
Bottles, white flint glass without screw caps
15 R 3/28 53,2 33,3 40 215-2007
30 R 3/33 59,5 39,7 40 215-2008
60 R 3/38 77,0 45,6 40 215-2009
125 R 3/38 96,0 55,2 40 215-2018
175 R 3/48 108,7 60,7 20 215-2019
250 R 3/48 120,2 65,9 20 215-2020
500 R 3/58 150,9 84,1 20 215-2027
Bottles, amber flint glass without screw caps
15 R 3/28 53,2 33,3 40 215-2028
30 R 3/33 59,5 39,7 40 215-2029
60 R 3/38 77,0 45,6 40 215-2030
100 R 3/38 89,7 50,6 40 215-2037
125 R 3/38 96,0 55,2 40 215-2038
175 R 3/48 108,7 60,7 20 215-2039
250 R 3/48 120,2 65,9 20 215-2040
300 R 3/51 103,8 70,9 20 215-2049
500 R 3/58 150,9 84,1 20 215-2050
1000 R 3/63 188,2 105,1 10 215-2086

White flint and amber glass with screw thread

Perfect for sample collection and storage. Ideal for paste like media and granular materials.

Amber coloured to protect light-sensitive materials
Good chemical and physical properties
For applications that do not involve high thermal stresses

Bottles, wide mouth, with thread

Continued on next page
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Containers and accessories
Bottles - wide mouth

Capacity (ml) Thread Height (mm) Ø ext. (mm) Pk Cat. No.
Bottles, white flint glass with white urea caps and PVDC faced woodpulp liners
60 R 3/38 77,0 45,6 40 215-1994
125 R 3/38 96,0 55,2 40 215-1995
250 R 3/48 120,2 65,9 20 215-1996
Bottles, white flint glass with black urea caps and PVDC faced woodpulp liners
15 R 3/28 53,2 33,3 40 215-1970
30 R 3/33 59,5 39,7 40 215-1971
60 R 3/38 77,0 45,6 40 215-1972
125 R 3/38 96,0 55,2 40 215-1974
175 R 3/48 108,7 60,7 20 215-1991
250 R 3/48 120,2 65,9 20 215-1992
500 R 3/58 150,9 84,1 20 215-1993
Bottles, amber flint glass with black urea caps and PVDC faced woodpulp liners
15 R 3/28 53,2 33,3 40 215-1997
30 R 3/33 59,5 39,7 40 215-1998
60 R 3/38 77,0 45,6 40 215-1999
100 R 3/38 89,7 50,6 40 215-2000
125 R 3/38 96,0 55,2 40 215-2001
175 R 3/48 108,7 60,7 20 215-2002
250 R 3/48 120,2 65,9 20 215-2003
300 R 3/51 103,8 70,9 20 215-2004
500 R 3/58 150,9 84,1 20 215-2005
1000 R 3/63 188,2 105,1 10 215-2006

Description Thread Pk Cat. No.
Screw caps
Black urea with PVDC faced woodpulp liners R 3/28 40 215-2087
Black urea with PVDC faced woodpulp liners R 3/33 40 215-2088
Black urea with PVDC faced woodpulp liners R 3/38 40 215-2089
Black urea with PVDC faced woodpulp liners R 3/48 20 215-2090
Black urea with PVDC faced woodpulp liners R 3/51 20 215-2091
Black urea with PVDC faced woodpulp liners R 3/58 20 215-2092
Black urea with PVDC faced woodpulp liners R 3/63 10 215-2093
White PP, wadless R 3/33 40 215-2094
White PP, wadless R 3/38 40 215-2095
White PP, wadless R 3/48 20 215-2096
Naural PP, wadless R 3/51 20 215-2097
Natural PP, wadless R 3/58 20 215-2098
Natural PP, wadless R 3/63 10 215-2099

Continued from previous page

Capacity (ml) Pk Cat. No.
60 20 215-2191
120 20 215-1919
250 10 215-2189
500 10 215-2190

Bottles, extra wide mouth, round with screw cap
Glass, clear, with black urea screw cap

These bottles are specially suited for dry chemicals and specimens of all descriptions, but can also be used 
for liquids. The wide opening enables bottles to be filled conveniently and safely with powders, pastes, 
granulates and liquids.

Good chemical and physical properties
For use in applications that are not associated with high thermal loads
Stable and robust
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Containers and accessories
Bottles - wide mouth

Capacity (ml) Height (mm) Ø ext. (mm) Thread Pk Cat. No.
50 50 43 43 1 216-3620
200 75 66 66 1 216-3621
350 110 73 66 1 216-3622
700 165 82 66 1 216-3623
1000 180 85 82 1 216-3624

Thread Pk Cat. No.
Caps
43 1 216-3630
66 1 216-3632
82 1 216-3633

Jars, low form, with Twist-off thread
Clear glass, without cap

Perfect for sample collection, storing and transporting of powders, granulates, pastes or liquids. 

Good chemical and physical properties
For use in applications without high thermal loads
Fitting metal screw caps are available under codes 216-3630 to 216-3633

Capacity (ml) Thread Height (mm) Ø ext. (mm) Pk Cat. No.
250 GLS 80 105 95 1 215-2957
500 GLS 80 148 101 10 215-3094
1000 GLS 80 218 101 10 215-3095
2000 GLS 80 248 136 10 215-3096
3500 GLS 80 271 160 1 215-2849
5000 GLS 80 310 182 1 215-3097
10000 GLS 80 385 227 1 215-3098
20000 GLS 80 480 288 1 215-3099

Description Thread Colour Pk Cat. No.
Screw cap for laboratory bottles, GLS 80®, quick release
Quick release screw caps GLS 80 Blue 10 215-1788
Pouring rings GLS 80 Blue 10 215-2085
Quick release screw cap GLS 80 Grey 5 215-2292
Pouring rings GLS 80 Grey 5 215-2293

Laboratory bottles, wide mouth, with GLS 80® thread
DURAN Group

DURAN®, borosilicate glass, clear, without screw caps and pouring rings

Round, with graduations and specially developed GLS 80 thread. Opening and closing the bottle is easy with quick 
closure mechanism. The 80 mm wide outer diameter of the bottle neck permits easy filling and pouring out of 
powders and viscous substances. The large opening can accommodate even large volume funnels  and gives easy 
access to scoops or spatulas.

Easy-to-read scale and large labelling field for easy marking, in fired-on, highly durable white ceramic. Very good 
chemical resistance, high temperature resistance

Special thread means opening takes less than a turn
Service temperature limit of standard blue closure and pouring ring (must be ordered separately): +140 °C
USP standard

With printed retrace code (batch identification); batch certificate available at www.duran-group.com
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Containers and accessories
Bottles - wide mouth

Capacity (ml) Thread Height (mm) Ø ext. (mm) Pk Cat. No.
250 GLS 80 105 95 1 215-2955
500 GLS 80 152 101 1 215-1785
1000 GLS 80 222 101 1 215-1786
2000 GLS 80 252 136 1 215-1787
3500 GLS 80 271 160 1 215-2850
5000 GLS 80 314 182 1 215-1789
10000 GLS 80 389 227 1 215-1790
20000 GLS 80 484 288 1 215-1791

Laboratory bottles, wide mouth, with GLS 80® screw cap
DURAN Group

DURAN®, borosilicate glass, clear, with screw caps and pouring rings

Round, with graduations and specially developed GLS 80® thread. Opening and closing the bottle is 
easy with quick closure mechanism. The 80 mm wide outer diameter of the bottle neck enables bottles 
to be filled conveniently and safely with powders, pastes, granulates and liquids. The large opening can 
accommodate even large volume funnels and gives easy access to scoops or spatulas.

Very good chemical resistance, high temperature resistance
Extra wide opening allows easy cleaning
Minimal thermal expansion giving relatively high resistance to temperature changes
USP Standard

With printed retrace code (batch identification); batch certificate available at www.duran-group.com

Capacity (ml) Thread Height (mm) Ø ext. (mm) Pk Cat. No.
250 GLS 80 105 95 1 215-2958
500 GLS 80 148 101 1 215-2071
1000 GLS 80 218 101 1 215-2072
2000 GLS 80 248 136 1 215-2073
3500 GLS 80 271 160 1 215-2853
5000 GLS 80 311 182 1 215-2074

Laboratory bottles, wide mouth, GLS 80® screw thread, PROTECT
DURAN Group

DURAN® Protect, borosilicate glass, clear, coated, with screw caps and pouring rings

Ideal for handling particularly valuable or dangerous materials. The plastic coating (PU) provides effective 
protection during routine laboratory work and retains the contents if the glass becomes damaged. Round, 
with graduations and specially developed GLS 80® thread. Opening and closing the bottle is easy with the 
quick closure mechanism. The 80 mm wide outer diameter of the bottle neck enables bottles to be filled 
conveniently and safely with powders, pastes, granulates and liquids. The large opening can accommodate 
even large volume funnels and gives easy access to scoops or spatulas.

Scratch, leak and shatter resistant, highly transparent
Temperature resistance from −30 to +135 °C
Suitable for use in microwaves

With printed retrace code (batch identification); batch certificate available at www.duran-group.com
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Containers and accessories
Bottles - wide mouth

Capacity (ml) Thread Height (mm) Ø ext. (mm) Pk Cat. No.
250 GLS 80 105 95 1 215-2960
500 GLS 80 152 101 1 215-2065
1000 GLS 80 222 101 1 215-2066
2000 GLS 80 252 136 1 215-2067
3500 GLS 80 275 160 1 215-2852
5000 GLS 80 314 182 1 215-2068
10000 GLS 80 389 227 1 215-2069
20000 GLS 80 484 288 1 215-2070

Laboratory bottles, amber, wide mouth, with GLS 80® screw thread
DURAN Group

DURAN®, borosilicate glass, amber, with blue PP screw cap

Amber to protect light-sensitive materials. UV protection up to approx. 500 nm light wavelength. Only the 
outer surface of the bottles is tinted, ensuring that the DURAN® properties on the inside remain unchanged. 
Round, with graduations and specially developed GLS 80® thread. Opening and closing the bottle is 
easy with quick closure mechanism. The 80 mm wide outer diameter of the bottle neck enables bottles 
to be filled conveniently and safely with powders, pastes, granulates and liquids. The large opening can 
accommodate even large volume funnels and gives easy access to scoops or spatulas.

Very good chemical resistance, high temperature resistance
Extra wide opening allows easy cleaning
Minimal thermal expansion giving relatively high resistance to temperature changes
USP Standard

With printed retrace code (batch identification); batch certificate available at www.duran-group.com

Description Thread Colour Material Pk Cat. No.
Quick release screw 
caps

GLS 80 Blue PP 10 215-1788

Pouring rings GLS 80 Blue PP 10 215-2085
Quick release screw 
cap

GLS 80 Grey PSU Compound 5 215-2292

Pouring rings GLS 80 Grey PTFE 5 215-2293

Screw cap for laboratory bottles, GLS 80®, quick release
DURAN Group

PP, blue

With lip seal.

Heat resistant to +140 °C, autoclavable 
Easy to use, special thread design requires less than two turns to open or close
A matching PP (blue) pouring ring is also available, permitting clean, drop-free use

PSU compound, white

With PTFE coated seal. The material used is a special compound based on polyacrylsulphone. Consequently 
the chemical, thermal and mechanical properties of the material are noticeably improved and matched 
to laboratory requirements. The seal, which is coated on both sides with PTFE, ensures the bottle can be 
tightly closed.

Temperature resistant to +180 °C, autoclavable
GLS 80® bottle can be opened and closed with only a three-quarter turn 
A matching PTFE pouring ring is also available, permitting clean, drop-free use
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Containers and accessories
Bottles - wide mouth

Capacity (ml) NS Height (mm) Ø ext. (mm) Pk Cat. No.
Clear
50 24/20 95 45 1 215-1766
100 29/22 110 55 1 215-1767
250 34/24 150 75 1 215-1768
500 45/27 180 90 1 215-1769
1000 60/46 220 115 1 215-1770
Amber
50 24/20 95 45 1 215-1773
100 29/22 110 55 1 215-1774
250 34/24 150 75 1 215-1775
500 45/27 180 90 1 215-1776
1000 60/46 220 115 1 215-1777

Soda-lime glass, clear or amber, with standard ground joint and glass stopper

Amber to protect light-sensitive materials.

Good chemical and physical properties
For use in applications without high thermal loads
Replaceable glass stoppers

DIN 12039

Bottles, wide mouth, with standard ground joint stoppers
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Containers and accessories
Bottles - wide mouth

Capacity (ml) NS Height (mm) Ø ext. (mm) Pk Cat. No.
Clear glass
50 24/20 79 44 1 215-1313
100 29/22 97 52 1 215-1314
250 34/35 133 70 1 215-1315
500 45/40 163 86 1 215-1316
1000 60/46 201 107 1 215-1317
2000 60/46 247 133 1 215-1318
5000 85/55 358 182 1 215-1319
10000 85/55 443 229 1 215-1320
20000 85/55 570 290 1 215-1321
Amber glass
50 24/20 79 44 1 215-1343
100 29/22 97 52 1 215-1344
250 34/35 133 70 1 215-1345
500 45/40 163 86 1 215-1346
1000 60/46 201 107 1 215-1347
2000 60/46 247 133 1 215-1348
5000 85/55 358 182 1 215-1349
10000 85/55 443 229 1 215-1350
20000 85/55 570 290 1 215-1351

Bottles, wide mouth, with standard ground stoppers
DURAN Group

DURAN®, borosilicate glass, clear or amber, with standard ground joint and glass stopper

Marked with volume and equipped with a white labelling field. Amber to protect light-sensitive materials.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

With printed retrace code (batch identification); batch certificate available at www.duran-group.com

ISO 4796-2

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
100 25 46,0 99,5 19,0 20 215-2331
250 28 61,0 129,5 24,0 10 215-2332
500 40 77,0 161,0 30,8 10 215-2333
1000 50 97,0 203,0 39,2 4 215-2334

Bottles, medium mouth, with screw cap, series 307
KAUTEX TEXTRON

HDPE,translucent with HDPE screw cap

Multipurpose bottles ideal for a wide variety of laboratory and industry uses. The neck openings are wide 
for easy filling and dispensing of powders, granulates, pastes and hot fill products. Easy cleaning.

Good chemical resistance 
Heat resistant up to +110 °C 
Leakproof, with raised graduation
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Containers and accessories
Bottles - wide mouth

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Neck Ø ext. (mm) Pk Cat. No.
Bottles with screw cap
50 39 77 24 32 10 215-5630
100 47 94 24 32 10 215-5631
250 63 119 31 40 10 215-5632
500 78 152 39 50 12 215-5633
1000 96 206 50 65 12 215-5634
1500 109 226 50 65 6 215-5635
2000 120 247 50 65 6 215-5636

Thread (mm) For bottles (ml) Pk Cat. No.
Screw caps
32 50/100 10 215-5646
40 250 10 215-5647
50 500 10 215-5648
65 1000/1500/2000 10 215-5649

LDPE, translucent

Perfect for sample collection, storage and transport. Ideal for liquids, pastes and granular material. The wide mouth allows easy filling and cleaning. Without 
graduations.

Good chemical resistance
Leakproof, tough and versatile
Suitable for packing and storing food

Bottles, wide mouth, with screw cap

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Neck Ø ext. (mm) Pk Cat. No.
50 39,0 77,0 24,0 32,0 10 215-5676
100 47,0 94,0 24,0 32,0 10 215-5677
250 63,0 119,0 31,0 40,0 10 215-5678
500 78,0 152,0 39,0 50,0 12 215-5679
1000 96,0 206,0 50,0 65,0 12 215-5680

Bottles, wide mouth, with screw cap
LDPE, amber

Perfect for sample collection, storage and transport. Ideal for liquids, pastes and granular material. The wide 
mouth allows easy filling and cleaning.

Coloured amber to protect light-sensitive substances 
Leakproof, tough and versatile
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Containers and accessories
Bottles - wide mouth

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Neck Ø ext. (mm) Pk Cat. No.
50 39 77 24 32 10 215-5681
100 47 94 24 32 10 215-5682
250 63 119 31 40 10 215-5683
500 78 152 39 50 12 215-5684
1000 96 206 50 65 12 215-5685

Bottles, wide mouth, with screw cap
PP, translucent

Perfect for sample collection, storage and transport. Ideal for liquids, pastes and granular material. The 
wide opening permits easy filling. Can be filled with hot substances. With easy to read blue graduations.

Very good chemical resistance 
Heat resistant up to +121 °C (for 20 minutes), prolonged use +100 °C
Leakproof

Capacity (ml) Thread Ø ext. (mm) Height (mm) Pk Cat. No.
LDPE, translucent
30 28-415 35,0 62,5 12 215-3431
60 28-415 38,5 85,0 12 215-3432
125 38-415 50,5 98,0 12 215-3433
250 43-415 61,5 131,0 12 215-3434
500 53-415 72,5 169,0 12 215-3435
1000 63-415 91,5 199,0 6 215-3436
HDPE, translucent
30 28-415 35,0 62,5 12 215-3437
60 28-415 38,5 85,0 12 215-3438
125 38-415 50,5 98,0 12 215-3439
250 43-415 61,5 131,0 12 215-3440
500 53-415 72,5 169,0 12 215-3441
1000 63-415 91,5 199,0 6 215-3442
2000 100-415 119 240 1 215-1918
4000 100-415 163 298 1 215-1889
HDPE, amber (to protect light-sensitive materials)
30 28-415 35,0 62,5 12 215-3443
60 28-415 38,5 85,0 12 215-3444
125 38-415 50,5 98,0 12 215-3445

LDPE, HDPE or PP with PP screw cap

Can be used anywhere in the laboratory, as well as for collecting samples. Wide opening allows rapid filling and dispensing of powders, pastes and liquids. Four 
litre bottles have integrated handle design. 

Good chemical resistance 
LDPE and HDPE heat resistant up to +80 °C 
PP heat resistant up to +135 °C, autoclavable
Leakproof

Bottles, wide mouth with screw cap

215-3431 - 215-3436 215-3443 - 215-3448

Continued on next page
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Capacity (ml) Thread Ø ext. (mm) Height (mm) Pk Cat. No.
HDPE, amber (to protect light-sensitive materials)
250 43-415 61,5 131,0 12 215-3446
500 53-415 72,5 169,0 12 215-3447
1000 63-415 91,5 199,0 6 215-3448
PP, translucent, autoclavable
30 28-415 35,0 62,5 12 215-3449
60 28-415 38,5 85,0 12 215-3450
125 38-415 50,5 98,0 12 215-3451
250 43-415 61,5 131,0 12 215-3452
500 53-415 72,5 169,0 12 215-3453
1000 63-415 91,5 199,0 6 215-3454
2000 100-415 119 240 1 215-1898
4000 100-415 163 298 1 215-1899

Continued from previous page

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Pk Cat. No.
50 32 39,0 76,0 50 215-9034
100 32 48,0 93,5 20 215-9035
200 40 59,0 114,0 10 215-9036
250 40 64,0 120,0 10 215-9037
300 40 67,5 128,0 10 215-9038
500 50 77,0 154,0 10 215-9039
750 50 88,0 173,0 5 215-9040
1000 65 95,0 205,0 4 215-9041
1500 65 108,0 226,0 4 215-9042
2000 65 120,0 247,0 1 215-3113

Thread For bottles (ml) Pk Cat. No.
Screw caps 
32 50/100 1 215-0919
40 200/250/300 1 215-3542
50 500/750 1 215-3515
65 1000/1500/2000 1 215-3516

Bottles, wide mouth, with screw cap, series 303
KAUTEX TEXTRON

LDPE, translucent

Perfect for sample collection, storage and transport. Ideal for liquids, pastes and granular material. The 
wide mouth allows easy filling and cleaning. Without graduations. 

Good chemical resistance
Leakproof, tough and versatile
Suitable for packing and storing food

Capacity (ml) W×D×H (mm) Neck I-Ø (mm) Pk Cat. No.
5000 190×180×230 108,5 1 215-3207
10000 230×222×303 108,5 1 215-3208

Containers, square, wide mouth with screw cap, series 357
KAUTEX TEXTRON

HDPE, translucent 

Perfect for sample collection, storage and transport. Ideal for liquids, pastes and granular material. The 
wide mouth allows easy filling and cleaning. Without graduations.

Good chemical resistance
Leakproof, tough and versatile
Suitable for use in packing and storing food



608 www.vwr.com

Containers and accessories
Bottles - wide mouth

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Pk Cat. No.
Bottles with screw cap
100 32 48,5 94,0 20 215-9046
250 40 64,5 121,0 10 215-9047
500 50 77,5 155,0 10 215-9044
1000 65 96,0 205,0 4 215-9045

For Thread (mm) For bottles (ml) Pk Cat. No.
Replacement screw caps, PP, for wide mouth bottles, 303/307 series
Wide neck bottles series 303 PP 32 100 1 215-3324
Wide neck bottles 250 ml series 303 PP and 
medium neck bottles 500 ml series 307

40 250/500 1 215-3325

Wide neck bottles 500 ml series 303 PP and 
medium neck bottles 1000 ml series 307

50 500/1000 1 215-3326

Wide neck bottles series 303 PP 65 1000 1 215-3327

Bottles, wide mouth, with screw cap, series 303
KAUTEX TEXTRON

PP, translucent

Perfect for sample collection, storage and transport. Ideal for liquids, pastes and granular material. The 
wide opening permits easy filling. Can be filled with hot substances. With easy to read blue graduations. 

Very good chemical resistance 
Resistant to heat up to +121 °C (for 20 minutes), prolonged use +100 °C 
Leakproof

Note: Unscrew the cap and set on the bottle before autoclaving.

Caps are only suitable for bottles 215-9044 to 215-9047.

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
50 40 77 24 1 215-0910
100 48 89 24 1 215-0911
250 61 126 34,5 1 215-0912
500 75 158 34,5 1 215-0913
1000 93 200 45 1 215-0914
2000 115 247 45 1 215-1364

Bottles, wide mouth, with screw cap
LDPE, translucent

Double closure cap, shoulder and perforated cap to allow the installation of seals and labels to ensure the 
integrity of the contents. Can be used anywhere in the laboratory and for sampling. Wide mouth for rapid 
filling and dispensing of powders, pastes and liquids.

Good chemical resistance, heat resistant up to +80 °C 
Leakproof
Graduated

Packaging bottles, wide mouth, with screw cap, Nalgene®
Thermo Scientific

HDPE, translucent or amber with PP screw cap

Economical breakproof bottles for storing and transporting powders or pastes. Bottles coloured amber to 
protect light-sensitive substances.

Good chemical resistance
Heat resistant from -100 to +120 °C
Leakproof 

Continued on next page
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Capacity (ml) Thread Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
HDPE, translucent
30 28-415 34 62 21 1.000 215-1138
60 28-415 38 86 21 1.000 215-1139
125 38-415 51 99 28 500 215-1140
250 43-415 62 131 33 250 215-1459
500 53-415 73 168 43 125 215-1472
1000 63-415 91 199 51 50 215-1162
HDPE, amber
30 28-415 34 62 21 1.000 215-1448
60 28-415 38 86 21 1.000 215-1449
125 38-415 51 99 28 500 215-1450
250 43-415 62 131 33 250 215-1451
500 53-415 73 168 43 125 215-1452
1000 63-415 91 199 51 50 215-1458

Continued from previous page

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
50 38 88 24 1 215-0139
100 48 105 24 1 215-0140
250 60 140 38 1 215-0141
500 75 170 38 1 215-0142
1000 95 206 55 1 215-0143
2000 120 252 55 1 215-0144

Bottles, wide mouth, with screw cap
Kartell

LDPE, translucent with LDPE screw cap

Multipurpose bottles for a wide variety of uses. Easy filling and dispensing of powders, pastes and liquids.

Good chemical resistance
Heat resistant up to +75 °C
With graduations, leakproof

DIN 13316 and DIN 168

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Cap Pk Cat. No.
Aseptic
50 38 77 27 with separate seal 600 215-2184
100 51 80 37 with separate seal 335 215-3290
100 51 80 37 with inner lip 335 215-0748
100 51 80 37 with wad 335 215-0747
150 51 108 37 with separate seal 250 215-0752
150 51 108 37 with inner lip 250 215-0754
150 51 108 37 with wad 250 215-0753
250 80 125 37 with separate seal 145 215-1295
250 80 125 37 with inner lip 145 215-0765
250 80 125 37 with wad 145 215-0764
500 80 138 58 with separate seal 140 215-0769
500 80 138 58 with inner lip 140 215-0771
500 80 138 58 with wad 140 215-0770
1000 101 174 58 with inner lip 68 215-0744
1000 101 174 58 with wad 68 215-0743
2000 121 220 57 with separate seal 25 215-0758
2000 121 220 57 single closure 25 215-0759
Sterile
50 38 77 27 with separate seal 600 215-2183
100 80 80 37 with separate seal 335 215-0749
100 51 80 37 with wad 335 215-0745
150 51 108 37 with inner lip 250 215-0751
250 80 125 37 with separate seal 145 215-0760

Bottles, wide mouth, with screw cap
HDPE, translucent with red screw caps

A range of round wide mouth bottles. Ideal for use in laboratory, production plant or in the field for storage 
of liquids, solids and powders.

Bottles are supplied capped aseptic or ionised 
Excellent shock resistance
Wide neck, easy to fill

Continued on next page
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Bottles - wide mouth

Continued from previous page

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Cap Pk Cat. No.
Sterile
250 80 125 37 with inner lip 145 215-0762
250 80 125 37 with wad 145 215-0761
500 80 138 58 with inner lip 140 215-0768
500 80 138 58 with wad 140 215-0767
1000 101 174 58 with inner lip 68 215-0742
1000 101 174 58 with wad 68 215-0741
2000 121 220 57 with separate seal 25 215-0756

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
30 28 34 63 21 12 215-7211
60 28 39 86 21 12 215-7212
125 38 50 99 28 12 215-7213
250 43 61 131 33 12 215-7214
500 53 73 168 44 12 215-7215
1000 63 91 199 53 6 215-7216

Bottles, wide mouth, with screw cap, Nalgene®
Thermo Scientific

LDPE, translucent with PP screw cap

Can be used anywhere in the laboratory and for collecting samples. Wide opening allows rapid filling and 
dispensing of powders, pastes and liquids.

Good chemical resistance, heat resistant up to +80 °C 
Leakproof closure, so they are suitable for use with liquids
Flexible, excellent impact resistance

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
30 28 34 63 21 12 215-7201
60 28 39 86 21 12 215-7202
125 38 50 99 28 12 215-7203
250 43 61 131 33 12 215-7204
500 53 73 168 44 12 215-7205
1000 63 91 199 53 6 215-7206

Bottles, wide mouth, with screw cap, Nalgene®
Thermo Scientific

HDPE, translucent with PP screw cap

Can be used anywhere in the laboratory and for sample collection. Wide opening allows rapid filling and 
dispensing of powders, pastes and liquids.

Good chemical resistance 
Heat resistant up to +120 °C 
Leakproof closure 

Bottles, wide mouth, with screw cap, PassPort IP 2, Nalgene®
Thermo Scientific

HDPE, translucent with PP screw cap

Safe, durable, economical bottles for the transport and packaging of hazardous goods. Recommended for 
customers who wish to put together and certify their own packaging system. Extra-wide mouth for simple 
filling and emptying of liquids and dry substances. The sturdy walls withstand cracking and damage from 
impact caused by shocks during transport. The bottom of the bottle incorporates IP2 marking, material, 
volume and registration notch. Evaluated at 15 psi per 49 CFR 173.27 © (2), ICAO Technical Instructions Part 
4; 1.1.6 and IATA Dangerous Goods Regulations, Section 5.0.2.9.

Good chemical resistance 
Heat resistant up to +120 °C 
Leakproof closure

Continued on next page
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Bottles - wide mouth

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
125 38 50 99 28 12 215-1043
250 43 61 131 33 12 215-1044
500 53 73 168 44 12 215-1045
1000 63 91 199 53 6 215-1046

Continued from previous page

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
2000 100 120 244 89 1 215-1032

Bottles, fluorinated, wide mouth, with screw cap, Nalgene®
Thermo Scientific

HDPE, with PP, fluorinate screw cap

Fluorinating these HDPE bottles provides a cost effective alternative to costly fluoropolymer containers.

Safe, durable, fluorinated HDPE bottle has fluorocarbon surface, inside and out
Fluorinated surface enhances long-term performance and prevents permeation loss
Leakproof

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
125 38 50 99 28 12 215-1039
250 43 61 131 33 12 215-1040
500 53 73 168 44 12 215-1041
1000 63 91 199 53 6 215-1042

Bottles, fluorinated, wide mouth, with screw cap, Nalgene®
Thermo Scientific

HDPE, fluorinated with PP screw cap

Fluorinating these HDPE bottles provides a cost effective alternative to costly fluoropolymer containers. 
Wide mouth makes filling and emptying of solid and liquid substances easier. Crack and impact resistant.

Safe, durable, fluorinated HDPE bottle has fluorocarbon surface, inside and out
Fluorinated surface enhances long-term performance and prevents permeation loss
Leakproof

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
30 28 34 63 21 72 215-1033
60 28 38 86 21 72 215-1034
125 38 51 100 28 72 215-1035
250 43 61 131 33 72 215-1036
500 53 73 168 44 48 215-1037
1000 63 91 199 52 24 215-1038

Bottles, wide mouth, with screw cap, Nalgene® 
Thermo Scientific

HDPE, translucent with PP screw cap

Economical, break resistant disposable bottles for safe sample collection, transport and storage. Suitable for 
long-term storage in the absence of direct UV radiation.

Good chemical resistance 
Heat resistant from -100 °C to +120 °C 
Leakproof
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Bottles - wide mouth

Capacity (ml) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Thread Pk Cat. No.
Jars, wide mouth, with thread
100 77 48,0 31 40 1 215-2521
250 98 65,6 41 50 1 215-2522
500 122 80,6 53 65 1 215-3378
750 130 94,5 53 65 1 215-2523
1000 153 101,0 67 80 1 215-3379
1500 173 115,0 67 80 1 215-2524
2000 192 127,0 67 80 1 215-2525

Thread (mm) For bottles (ml) Pk Cat. No.
Screw caps, PP, black with PE foam insert
40 100 1 215-3922
50 200/300 1 215-3923
65 500/750 1 215-3924
80 750/1000/1500/2000 1 215-3925

Jars, wide mouth, with thread
KAUTEX TEXTRON

HDPE, translucent, without screw cap

Round universal containers for sample collection, packaging, storing and transporting liquids, powders, 
granulates or pastes.

Good chemical and thermal resistance 
Wide neck for easy filling and cleaning 
Leakproof when used in conjunction with screw caps 215-3922 to 215-3925 (please order separately if 
required)

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
150 50 104 26 10 215-0425
250 61 124 48 10 215-0427
300 61 135 48 10 215-0428
500 74 154 48 10 215-0430
1000 98 190 72 5 215-0432

Bottles, wide mouth, with screw cap, Azlon®
SciLabware

HDPE, translucent with PVDC wadded black urea screw caps

Ideal for storage of liquids. Wide opening allows rapid filling and dispensing of powders, granules and 
pastes.

Good chemical resistance
Heat resistant up to +120 °C
Robust construction

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
30 32 70 22 10 215-0538
60 40 82 22 10 215-0540
125 50 100 32 10 215-0518
150 50 113 32 10 215-0389
250 60 141 34 10 215-0542
500 75 161 44 10 215-0544
1000 90 207 53 5 215-0546
2000 120 243 53 5 215-0547

Bottles, wide mouth, with screw cap, Azlon®
SciLabware

HDPE, translucent with PP screw cap

Can be used anywhere in the laboratory and for sample collection. Wide opening allows rapid filling and 
dispensing of powders, granules and pastes.

Good chemical resistance 
Heat resistant up to +120 °C 
Leakproof
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Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
60 41 69 26 10 215-2725
125 47 91 35 10 215-2729
250 59 114 41 10 215-2732

Bottles, wide mouth, with screw cap
HDPE, translucent with black PP caps

Perfect for sample collection, storage and transport. Ideal for liquids, pastes and granular material. The 
wide mouth allows easy filling and cleaning.

Good chemical resistance 
Good thermal resistance 
Leakproof

Capacity (ml) Thread Ø ext. (mm) Height (mm) Pk Cat. No.
150 R3/58 60 68 100 215-3367
285 R3/70 78 82 100 215-3368
685 R3/100 117 86 100 215-3371
1285 R3/100 117 152 10 215-0973

Jars, wide mouth, with screw cap
HDPE, white with black PP closure

Ideal for liquids, pastes, and powders.

Good chemical resistance, good temperature resistance 
Extra wide opening for easy filling and emptying 
Low profile, lightweight

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Material Neck I-Ø (mm) Pk Cat. No.
2000 100 119 244 HDPE 89 1 215-7351
2000 100 119 244 PPCO 89 1 215-7361
4000 100 153 288 HDPE 89 1 215-7352
4000 100 153 288 PPCO 89 1 215-1281

Bottles, wide mouth, with screw cap, Nalgene®
Thermo Scientific

HDPE, translucent with PP screw cap or PPCO, translucent with PP screw cap

Large volume multipurpose bottles for a wide range of uses. Not leakproof.

HDPE: Good chemical resistance, heat resistant up to +120 °C
PPCO: Very good chemical resistance, heat resistant up to +121 °C, autoclavable
Extra wide opening

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
300 70 113 48 1 215-2716
700 86 169 48 1 215-2724
1250 102 213 48 1 215-2728

Bottles, wide mouth, with screw cap
HDPE, translucent

Tough, extra thick walls 
Screw cap with gasket 
Good chemical resistance, good temperature resistance
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Bottles - wide mouth

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
30 28 34 63 21 12 215-7231
60 28 39 86 21 12 215-7232
125 38 50 99 28 12 215-7233
250 43 61 131 33 12 215-7234
500 53 73 168 44 12 215-7235
1000 63 91 199 53 6 215-7236

Bottles, amber, wide mouth, with screw cap, Nalgene®
Thermo Scientific

HDPE, amber with amber PP screw cap

Amber coloured to protect light-sensitive materials. Can be used anywhere in the laboratory and for sample 
collection. Wide opening for rapid filling and dispensing of powders, pastes and liquids.

Good chemical resistance
Heat resistant up to +120 °C
Leakproof

Capacity (ml) Thread Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
HDPE/PP cap
1000 53B 93 226 39 6 215-7701
2000 53B 119 260 39 2 215-7702
4000 83B 155 338 65 1 215-7704
PPCO/PP cap
1000 53B 93 226 39 6 215-7711
2000 53B 119 260 39 2 215-7712
4000 83B 155 338 65 1 215-7714
5000 83B 156 414 64 1 215-7716

Bottles, heavy duty, wide mouth, with screw cap, Nalgene®
Thermo Scientific

HDPE, translucent with white PP screw cap or PPCO, translucent with white PP screw cap and TPE seal

Large, strong walled bottles for demanding applications with a particularly wide opening. Very robust for 
storing and shipping liquids and dry substances.

HDPE: Good chemical resistance. PPCO: Very good chemical resistance, vacuum tight over 24 h at  20 °C
HDPE: Heat resistant up to +120 °C . PPCO: Heat resistant up to +121 °C
Leakproof

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
30 28 34 63 21 12 215-7221
60 28 39 86 21 12 215-7222
125 38 50 99 28 12 215-7223

Bottles, wide mouth, with screw cap, Nalgene®
Thermo Scientific

PPCO, translucent with PP screw cap

Can be used anywhere in the laboratory and for sample collection. Wide opening for rapid filling and dispensing 
of powders, pastes and liquids.

Very good chemical resistance 
Heat resistant up to +121 °C, autoclavable 
Leakproof

Continued on next page
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Bottles - wide mouth

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
250 43 61 131 33 12 215-7224
500 53 73 168 44 12 215-7225
1000 63 91 199 53 6 215-7226

Continued from previous page

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
500 70 75 175 61 6 215-7851
1000 70 94 213 61 6 215-7852
2000 70 120 244 61 4 215-7853
3000 70 155 246 61 1 215-7854

Bottles, wide mouth, with screw cap, Mason type, Nalgene®
Thermo Scientific

PPCO, translucent with PP screw cap

Bottles have 70 mm necks that accept fixtures or closures with Mason jar threads. Also fit on mixers equipped 
with the special Mason thread.

Very good chemical resistance 
Heat resistant up to +121 °C, autoclavable 
Leakproof with ring for tamper evident heat shrink bands

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
60 40 82 22 10 215-0092
125 50 100 32 10 215-0520
250 60 141 34 10 215-0555
500 75 161 44 10 215-0557
1000 90 207 53 5 215-0559

Bottles, wide mouth, with screw cap, Azlon®
SciLabware

PP, translucent with PP screw cap

Bottles feature crisp printed graduations in millilitres and fluid ounces. Also printed with large white writing 
area for easy labelling.

Good chemical resistance
Autoclavable at +121 °C
Wide mouth for easy filling

Bottles, wide mouth, with screw cap
Kartell

PP, translucent with PP screw cap

Sturdy graduated bottle with a long pinch seal that ensures leakproof closure. Wide neck for easy filling and 
emptying of liquids and powders.

Good temperature and chemical resistance 
Compliant with food and drug regulations

DIN 13316 and 168

Continued on next page
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Bottles - wide mouth

Continued from previous page

Capacity (ml) Thread Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
50 GL 32 38 88 24 1 215-0904
100 GL 32 48 105 24 1 215-0905
250 GL 45 60 140 38 1 215-0906
500 GL 45 75 170 38 1 215-0907
1000 GL 63 95 206 55 1 215-0908
2000 GL 63 120 252 55 1 215-0909

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
30 32 70 22 10 215-2871
60 40 82 26 10 215-0552
100 50 86 32 10 215-2869
125 50 100 32 10 215-2870
150 50 113 32 10 215-0390
250 60 141 34 10 215-0392
500 75 161 44 10 215-0393
1000 90 207 53 5 215-0394
2000 120 243 53 5 215-0560

Bottles, wide mouth, with screw cap, Azlon®
SciLabware

PP, translucent, rigid with PP screw caps

Ideal for a wide range of liquid storage, media preparation and sampling applications.

Screw caps have non-stick feature and open and close in less than 1 1/2 turn
Heavy duty and very durable in use
Good chemical resistance, autoclavable at +121 °C

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
60 40 84 22 10 215-0551
150 50 104 26 10 215-0553
250 60 141 34 10 215-0554
500 75 161 44 10 215-0556
1000 90 207 53 5 215-0558
2000 120 243 53 5 215-0561

Bottles, wide mouth, with screw cap, Azlon®
SciLabware

PP amber, rigid with black PP screw caps

Ideal for sample collection and storage of light-sensitive materials. Wide opening for rapid filling and 
dispensing of powders, pastes and liquids.

Screw caps have non-stick feature and open or close easily in less than 1 1/2 turns
Heavy duty and very durable in use
Good general chemical resistance, autoclavable at +121 °C

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
125 33 46 114 28 4 215-7243
250 43 58 125 33 4 215-7244
500 53 71 155 38 4 215-7245
1000 63 89 209 43 4 215-7246

Bottles, wide mouth, with screw cap, Nalgene®
Thermo Scientific

Polymethylpentene PMP, transparent with PP screw cap

Can be used anywhere in the laboratory and for sample collection. Wide opening for rapid filling and 
dispensing of powders, pastes and liquids. Good clarity for viewing bottle contents.

High level of chemical resistance
Temperature resistant up to +145 °C, autoclavable
Leakproof
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Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
5 22 35 10 1 215-1152
10 26 50 12 1 215-1153
25 33 61 19 1 215-1154
50 43 76 25 1 215-1155
100 52 88 35 1 215-1156
150 60 90 35 1 215-1157
250 67 115 42 1 215-1158
500 80 150 52 1 215-1159
1000 100 185 57 1 215-1160
2000 120 240 60 1 215-1161

Bottles, wide mouth, with screw cap
PTFE, strong walled

Robust construction. The special recessed grips on the cap and grooves in the flask make it easy to handle. 
Non stick, the wide mouth allows easy filling and cleaning.

Very good chemical resistance
Temperature resistant from –200 up to +280 °C
Exceptionally smooth inner walls to prevent contamination

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
125 33 46 117 25 1 215-7101
250 48 71 165 38 1 215-7102
500 48 71 165 38 1 215-7103
1000 53 91 209 43 1 215-7104

Bottles, wide mouth, with screw cap, Nalgene®
Thermo Scientific

FEP, translucent, with ETFE screw cap

The bottles have the highest chemical and corrosion resistance. Suitable for applications at low and high 
temperatures, trace analyses and for many types of work with organic solvents.

Maximum chemical resistance
Temperature resistant from -105 to +150 °C, leakproof
Autoclavable

Capacity (ml) Thread Ø ext. (mm) Height (mm) Pk Cat. No.
250 S 40 61 150 1 215-4593
500 S 40 76 179 1 215-4594
1000 S 40 96 217 1 215-4595
2000 S 40 130 245 1 215-1961

Bottles, wide mouth, with screw cap
VITLAB®

PFA, translucent, with PFA screw cap

Bottles with high resistance to extreme temperatures, chemicals and corrosion. Inert to practically all 
chemicals with the exception of molten alkaline metals, fluorine compounds and complex halogen 
compounds at high temperatures and under pressure. Ideal for liquids, pastes, powders and granular 
material. Wide mouth bottles with large opening for easy filling and cleaning.

Maximum chemical resistance
Temperature resistant from –200 to +250 °C, autoclavable
Leakproof
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Cap size Tubing Int. Ø (mm) Pk Cat. No.
53B 6,3 1 216-8911
83B 12,7 1 216-8912
83B 6,3 1 216-8913

Filling and venting closures, Nalgene®
Thermo Scientific

PP, white with TPE seals and TPE caps

Screw closures for the sterile liquid transfer of nutrient media, biological reagents, pure water and 
chemicals. For applications requiring the use of bioreactors and fermenters.

Fit all large Nalgene® carboys or bottles with 53 mm (53 B) or 83 mm (83 B) screw caps
Choice of 6,3 (1/4”) or 12,7 (1/2”) mm tube for the 83 mm cap (83 B)
Autoclavable

Delivery information: Pack includes the cap, Nalgene® platinum-treated silicone tubing for aspirating and 
dispensing and a splash guard for filling.

Capacity (ml) Thread W×D×H (mm) Type Pk Cat. No.
125 28-415 38×59×97 Rectangular 12 215-1905
250 38-415 51,5×74,5×112 Rectangular 12 215-1906
500 48-415 64×99,5×114 Rectangular 12 215-1907
1000 53-415 67×127×180 Rectangular 6 215-1908
2000 63 96×150×237 Rectangular 4 215-1909
4000 100-415 147×147×290 Square 1 215-1904

Bottles, wide mouth, rectangular or square, with screw cap
HDPE, translucent 

Ideal for collecting, storing and shipping samples or storing liquids and dry substances. Space saving design 
with rectangular or square base. Two and four litre bottles have integrated handle design.

Good chemical resistance
Heat resistant up to +120 °C
Leakproof

Capacity (ml) W×D×H (mm) Neck I-Ø (mm) Neck Ø ext. (mm) Pk Cat. No.
100 52×52×82 31 40 1 215-7390
250 67×67×106 39 49 1 215-7392
500 85×85×130 39 49 1 215-7394
1000 85×85×210 39 49 1 215-7396

Bottles, wide mouth, square, with screw cap
HDPE with black, PP tamper evident cap

Perfect for sample collection, storage and transport. Ideal for liquids, pastes and granular material. The 
wide mouth allows easy filling and cleaning.

Good chemical resistance 
Leakproof 
Space saving
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Capacity 
(ml)

W×D×H (mm) Colour
Neck I-Ø 
(mm)

Cap Cap colour Form Pk Cat. No.

Aseptic
150 50×50×95 Translucent 37 Screw cap with insert sealing plug Red Square 300 215-3008
250 57×57×109 Translucent 37 Screw cap with insert sealing plug Red Square 210 215-3014
250 57×57×109 Translucent 37 Screw cap with insert sealing plug Blue Square 210 215-3016
500 76×76×122 Translucent 58 Screw cap with insert sealing plug Red Square 175 215-3020
500 76×76×122 Translucent 58 Screw cap with insert sealing plug Blue Square 175 215-3022
500 76×76×122 Translucent 58 Screw cap with insert sealing plug White Square 175 215-3023
1000 95×78×185 Translucent 58 Screw cap with insert sealing plug Red Rectangular 90 215-3004
1000 95×78×185 Translucent 58 Screw cap with insert sealing plug Blue Rectangular 90 215-3006
1000 95×78×185 Translucent 58 Screw cap with insert sealing plug White Rectangular 90 215-3007
2000 109×96×230 Translucent 58 Screw cap with insert sealing plug Red Rectangular 50 215-3010
2000 109×98×230 Translucent 58 Screw cap with insert sealing plug White Rectangular 50 215-3013
2500 110×110×285 Translucent 88 Screw cap with wad White Square 35 215-3018
2700 128×117×250 Brown 70 Screw cap with wad Yellow Rectangular 30 215-3003
Sterile SAL 10-3
250 57×57×109 Translucent 37 Screw cap with insert sealing plug Red Square 210 215-3015
500 76×76×122 Translucent 58 Screw cap with insert sealing plug Red Square 175 215-3021
1000 95×78×185 Translucent 58 Screw cap with insert sealing plug Red Rectangular 90 215-3005
1000 95×78×185 Translucent 58 Screw cap with insert sealing plug Blue Rectangular 90 215-3025
1000 95×78×185 Translucent 58 Screw cap with insert sealing plug White Rectangular 90 215-3026
2000 109×98×230 Translucent 58 Screw cap with insert sealing plug Red Rectangular 50 215-3012
2500 110×110×285 Translucent 88 Screw cap with wad White Square 35 215-3019

Bottles, wide mouth, square or rectangular, with screw cap
HDPE, translucent or HDPE, brown (2700 ml) with screw cap

Space saving bottles. Wide mouth, easy to fill. Translucent HDPE ensures good visibility of the content level. 
Screw cap with separate seal. Ideal for storage of liquids, solids and powders. Bottles with 500, 1000, 2000 
and 2700 ml capacities have graduations. The 2500/2700 ml version has a carrying handle.

Good chemical resistance, good temperature resistance
Capped aseptic or capped ionised (10 kGray)
Excellent shock resistance

HDPE, translucent or HDPE, white, withscrew thread

Ideal for collecting, storing and shipping liquids, pastes and granulates. Square shape saves space. Recessed labelling space. Wide neck makes filling and 
cleaning easy.

Good chemical resistance
Resistant to temperatures from −40 to +110 °C
Various types of cap e.g. leakproof, are available as an option
UN approved for solids; the approvals are only valid with the closures offered here

Bottles, wide mouth, square without screw cap
KAUTEX TEXTRON

Continued on next page
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Continued from previous page

Capacity (ml) Thread (mm) W×D×H (mm) Neck I-Ø (mm) Pk Cat. No.
HDPE, translucent
100 32 45×45×101 24,0 1 215-3604
250 45 59×59×128 35,0 1 215-3603
500 54 75×75×161 42,5 1 215-3380
1000 54 85×85×212 42,5 1 215-2362
4000 80 142×142×294 68,5 1 215-2365
HDPE, white
100 32 45×45×101 24,0 1 215-3362
250 45 59×59×128 35,0 1 215-3363
500 54 75×75×161 42,5 1 215-3364
750 54 85×85×185 42,5 1 215-2371
1000 54 85×85×212 42,5 1 215-3365
1500 80 111×111×209 68,5 1 215-2372
2500 80 122×122×258 68,5 1 215-2373
4000 80 142×142×294 68,5 1 215-2374

Description Thread (mm) For bottles (ml) Pk Cat. No.
Screw closure, PP, blue, with tamper-evident ring and conical seal
Screw cap PP, blue, with tamper-evident ring and conical seal 32 100 1 215-2387
Screw cap PP, blue, with tamper-evident ring and conical seal 45 250/350 1 215-2388
Screw cap PP, blue, with tamper-evident ring and conical seal 54 500/750/1000 1 215-3369
Screw cap PP, blue, with tamper-evident ring and conical seal 80 1500/2500/4000 1 215-2389

Capacity (ml) Thread Pk Cat. No.
HDPE, translucent
100 DIN 45 330 215-2830
250 DIN 45 210 215-2831
500 DIN 54 272 215-2833
1000 DIN 54 150 215-2835
1500 DIN 80 87 215-2837
2500 DIN 80 60 215-2839
4000 DIN 80 40 215-2842
HDPE, white
100 DIN 32 504 215-2828
100 DIN 45 330 215-2829
250 DIN 45 210 215-2832
500 DIN 54 272 215-2834
1000 DIN 54 150 215-2836
1500 DIN 80 87 215-2838
2500 DIN 80 60 215-2840
4000 DIN 80 40 215-2841
5500 DIN 80 28 215-2843
Tamper evident closures, PP, blue
- DIN 32 1.800 215-3293
- DIN 45 800 215-3292
- DIN 54 550 215-3291
- DIN 80 210 215-3294

HDPE, translucent or HDPE, white

Ideal for collecting, storing and shipping liquids, pastes and granulates. Square shape saves space, recessed labelling space. Wide neck makes filling and cleaning 
easy.

Good chemical resistance
Resistant to temperatures from −40 to +110 °C
Tamper evident closures see below optionally available

Bottles, wide mouth, square with thread
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Capacity (ml) W×D×H (mm) Neck I-Ø (mm) Cap Cap colour Pk Cat. No.
Cap with inner lip
150 50×50×95 37 Assembled Blue 300 215-0717
250 57×57×109 37 Assembled Blue 210 215-1293
500 76×76×122 58 Assembled Blue 175 215-0735
1000 95×6×185 58 Assembled Blue 90 215-1291
2000 109×96×230 58 Assembled Blue 50 215-1292
Cap with wad
150 50×50×95 37 Assembled Red 300 215-0716
250 57×57×109 37 Assembled Red 210 215-0730
500 76×76×122 58 Assembled Red 175 215-0734
1000 95×76×185 58 Assembled Red 90 215-0710
2000 109×98×230 58 Assembled Red 50 215-0720
Cap, tamper-evident with wad
2000 110×93×237 58 not assembled Red 50 215-0722

Bottles, wide mouth, square, with screw cap
HDPE, translucent

Space saving square bottles. Ideal for liquid, solid and powder storage. Good level of tightness according to 
the closure system used and application.

Wide mouth, easy to fill 
Various closure systems available 
Excellent shock resistance

Capacity (ml) W×D×H (mm) Cap Cap colour Form Pk Cat. No.

250 57×57×109
Assembled tamper-evident 
screw cap with wad

Red Square 130 215-0724

500 75×75×128
Separate tamper-evident 
screw cap with wad

Red Square 140 215-0736

1000 92×77×187
Separate tamper-evident 
screw cap with wad

Red Rectangular 85 215-0712

Bottles, wide mouth, square or rectangular, with screw cap
HDPE, translucent, with screw cap

Space saving bottles. Wide mouth, easy to fill. Translucent PE ensures good visibility of the level. Graduated.

Good chemical resistance, good temperature resistance 
Packed under aseptic conditions 
Excellent shock resistance

Capacity (ml) W×D×H (mm) Neck I-Ø (mm) Pk Cat. No.
500 75×75×120 58 10 215-0445
1000 75×94×180 58 5 215-0446
2000 92×108×235 58 5 215-0447

Bottles, wide mouth, square, with screw caps, Azlon®
SciLabware

HDPE, translucent, with plug seal and blue screw cap

Perfect for powders and granules. The wide mouth allows easy filling and cleaning. Moulded graduations 
for approximate volume measurement.

Good chemical resistance 
Leakproof 
Space saving and lightweight
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Capacity (ml) Thread (mm) W×D×H (mm) Neck I-Ø (mm) Pk Cat. No.
Translucent
125 28 64×38×102 21 12 215-7313
250 38 76×48×114 28 12 215-7314
500 48 94×58×140 37 12 215-7315
1000 53 125×71×180 44 6 215-7316
2000 63 152×81×239 51 4 215-7317
Amber
125 28 64×38×102 21 12 215-7323
250 38 76×48×114 28 12 215-7324
500 48 94×58×140 37 12 215-7325
1000 53 125×71×180 44 6 215-7326
2000 63 152×81×239 51 4 215-7327

Bottles, wide mouth, rectangular, with screw cap, Nalgene®
Thermo Scientific

HDPE, translucent or HDPE, amber with PP screw cap

Ideal for collecting, storing and shipping samples or storing liquids and dry substances. Space saving 
rectangular base. Amber bottles protect light-sensitive substances.

Good chemical resistance
Heat resistant up to +120 °C
Leakproof

Capacity (ml) W×D×H (mm) Neck I-Ø (mm) Pk Cat. No.
25 32×30×53,5 18 1 215-0915
50 35×37×72 24 1 215-0916
100 44×47×91 34,5 1 215-9000
250 55×60,5×114 34,5 1 215-9001
500 66×80×136 45 1 215-9002
1000 82×102×177 58 1 215-9003
2000 101×134×215 58 1 215-9004

Bottles, wide mouth, rectangular, with screw cap
HDPE, translucent 

Double closure cap, shoulder and perforated cap to allow the installation of seals and labels to ensure the 
integrity of the contents. Can be used anywhere in the laboratory and for sampling. Wide mouth for rapid 
filling and dispensing of powders, pastes and liquids.

Good chemical resistance 
Heat resistant up to +80 °C 
Leakproof, graduated

Capacity (ml) W×D×H (mm) Neck I-Ø (mm) Pk Cat. No.
25 32×32×51 18 10 215-0438
50 36×36×68 24 10 215-0440
100 48×45×88 34 10 215-0442
250 60×56×108 34 10 215-0444
500 80×67×135 44 10 215-0449
1000 101×82×170 58 5 215-0451
2000 130×98×215 58 5 215-0452

Bottles, wide mouth, square, with screw cap, Azlon®
SciLabware

HDPE, translucent

Heavy duty bottles with plug seal and screw cap 
Easy to grip caps have a toggle for tamper evident wire attachment to neck 
Moulded graduations for approximate volume measurement, food safe
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Capacity (ml) Thread (mm) W×D×H (mm) Neck I-Ø (mm) Pk Cat. No.
250 40 59,0×59,0×110,5 30,8 1 215-3312
500 40 69,0×69,0×145,5 30,8 1 215-3313
1000 50 86,5×86,5×178,5 30,8 1 215-3314

Thread (mm) For bottles (ml) Pk Cat. No.
Screw caps 
40 200/250/300 1 215-3542
50 500/750 1 215-3515

Bottles, wide mouth, square with thread
KAUTEX TEXTRON

HDPE, translucent

Ideal for packaging, storing and transporting liquids, pastes and powders. Wide mouth for easy filling, 
emptying and cleaning. Physiologically inert and therefore also suitable for packing and storing food. With 
labelling space.

Good chemical resistance, temperature resistant from −40 to +110 °C
Ribbed sides for secure grip, high stability
Suitable screw caps available separately under 215-3542 or 215-3515

Capacity (ml) Thread W×D×H (mm) Neck I-Ø (mm) Pk Cat. No.
HDPE
60 28-415 36×36×83 21 12 215-7282
175 38-415 52×52×106 28 12 215-7283
250 43-415 62×62×116 33 12 215-7284
500 53-415 75×75×146 43 12 215-7285
1000 63-415 94×94×181 53 6 215-7286
PPCO
60 28-415 36×36×28 21 12 215-7272
175 38-415 51×51×102 28 12 215-7273
250 43-415 61×61×116 33 12 215-7274
500 53-415 74×74×116 43 12 215-7275
1000 63-415 95×95×181 53 6 215-7276

Bottles, wide mouth, square, with screw cap, Nalgene®
Thermo Scientific

HDPE, translucent or PPCO, translucent, with PP screw cap

Ideal for storing and shipping samples. Wide mouth permits easy filling and cleaning. Square shape saves 
space.

HDPE: Compatibility with most alcohols, bases and acids. PPCO: Very good chemical resistance
HDPE: Heat resistant up to +120 °C. PPCO: Heat resistant up to +121 °C, autoclavable
Leakproof

Capacity (ml) Thread (mm) W×D×H (mm) Material Neck I-Ø (mm) Pk Cat. No.
4000 100 142×142×282 PPCO 89 1 215-7372
4000 100 142×142×292 HDPE 89 1 215-7382

Bottles, wide mouth, square, with screw cap, Nalgene®
Thermo Scientific

HDPE, translucent with PP screw cap or PPCO, translucent with  PP screw cap

Large volume multipurpose bottles for a wide range of applications. Space saving, with convenient integral handles.

HDPE: Compatibility with most alcohols, bases and acids
PPCO: Very good chemical resistance, heat resistant up to +121 °C, autoclavable
Extra wide opening
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Capacity (ml) W×D×H (mm) Neck I-Ø (mm) Thread (mm) Pk Cat. No.
50 38,5×38,5×60,5 23 32 162 215-2287
100 46,0×46,0×71,0 31 40 80 215-3120
200 59,5×59,5×88,0 41 50 406 216-3900
500 80,5×80,5×108,0 54 65 1 216-3907
1000 97,0×97,0×143,0 69 80 96 216-3904
2000 122,0×122,0×187,0 69,0 80 44 216-3906

Thread (mm) For bottles (ml) Pk Cat. No.
Screw caps, PP, black with PE foam insert
32 50 1 215-3921
40 100 1 215-3922
50 200/300 1 215-3923
65 500/750 1 215-3924
80 750/1000/1500/2000 1 215-3925
80 2000 1 215-3926

Containers, wide mouth, square with thread
KAUTEX TEXTRON

PETG, clear, without screw cap

Ideal for packaging, sampling, storing and shipping pastes or powdered substances.

Good chemical resistance, temperature resistant from −40 to +65 °C
Wide neck for easy filling and cleaning
Leakproof PP screw caps, black with PE foam insert, ordered separately

Capacity (ml) W×D×H (mm) Neck I-Ø (mm) Thread (mm) Pk Cat. No.
Container, clear, without screw cap
50 38,5×38,5×59 23 32 162 215-2185
100 46×46×71 31 40 80 215-3116
200 59,5×59,5×87 41 50 1 215-3906
300 67,5×67,5×94 41 50 1 215-3907
500 80,5×80,5×108 54 65 1 215-3908
750 91,5×91,5×120 69 80 1 215-3910
1000 97×97×143 69 80 1 215-3930
2000 122×122×187 69 80 1 215-3931
Container, amber, without screw cap
50 38,5×38,5×59 23 32 162 215-2186
100 46×46×71 31 40 80 215-3118
200 59,5×59,5×87 41 50 1 215-3916
300 67,5×67,5×94 41 50 1 215-3917
500 80,5×80,5×108 54 65 1 215-3918
750 91,5×91,5×120 69 80 1 215-3920
1000 97×97×143 69 80 1 215-3932
2000 122×122×187 69 80 1 215-3933

Thread (mm) For bottles (ml) Pk Cat. No.
Screw caps, PP, black with PE foam insert
32 50 1 215-3921
40 100 1 215-3922
50 200/300 1 215-3923

Containers, wide mouth, square with thread
KAUTEX TEXTRON

PVC, clear or amber, without screw cap

Ideal for packaging, sampling, storing and shipping pastes or powdered substances.

Good chemical resistance, temperature resistant from −20 to +80 °C
Wide mouth for easy filling and cleaning
Leakproof PP screw caps, black with PE foam insert, ordered separately

Continued on next page
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Thread (mm) For bottles (ml) Pk Cat. No.
Screw caps, PP, black with PE foam insert
65 500/750 1 215-3924
80 750/1000/1500/2000 1 215-3925
80 2000 1 215-3926

Continued from previous page
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Bottles - drop, wash and spray

Capacity (ml) Height (mm) Type Pk Cat. No.
50 79 Clear glass 1 215-6211
50 79 Amber glass 1 215-6221
100 105 Clear glass 1 215-6212
100 105 Amber glass 1 215-6222

Dropping bottles
DURAN Group

Soda-lime glass, clear or amber

Amber to protect light-sensitive substances.

Good chemical and physical properties
For use in applications that do not involve high thermal stresses
Replaceable NS glass pipette with rubber suction bulb

Capacity (ml) Pk Cat. No.
30 1 215-1080
50 1 215-1082
100 1 215-1083

Dropping bottles, Polystop®
Soda-lime glass, clear

With three part poly stopper consisting of a strong glass pipette, a plastic pipette filler and a PP-NS 
stopper 
Good temperature resistance, good chemical resistance 
All individual parts are optionally available

Capacity (ml) Pk Cat. No.
60 1 215-1081

Dropping bottles, Polystop®
Soda-lime glass, amber

Amber to protect light-sensitive substances.

With three part poly stopper consisting of a strong glass pipette, a plastic pipette filler and a PP-NS 
stopper
Good temperature resistance, good chemical resistance
All individual parts are optionally available

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
30 66 32 10 215-0472
60 79 40 10 215-0473
150 120 59 10 215-0474
250 145 59 10 215-0475
500 174 74 10 215-0476

Dropper bottles with pivot nozzle closure, Azlon®
SciLabware

LDPE, translucent

Nozzle retracts into the cap to seal the bottle. Suitable for use as a dropping or wash bottle and excellent 
for dispensing gels.

Good chemical resistance
Heat resistant up to +80 °C
Easy handling
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Capacity (ml) Thread Pk Cat. No.
3 8-425 144 215-8000
6 13-425 144 215-2760
15 15-415 144 215-8001
30 20-410 144 215-2761
60 20-410 144 215-8002
125 20-410 72 215-2762

Thread Cap colour Pk Cat. No.
Spare dropper tip caps
8 - 425 Yellow 100 215-2763
15 - 415 Red 100 215-2764
20 - 410 Blue 100 215-2765

Dropping bottles
Wheaton

LDPE, translucent, with white PP cap

With extended controlled dropper tip and dropper tip cap. These dropping bottles provide reliable, 
repeatable dispensing of reagents and other liquids. They serve as a very good alternative to pipettes or 
other conventional dispensing devices. They are suitable for most biotech, diagnostic and pharmaceutical 
applications.

Good chemical resistance, heat resistant up to +80 °C 
Bottle dispenses one drop at a time
Dropper tip snaps firmly in place and is easily removed for filling

Capacity (ml) Material Pk Cat. No.
4 LDPE, translucent 25 215-7173
4 LDPE, white 25 215-1060
8 LDPE, translucent 25 215-7171
8 LDPE, white 25 215-1058
15 LDPE, translucent 25 215-7172
15 LDPE, white 25 215-1059

Dropping bottles, Nalgene®
Thermo Scientific

LDPE, translucent or LDPE, white with white PP screw cap and LDPE dosing tip

These dropping bottles provide reliable, repeatable dispensing of reagents and other liquids. They serve 
as a very good alternative to pipettes or other conventional dispensing devices. They are suitable for most 
biotech, diagnostic and pharmaceutical applications. White material, ideal for UV light-sensitive products.

Good chemical resistance, heat resistant up to +80 °C 
Drop control tip snaps securely into place, drops are dispensed individually 
Flexible for easy handling, leakproof
Delivers 40 μl drops (based on water; viscosity affects drop size)

Capacity (ml) Pk Cat. No.
15 12 215-7871
30 12 215-7872
60 12 215-7873
125 12 215-7874
250 6 215-7875

Dropping bottles, Nalgene®
Thermo Scientific

LDPE, translucent, with dropping seal and PP cap

Only dispenses single drops. Easy filling. 

Good chemical resistance, heat resistant up to +80 °C 
Tethered nozzle cannot be lost
Leakproof 
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Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
30 103 32 10 215-0482
60 118 39 10 215-0483
150 144 50 10 215-0485
250 168 60 10 215-0487
500 198 73 10 215-0488

Dropping bottles, Azlon®
SciLabware

LDPE, translucent

With spouted dropper closure. Suitable for use as a dropping or wash bottle.

Closure features a captive sealing cap and nozzle can be cut to adjust flow rate
Good chemical resistance
Heat resistant up to +80 °C

Capacity (ml) Colour code Thread Pk Cat. No.
Narrow mouth
250 Blue GL 25 5 215-2496
250 Red GL 25 5 215-2497
250 Green GL 25 5 215-2498
250 Yellow GL 25 5 215-2499
250 Natural GL 25 5 215-2500
250 Magenta GL 25 5 215-2506
500 Blue GL 25 5 215-2517
500 Red GL 25 5 215-2518
500 Green GL 25 5 215-2519
500 Yellow GL 25 5 215-2520
500 Natural GL 25 5 215-2527
500 Magenta GL 25 5 215-2528
Wide mouth
250 Blue GL 45 5 215-2507
250 Red GL 45 5 215-2508
250 Green GL 45 5 215-2509
250 Yellow GL 45 5 215-2512
250 Natural GL 45 5 215-2513
250 Magenta GL 45 5 215-2514
500 Blue GL 45 5 215-2529
500 Red GL 45 5 215-2530
500 Green GL 45 5 215-2531
500 Yellow GL 45 5 215-2532
500 Natural GL 45 5 215-2533
500 Magenta GL 45 5 215-2534

Wash bottles, narrow or wide mouth, Standard Line
LDPE, translucent, with coloured PP spray cap

Economical, soft and very easy to squeeze. For use with general solutions such as water, soap, dilute acids 
and dilute alkalis. Dispensing tube with pointed end made of PP to optimise backflow of the medium that 
can be cut to length. 

Good chemical resistance
Heat resistant up to +80 °C
Colour coded caps for quick identification
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Capacity (ml) Thread (mm) Pk Cat. No.
125 24 6 215-8103
250 24 6 215-8104
500 28 6 215-8105
1000 38 4 215-8106

Wash bottles, narrow mouth, Nalgene®
Thermo Scientific

LDPE, translucent with PP spray cap

Economical, soft and very easy to press. For use with general solutions such as water, soap, dilute acids and 
dilute alkalis. The jet tip can be cut to increase the flow rate.

Good chemical resistance
Heat resistant up to +80 °C
Closure and stem moulded in one piece for leakproof performance

Capacity (ml) Pk Cat. No.
250 5 215-0490
500 5 215-0494

Wash bottles, integral, narrow mouth, Azlon®
SciLabware

LDPE, translucent, with PP spray cap

Ergonomic wash bottles with an integral moulded dispensing tube and removable jet tip. 

Slim hexagonal cross section makes the bottles particularly suited to smaller hands 
Precision tip is ideal for use as a dropper or for fine liquid jet dispensing

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
50 95 35 1 215-1355
100 115 43 1 215-1356
250 140 60 1 215-1357
500 180 75 1 215-6413
1000 220 95 1 215-6414

Wash bottles, narrow mouth
Kartell

LDPE, translucent

Narrow mouth wash bottles with screw cap.

Flexible spout
Removable dispensing jet
Good chemical resistance

Capacity (ml) Colour code Thread (mm) Pk Cat. No.
500 Yellow 28 6 215-8141
500 Blue 28 6 215-8142
500 Green 28 6 215-8143
500 Red 28 6 215-8144

Wash bottles, narrow mouth, colour coded, Nalgene®
Thermo Scientific

LDPE, translucent, PP spray cap

Good chemical resistance, heat resistant up to +80 ° C
Colour coded spray caps for quick identification
The unvented cap and the outlet tube holder are in one piece and are therefore leakproof. The tip can be 
cut to increase the flow rate
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Capacity (ml) Colour code Pk Cat. No.
250 White 5 215-1465
250 Red 5 215-0076
500 White 5 215-1466
500 Red 5 215-0080
1000 White 5 215-0568
1000 Red 5 215-0400

Wash bottles, narrow mouth, slope shoulder, Azlon®
SciLabware

LDPE, translucent with white PP swivel dispensing closure

The slim design enables comfortable handling and enhanced ease of use.

Good chemical and heat resistance
Choice of three sizes
Closure feature precision jet tip aperture for fine control

Capacity (ml) Colour code Pk Cat. No.
250 Red 1 215-2752
250 Green 1 215-2753
250 Yellow 1 215-2754
250 Blue 1 215-2755
500 Red 1 215-2756
500 Green 1 215-2757
500 Yellow 1 215-2758
500 Blue 1 215-2759

Wash bottles, narrow neck, coloured
VITLAB®

LDPE, translucent

Soft, easily squeezable.

Good chemical resistance
Heat resistant up to +80 °C
Available in four colours

Capacity (ml) Thread (mm) Pk Cat. No.
125 24 1 215-8121
250 24 1 215-8122
500 38 1 215-8123
1000 38 1 215-8124

Wash bottles, narrow mouth, Nalgene®
Thermo Scientific

PTFE/FEP, with ETFE spray cap

With excellent chemical resistance and low permeability. Ideal for contamination-free trace analysis work. 
Free of phthalates. Jet tip can be cut to increase flow rate.

Excellent chemical resistance
Heat resistant up to +205 °C, autoclavable
Leakproof
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Capacity (ml) Thread (mm) Pk Cat. No.
500 28 6 215-8108
1000 38 4 215-8107

Wash bottles, narrow mouth, autoclavable, Nalgene®
Thermo Scientific

PPCO, translucent, PP spray cap

Very good chemical resistance, heat resistant up to +121 °C
Flexible, leakproof closure
With blue ‘Autoclavable’ label and printed size code

Imprint Capacity (ml) Colour code Pk Cat. No.
Acetone 500 Red 5 215-0980
Distilled water 500 Blue 5 215-0984
Ethanol 500 White 5 215-0981
Isopropanol 500 Yellow 5 215-0983
Methanol 500 Green 5 215-0982

Safety wash bottles, narrow mouth, printed, Nalgene®
Thermo Scientific

LDPE, translucent, except for acetone (PPCO), PP spray cap

All bottles are clearly printed with hazard type and chemical name in high quality, chemical resistant inks.

To allow easy hazard and chemical identification, as well as to prevent cross-contamination, each bottle 
has a colour bar that corresponds to its coloured closure
Non metallic vent prevents solvent leakage
Each bottle features chemical name, ICS chemical formula, CE index number and CAS number
Uses GHS compliant symbols

Imprint Capacity (ml) Colour code Pk Cat. No.
Acetone 500 Red 6 215-0159
Ethanol 500 White 6 215-0172
Isopropanol 500 Yellow 6 215-0174
Methanol 500 Green 6 215-0173
Sodium hypochlorite 500 White 6 215-0177
Distilled water 500 Natural 6 215-0176
Assortment 500 — 5 215-0124
Ethanol 1000 White 4 215-0178
Isopropanol 1000 Yellow 4 215-0183
Methanol 1000 Green 4 215-0179
Distilled water 1000 Natural 4 215-0184

Safety wash bottles, narrow mouth, printed, Nalgene®
Thermo Scientific

LDPE, translucent except sodium hypochlorite (white LDPE with light protection) and acetone (PPCO)

With PP spray caps except sodium hypochlorite (HDPE) and coloured contents label. With hazard symbols 
and descriptions of hazards as required by the Hazardous Substance Ordinance. To allow easy hazard 
and chemical identification, as well as to prevent cross-contamination, each bottle has a colour bar that 
corresponds to its cap colour.

Good chemical resistance, heat resistant up to +80 °C (for short periods up to +90 °C)
Non metallic vent valve keeps contents in the bottle, no involuntary dripping
Coloured contents label with the chemical’s name, ICS formula, CE index number and CAS number
GHS compliant symbols

Ordering information: Assortment includes bottles (500 ml) for all chemicals listed except sodium 
hypochlorite.
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Containers and accessories
Bottles - drop, wash and spray

Imprint Capacity (ml) Thread Pk Cat. No.
Acetone 250 GL 25 1 215-6841
Acetone 500 GL 25 1 215-6858
Acetone 1000 GL 32 1 215-6865
Acetic acid 500 GL 25 1 215-5706
Acetonitrile 500 GL 25 1 215-5705
Distilled water 500 GL 25 1 215-5716
Distilled water 1000 GL 32 1 215-6875
Ethanol 250 GL 25 1 215-6840
Ethanol 500 GL 25 1 215-5702
Ethanol 1000 GL 32 1 215-6878
Ethyl acetate 500 GL 25 1 215-5700
Isopropanol 250 GL 25 1 215-6874
Isopropanol 500 GL 25 1 215-5715
Isopropanol 1000 GL 32 1 215-6877
Methanol 250 GL 25 1 215-6873
Methanol 500 GL 25 1 215-5714
Methanol 1000 GL 32 1 215-6876
Methylene dichloride 500 GL 25 1 215-5708
Methylethylketone 500 GL 25 1 215-6864
N,N-Dimethylformamide 500 GL 25 1 215-5701

Safety wash bottles, narrow mouth, printed, VITsafe™
VITLAB®

LDPE, translucent, with vent cap spray cap

Vent cap works on the principle of gas/vapour permeability. The screw cap prevents any build-up of vapour 
pressure above the contents. This prevents the risk of solvent dripping or leaking.

Colour coded contents with hazard symbols and descriptions of hazards as required by the Hazardous 
Substance Ordinance
Good chemical resistance
Good thermal resistance
GHS complaint symbols

Imprint Capacity (ml) Colour code Pk Cat. No.
Water 250 White 5 215-0580
Acetone 250 Red 5 215-3149
Isopropanol 250 Blue 5 215-3372
I.M.S. 250 Yellow 5 215-3374
Ethanol 250 Orange 5 215-0581
Water 500 White 5 215-0579
Acetone 500 Red 5 215-0582
Isopropanol 500 Blue 5 215-0401
I.M.S. 500 Yellow 5 215-3376
Ethanol 500 Orange 5 215-0583
Distilled water 500 White 5 215-3377

Wash bottles, slope shoulder, printed, Azlon®
SciLabware

LDPE translucent, colour coded PP closure with jet-tip aperture

Indelibly printed with a choice of popular laboratory solvents, appropriate hazard symbols and CAS 
numbers
Slim design offers comfortable handling and enhanced ease of use
Jet tip aperture for fine control 

Capacity (ml) Thread (mm) Pk Cat. No.
125 24 6 215-8111
250 38 4 215-8112
500 38 4 215-8113
750 38 4 215-8114
1000 43 2 215-8115

Wash bottles, wide mouth, Unitary™, Nalgene®
Thermo Scientific

LDPE, translucent, with PP screw cap

Wide neck for quick, safe filling, leakproof closure
Formed from a single piece, outlet tube can no longer become contaminated or leak. Jet tip can be cut to 
increase flow rate
Good chemical resistance, heat resistant up to +80 °C
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Containers and accessories
Bottles - drop, wash and spray

Capacity (ml) Colour code Ø (mm) Neck I-Ø (mm) Pk Cat. No.
250 White 60 38 10 215-9010
250 Blue 60 38 10 215-9012
250 Yellow 60 38 10 215-9014
250 Red 60 38 10 215-9016
500 White 75 38 10 215-9011
500 Blue 75 38 10 215-9013
500 Yellow 75 38 10 215-9015
500 Red 75 38 10 215-9017

Wash bottles, wide mouth with coloured caps
Kartell

LDPE, translucent, with PP spray cap

Wide mouth for easy, safe filling. Soft, easily squeezable with moulded graduation.

Good chemical resistance
Temperature resistant up to +75 °C
Colour coded  in four colours

Capacity (ml) Colour code Pk Cat. No.
250 White 5 215-0596
250 Red 5 215-0068
250 Yellow 5 215-0069
250 Green 5 215-0070
250 Blue 5 215-0071
500 Blue 5 215-0075
500 White 5 215-0598
500 Red 5 215-0072
500 Yellow 5 215-0073
500 Green 5 215-0074
1000 White 5 215-0601
1000 Yellow 5 215-0602
1000 Red 5 215-0603
1000 Blue 5 215-0604
1000 Green 5 215-0605

Wash bottles, wide mouth with coloured caps, Azlon®
SciLabware

LDPE bottle with PP spray cap

Bottles with wide mouth for easy filling. Fitted with colour coded closures that maintain their shape in use.

Closures feature precision jet tip for fine control 
Colour coded for easy identification 
Available in three sizes and five colours

Imprint Capacity (ml) Colour code Thread Pk Cat. No.
Acetone 250 Red GL 45 5 215-2535
Acetone 500 Red GL 45 5 215-2536
Distilled water 250 Natural GL 45 5 215-2537
Distilled water 500 Natural GL 45 5 215-2538
Ethanol 250 Orange GL 45 5 215-2539
Ethanol 500 Orange GL 45 5 215-2540
Isopropanol 250 Blue GL 45 5 215-2547
Isopropanol 500 Blue GL 45 5 215-2548
Methanol 250 Green GL 45 5 215-2545
Methanol 500 Green GL 45 5 215-2546

Safety wash bottles, wide mouth, printed
LDPE, translucent, with PP vented spray cap

With safety imprint in accordance with regulation (EC) No. 1272/2008 (GHS). Dispensing tube with jet tip 
made of PP to optimise backflow of the medium that can be cut to length.

Chemical name in English, French, German and Spanish languages
Chemical formula, CAS number
GHS complaint symbols
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Containers and accessories
Bottles - drop, wash and spray

Imprint Capacity (ml) Colour code Pk Cat. No.
Acetone 250 Red 4 215-8221
Acetone 500 Red 4 215-8231
Acetone 1000 Red 2 215-8241
Distilled water 500 Natural 4 215-8235
Ethanol 500 White 4 215-8232
Isopropanol 500 Yellow 4 215-8234
Methanol 500 Green 4 215-8233
Sodium hypochlorite 500 White 4 215-8236

Safety wash bottles, wide mouth, vented, printed, Unitary™, Nalgene®
Thermo Scientific

LDPE, translucent with PP screw caps, except sodium hypochlorite (HDPE)

With hazard symbols and descriptions of hazards as required by the Hazardous Substance Ordinance. To 
allow easy hazard and chemical identification, and to prevent cross contamination, each bottle has a colour 
bar that corresponds to its cap colour. The design with no outlet tube and with laterally embedded spray 
tube prevents contamination when filling. The contents can be discharged by pressing without tipping or 
shaking the bottle. Colour coded caps with wide neck for easy filling.

Good chemical resistance, heat resistant up to +80 °C
Ventilation system keeps hazardous volatile liquids in the bottle
Contents label with the chemical name, ICS chemical formula and CAS number
GHS compliant symbols

Imprint Capacity (ml) Colour code Pk Cat. No.
Acetone 250 Red 5 215-3131
Methanol 250 Green 5 215-3280
Isopropanol 250 Blue 5 215-3281
I.M.S. 250 Yellow 5 215-3282
Ethanol 250 Orange 5 215-3132
Acetone 500 Red 5 215-3133
Methanol 500 Green 5 215-3283
Isopropanol 500 Blue 5 215-3134
I.M.S. 500 Yellow 5 215-3284
Ethanol 500 Orange 5 215-3285

Safety wash bottles, wide mouth, venting, multilingual, with coloured caps, Azlon®
SciLabware

LDPE, translucent with PP spray cap

Wide mouth for easy, safe filling. Fitted with colour coded one-piece PP closure that maintain their shape in 
use.

The patented DripLok® vapour venting valve prevents solvent drips
Indelibly printed in four languages (English, French, German and Spanish)
Closure feature precision jet-tip aperture for fine control

Imprint Capacity (ml) Colour code Pk Cat. No.
Unprinted, with write-on 
area

250 White 5 215-3151

Unprinted, with write-on 
area

500 White 5 215-3278

Unprinted, with write-on 
area

1000 White 5 215-3279

Safety wash bottles, venting, with write on label, DRIPLOK®, Azlon®
SciLabware

LDPE, translucent with PP spray cap

Do-it-yourself DripLok® wash bottles with blank write-on panel.

Wide mouth for easy filling
Supplied with adhesive hazard labels
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Containers and accessories
Bottles - drop, wash and spray

Imprint Capacity (ml) Colour code Pk Cat. No.
Acetone 250 Red 5 215-2885
Ethanol 250 Orange 5 215-2795
Isopropanol 250 Blue 5 215-2887
Methanol 250 Green 5 215-2886
Water 250 White 5 215-2794
Distilled water 250 White 5 215-2892
Deionised water 250 White 5 215-2893
Acetone 500 Red 5 215-2797
Ethanol 500 Orange 5 215-0417
I.M.S. 500 Yellow 5 215-2891
Isopropanol 500 Blue 5 215-2890
Methanol 500 Green 5 215-2889
Water 500 White 5 215-2796
Distilled water 500 White 5 215-2798
Deionised water 500 White 5 215-2894
Unprinted, with write-on 
area

1000 White 5 215-3219

Safety wash bottles, wide mouth, multilingual, with coloured caps, Azlon®
SciLabware

LDPE, translucent, with PP spray cap

Wide mouth for easy, safe filling. Fitted with colour coded one-piece PP closure that maintain their shape in 
use.

Indelibly printed in four languages (English, French, German and Spanish)
Choose from three water or five solvent labels all including the new Globally Harmonised Symbols, NFPA 
diamond, risk phrases and safety information
Closure feature precision jet tip aperture for fine control

Capacity (ml) Colour code Pk Cat. No.
With DripLok® vapour venting cap
250 Red 5 215-3287
500 Red 5 215-3289
Without venting cap
250 Green 5 215-3286
500 Green 5 215-3288

Wash bottles, tracker, with coloured cap, Azlon®
SciLabware

LDPE translucent

Wash bottle designed with complete labelling facility to ensure full traceability. Meets industry standards 
including those required by the Clinical Pathology Accreditation body. Tracks set to indicate: Bottle contents, 
dates of first use and expiry, batch number, COSHH information, preparer and date of receipt / preparation.

Unique write-on, wipe-off panel
Supplied with a set of COSHH labels
DripLok® vapour venting cap version available for ultimate safety with volatile solvents

Description Pk Cat. No.
Set of 5 wash bottles 5 215-0595

Wash bottles, wide mouth, for microbiological staining solutions, Azlon®
SciLabware

LDPE, with PP spray cap 

Set of five 250 ml venting wash bottles with DripLok® anti-drip valve 
Printed for Lugols Iodine, Crystal Violet, Gram Colour Decolourising, Gram Iodine and Safranine Solutions 
Printed GHS compliant hazard information where relevant and instructions
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Containers and accessories
Bottles - drop, wash and spray

Capacity (ml) Pk Cat. No.
250 1 215-6510
500 1 215-6511
1000 1 215-6513

Spray bottles
Bürkle

LDPE, translucent, PP spray attachment

Spray, choice of fine mist or focused jet spray functions to disperse fluids.

Good chemical resistance, good temperature resistance
Spray nozzle adjustment can be varied by rotation
Pressureless spray bottle

Capacity (ml) Height (mm) Pk Cat. No.
250 220 1 215-2961
500 240 1 215-2962
1000 295 1 215-2963

LDPE, translucent, PP spray attachment, PE tubing, stainless steel weight

Spraying upside down is not possible with standard spray bottles. As soon as the suction tube is no longer immersed in liquid, it cannot spray. Not so with 
the overhead spray bottle Turn ‘n’ Spray. It features a special technology that allows you to spray from any position. That means it can spray practically and 
conveniently from any direction and reach hard to access places easily and without straining.

Uninterrupted spraying, even when inverted
Adjustable nozzle, diameter 0,6 mm
Amount sprayed per stroke: 1,2 ml ± 0,1

Spray Bottles,  Turn ‘n’ Spray 
Bürkle



637www.vwr.com

Containers and accessories
Bottle carriers and baskets

Description For Pk Cat. No.
Small safety bottle container, red 500 - 1000 ml flasks 1 611-1382
Small safety bottle container, black 500 - 1000 ml flasks 1 611-1385
Large safety bottle container, white 2500 - 4000 ml flasks 1 611-1383
Large safety bottle container, red 2500 - 4000 ml flasks 1 611-1381
Large safety bottle container, black 2500 - 4000 ml flasks 1 611-1384

Safety bottle carrier
Rubber

These high tensile strength transport carriers are designed to ensure the safe transport of bottles containing 
acids, alkalis and solvents. The small models can hold bottles with a capacity of 500 ml or 1 litre. The large 
carriers hold bottles with a volume of 2,5 or 4 litres.

Handle specially shaped for carrying comfort
Service temperature from −45 to +110 °C - steam sterilisable
Locating rings in the bottom of the container ensure a gap of about 25 mm between the flask and the 
container wall 

Container max. Ø (mm) For Pk Cat. No.
90 6×500 ml bottles 1 215-0121

Bottle carrier
SciLabware

PP

This robust carrier can be used for safe, reliable bottle transport in laboratories.

Colour: Blue

Container max. Ø (mm) For Pk Cat. No.
60 Up to six bottles 1 215-3276
74 Up to six bottles 1 215-3277

Bottle carriers
SciLabware

Steel, PA coated

These bottle carriers provide a high resistance to heat and chemicals. They are designed for safe and 
reliable transport of bottles.
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Containers and accessories
Bottle carriers and baskets

Description
Container max. Ø 
(mm)

For Pk Cat. No.

Bottle carrier, PE coated - 2×2500 ml bottles 1 216-0080

Bottle carriers
Wire

These bottle carriers are designed to transport and store two or six bottles.

Stable design with handle 
Good chemical resistance
Good temperature resistance

Colour: White

Compartment size (mm) For Pk Cat. No.
Stainless steel, electropolished
90×90 4×500 ml bottles 1 215-0160
90×90 6x500 ml bottles 1 215-0161
90×90 10×500 ml bottles 1 215-0162
110×110 4×1000 ml bottles 1 215-0163
110×110 6×1000 ml bottles 1 215-0164
Steel wire, PA coated
90×90 4×500 ml bottles 1 215-0150
90×90 6×500 ml bottles 1 215-0151
90×90 10×500 ml bottles 1 215-0152
110×110 4×1000 ml bottles 1 215-0153
110×110 6×1000 ml bottles 1 215-0154
110×110 10×1000 ml bottles 1 215-0155

Bottle carriers
Stainless steel or steel

These bottle carriers are suitable for transporting and storing bottles.

Four non-slip feet 
Sturdy carrying handle 
Good chemical resistance, good temperature resistance

Colour: Silver / white

For Pk Cat. No.
100 ml bottles 6 332491D
500 ml bottles 3 332493F
1000 ml bottles 3 332497J

Safety bottle containers, Safepak®
PP

For the safe transport and storage of hazardous chemicals. These vessels contain chemical spillages and 
being translucent they allow the examination of the condition and contents of the inner container without 
opening. Safepak® are designed to be used with BDH branded glass and Safebreak bottles, ranging from 
100 ml to 1000 ml bottles.

Contains bottle spillages 
For safe storage and transportation of chemicals 
Good temperature resistance
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Containers and accessories
Bottle carriers and baskets

Container max. Ø (mm) For Pk Cat. No.
145 1×2500 ml Winchester bottle 1 215-2734
145 2×2500 ml Winchester bottles 1 215-2733

PE

These bottle containers are suitable for carrying bottled acids and other hazardous liquids.

Lightweight 
Strong with swivel handles 
One or two compartments

Colour: Black

Safety bottle carriers with lid

For Pk Cat. No.
2500 ml bottles 1 216-4426
4000 ml bottles 1 216-4427

Safety bottle carrier with lid, Nalgene®
Thermo Scientific

LDPE, with PC lid

For storing and transporting 2,5 or 4 litre chemical or acid bottles. Also suitable for bottles with handles on 
the neck.

Protective cover is closed firmly around the bottle by the carrying handle when it is being carried
Transparent plastic cap protects the bottle closure, which is visible through the cap, allowing 
identification of colour coded closures on acid bottles
Cap can be unscrewed, the bottle does not have to be taken out of the container to be able to use its 
contents

Colour For Pk Cat. No.
Yellow 6×500 ml bottles 1 216-4428

Safety bottle carrier with lid, Nalgene®
Thermo Scientific

LDPE

To hold and carry up to six 500 ml standard reagent bottles and most other glass or plastic 500 ml bottles, 
this carrier consists of a bottle basket and a tight fitting cover.

Stackable
Holds bottles securely
Risk of bottles smashing together, falling out or breaking is minimised 
No splashing of dangerous chemicals if glass bottles break 
Sturdy, wide grip for easy carrying
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Containers and accessories
Bottle carriers and baskets

Description W×D×H (mm) Pk Cat. No.
Bottle carrier, HDPE 378×241×114 1 139-3110
Autoclavable bottle carrier, PP 378×241×114 1 215-8118

Transport carriers, Nalgene®
Thermo Scientific

These bottle carriers allow for safe transport and storage of equipment, such as bottles, and containers. 
They include a partition wall and an integral carrying handle.

Good chemical resistance
Heat resistant up to +120 °C
Rigid, with two liquid tight compartments

Colour: White

Description Pk Cat. No.
Multipurpose carrier 1 215-0170
Six compartment insert 1 215-0171

Transport carriers
L.S. Starrett

PP

These carriers are suitable for transporting bottles, samples, tools and utensils.

Robust design, strong walls
Comfortable round carrying handle 
Insert for six compartments available optionally

W×D×H: 194×286×225 mm 

Ø (hole): 74 mm

Colour: White

W×D×H (mm) Pk Cat. No.
100×100×100 1 215-7411
120×120×120 1 215-7412
140×140×140 1 215-7414
160×160×160 1 215-7416
180x180x180 1 215-7418
200x200x200 1 215-7420
200x300x200 1 215-7422
200×400×200 1 215-7424

Wire baskets
Stainless steel

These baskets can be used for transport, storage, cleaning and sterilisation of laboratory utensils.

Spot welded mesh 8×8×1 mm
Electrolytically polished
Reinforced edges
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Containers and accessories
Trays, dishes, boxes

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
10 20 40 1 216-0083
15 25 50 1 216-0084
45 30 60 1 216-0085
60 35 70 1 216-0086
90 45 80 1 216-0087
170 55 95 1 216-0088
320 65 115 1 216-0089
600 80 140 1 216-0090
1500 100 190 1 216-0091
2500 130 230 1 216-0092

Dishes, evaporating
Grade 3.3 borosilicate glass, with spout

The economical alternative for a wide range of applications. With flat bottom and matt labelling area.

Very good chemical resistance
High temperature resistance up to +500 °C
Minimal thermal expansion, giving relatively high resistance to temperature changes

DIN 12336

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
15 25 50 1 216-1270
45 30 60 1 216-1271
60 35 70 1 216-1272
90 45 80 1 216-1273
170 55 95 1 216-1274
320 65 115 1 216-1275
600 80 140 1 216-1276
1500 100 190 1 216-1277
2500 130 230 1 216-1278

Dishes, evaporating
DURAN Group

DURAN®, borosilicate glass, with spout

For a wide range of applications. With flat bottom and (from volume 170 ml upwards) matt labelling area.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

DIN 12336

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
10 10 50 5 216-0555
20 13 63 5 216-0556
45 16 80 5 216-0557
100 20 100 5 216-0558
260 25 125 5 216-0559
520 40 160 5 216-0560
1100 60 200 1 216-0561
1750 55 250 1 216-0562

Dishes, evaporating, shallow
Porcelain, glazed

The economical alternative for a wide range of laboratory applications. With spout and flat bottom. Glazed 
white except for the outside bottom surface.

Very good chemical resistance
Heat resistant up to +1000 °C
Low thermal expansion

DIN 12903
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Containers and accessories
Trays, dishes, boxes

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
5 9 40 1 216-4285
10 11 50 1 216-1210
20 13 63 1 216-1211
40 20 80 1 216-1212
80 22 100 1 216-1213
270 27 125 1 216-1214
450 35 160 1 216-1215
1100 55 190 1 216-1216
1750 65 240 1 216-1217
2500 60 300 1 216-1218

Dishes, evaporating, shallow
Haldenwanger

Porcelain, glazed

For a wide range of laboratory applications. With spout and flat bottom. Glazed white except for the 
outside bottom surface.

Very good chemical resistance
Heat resistant up to +1000 °C
Low thermal expansion

EN 60672-3 Group C100, Type C110

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
10 16 40 5 216-0537
25 20 50 5 216-0548
35 25 63 5 216-0549
75 32 80 5 216-0550
115 40 100 5 216-0551
285 50 125 5 216-0552
580 52 160 5 216-0553
1000 60 200 1 216-0554

Dishes, evaporating, half depth
Porcelain, glazed

The economical alternative for a wide range of laboratory applications. With spout and round bottom. 
White glaze inside and outside.

Very good chemical resistance
Heat resistant up to +1000 °C
Low thermal expansion

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
10 16 40 1 216-1230
20 20 50 1 216-1231
40 25 63 1 216-1232
50 26 70 1 216-4281
75 34 80 1 216-1233
95 35 85 1 216-4282
180 40 100 1 216-1234
170 42 105 1 216-4283
250 47 115 1 216-1235
320 45 150 1 216-4284
640 64 160 1 216-1236
1000 80 200 1 216-1237
2200 86 260 1 216-1238
3400 110 310 1 216-1239

Dishes, evaporating, half depth
Haldenwanger

Porcelain, glazed

With spout and round bottom. White glaze inside and outside.

Very good chemical resistance
Heat resistant up to +1000 °C
Low thermal expansion

EN 60672-3 Group C100, Type C110
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Containers and accessories
Trays, dishes, boxes

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
30 24 58 1 216-0370
60 30 75 1 216-0371
100 36 84 1 216-0289
150 40 97 1 216-0372
250 50 110 1 216-0373
290 52 125 1 216-0374
400 60 150 1 216-0375

Dishes, evaporating
Haldenwanger

Porcelain, glazed

For a wide range of laboratory applications. With spout and flat bottom. White glaze inside and outside.

Very good chemical resistance
Heat resistant up to +1000 °C
Low thermal expansion

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
100 35 63 1 213-5901
140 45 80 1 213-5902
220 56 100 1 213-5903
400 70 125 1 213-5904
1300 90 160 1 213-5905
1500 112 200 1 213-5906

Saucepans with handle
Haldenwanger

Porcelain, glazed

With spout and porcelain handle. Glazed white inside and outside except for rim.

Very good chemical resistance
Heat resistant up to +1000 °C
Low thermal expansion

EN 60672-3 Group C100, Type C110

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
25 12 65 1 216-0173
50 15 82 1 216-0174
100 20 102 1 216-0175
180 22 130 1 216-0176
350 36 132 1 216-0177
400 40 136 1 216-0178

Dishes, evaporating, shallow
PTFE, with spout

Thick walled, conical shape. Extremely robust.

Very good chemical resistance
Temperature resistant from -200 to +280 °C
Exceptionally smooth inner walls to prevent contamination
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Containers and accessories
Trays, dishes, boxes

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
25 34 38 1 216-0179
50 50 40 1 216-0180
100 50 64 1 216-0181
150 43 78 1 216-0182
180 50 80 1 216-0183
250 50 97 1 216-0184
350 60 100 1 216-0185

Dishes, evaporating, tall form
PTFE, with spout

Thick walled, conical shape. Extremely robust.

Very good chemical resistance
Temperature resistant from -200 to +280 °C
Exceptionally smooth inner walls to prevent contamination

Ø ext. (mm) Height (mm) Capacity (ml) Version Pk Cat. No.
40 25 20 with spout 1 216-0060
40 25 20 without spout 1 216-0061
50 30 40 with spout 1 216-0062
50 30 40 without spout 1 216-0063
60 35 60 with spout 1 216-0064
60 35 60 without spout 1 216-0065
70 40 100 with spout 1 216-0066
70 40 100 without spout 1 216-0067
80 45 150 with spout 1 216-0068
80 45 150 without spout 1 216-0069
95 55 300 with spout 1 216-0070
95 55 300 without spout 1 216-0071
115 65 500 with spout 1 216-0072
115 65 500 without spout 1 216-0073
140 75 900 with spout 1 216-0074
140 75 900 without spout 1 216-0075
190 90 2000 with spout 1 216-0076
190 90 2000 without spout 1 216-0077
230 100 3500 with spout 1 216-0078
230 100 3500 without spout 1 216-0079

Dishes, crystallising
Borosilicate glass, grade 3.3, with or without spout

The economical alternative for a wide range of applications. With round labelling area.

Very good chemical resistance 
High temperature resistance up to +500 °C 
Minimal thermal expansion, giving relatively high resistance to temperature changes

DIN 12337 (without spout)

DIN 12338 (with spout)
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Containers and accessories
Trays, dishes, boxes

Ø ext. (mm) Height (mm) Capacity (ml) Pk Cat. No.
Without spout
40 25 20 1 216-1820
50 30 40 1 216-1821
60 35 60 1 216-1862
70 40 100 1 216-1863
80 45 150 1 216-1864
95 55 300 1 216-1865
115 65 500 1 216-1866
140 75 900 1 216-1867
190 90 2000 1 216-1868
230 100 3500 1 216-1869
With spout
40 25 20 1 216-1810
50 30 40 1 216-1811
60 35 60 1 216-1812
70 40 100 1 216-1813
80 45 150 1 216-1814
95 55 300 1 216-1815
115 65 500 1 216-1816
140 75 900 1 216-1817
190 90 2000 1 216-1818
230 100 3500 1 216-1819

Dishes, crystallising
DURAN Group

DURAN®, borosilicate glass, with or without spout

For a wide range of applications. From 100 ml capacity upwards has white square labelling area.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

DIN 12337 (without spout)

DIN 12338 (with spout)

Ø ext. (mm) Height (mm) Capacity (ml) Pk Cat. No.
Without spout
40 25 15 10 216-1406
58 35 60 10 216-1400
70 40 100 10 216-2762
80 45 150 10 216-2763
95 55 300 10 216-2764
115 65 500 10 216-2765
140 75 900 10 216-2766
190 90 2000 10 216-2767
With spout
40 25 15 10 216-1547
52 30 30 10 216-1544
58 35 60 10 216-1545
70 40 100 10 216-1546
80 45 150 1 216-1548
95 55 300 10 216-1549
115 65 500 10 216-1550
140 75 900 10 216-1551
190 90 2000 10 216-1552

Dishes, crystallising
PYREX®, borosilicate glass, with or without spout

Features flat base and straight sides and white labelling area.

Very good chemical resistance
High temperature resistance up to +500 °C
Minimal thermal expansion, giving relatively high resistance to temperature changes
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Containers and accessories
Trays, dishes, boxes

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
75 40 60 1 216-3304
175 50 80 1 216-3306
325 60 100 1 216-3308
1000 80 150 1 216-3312

Jars with loose, enfolding lids
DURAN Group

DURAN®, borosilicate glass

Low profile, without knob.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
250 80 80 1 216-3360
500 100 100 1 216-3361
1000 120 120 1 216-3362
2000 150 150 1 216-3363
6000 210 210 1 216-3364
12000 260 260 1 216-3365

Jars with knobbed lid
DURAN Group

DURAN®, borosilicate glass

Lid has polished rim for easy handling.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

Ø ext. (mm) Pk Cat. No.
40 1 216-1110
50 1 216-1112
60 1 216-1114
80 1 216-1116
100 1 216-1118
125 1 216-1120
150 1 216-1122
200 1 216-1124
250 1 216-1126

Watch glasses
DURAN Group

DURAN®, borosilicate glass, with fused edges

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes

DIN 12341
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Containers and accessories
Trays, dishes, boxes

Ø ext. (mm) Pk Cat. No.
20 4 216-0454
30 1 216-0155
40 1 216-0156
50 1 216-0157
65 1 216-0158
75 1 216-0159
80 1 216-0160
100 1 216-0161
125 1 216-0162
150 1 216-0163
200 1 216-0455

Watch glasses
PTFE

Ideal for covering PTFE beakers when decomposing and evaporating, can also be used as evaporating 
dishes. Extremely robust.

Very good chemical resistance
Temperature resistant from –200 to +280 °C
Exceptionally smooth surfaces to prevent contamination

W×D×H (mm) Capacity (ml) Pk Cat. No.
210×210×60 2000 4 216-0799
275×200×51 2000 4 216-2755
337×230×57 3500 4 216-0809
389×270×57 4500 4 216-0810

Trays, general purpose
PYREX®, borosilicate glass

Ideal for numerous applications, drying powders and crystals, staining and development, collection of drips 
and spills from solutions bottles, gel electrophoresis, paper chromatography and dissection work.

Chemically resistant
Can be autoclaved and used in microwave ovens
With handles

W×D×H (mm) Capacity (l) Form Pk Cat. No.
300×205×65 2 Low 1 216-2881
350×235×73 3 Low 1 216-2882
435×285×80 5 Low 1 216-2883
490×335×80 8 Low 1 216-2884
540×385×80 10 Low 1 216-2885
370×310×155 10 High 1 216-2864
530×405×145 20 High 1 216-2887
550×440×195 30 High 1 216-2865
550×445×305 45 High 1 216-2886

Laboratory trays, low or high profile
HDPE (low profile) or LDPE (high profile), translucent

Ideal for a wide range of uses.

Very good chemical resistance
Good thermal resistance +100 °C
Lightweight and sturdy
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Containers and accessories
Trays, dishes, boxes

W×D×H (mm) Capacity (l) Description Base (mm) Pk Cat. No.
Trays
180×230×42 0,5 - 130×180 1 216-1341
250×310×65 1,5 - 180×240 1 216-1342
310×370×75 3 - 240×300 1 216-1343
420×520×120 10 - 300×400 1 216-1344
534×634×140 21 - 400×500 1 216-1345
648×846×160 39 - 500×700 1 216-1346
Tray sets

- -
Laboratory tray set of 4 with one 
tray each 0,5/1,5/3,0/10,0 l

- 4 216-0899

- -
Laboratory tray set of 6 with one tray 
each 0,5/1,5/3,0/10,0/21,0/39,0 l

- 1 SET 216-0922

Laboratory trays
Bürkle

PP, white

With ribs on base. Highly versatile trays, ideal for a wide range of applications. The ribs on the base make 
these trays ideal for use as developing trays.

Very good chemical resistance 
Very good thermal resistance 
Smooth surfaces for easy cleaning

W×D×H (mm) Capacity (l) Colour Pk Cat. No.
510×345×110 12 Translucent 1 216-1466

Laboratory trays
Kartell

PP, translucent

Very good chemical and thermal resistance 
Particularly deep design for increased stability 
Versatile e.g. for transporting and storing laboratory utensils

W×D×H (mm) Colour Pk Cat. No.
130×205×37 White 1 216-1115
130×205×37 Yellow 1 216-1119
130×205×37 Green 1 216-1121
130×205×37 Red 1 216-1123
130×205×37 Blue 1 216-1117
196×260×42 White 1 216-1125
196×260×42 Blue 1 216-1127
196×260×42 Yellow 1 216-1128
196×260×42 Red 1 216-1130
196×260×42 Green 1 216-1129

Laboratory trays, coloured
PP

Multipurpose trays for a wide range of applications.

Five different colours
Two sizes
Good chemical and temperature resistance
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Containers and accessories
Trays, dishes, boxes

W×D×H (mm) Capacity (l) Pk Cat. No.
122×210×78 1 1 489-0000
290×390×110 10 1 489-0001

Description Pk Cat. No.
Accessories
Lid for 489-0000 1 216-2831
Lid for 489-0001 1 216-2832

Laboratory trays, sterilising
PP, white

Robust and deep to accommodate a wide range of instruments etc. 
Autoclavable 
Accessory lids are white polystyrene and are not autoclavable

W×D×H (mm) Pk Cat. No.
201×151x21 1 216-2101
201×151×41 1 216-2105
202×151×81 1 216-2109
252×252×42 1 216-2108
252×252×82 1 216-2112
254×254×21 1 216-1683
303×151×21 1 216-1684
303×151×42 1 216-2106
303×151×81 1 216-2110
353×252×21 1 216-2103
353×253×41 1 216-4307
352×252×81 1 216-0268
408×300×21 1 216-1681
409×300×42 1 216-2114
408×299×81 1 216-2115

Laboratory trays
Kartell

PS, white

General purpose trays for a wide variety of laboratory uses. Also suitable for use in the food industry.

Robust, impact resistant design
Heat resistant up to +70 °C
Smooth surfaces for easy cleaning

W×D×H (mm) Pk Cat. No.
200×150×45 1 216-2010
250×200×60 1 216-2011
320×260×70 1 216-2012
350×300×80 1 216-2013
430×330×90 1 216-2014
520×420×90 1 216-2020
540×420×180 1 216-2030
675×530×100 1 216-2025

Laboratory trays
Kartell

PVC, white 

With ribs on base. Highly versatile trays, ideal for a wide range of applications. The ribs on the base make 
these trays ideal for use as developing trays.

Thick walled and robust 
Heat resistant up to +70 °C
Smooth surfaces allow easy cleaning
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Containers and accessories
Trays, dishes, boxes

W×D×H (mm) Pk Cat. No.
260×200×65 1 216-2818
420×320×75 1 216-2819
510×425×75 1 216-2820

Laboratory trays
PVC, white, with pouring lip

Highly versatile trays, ideal for a wide range of applications. The ribs on the base make these trays ideal for 
use as developing dishes.

Lightweight and robust
Do not chip and are easily cleaned
Accepts standard photographic paper

W×D×H (mm) Pk Cat. No.
300×355×42 1 216-1420

Tray, for sample bottles
Kartell

PVC, white

A strong tray for storage that can be used as a drawer or tray insert.

For sample bottles with a diameter of 22 mm or less
Ideal for 7 ml Bijou bottles
Capacity: 9 rows with up to 14 bottles per row

Capacity (l) Height (mm) Ø ext. (mm) Pk Cat. No.
1 90 175 1 216-1241
2 115 217 1 216-1242
3 120 245 1 216-1243
6 135 320 1 216-1245
8 160 350 1 216-1246
11 180 395 1 216-1247
Set 90/115/120 175/217/245 1 216-1249

Dishes
RSG Solingen

Stainless steel, rust-proof, 18/10

Round multipurpose dishes for a wide range of uses.

With folded edge; fast, easy cleaning
Polished electrolytically, anti-magnetic
Good chemical resistance, very good thermal resistance

Ordering information: Each dish set (Cat. No. 216-1249) comprises one of each 1, 2 and 3 litre dishes.
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Containers and accessories
Trays, dishes, boxes

W×D×H (mm) Pk Cat. No.
190×140×50 1 216-1361
250×180×60 1 216-0047
260×190×50 1 216-1362
320×260×60 1 216-0048
350×240×70 1 216-1363
400×270×80 1 216-0049
500×330×100 1 216-1364

Laboratory trays
Bochem

Stainless steel, rust-proof, 18/10

Multipurpose trays for a wide range of uses. Ideal as developing trays.

Rounded corners for fast, easy cleaning
Polished electrolytically, anti-magnetic
Good chemical resistance, very good thermal resistance

W×D×H (mm) Pk Cat. No.
180×90×30 1 216-0016
215×100×50 1 216-0017

Instrument trays, with lid
Bochem

Stainless steel, rust-proof, 18/10

With a cover that enables the instrument dishes to be stacked.

Special corner shape for fast, easy cleaning
Polished electrolytically, anti-magnetic
Good chemical resistance, very good thermal resistance

W×D×H (mm) Pk Cat. No.
160×100×30 1 216-0050
200×100×50 1 216-0052
220×150×50 1 216-0053
280×180×60 1 216-0054
300×150×100 1 216-0055
300×200×50 1 216-0056
500×200×80 1 216-0057

Instrument trays, with lid
Bochem

Stainless steel, rust-proof, 18/10

Smooth surfaces for fast, easy cleaning 
Polished electrolytically, anti-magnetic 
Good chemical resistance, very good thermal resistance
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Containers and accessories
Trays, dishes, boxes

W×D×H (mm) Pk Cat. No.
230×133×45 1 216-0029
315×215×60 1 216-0030

Instrument trays, with lid
Bochem

Stainless steel, rust-proof, 18/10

Special lid with inset handle enabling the instrument trays to be stacked.

Rounded corners for fast, easy cleaning 
Polished electrolytically, anti-magnetic 
Good chemical resistance, very good thermal resistance

W×D×H (mm) Pk Cat. No.
220×155×40 1 216-0024
240×160×50 1 216-0025
310×200×45 1 216-0026
340×210×60 1 216-0027
375×270×45 1 216-0028

Laboratory trays, with rim
Bochem

Stainless steel, rust-proof, 18/10

Multipurpose tray ideal for a wide variety of uses.

Corrosion resistant 
Very good thermal resistance 
Smooth surfaces for easy cleaning

Capacity (ml)
Outer height 
(mm)

I-height (mm) Ø ext. (mm) Ø int. (mm) Pk Cat. No.

230 106,5 100 98 60 1 216-1480
1100 199,7 190 147 89 1 216-1481

Bench tidy
Kartell

PP, white

Ideal for keeping instruments, pipettes, thermometers and many other laboratory tools tidy and close to 
hand. With extra wide base for stability.

Very good chemical and temperature resistance 
Robust
Impermeable to liquids
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Containers and accessories
Trays, dishes, boxes

W×D×H (mm) Pk Cat. No.
460×307×63 1 631-0727

Drawer organiser
PS, white

For well organised storage of various different items in drawers, on shelves or at the workstation. With 
three long compartments. Ideal for pipettes, thermometers, spatulas, etc.

One wide compartment: 430 mm long, 110 mm wide 
Two compartments each 430 mm long, 80 mm wide 
Smooth surfaces with rounded corners for easy cleaning

W×D×H (mm) Compartments Pk Cat. No.
400×300×65 5 1 216-6420
400×300×65 12 1 216-6421

Drawer organiser
Kartell

PVC, white

For well organised storage of many items in drawers, on shelves or at the workstation.

Version with 12 compartments for small items, e.g. magnetic stirrer bars
Version with 5 compartments for small parts of various sizes, e.g. pipettes, thermometers, test tubes, 
spatulas, etc.
Smooth surfaces with rounded corners for easy cleaning

W×D×H (mm) Colour Pk Cat. No.
100×215×75 Red 1 216-1131
150×230×125 Red 1 216-1133
150×315×125 Red 1 216-1137
210×350×150 Red 1 216-1141
315×500×200 Red 1 216-1143
100×215×75 Blue 1 216-1065
150×230×125 Blue 1 216-1132
150×315×125 Blue 1 216-1135
210×350×150 Blue 1 216-1139
315×500×200 Blue 1 216-1142

Eco bins, SLK series
PP

This system of stackable bins allows for quick and easy storage and identification.

Robust
Easy filling and emptying even when stacked

Colour: Blue or red
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Containers and accessories
Trays, dishes, boxes

Capacity (l) W×D×H (mm) Pk Cat. No.
2 165×190×110 1 216-1057
4 199×268×110 1 216-1058
5 190×334×110 1 216-1048
5 206×340×110 1 216-1059
7 178×396×132 1 216-1049
11 274×410×149 1 216-1060
12 278×396×132 1 216-1050
17 345×413×178 1 216-1061
18 274×410×220 1 216-1062
23 378×396×185 1 216-1051
25 390×550×160 1 216-1063
30 345×413×294 1 216-1064
36 396×578×185 1 216-1052

Multipurpose Boxes, LIGHTBOX, with lid
PP, translucent

Multipurpose boxes for a wide range of applications.

Wide range of different sizes
Impact resistant
Easy closing

Capacity (l) W×D×H (mm) Pk Cat. No.
15 290×395×186 1 216-1056
29 380×395×285 1 216-1113
30 390×575×205 1 216-1108
45 390×575×300 1 216-1109

Transport and storage boxes, TOPBOX, with lid
PP, transparent

Multipurpose boxes for a wide range of storage and transport applications.

Ergonomic handles
Impact resistant
Clip closure

W×D×H (mm) Capacity (l) Pk Cat. No.
Stackable trays
415×310×97 10 1 216-0260
458×410×143 20 1 216-0262
Stackable trays with draining holes
540×350×115 16 1 216-0263
Stackable tanks
415×315×200 20 1 489-0021
595×365×255 46 1 489-0022
585×500×445 100 1 216-0269
695×438×306 72 1 489-0023

HDPE, white

Multipurpose trays for a wide range of applications.

Robust, with lifting lugs and strengthening ribs
Stackable for space saving storage
Cat. No. 216-0263 has draining points on all sides - useful for defrosting samples

Laboratory storage trays, deep
Kartell
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Containers and accessories
Trays, dishes, boxes

W×D×H (mm) Pk Cat. No.
Containers
300×400×120 1 216-1066
300×400×220 1 216-1067
300×400×320 1 216-1068
400×600×75 1 216-1069
400×600×120 1 216-1070
400×600×170 1 216-1071
400×600×220 1 216-1072
400×600×270 1 216-1073
400×600×320 1 216-1074
400×600×420 1 216-1075
600×800×420 1 216-1076
Trolley for container 600x400 mm
- 1 216-1077

Eurocontainers
PP, grey

Hygienic and stackable plastic containers, ideal for transport and storage applications.

Cold and heat resistant
Optimal handling due to ergonomic handles
Available in all popular sizes

Capacity (l) Description W×D×H ext. (mm) Pk Cat. No.
20 Crate PP, lid PP 300×400×275 1 216-0145
45 Crate PP, lid PP 600×400×275 1 216-0143
52 Crate PP, lid PP 600×400×320 1 216-0148
60 Crate HDPE, lid PP 600×400×374 1 216-0140
90 Crate PP, lid PP 800×400×400 1 216-0147

Crates with lids
CurTec

PP or HDPE, with PP lid

These crates are ideal for general storage applications.

Stable stacking
Can be closed quickly, simply and safely
Nesting ratio >70%
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Containers and accessories
Transport and storage containers

Capacity (ml) Ø ext. (mm) Height (mm) Packed Pk Cat. No.
5 14 60 500/bag 500 216-0153
10 14 100 500/bag 500 216-0154
10 14 100 50/bag 1.000 211-0134

Sample transport tubes, with skirt
PP with HDPE screw cap

Free-standing sample transport tubes with conical bottom. Marked with 1 ml graduations.

Robust, durable and leakproof
Wide skirt ensures stability when standing
Large, matt area for easy labelling and identification

Ø ext. (mm) Type Pk Cat. No.
31,5 With inscription field 300 479-0017
31,5 Without inscription field 300 479-0019

Sample tubes, with screw caps, Nunc™
Thermo Scientific

PS, clear with white PE screw caps

Flat base. The screw cap does not have sharp inside edges, so preventing the formation of droplets and 
with only a low risk of aerosol formation. Ideal for transporting and storing blood, urine etc. Working 
volume 25 ml.

Good chemical resistance, designed for a high level of mechanical stress
Temperature resistant from –10 to +70 °C
Can be centrifuged up to 4000×g

Capacity (ml) Type Colour Material Pk Cat. No.

7
Bijou container, no 
label, sterile 

Clear PS/PE 700 216-0979

7
Bijou container, plain 
label, sterile 

Clear PS/PE 700 216-0980

7

Bijou container, pre-
filled with boric acid 
for urine samples, 
printed label, sterile 

Clear PS/PE 700 216-0981

Sample containers with screw cap, Bijou
PS clear, with PE screw cap

Straight-walled vessels ideal for sample collection, storage and transport. Supplied with leak proof, flow 
seal closure. Available pre-filled with boric acid for urine samples. 

PS offers good thermal and chemical resistance. Packed in inner bags of 50.

Manufactured from FDA approved virgin polystyrene 
Supplied sterile and for in vitro use only 
CE marked in accordance with European Directive 98/79/EC 
All containers are leak tested to British Standard BS5213:1975(1989) 
All materials are non-cytotoxic
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Containers and accessories
Transport and storage containers

Capacity (ml) Type Colour Material Pk Cat. No.
Containers, Polypropylene
30 Universal container, plain label, sterile Translucent PP/PE 400 216-0983
30 Universal container, no label, sterile Translucent PP/PE 400 216-0985
30 Universal container, printed label, sterile Translucent PP/PE 400 216-0987

30
Universal container, pre-filled with boric acid for urine 
samples, printed label, sterile 

Translucent PP/PE 400 216-0989

30 Universal container, with spoon, printed label, sterile Translucent PP/PE 400 216-0991
Containers, Polystyrene
30 Universal container, plain label, sterile Clear PS/PE 400 216-0982
30 Universal container, no label, sterile Clear PS/PE 400 216-0984
30 Universal container, printed label, sterile Clear PS/PE 400 216-0986

30
Universal container, pre-filled with boric acid for urine 
samples, printed label, sterile 

Clear PS/PE 400 216-0988

30 Universal container, with spoon, printed label, sterile Clear PS/PE 400 216-0990

PP translucent or PS clear, with PE screw cap

Straight walled containers ideal for sample collection, storage and transport. Supplied with leakproof, flow seal closure. Available pre-filled with boric acid for 
urine samples. 

PS offers good thermal and chemical resistance. PP offers excellent thermal and chemical resistance. Packed in inner bags of 50.

Manufactured from FDA approved virgin polystyrene or polypropylene
Supplied sterile and for in vitro use only
CE marked in accordance with European Directive 98/79/EC
All containers are leak tested to British Standard BS5213:1975(1989)
All materials are non cytotoxic

Sample containers, with screw cap, Universals

Capacity (ml) Type Colour Material Pk Cat. No.
100 Plain label, sterile Clear PS/Metal 200 216-1012
100 No label, sterile Clear PS/Metal 200 216-1013
100 Printed label, sterile Clear PS/Metal 200 216-1014
150 No label, sterile Clear PS/Metal 120 216-1015
150 Printed label, sterile Clear PS/Metal 120 216-1016
150 Plain label, sterile Clear PS/Metal 120 216-1017
250 Printed label, sterile Clear PS/Metal 50 216-1018
250 No label, sterile Clear PS/Metal 50 216-1019
250 Plain label, sterile Clear PS/Metal 50 216-1020

Sample containers, straight, with screw cap
Polystyrene clear, with metal screw cap 

Straight walled vessels ideal for sample collection, storage and transport. Polystyrene offers good thermal 
and chemical resistance. Supplied with flow seal metal cap. 

Manufactured from FDA approved virgin polystyrene
Supplied sterile and for in vitro use only
CE marked in accordance with European Directive 98/79/EC
All containers are leak tested to British Standard BS5213:1975(1989)
All materials are non cytotoxic
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Containers and accessories
Transport and storage containers

Capacity (ml) Cap colour Packed Material Cap Pk Cat. No.
Aseptic
40 White Bag of 100, carton of 1000 PS Assembled 1.000 216-2685
40 Red Bag of 100, carton of 1000 PS Assembled 1.000 216-2693
40 Red Bag of 100, carton of 1000 PP Assembled 1.000 216-2694
40 White Bag of 100, carton of 1000 PP Assembled 1.000 216-2689
60 Red Bag of 70, carton of 700 PS Assembled 700 216-2683
60 White Bag of 70, carton of 700 PP Assembled 700 216-2620
60 White Bag of 70, carton of 700 PS Assembled 700 216-2612
60 Red Bag of 70, carton of 700 PP Assembled 700 216-2684
100 Red Carton of 330 PS Assembled 330 216-2583
100 White Carton of 330 PS Assembled 330 216-2582
100 Blue Carton of 330 PS Assembled 330 216-2636
125 Red Carton of 380 PP Assembled 380 216-2589
125 White Carton of 380 PP Assembled 380 216-2588
125 Blue Carton of 380 PP Assembled 380 216-2634
125 Green Carton of 380 PP Assembled 380 216-2590
180 Red Carton of 264 PS Assembled 264 216-2604
180 White Carton of 264 PS Assembled 264 216-2603
180 Red Carton of 264 PP Assembled 264 216-2598
180 White Carton of 264 PP Assembled 264 216-2597
180 Blue Carton of 264 PP Assembled 264 216-2630
Sterile
40 Red Bag of 100, carton of 1000 PS Assembled 1.000 216-2686
40 Red Bag of 100, carton of 1000 PP Assembled 1.000 216-2690
60 Red Bag of 70, carton of 700 PS Assembled 700 216-2613
60 Red Bag of 70, carton of 700 PP Assembled 700 216-2621
100 Red Carton of 330 PS Assembled 330 216-2592
125 Red Carton of 380 PP Assembled 380 216-2586
180 Red Carton of 264 PS Assembled 264 216-2601
180 White Carton of 264 PS Assembled 264 216-2600
180 Red Carton of 264 PP Assembled 264 216-2595
180 Blue Carton of 264 PP Assembled 264 216-2629
180 Green Carton of 264 PP Assembled 264 216-2596

Straight sample containers, with screw cap
PP translucent or PS clear, with PE screw cap

Straight walled containers for sample collection, storage and transport. Twist closure with leakproof inner 
lip for quick opening and closing. PS offers good thermal and chemical resistance. PP offers excellent 
thermal and chemical resistance.

Selection of colour coded closures for easier sample identification
Available packed under sterile or aseptic conditions
Five volumes are available: 40 ml, 60 ml, 100 ml, 125 ml and 180 ml 

Dimensions:

40 ml: 30×70 mm (int.Ø×h)

60 ml: 33×70 mm (int.Ø×h)

100 ml: 52×67 mm (int.Ø×h)

125 ml: 52×74 mm (int.Ø×h)

180 ml: 52×102 mm (int.Ø×h)
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Containers and accessories
Transport and storage containers

Type Cap colour Packed Version Pk Cat. No.
Non sterile Red 50/bag Separate cap 500 216-0855
Non sterile Red Bulk Separate cap 500 216-0859
Non sterile Red Bulk Assembled cap 300 216-0864
Non sterile Red Individually Assembled cap 250 216-0868
Non sterile Blue Bulk Assembled cap 300 216-0858
Non sterile White Bulk Assembled cap 300 216-0863
Non sterile Green Bulk Assembled cap 300 216-0865
Sterile Red Bulk Assembled cap 300 216-0861
Sterile Red Individually Assembled cap 250 216-0856
Sterile Blue Bulk Assembled cap 300 216-0857
Sterile White Bulk Assembled cap 300 216-0860
Sterile White Individually Assembled cap 250 216-0869
Sterile Green Bulk Assembled cap 300 216-0862

Specimen container, conical, with screw caps
PP, translucent

Ideal as general specimen containers. 120 ml capacity.

Complete range available with different cap colours
Sterile as well as non sterile, individually packed or bulk
With frosted labelling area 

Capacity (ml) Ø ext. (mm) Height (mm) Pk Cat. No.
5 21,0 35,7 10 216-3102
10 21,0 58,4 10 216-3104
30 35,0 53,0 10 216-3106
60 35,0 94,2 10 216-3108
90 54,5 63,4 10 216-3110
180 54,5 109,6 10 216-3112

Sample containers, with screw cap
Kartell

HDPE, translucent

To store and transport samples securely.

Good chemical resistance, good temperature resistance 
Strong walls, slightly conical shape
Particularly tight seal through screw cap with cone gasket

Capacity (ml) Ø ext. (mm) Height (mm) Type Material Pk Cat. No.
32 47,5 31,5 Snap-on Lid PS/PE 1.000 216-2280
55 47,5 35 Screw Lid PP 500 216-2260

Sample container, with snap-on or screw cap
Kartell

PP, translucent or PS, transparent with PE lid

Ideal for sample collection, transport and storage.

PP, with very good chemical and thermal resistance -10 to +121 °C, autoclavable 
PS, with good chemical and thermal resistance -10 to +70 °C 
Both types are liquid-tight, light and tough
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Containers and accessories
Transport and storage containers

Capacity (ml) Ø ext. (mm) Height (mm) Type Material Description Pk Cat. No.
7 22,5 50,2 Unlabelled PS/PE Bijou bottle 700 215-0328

7 22,5 50,2
Labelled, coverslip (Chlamydia 
trachomatis studies)

PS/PE Trac bottle 700 215-0422

7 22,5 50,2 Boric acid labelled PS/PE Bijou bottle 700 216-2250
7 22,5 50,2 Printed label PS/PE Bijou bottle 700 215-0329

7 22,5 50,2
Unlabelled, coverslip (Chlamydia 
trachomatis studies)

PS/PE Trac bottle 700 215-0423

30 31,0 94,0 Unlabelled, flow seal cap PS/PP Container, universal 400 216-1041
30 31,0 94,0 Unlabelled, QuickStart cap PP Container, universal 400 216-1395
30 31,0 94,0 Unlabelled, QuickStart cap PS/PP Container 400 215-0321
30 31,0 94,0 Printed label, flow seal cap PS/PP Container, universal 400 216-1042
30 31,0 94,0 Printed label, QuickStart cap PP Container, universal 400 216-1396
30 31,0 94,0 Boric acid labelled PP Container, universal 400 216-1397
30 31,0 94,0 Boric acid labelled, QuickStart cap PS/PP Container 400 215-0323
30 31,0 94,0 Printed label, QuickStart cap PS/PP Container 400 215-0322
30 31,0 94,0 Plain label, flow seal cap PS/PP Container, universal 400 216-1043
30 31,0 94,0 Plain label, QuickStart cap PP Container, universal 400 216-1398
30 31,0 94,0 Plain label, QuickStart cap PS/PP Container 400 215-0324
30 31,0 94,0 Unlabelled, with spoon PS/PP Container 400 215-0325
30 31,0 94,0 Printed label, QuickStart cap, with spoon PP Container, universal 400 216-1399
30 31,0 94,0 Printed label, with spoon PS/PE Container 400 215-0326
30 31,0 94,0 Plain label, with spoon PS/PP Container 400 215-0327
60 35,0 61,0 Unlabelled, plastic cap PS/PE Container 300 215-0316
60 35,0 61,0 Printed label, plastic cap PS/PE Container 300 215-0318
60 35,0 61,0 Plain label, plastic cap PS/PE Container 300 215-0320

60 44,5 61,0
Unlabelled, metal flow seal cap, non toxic 
plastic

PS/ME Container 300 215-0315

60 44,5 61,0
Printed label, metal flow seal cap, non 
toxic plastic

PS/ME Container 300 215-0317

60 44,5 61,0
Plain label, metal flow seal cap, non toxic 
plastic

PS/ME Container 300 215-0319

100 49,5 77,0 Unlabelled, metal flow seal cap PS/ME Container 200 215-1765
100 49,5 77,0 Printed label, metal flow seal cap PS/ME Container 200 215-1757
100 49,5 77,0 Plain label, metal flow seal cap PS/ME Container 200 215-1755
100 51,0 78,0 Unlabelled, plastic wadded cap PS/PE Container 200 215-1764
100 51,0 78,0 Printed label, plastic wadded cap PS/PE Container 200 215-1756
100 51,0 78,0 Plain label, plastic wadded cap PS/PE Container 200 215-1729
150 55,0 108,0 Unlabelled, metal flow seal cap PS/ME Container 120 215-0356
150 55,0 108,0 Printed label, metal flow seal cap PS/ME Container 120 215-0357
150 55,0 108,0 Plain label, metal flow seal cap PS/ME Container 120 215-0358
250 65,5 119,5 Unlabelled, metal flow seal cap PS/ME Container 50 215-1772
250 65,5 119,5 Printed label, metal flow seal cap PS/ME Container 50 215-1779
250 65,5 119,5 Plain label, metal flow seal cap PS/ME Container 50 215-1792

Sample containers, with screw cap, Sterilin®
Thermo Scientific

PS/PP, clear with PE or metal cap

The complete range has a choice of either plastic or metal flow seal cap, all of which are leak tested to 
British Standard 5213.

All containers are CE marked to comply with the in vitro diagnostic medical devices directive (98/79/EC)
30 ml Universal incorporates the QuickStart cap - improving leak free performance and end user handling
30 ml Universal containers and the metal cap 60 ml containers are 95 kPa compliant
30 ml Universal has the lot number printed on each container to aid full traceability

Sample containers, straight, with screw cap, sterile
PP translucent or PS clear, with PE or metal screw cap

Straight walled vessels ideal for sample collection, storage and transport.
PS offers good thermal and chemical resistance. PP offers excellent thermal and chemical resistance.

Manufactured from FDA approved virgin polystyrene or polypropylene
Supplied sterile and for in vitro use only
CE marked in accordance with European Directive 98/79/EC
All containers are leak tested to British Standard BS5213:1975(1989)
All materials are non cytotoxic

Continued on next page
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Capacity (ml) Type Colour Version Material Pk Cat. No.
Polystyrene container, 60 ml
60 Plain label, sterile Clear Metal screw cap PS/Metal 300 216-0992
60 No label, sterile Clear Metal screw cap PS/Metal 300 216-0994
60 Printed label, sterile Clear Metal screw cap PS/Metal 300 216-0996
60 No label, sterile Clear PE screw cap PS/PE 300 216-0998
60 Printed label, sterile Clear PE screw cap PS/PE 300 216-1008
60 Plain label, sterile Clear PE screw cap PS/PE 300 216-1010
Polypropylene container, 60 ml
60 Plain label, sterile Natural Metal screw cap PP/Metal 300 216-0993
60 Printed label, sterile Natural Metal screw cap PP/Metal 300 216-0995
60 Printed label, sterile Natural PE screw cap PP/PE 300 216-0999
60 No label, sterile Natural PE screw cap PP/PE 300 216-1009
60 Plain label, sterile Natural PE screw cap PP/PE 300 216-1011

Continued from previous page

Capacity (ml) Type Colour Cap colour Material Pk Cat. No.
40 ml (30 mm i.Ø x 70 mm high)
40 Aseptic Natural Blue PS 1.000 215-1325
40 Aseptic Blue Blue PP 100 216-0510
60 ml (33 mm i.Ø x 70 mm high)
60 Aseptic Natural Blue PP 700 215-1326
60 Aseptic Natural Blue PS 700 215-0799
60 Sterile, filmed pack Natural Red PS 600 216-0511

60
Aseptic, graduated, with plain white label 
printed with “Surname”, “Forename”, “Date”, 
“Time”

Natural White PS 700 216-0472

100 ml (52 mm i.Ø x 67 mm high)
100 Sterile, single bag Natural Red PS 200 216-0512
125 ml (52 mm i.Ø x 74 mm high)
125 Aseptic Blue Blue PP 380 216-0513
125 Sterile Natural Red PP 380 216-0514
125 Sterile Blue Blue PP 380 216-0515
140 ml (55 mm i.Ø x 70 mm high)
140 Aseptic Natural Red PS 270 216-0518
180 ml (52 mm i.Ø x 102 mm high)
180 Aseptic Blue Blue PP 264 216-0519
180 Sterile, with spatula Natural Red PP 264 216-0520
180 Sterile Blue Blue PP 264 216-0521
180 Sterile White Red PP 264 216-0522
180 Sterile Natural Red PP 200 216-0523
200 ml (55 mm i.Ø x 100 mm high)
200 Aseptic Natural Red PP 162 216-0525
200 Sterile Natural Blue PS 162 215-1324

PP translucent or PS clear, with PE screw cap

Straight walled vessels for sample collection, storage and transport. Twist closure for quick opening and closing, with leakproof inner lip. PS offers good thermal 
and chemical resistance. PP offers excellent thermal and chemical resistance.

Selection of colour coded closures for easier sample identification
Available packed under sterile or aseptic conditions

Containers, straight, wide mouth, with screw cap
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Capacity (ml) Ø ext. (mm) Height (mm) Type Pk Cat. No.
30 35 48 Without label 200 215-2289
120 54 72 Without label 100 215-2875
120 54 72 With printed label 100 215-2876

Jars, wide mouth, with screw cap, Sterilin®
Thermo Scientific

PS, transparent with white urea plastic wadded cap

Multi use disposable jars. Ideal for liquid, solid, food and histology samples.

Wide mouth enables bulk one piece specimens to be stored easily
Suitable for direct transfer of specimen from patient to jar
CE marked in accordance with the European Directive 98/79/EC

Capacity (ml) Height (mm) Ø Cap (mm) Pk Cat. No.
15 34 34 1 216-0164
30 62 34 1 216-0165
60 46 60 1 216-0166
120 62 72 1 216-0167
240 100 72 1 216-0168
360 95 90 1 216-0169
480 125 90 1 216-0170
1000 160 110 1 216-0171
2200 260 134 1 216-0172

Jars, wide mouth, with screw cap
PTFE, strong walled

Stable, extremely robust construction. Special recessed grips in the cap make it easy to handle. The wide 
mouth allows easy filling and cleaning.

Very good chemical resistance 
Temperature resistant from –200 to +280 °C 
Exceptionally smooth inner walls to prevent contamination

Capacity (ml) Ø ext. (mm) Height (mm) Type Pk Cat. No.
45 29 85 Cap not piercable 650 216-2606
50 31 78 Cap not piercable 650 216-2625
90 43 80 Cap piercable 350 216-2627
300 75 88 Cap piercable 240 216-2628

Sample containers, with attached lids
PP, translucent

Ideal for collecting, storing and transporting samples. Special design available with cap that can be 
perforated. Includes integral septum for automatic sample collection and analysis. Sample can be injected 
straight into the vessel with a syringe.

Can be used with one hand; the cap remains vertical when open 
Very good chemical and temperature resistance 
Aseptic
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Capacity (ml) Height (mm) Type Ø top/Ø bottom (mm) Packed Pk Cat. No.
200 88 Separate snap-on lid 62/54 Carton of 660 660 216-2648
200 88 Assembled snap-on lid, sterile 62/54 Carton of 220 220 216-2649
400 100 Separate snap-on lid 85/72 Carton of 460 460 216-2651
400 100 Assembled snap-on lid, sterile 85/72 Carton of 185 185 216-2652
1000 130 Separate snap-on lid 105/96 Carton of 250 250 216-2639
1000 130 Assembled snap-on lid, sterile 105/96 Carton of 80 80 216-2640

Conical sample containers, with snap-on lids
PP, translucent

Conical containers for sample collection, storage and transport. 

Available in sterile or non sterile versions
Raised graduations 
Leakproof snap-on lid

Capacity (ml) Height (mm) Type Colour
Ø top/Ø bottom 
(mm)

Packed Material Pk Cat. No.

400 100 Seperate snap-cap White 85/72 Carton of 460 PP 460 215-0793
1000 130 Assembled cap, sterile White 105/96 Carton of 80 PP 80 216-4278
1000 130 Assembled cap White 105/96 Carton of 120 PP 120 216-0417

Sample containers, with snap-on caps
PP, clear or opaque white, with PE snap caps

Ideal for sampling, storage and transport of liquid and solid samples. Choice of non capped, non sterile and 
capped ionised containers.

Excellent shock resistance
Tight seal

Capacity (ml) Ø ext. (mm) Height (mm) Pk Cat. No.
1,0 8,0 32,0 500 216-0576
2,5 14,0 31,5 100 216-3134
8,0 17,2 57,6 100 216-3138
7,0 22,8 32,9 100 216-3140
20,0 24,8 74,5 100 216-3142
35,0 31,0 74,5 50 216-3144
25,0 31,3 52,5 50 216-3143
5,0 15,0 49,5 100 216-3136

Sample containers, with snap-on lids
Kartell

LDPE, translucent

With attached snap-on lid. The lid snaps easily into place with light pressure. Flat base.

Good chemical resistance
Heat resistant up to +80 °C
Light and sturdy design
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Capacity (ml) Ø ext. (mm) Height (mm) Pk Cat. No.
10 26 28 10 216-3775
20 32 33 10 216-3776
30 38 36 10 216-0120
50 36 53 10 216-0121

Specimen container, with snap-on lid, Azlon®
SciLabware

PS, clear, with white LDPE snap lock

Ideal as general specimen containers.

Good chemical resistance 
Lightweight 
Airtight

Capacity (ml) Ø×H (mm) Cap size (mm) Colour Pk Cat. No.
56 31,2×89,5 35,0 Translucent 500 216-4901
343 64,8×118,5 68,5 Black 90 216-0878
343 64,8×118,5 68,5 Translucent 90 216-4906

Custody flip-top vials
Capitol Europe

PP

Unique custody containers feature a one way, irreversible chain lock that secures the container once it is 
closed. To open after use, simply cut the chain lock with scissors. 

Transport and store sensitive materials and samples 
Guarantees tamper evidence and chain of custody storage of forensic evidence 

Type Capacity (ml) Ø×H (mm) Cap size (mm) Colour Pk Cat. No.
High profile 124 46,6×90,6 49,8 Translucent 250 216-4904
Low profile 138 65,9×52,3 69,5 Translucent 250 216-4908

Type Capacity (ml) Ø×H (mm) Cap size (mm) Colour Pk Cat. No.
Flip-top with locking tab
High profile 342 64,9×119,2 71 Translucent 90 216-4907

PP

Flip-top containers are ideal for use in applications involving storage and packaging of a wide range of liquids and solids.

Leakproof
Hinged lid

Flip-top with locking tab

These vials are identical in construction to the standard flip-top vials with the addition of a lock seal tab that allows the user to lock the lid to the base of the 
container.

Flip-top vials
Capitol Europe
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Type Capacity (ml) Ø×H (mm) Cap size (mm) Colour Pk Cat. No.
Vial with large tab 270 78×75,6 81,5 Translucent 120 216-4909
Snap seal vial with lock-tab 270 78×75,6 81,5 Translucent 120 216-4910

Flip-top vials specific for aseptic sampling
Capitol Europe

PP, translucent

Aseptic, single-use sample vials for field collection of farm milk and related dairy products, veterinary 
specimen collection, infection control of mastitis and environmental sampling. Very efficient during storage 
and transport. Suitable for food contact.

Manufactured in a cleanroom
Proprietary “in mould closing” process
Can be supplied on request with bronopol and/or barcode label

Alimentary: Complies with CE norm n° 1935/2004

Packaging: A label on each box includes batch number and production date for traceability.

Capacity (ml) Ø ext. (mm) Height (mm) Pk Cat. No.
5 23,6 24,9 12 216-8151
12 27,1 35,6 12 216-8152
18 27,1 52,6 12 216-8153
28 27,1 84,6 12 216-8154
50 37,3 70,9 12 216-8155
75 37,3 107,3 12 216-8156

Sample containers, with snap-on caps, Nalgene®
Thermo Scientific

LDPE, translucent

Suitable as a sample container, beaker for pH measurements, weighing container and many other 
applications.

Good chemical resistance
Heat resistant from -100 to +80 °C
Tight fitting snap-on cover, robust

Capacity (ml) Height (mm) Ø ext. (mm) Version Type Pk Cat. No.
With urine preservative
9 100 16 Yellow cap Cylindrical with conical bottom 1.000 216-1482
9,5 100 16 Yellow cap Cylindrical with round bottom 1.000 216-1484
Without urine preservative
9,5 100 16 Yellow cap Cylindrical with conical bottom 1.000 216-1479
9 100 16 Yellow cap Cylindircal with round bottom 100 216-1483

Cylindical test tubes with round or conical bottom

Vacutest® urine collection tubes work on the proven, hygienic vacuum-fill principle.

Available in a choice of sizes and capacities
18 month shelf-life
With or without urine preservative additive available

Urine collection tubes, vacuum, Vacutest®
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Capacity (ml) Packed Type Pk Cat. No.
120 Bulk Non sterile 300 216-1080
120 Individually wrapped Sterile 250 216-1161

Urine containers
PP, translucent with yellow screw cap

Aspiration system for vacuum tubes.

With frosted labelling area

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
60 65 39 600 216-0264
60* 65 39 400 216-0442
200 85,5 66 500 216-0254
200* 85,5 66 200 216-0255

Urine and biological specimen containers, with screw caps
Kartell

PS, transparent with PE or PP screw caps

Ideal for collecting, storing and transporting urine samples and biological specimens.

60 ml with PE screw caps and 200 ml with PP screw caps
Quick opening and closing twist cap, leakproof

* Aseptic containers individually wrapped, with label

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
150 73 62,5 500 216-0266
150* 73 62,5 250 216-0267

Urine sample containers, with screw caps
Kartell

PP, translucent, with  screw cap

Ideal for collecting, storing and transporting urine samples.

Available sterile or non sterile
Quick opening and closing twist cap, leakproof

* Sterile containers individually wrapped, with label

Capacity (ml) W×D×H (mm) Pk Cat. No.
2500 110×110×285 35 215-0725

Urine sample containers, square, with screw cap
HDPE, amber, with white screw cap

Ideal for collecting, storing and transporting urine samples.

Aseptic 
Quick opening and closing with flat seal cap, leakproof 
Graduated
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Description Pk Cat. No.
Urisafe® 40 215-1102

Urine collection container, Urisafe®
A 3 litre capacity polypropylene and polyethylene container anatomically designed with a large opening 
for ease of patient use. A large handle and special spout assists pouring and reduces the risk of aerosol 
contamination. Graduated in 100 ml increments and 50 ml increments for more accurate reading with the 
container placed on end for 24 hour urine collection. Large 79 mm opening.

Unique snap valve pouring spout 
Leakproof with controlled, safer dripless pouring 
Resistant to hydrochloric acid, freeze/thawing and EtO sterilisation

Capacity (ml) Height (mm) Ø  top (mm) Pk Cat. No.
2000 161 132 120 720-1987

Container for transport of biological samples, Emo-Express
Disposable containers conforming to World Health Organisation guidelines (WHO/EMC/97) and to UNI 
EN 892 standards. Made from resistant, leakproof and watertight materials suitable for containing and 
protecting pathogenic or potentially infected material.

Leakproof to prevent accidental spillage of biological samples in order to guarantee the safety of 
transportation personnel
Transparent and shock-proof for visual inspection of contents and for ensuring their integrity
Complete with test tube holder made of absorbent material and able to hold four 16 mm tubes, four 
12 mm tubes and two 30 mm tubes at the same time
Disposable with tamper evident seal; once closed the container seal must be broken to access the 
contents

W×D×H (mm) Pk Cat. No.
100×100×65 1 216-2813
100×100×125 1 216-2814
210×100×65 1 215-0396
210×100×90 1 215-0397
210×210×65 1 215-0398
210×210×90 1 216-2816

Storage box, with snap-on lid, Azlon®
SciLabware

LDPE, translucent

Suitable for general and refrigerated storage
Tough and lightweight
Tight fitting snap on lids create an airtight seal

Capacity (ml) W×D×H (mm) Pk Cat. No.
325 129×75×59 4 216-8283
500 191×156×37 2 216-8284
1000 127×73×175 2 216-8286
2000 191×154×94 1 216-8287

Storage box, with snap-on lid, Nalgene®
Thermo Scientific

SAN, clear, with white LDPE snap lock

Rectangular, with rounded corners. Ideal for storing powdered substances, filters, stoppers and many other 
laboratory tools. Can also be used in the refrigerator and for short-term storage of aqueous liquids.

Good chemical resistance 
Temperature resistant from -20 to +93 °C 
Stackable, corners are rounded for easy cleaning
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Capacity (ml) W×D×H (mm) Pk Cat. No.
500 103×103×64 1 216-3412
1000 103×103×127 1 216-3413
1000 208×103×64 1 216-3414
1500 208×103×94 1 216-3415
2300 255×103×94 1 216-3417
2000 208×208×64 1 216-3416
3500 208×208×94 1 216-3418

Transport and storage containers with snap-on covers
White HDPE tub with white LDPE lid

For storing and transporting solid and liquid materials, samples and general labware. Space saving.

Good thermal and chemical resistance
Suitable for refrigeration (temperature resistant from -40 to +95 °C), stackable
With tightly fitting lid

W×D×H (mm) Colour Pk Cat. No.
395×295×160 Red 1 216-2867
395×295×160 Blue 1 216-2868
395×295×160 Green 1 216-2869
395×295×215 Red 1 216-2870
395×295×215 Blue 1 216-2871
395×295×215 Green 1 216-2872
595×395×165 Blue 1 216-2873
595×395×215 Red 1 216-2874
595×395×215 Blue 1 216-2875
595×395×215 Green 1 216-2876
595×395×320 Red 1 216-2877
595×395×320 Blue 1 216-2878
595×395×320 Green 1 216-2879

Storage boxes
PP, coloured

Ideal for a wide range of uses. With tightly fitting lid.

Very good chemical resistance 
Very good thermal resistance 
Very sturdy and economical

Capacity (ml) W×D×H (mm) Pk Cat. No.
4000 340×230×94 1 216-3192

Storage boxes
VITLAB®

SAN, transparent

Rectangular, multipurpose container.

With lid
Good chemical resistance
Light and stackable



669www.vwr.com

Containers and accessories
Transport and storage containers

W×D×H (mm) Pk Cat. No.
60×45×50 1 216-4364
90×60×50 1 216-4365
120×90×50 1 216-4366
180×120×75 1 216-4367
240×180×100 1 216-4368
360×240×140 1 216-4369

Storage boxes, LAB BOX
PS, transparent

The plastic LAB BOX are an ideal choice for laboratories due to their very high transparency and excellent 
durability. 

Stackable, transparent boxes
Ideal for storage and presentation
Six different sizes

Capacity (l) Ø ext. (mm) Height (mm) W×D×H (mm) Pk Cat. No.
0,11 85 37 - 1 216-1430
0,25 85 70 - 1 216-1431
0,37 85 100 - 1 216-0796
3,0 230 98 - 1 216-1432
4,35 220 155 - 1 216-0797
0,5 - - 135×135×50 1 216-1433
0,8 - - 110×110×100 1 216-1435
1,8 - - 140×140×140 1 216-0798
3,5 - - 255×255×75 1 216-1434
6,5 - - 270×270×125 1 216-1436
13,0 - - 335×335×165 1 216-1440
0,75 - 175×120×60 1 216-1079
1,0 - - 140×195×60 1 216-1441
2,25 - - 170×235×85 1 216-1443
3,75 - - 195×270×105 1 216-1444
7,5 - - 235×325×145 1 216-1445

PPCO, round, square or rectangular with snap on lid

Designed for food storage but also suitable for general use.

Airtight push fit lid styled for easier opening and resealing
Dishwasher (+110 °C), microwave (+110 °C) and freezer (-40 °C) safe
Made from high quality food grade material

Tested by the manufacturer in accordance with the requirements of the plastic materials in contact with Food Commission Directive 2002/72/EC following method 
BSEN 1186:2002 and all subsequent updates to that directive.

Storage container, Sealfresh
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Capacity (l) W×D×H (mm) Type Pk Cat. No.
0,9 108×176×104 GN 1/9 100 mm 1 216-1459
1,6 162×176×104 GN 1/6 100 mm 1 216-1458
4,0 265×265×154 GN 1/4 150 mm 1 216-1457
5,7 176×325×154 GN 1/3 150 mm 1 216-1452
6,1 265×325×104 GN  1/2 100 mm 1 216-1451
8,3 325×530×69 GN 1/1 65 mm 1 216-1447
9,4 265×325×154 GN 1/2 150 mm 1 216-1450
13,0 325×354×154 GN 2/3 150 mm 1 216-1449
13,2 325×530×104 GN 1/1 100 mm 1 216-1448
20,3 325×530×154 GN 1/1 150 mm 1 216-1460
27,3 325×530×200 GN 1/1 200 mm 1 216-1468

Description Pk Cat. No.
Spare clips for Gastronorm container
Pack with each two brown, two green, two yellow, two white, two red and two blue 
Gastronorm spare clips

12 216-1469

Storage container, Gastronorm
PPCO

A premium quality storage range incorporating Gastronorm sizing with the unique benefit of an Identiclip™ 
colour coding system. Each Gastronorm container includes the following coloured clips:  2 x red, 2 x yellow, 
2 x brown, 2 x green, 2 x white and 2 x blue. The clips can be attached to lid and also to the base. The 
system allows easy identification of  the contents during storage and helps prevent cross contamination. 
They are fitted with airtight push fit lids.

Modular sizing provides efficient space saving storage
Dishwasher (+110 °C), microwave (+110 °C) and freezer (-40 °C) safe
Suitable for professional catering and other storage uses

Tested by the manufacturer in accordance with the requirements of the plastic materials in contact with 
Food Commission Directive 2002/72/EC following method BSEN 1186:2002 and all subsequent updates to 
that directive.

Capacity (ml) Height (mm) Ø ext. (mm) Ø Cap (mm) Neck I-Ø (mm) Pk Cat. No.
PC
15 46 31 38 29 4 216-8201
30 48 36 43 33 4 216-8202
60 45 48 53 43 4 216-8203
125 74 64 70 64 4 216-8204
250 119 75 70 64 4 216-8205
500 88 112 120 112 4 216-8206
1000 151 112 120 112 4 216-8207
PMP
60 45 48 53 43 4 216-8213
125 74 64 70 64 4 216-8214
250 119 75 70 64 4 216-8215
500 88 112 120 112 4 216-8216
1000 151 112 120 112 4 216-8217
PPCO
15 46 31 38 29 12 216-8221
30 48 36 43 33 12 216-8222
60 45 48 53 43 12 216-8223
125 74 64 70 64 12 216-8224

Jars, wide mouth, with screw caps, Nalgene®
Thermo Scientific

PC, clear with white PP screw cap, PMP, clear with white PP screw cap or PPCO, translucent with 
white PP screw cap

Straight-sided containers with wide opening. 

PC: Good chemical resistance, extremely shock-proof, non toxic. Suitable for applications in cold rooms 
and refrigerators. Temperature resistant from -135 to +135 °C
PMP: Good chemical resistance, ideal as a storage container; formaldehyde loss only 2% per  year. 
Complies with the  requirements of CFR 21, Part 177.1520 for use with food and drink. Temperature 
resistant from -20 to +175 °C
PPCO: Very good chemical resistance. Temperature resistant from -10 to +121 °C

Continued on next page
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Capacity (ml) Height (mm) Ø ext. (mm) Ø Cap (mm) Neck I-Ø (mm) Pk Cat. No.
PPCO
250 119 75 70 64 6 216-8225
500 88 112 120 112 6 216-8226
1000 151 112 120 112 6 216-8227

Continued from previous page

Capacity (ml) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Pk Cat. No.
70 60 50 36 100 216-2403
120 71 56 36 100 216-2404
250 94 69 50 50 216-2405
500 107 86 70 50 216-2406
1000 128 111 85 20 216-2407
2000 235 111 87 10 216-2408

Jars, wide mouth, with screw cap
Kartell

HDPE, translucent

With black screw cap and sealing element. 

Good chemical resistance 
Temperature resistant from –50 to +80 °C 
Wide opening makes it ideally suited for storing and transporting powders and pastes

Capacity (ml) Ø ext. (mm) Height (mm) Pk Cat. No.
30 43 43 72 216-1352
60 53 47 48 216-1354
125 70 60 36 216-1355
250 89 66 36 216-1356
500 89 97 24 216-1357
950 120 100 24 216-1380
1200 120 132 24 216-1360

Container, wide mouth, with screw cap, Azlon®
SciLabware

PP, translucent

Ideal for storage of samples, powders, animal feeds etc. 

Autoclavable to +121 °C
Good chemical resistance
With unlined screw caps

Capacity (ml) Ø ext. (mm) Height (mm) Pk Cat. No.
30 40 32 500 215-1311
75 41 67 400 215-1323
125 54 60 300 215-1309
500 83 98 90 215-1312

Containers, wide mouth, with screw cap
PP, opaque white, with screw cap

Ideal for sampling, storage and transport of solid samples.

Excellent shock resistance 
Tight seal 
Very good chemical resistance
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Capacity (ml) Height (mm) Ø opening (mm) Pk Cat. No.
300 52 97 10 216-0116
500 79 97 10 216-0117
650 101 97 10 216-0118
1000 154 97 10 216-0795

Containers, wide mouth, with screw caps
CurTec

PP, white with dark red cap

An ideal container for a wide range of uses during storage and transport. Features a transparent insert and 
a lid with tamper resistant seal and predetermined breaking point. UN certified for solids.

Suitable for use with foodstuffs, shatter resistant
Keeps contents dry and prevents contamination
Ideal as a safe shipping container

Capacity (l) Height (mm) Ø ext. (mm) Ø opening (mm) Pk Cat. No.
HDPE, white, with red screw lids, without hand grips
26 356 338 295 1 216-4229
34 447 338 295 1 216-4232
HDPE, brown, with beige screw lids and hand grips
55 495 410 354 1 216-4227
64 573 410 354 1 216-4228
75 685 410 354 1 216-0151

Kegs, wide mouth, with screw lids
CurTec

HDPE, white, with red screw lids or HDPE brown with beige screw lids

Stackable wide mouth kegs with lid, tamper resistant seal and predetermined breaking point. Made from 
food grade material and UN approved for solids and pastes. 

Airtight and watertight
Total opening containers
100% plastic, free of heavy metals

Capacity (l) Height (mm) Ø ext. (mm) Ø opening (mm) Pk Cat. No.
15 297 333 295 1 216-0137
20 377 333 295 1 216-0138
25 457 333 295 1 216-0139

Pk Cat. No.
Sealing pin
900 216-0853

Containers, Click Pack
CurTec

PP, white with blue lid

Medium sized containers with a ¼ turn closure that ‘clicks’ to confirm that lid is locked and secure. Also 
features three hand grips - two for carrying and one for facilitating pouring. Manufactured from food grade 
materials. Maximum filling temperature +80 °C but must be cooled to +30 °C before closing and stacking.

Air and vapour-tight closure with click feature
UN approved for solids and pastes
Tamper evident closure (special sealing pin made of PS must be ordered separately)
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Capacity (l) Height (mm) Ø ext. (mm) Ø opening (mm) Pk Cat. No.
3,6 171 198 136 1 216-5801
6 265 198 136 1 216-5802
10 239 274 204 1 216-5803
15 328 274 204 1 216-5804
20 418 274 204 1 216-5806
26 426 316 204 1 216-5805
42 416 410 282 1 216-4225
55 518 410 282 1 216-4226
68 632 410 282 1 216-4233

Kegs, wide mouth, UN approved, with screw lid
CurTec

HDPE white containers with red screw lid

Ideal for storing, transporting and disposing of liquids, powders, granules or pastes.

Cap has integrated rubber gasket to ensure an airtight and watertight seal
Good chemical and thermal resistance (−20 °C to +80 °C)
UN approved X, Packing group I, II, III

Capacity (l) Height (mm) Ø ext. (mm) Ø opening (mm) Pk Cat. No.
30** 518 313 251 1 216-5652
30* 460 340 251 1 216-5378
60 620 398 325 1 216-5541
120 790 469 365 1 216-5542
150** 960 493 395 1 216-5658
220 970 590 460 1 216-5660

Drums with lid and clamping ring
KAUTEX TEXTRON

HDPE, blue, round

Heavy duty open top drums with PE lid and galvanised clamping ring. Suitable for storage, disposal and 
transport of laboratory materials.

30 and 60 litre versions include handles 
Good chemical and temperature resistance 
30, 60 and 150 litre with UN approval

* 216-5378 is a rectangular barrel (340×300×460 mm)
** Meet the GGVS/GGVE (rail/road/sea) regulations for the transport of solid substances with a density of at least  1,5 g/
cm³.

Capacity (l) Height (mm) Ø ext. (mm) Ø opening (mm) Pk Cat. No.
26 426 316 204 1 216-5810
75* 685 410 354 1 216-0149

Kegs, conductive, wide mouth, with screw lid
CurTec

HDPE black, with black screw lids

Static electricity can adversely affect materials at the time of the production, handling or transportation. 
The conducting material used to manufacture these barrels result in an electrostatic surface resistance of 
≤106 Ohm/sq.

Airtight and watertight
Can be made tamper evident
Maximum filling temperature is +80 °C

* With hand grips.
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Description Neck Tube O-Ø (mm) Pk Cat. No.
For female barrel thread R2”/G2”/BSP 2” 4 × GL 18 Max. 10 1 216-0567
For female barrel thread R2”/G2”/BSP 2” 2 × GL 18/1 × GL 25 2 × max. 10/1 × max. 14 1 216-0568
For female barrel thread Tri-sure 2” 4 × GL 18 Max. 10 1 216-0569
For female barrel thread Tri-sure 2” 2 × GL 18/1 × GL 25 2 × max. 10/1 × max. 14 1 216-0570

PTFE

Screw cap made from glass fibre reinforced PTFE, suitable for drums/barrels with internal thread; movable distributor body with GL connector necks made from 
PTFE. For the removal and filling of aggressive or pure liquids and insertion of hoses, tubes and probes into drums.

Very good chemical resistance, the fluid medium only comes into contact with PTFE
Temperature resistant from -200 to +250 °C
Pressure resistant up to a maximum of 1 bar, vacuum suitable

Multiple distributor caps for drums with GL thread connections
BOLA

Capacity (l) Type Thread (mm) Pk Cat. No.
Without spigot
5 Versatile Cap 80 1 216-0610
10 Versatile Cap 80 1 216-0616
10 3” Sanitary Cap - 1 216-0618
20 Versatile Cap 80 1 216-0623
20 3” Sanitary Cap - 1 216-0625

PP, opaque

The VWR carboy is an advanced fluid handling system developed with the end user in mind. The ergonomically designed carboy body is coupled with the VWR® 
Versatile Cap technology to provide the user with an easy to use and easy to clean carboy. The carboy is made from polypropylene that offers good chemical 
resistance and heat stability. Carboys may also be autoclaved. The carboy body includes design features that make it easier to hold and manipulate during lifting, 
filling, and pouring, while the VWR® Versatile Cap technology provides interchangeable and leakproof top connections. The carboy features include a set of 
handles at both the top and bottom of the carboy, easy to read embossed graduation marks and moulded carboy material type identification mark. The 20 litre 
and 40 litre carboys are also available with an extra wide mouth for easier filling and cleaning.

Versatile Cap technology provides the flexibility of interchangeable connectors
Extra wide mouth version for easy filling and cleaning
Smart Barb technology provides interchangeable spigot options

Carboys, wide mouth

Continued on next page
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Capacity (l) Type Thread (mm) Pk Cat. No.
Without spigot
20 Versatile Cap, extra wide mouth 120 1 216-0630
40 Versatile Cap, extra wide mouth 120 1 216-0636
40 3” Sanitary Cap - 1 216-0638
With spigot
5 Versatile Cap 80 1 216-0611
10 Versatile Cap 80 1 216-0617
20 Versatile Cap 80 1 216-0624
20 Versatile Cap, extra wide mouth 120 1 216-0631
40 Versatile Cap, extra wide mouth 120 1 216-0637

Description Pk Cat. No.
Versatile caps for VWR® carboys
Versatile Cap, 80 mm, closed 2 216-0644
Versatile Cap, 80 mm, open, with closed adapter 2 216-0645
Versatile Cap, 80 mm, open, with adapter, 2×1/4” hose barbs and vent 1 216-0646
Versatile Cap, 80 mm, open, with adapter, 2×1/2” hose barbs and vent 1 216-0647
Versatile Cap, 120 mm, closed 2 216-0688
Versatile Cap, 120 mm, open, with closed adapter 2 216-0689
Connectors for versatile caps
Connector, panel with socket, valved, 1/4” 6 391-0324
Connector, panel with socket, valved, 5/16” 6 391-0325
Connector, panel with socket, valved, 3/8” 6 391-0326
Connector, in-line socket, valved, 1/4” 6 391-0327
Connector, in-line socket, valved, 5/16” 6 391-0328
Connector, in-line socket, valved, 3/8” 6 391-0329
Connector, in-line socket, non valved, 1/4” 6 391-0331
Connector, in-line socket, non valved, 3/8” 6 391-0332
Connector, in-line plug valved, 1/4” hose barb 6 391-0333
Connector, in-line plug valved, 5/16” hose barb 6 391-0334
Connector, in-line plug valved, 3/8” hose barb 6 391-0335
Connector, in-line plug, non valved, 1/4” 6 391-0336
Connector, in-line plug, non valved, 5/16” 6 391-0337
Connector, in-line plug, non valved, 3/8” 6 391-0338
Connector, elbow plug, non valved, 1/4” hose barb 6 391-0339
Connector, elbow plug, non valved, 3/8” hose barb 6 391-0341
Connector, elbow plug, valved, 1/4” hose barb 6 391-0342
Connector, elbow plug, valved, 3/8” hose barb 6 391-0343
Connector, assembly, valved, socket and plug, 1/4” hose barb 2 391-0344
Connector, assembly, valved, socket and plug, 5/16” hose barb 2 391-0345
Connector, assembly, valved, socket and plug, 3/8” hose barb 2 391-0346

Continued from previous page

BPA-free, clear

The VWR BPA-free carboy is an advanced fluid handling system developed with the end user in mind. The ergonomically designed carboy body is coupled with 
our VWR® Versatile Cap technology to provide the user an easy to use and easy to clean carboy. The BPA-free carboy is made from a rigid and clear material that 
is heat stable. The BPA-free carboys are appropriate for aqueous solutions and are used for most life science buffer solutions. The carboy body includes design 
features that allow the user to easily hold and manipulate during lifting, filling, and pouring, while Versatile Cap technology provides interchangeable and 
leakproof top connections. The carboy features include a set of handles at both the top and bottom of the carboy, easy to read embossed graduation marks and 
moulded carboy material type indentification mark.  The 20 litre and 40 litre carboys are also available with an extra wide mouth for easier filling and cleaning.

Versatile Cap technology provides the flexibility of interchangeable connectors
Extra wide mouth design for easy filling and cleaning
Smart Barb technology provides interchangeable spigot options

Carboys, wide mouth, BPA-free

Continued on next page
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Continued from previous page

Capacity (l) Type Thread (mm) Pk Cat. No.
Without spigot
5 Versatile Cap 80 1 216-0612
10 Versatile Cap 80 1 216-0619
20 Versatile Cap, extra wide mouth 120 1 216-0632
With spigot
5 Versatile Cap 80 1 216-0613
10 Versatile Cap 80 1 216-0620
20 Versatile Cap, extra wide mouth 120 1 216-0633

Capacity (l) Type Thread (mm) Pk Cat. No.
Carboys without spigot
5 Versatile Cap 80 1 216-0614
10 Versatile Cap 80 1 216-0621
20 Versatile Cap 80 1 216-0628
20 Versatile Cap, extra wide mouth 120 1 216-0634
40 Versatile Cap, extra wide mouth 120 1 216-0641
Carboys with spigot
5 Versatile Cap 80 1 216-0615
10 Versatile Cap 80 1 216-0622
20 Versatile Cap 80 1 216-0629
20 Versatile Cap, extra wide mouth 120 1 216-0635
40 Versatile Cap, extra wide mouth 120 1 216-0642

Description Pk Cat. No.
Versatile caps for VWR® carboys
Versatile Cap, 80 mm, closed 2 216-0644
Versatile Cap, 80 mm, open, with closed adapter 2 216-0645
Versatile Cap, 80 mm, open, with adapter, 2×1/4” hose barbs and vent 1 216-0646
Versatile Cap, 80 mm, open, with adapter, 2×1/2” hose barbs and vent 1 216-0647
Versatile Cap, 120 mm, closed 2 216-0688
Versatile Cap, 120 mm, open, with closed adapter 2 216-0689
Connectors for versatile caps
Connector, panel with socket, valved, 1/4” 6 391-0324
Connector, panel with socket, valved, 5/16” 6 391-0325
Connector, panel with socket, valved, 3/8” 6 391-0326
Connector, in-line socket, valved, 1/4” 6 391-0327
Connector, in-line socket, valved, 5/16” 6 391-0328
Connector, in-line socket, valved, 3/8” 6 391-0329
Connector, in-line socket, non valved, 1/4” 6 391-0331
Connector, in-line socket, non valved, 3/8” 6 391-0332
Connector, in-line plug valved, 1/4” hose barb 6 391-0333
Connector, in-line plug valved, 5/16” hose barb 6 391-0334
Connector, in-line plug valved, 3/8” hose barb 6 391-0335
Connector, in-line plug, non valved, 1/4” 6 391-0336
Connector, in-line plug, non valved, 5/16” 6 391-0337
Connector, in-line plug, non valved, 3/8” 6 391-0338
Connector, elbow plug, non valved, 1/4” hose barb 6 391-0339
Connector, elbow plug, non valved, 3/8” hose barb 6 391-0341
Connector, elbow plug, valved, 1/4” hose barb 6 391-0342
Connector, elbow plug, valved, 3/8” hose barb 6 391-0343
Connector, assembly, valved, socket and plug, 1/4” hose barb 2 391-0344
Connector, assembly, valved, socket and plug, 5/16” hose barb 2 391-0345
Connector, assembly, valved, socket and plug, 3/8” hose barb 2 391-0346

Carboys, wide mouth
HDPE

The VWR HDPE carboy is an advanced fluid handling system developed with the end user in mind. The 
ergonomically designed carboy body is coupled with our VWR® Versatile Cap technology to provide the 
user an easy to use and easy to clean carboy. The carboy is made from HDPE that is more scratch resistant 
and has better chemical resistance than other carboys making them ideal for most buffers and reagents 
as well as powders and solids. The carboy body includes design features that allow the user to easily 
hold and manipulate during lifting, filling, and pouring, while VWR® Versatile Cap technology provides 
interchangeable and leakproof top connections. The carboy features include a set of handles at both the 
top and bottom of the carboy, easy to read embossed graduation marks, and moulded carboy material type 
identification mark. The 20 l and 40 l carboys are also available with an extra wide mouth for easier filling 
and cleaning.

Versatile Cap technology provides the flexibility of interchangeable connectors
Extra wide mouth version for easy filling and cleaning
Smart Barb technology provides interchangeable spigot options
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Capacity (l) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Thread Pk Cat. No.
20 502 285 64 83B 6 215-1182

Description Pk Cat. No.
Accessories
Handle, stainless steel 1 216-0386

Carboys, single use, Nalgene®
Thermo Scientific

HDPE, translucent with white PP closure 

Safer than glass. Ideal for storing sterile liquids and pharmaceutical/biotechnology products. The extra wide mouth 
makes filling and emptying easier.

Good chemical resistance 
Heat resistant from -100 to +120 °C
Complies with the requirements of USP class VI, non cytotoxic

Capacity (l) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Neck-Ø (mm) Pk Cat. No.
5 345 170 52,5 62,5 1 216-2324
10 425 210 52,5 62,5 1 216-2326
25 565 280 79,5 95,5 1 216-2328
50 700 350 79,5 95,5 1 216-2330

Carboys, narrow mouth, with screw cap
Kartell

HDPE, translucent with blue screw cap

Ideal for storing and transporting liquids. Includes a carrying handle, 25 and 50 litre sizes have two handles.

Good chemical resistance 
Heat resistant up to +80 °C (+120 °C for short periods) 
Heavy walled, very tough, a deeper closure with insert seal increasing leakproof performance
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Capacity (l) Height (mm) Ø ext. (mm) Pk Cat. No.
Carboys with spigot connection
5 330 167 1 216-5512
10 427 206 1 216-5514
25 580 278 1 216-5516
60 830 346 1 216-5518
Carboys without spigot connection
5 330 167 1 216-5502
10 427 206 1 216-5504
25 580 278 1 216-5506
60 830 346 1 216-5508

Description Pk Cat. No.
Accessories
Stopper, HDPE blank, natural 1 213-5531
Spigot, HDPE, black 1 213-5532
Adapter for spigot, blue 1 216-5524
Spigot, PP, blue 1 227-1110

Carboys, narrow mouth, with screw cap
KAUTEX TEXTRON

HDPE, translucent

Ideal for storing, transporting and decanting liquids. Also recommended for use as settling bottles. With 
one plastic coated metal handle (5 and 10 litres) or two plastic handles (25 and 60 litres).

Good chemical resistance and good thermal resistance from -40 to +110 °C
Available with or without spigot connection
Clear, legible, blue litre graduations

Capacity (l) Height (mm) Ø ext. (mm) Pk Cat. No.
5 270 220 1 216-3651
10 360 280 1 216-3652
20 420 350 1 216-3653

Carboys, square, narrow mouth, with screw cap, Azlon®
SciLabware

PP, translucent with white PP screw cap

Ideal for large quantities of culture media, distilled water or other solutions. With graduations.

Very good chemical resistance
Heat resistant up to +135 °C, autoclavable
Extra wide opening, with handle on the shoulders

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Neck Ø ext. (mm) Pk Cat. No.
5000 170 340 84 94 1 216-2301
10000 210 415 98 108 1 216-2302

Carboys, wide mouth, with screw cap
Kartell

HDPE, translucent with blue screw cap

Ideal for storing powders, pastes and liquids. Easy filling and dispensing. Includes carrying handle. Suitable 
for food contact as compliant with FDA standard.

Good chemical resistance
Heat resistant up to +80 °C (+120 °C for short periods) 
Heavy walled, very tough, insert plug and deeper closure increasing leakproof performance
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Capacity (ml) Pk Cat. No.
2500 1 216-4516
5000 1 216-4517
10000 1 216-4515

Containers, extra wide mouth, round, with screw cap
HDPE, white with red cap

Perfect for sample collection, storage and transport. Ideal for paste-like media and granular material. The 
wide mouth allows easy filling and cleaning.

Includes handle for easy and safe transportation
Good chemical resistance, good temperature resistance
Not leakproof, only half fill when transporting liquids

Capacity (l) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Thread Pk Cat. No.
10 389 250 64 83B 1 216-4393
15 429 285 64 83B 1 216-8702
20 528 286 64 83B 1 216-4394
25 594 287 64 83B 1 216-4395
50 678 379 64 83B 1 216-4396

Carboys, wide mouth, with screw cap, Nalgene®
Thermo Scientific

LDPE, translucent with white PP screw cap

Ideal for storing and transporting reagents that react readily with HDPE polymerisation catalysts. 
Graduated. 

Good chemical resistance 
Heat resistant up to +80 °C 
Extra wide opening, broad shoulder handles make carrying and pouring easier, even when wearing 
gloves, leakproof closure

Capacity (l) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Thread Pk Cat. No.
4 335 154 26 38-430 1 216-4406
10 389 250 64 83B 1 216-4407
20 528 286 64 83B 1 216-4408
25 594 287 64 83B 1 216-4409
50 678 379 64 83B 1 216-4410

Carboys, wide mouth, with screw cap and spigot, Nalgene®
Thermo Scientific

LDPE, translucent with white PP screw closure and PP spigot

Ideal for storing and dispensing distilled water, reagents and acids. Graduated. For better durability and leak 
resistance, the drain cock thread is moulded in one piece with the bottle, not welded. The 10, 20 and 25 litre 
sizes are equipped with convenient wide shoulder handles.

Good chemical resistance
Temperature resistant from −100 to +80 °C
Leakproof closure
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Description Pk Cat. No.
Spigot for vessels 1 216-4423

Quick action spigot, Nalgene®
Thermo Scientific

PP, with HDPE tube adapter

Standard spigot for Nalgene® carboys.

Very good chemical resistance, heat resistant up to +135 °C, autoclavable
For tubes with 16 mm internal diameter
With tube adapter for tubes with 6 to 9 mm internal diameter

Capacity (l) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Thread Pk Cat. No.
10 389 250 64 83B 1 216-8761
20 528 286 64 83B 1 216-8762
50 678 379 64 83B 1 216-8763

Carboys, wide mouth, with screw cap, Nalgene®
Thermo Scientific

PP, translucent with white PP screw cap, TPE seal

Ideal for large quantities of culture media, distilled water or other solutions. 

Very good chemical resistance 
Heat resistant up to +135 °C, autoclavable 
Extra wide opening, wide handles on the shoulders, leakproof closure

Capacity (l) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Pk Cat. No.
10 343 250 88 1 216-4400
20 493 287 88 1 216-4401

Carboys, wide mouth, with screw cap, Nalgene®
Thermo Scientific

PPCO, translucent with white PP screw cap

Ideal for use in microbiology, perfect for handling large quantities of liquids, powders or other solids and 
pastes.

Very good chemical resistance
Heat resistant up to +121 °C, autoclavable
Extra wide neck, wide handles on the shoulders, leakproof, graduated
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Capacity (l) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Thread Pk Cat. No.
10 389 250 64 83B 1 216-8731
20 533 284 64 83B 1 216-8732

Vacuum carboys, Nalgene®
Thermo Scientific

PP, translucent with white PP screw cap (83B), TPE seal

Ideal for use as vacuum bottles. For vacuum applications, please use the quick filling and venting screw 
caps. Cat. Nos. 216-4385 to 216-4388. The bottles are not designed for use with overpressure. They are well 
suited as transfer and filtering bottles as well as for biotechnical applications.

Very good chemical resistance, heat resistant up to +135 °C 
Thick walled, heavy construction, rigid, robust, leakproof
In vacuum applications maintains a total vacuum for more than 8 hours at +20 °C

Capacity (l) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Pk Cat. No.
10 353 250 73 1 216-0304

Description Pk Cat. No.
Accessories for carboys, Nalgene®
True union clamps, PVDF, plastic threaded, size 76  mm 1 734-2466
Gaskets, platinum cured silicone, ferrule size 76 mm 1 734-2469

Carboys with sanitary flanges, Nalgene®
Thermo Scientific

PP, translucent

With welded Tri-Clover flanges for aseptic liquid transfer and/or sample collection.

Very good chemical resistance
Heat resistant up to +135 °C, autoclavable
Cleaning is quick and easy because there is no screw thread

Ordering information: The union clamps (734-2466) and the seals (734-2469), both of which are essential, 
must be ordered separately.

Capacity (l) Material Height (mm) Ø ext. (mm) Neck I-Ø (mm) Thread Pk Cat. No.
10 PC/PP 394 253 66 83B 1 216-8791
20 PC/PP 536 290 66 83B 1 216-8792
10 PP 389 250 64 83B 1 216-8771
20 PP 528 286 64 83B 1 216-8772
50 PP 678 379 64 83B 1 216-4411

Carboys, wide mouth, with screw closure and spigot, Nalgene®
Thermo Scientific

PP, translucent with white PP screw cap and PP spigot with TPE seal, or PC, clear with white PP screw 
cap and PP spigot with TPE seal

Wide mouth opening for easy filling and cleaning. For better durability and leak resistance the drain cock 
thread is moulded in one piece with the carboy, not welded on. Graduated.

PP: Very good chemical resistance, ideal for storing, transporting and dispensing solutions, culture media 
and distilled water / PC: Good chemical resistance, ideal for storing, transporting and dispensing sterile 
water, standard reagents and culture media
PP: Temperature resistant from -10 to +135 °C, autoclavable / PC: Temperature resistant from -100 to 
+135 °C, autoclavable
Leakproof closure
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Capacity (l) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Thread Pk Cat. No.
10 394 253 66 83B 1 216-8781
20 536 290 66 83B 1 216-8782

Carboys, wide mouth, with screw cap, Nalgene®
Thermo Scientific

PC, transparent with white PP screw cap

Can be used in any situation. Particularly suitable for the production of large quantities of nutrient and 
culture media, particularly for cultures that require light, e.g. algae. Ideal for storing and dispensing 
reagents and distilled water. Can be used in cold rooms and at temperatures below freezing. 

Good chemical resistance 
Temperature resistant from -100 to +135 °C, autoclavable 
Light and robust, graduated

Cap size Connection Pk Cat. No.
38-430 3 port: 1×6,35 mm; 2×3,2 mm 1 734-5043
53B None (solid insert) 1 734-5044
53B 2 port: 2×6,35 mm 1 734-5045
53B 3 port: 1×3,20 mm; 2×6,35 mm 1 734-5046
83B None (solid insert) 1 734-5047
83B 2 port: 2×6,35 mm 1 734-5048
83B 3 port: 1×9,50 mm; 2×6,35 mm 1 734-5049

Screw caps with silicone inserts, Top Works™ system, Nalgene®
Thermo Scientific

PP, white, with platinum cured silicone inserts 

Platinum cured silicone tubing is fused through the stopper to form a single piece closure system.

Very good chemical resistance, heat resistant up to +135 °C, autoclavable
The Top Works™ system includes versions with solid, two or three port connections
Suitable for use in the aseptic transfer of liquids from most Nalgene® bottles and carboys

For tube I-Ø (mm) Pk Cat. No.
6 2 216-8932
13 2 216-8931

Barbed bulkhead fittings, Nalgene®
Thermo Scientific

PP connectors, acetal nuts, silicone seals and TPE cap 

Most Nalgene® closures and those of other manufacturers can be retrofitted with these connectors for liquid 
transfer without a ventilation and venting device. To do this, simply drill two fitting holes in the closure, 
feed in the insert and tube connectors and attach tubes with 6 or 13 mm internal diameter. Nalgene® 
closures 53B (53 mm) can only be fitted with the 6 mm tube connectors, the 83B (83 mm) closures can be 
equipped with both 6 and 13 mm connectors.

Complete conversion kit with template and full instructions 
Leakproof assembly 
Autoclavable
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Description Type Pk Cat. No.
Two ports for 1/4” (6,35 mm) tubing 1 216-4385
Two ports for 3/8” (9,53 mm) tubing 1 216-4386
Three ports for 1/4” (6,35 mm) tubing 1 216-4387
Three ports for 3/8” (9,53 mm) tubing 1 216-4388

Screw closures, quick filling/venting fittings, Nalgene®
Thermo Scientific

PP, white with TPE seal

Screw closure (closure size 83B) with quick-release closures and inner and outer tubing connectors. For a 
convenient transfer of liquids with customer’s own tubing. Ideal for use as a vacuum trap with Nalgene® 
carboys for high loads. Each connection on the lid has a shut-off valve that closes when a hose connector is 
removed.

Very good chemical resistance, heat resistant from -10 to +135 °C, autoclavable
Available with two or three hose connectors for inner hose diameter of 6 or 9 mm
With safety shut-off valve

Cap size Connection Pk Cat. No.
GL 45 2x6,35 mm/1x3,2 mm 1 700-0001

Media bottle closures, Top Works™ system, Nalgene®
Thermo Scientific

PSF, closures with platinum cured silicone inserts

These closures make it easier to transfer liquids aseptically from most conventional glass media bottles.

They fit the corresponding threads on bottles by Schott, Corning and Wheaton 
For thread size GL 45 
Autoclavable, leakproof

Capacity (l) W×D×H (mm) Colour Description Neck I-Ø (mm) Pk Cat. No.

5 65×335×335 Translucent
Compact jerrican without threaded outlet for 
spigot

41 1 216-5384

5 65×335×335 Translucent Compact jerrican with threaded outlet for spigot 41 1 216-5120
5 65×335×335 Translucent Compact jerrican and spigot set 41 1 SET 216-0897
5 65×335×335 Translucent Compact jerrican and compact spigot set 41 1 SET 216-0898

Compact jerricans with screw cap
Bürkle

PP, translucent

Narrow, space saving containers. Can be placed vertically or horizontally in the refrigerator or on flat shelves. Added 
stability due to ribbing

Very good chemical and thermal resistance 
Available with or without spigot (3/4” exterior) 
Embossed, moulded in graduations

Continued on next page
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Continued from previous page

Description Pk Cat. No.
Accessories
Support stand for 2 jerricans 1 216-5133
Support stand for 3 jerricans 1 216-5134
Venting valve in screwcap 1 216-1305
Compact spigot, PP, 3/4” thread 1 216-0943

Thread Pk Cat. No.
Angled
3/4” inflowing side, spout/nozzle on outflowing side 1 216-2854

Spigots
Bürkle

Media-contacting parts PP, PE and PTFE

The spigots fit all containers with R 3/4” connection threads. Screwthread adapters facilitate connection 
of spigots to nearly all containers. Pressure resistant up to 2 bar at +20 °C (without discharge bracket and 
grommet). With discharge angle and rotatable spout preventing drips. With tapered spout for bottles with 
narrow openings with a diameter from 6 to 8 mm.

Tight closing for complete seal
Easy to use
With connecting cap nut

Not suitable for solidifying substances.

Capacity (l) W×D×H (mm) Colour Neck I-Ø (mm) Thread (mm) Type Pk Cat. No.
Jerricans, translucent, without screw caps
2 109×145×196 Translucent 34,5 45 - 1 216-5545
2,5 115×153×208 Translucent 34,5 45 UN 3H1/Y1.6/150 1 216-5352
3 115×153×240 Translucent 34,5 45 UN 3H1/Y1.6/150 1 216-5302
5 145×190×251 Translucent 40,5 50 UN 3H1/X1.9/250 1 216-0415
6 145×192×294 Translucent 34,5 45 - 1 216-5548
8 190×230×270 Translucent 34,5 45 - 1 216-5549
10 190×230×310 Translucent 40,5 50 UN 3H1/X1.9/250 1 216-5306
20 290×246×385 Translucent 48,5 60 UN 3H1/Y1.9/250 1 216-1390
30 284×320×435 Translucent 48,5 60 UN 3H1/X1.9/250 1 216-1389
Jerricans, blue, without screw caps
20 246×290×385 Blue 48,5 60 UN 3H1/X1.9/250 1 216-4315
25 246×290×450 Blue 48,5 60 UN 3H1/X1.9/250 1 216-5551
30 284×320×435 Blue 48,5 60 UN 3H1/X1.9/250 1 216-4310

Description For Thread (mm) Pk Cat. No.
Screw closure HDPE, black, with tamper evident ring and venting system
Black screw cap, HDPE, tamper evident, with venting system 2, 2,5, 3, 6 and 8 l jerricans 45 1 216-1392
Black screw cap, HDPE, tamper evident, with venting system 5 and 10 l jerricans 50 1 216-1394
Black screw cap, HDPE, tamper evident, with venting system 20/25 and 30 l jerricans 60 1 216-1393
Screw closure HDPE, black, with tamper evident ring
Black screw cap, HDPE, tamper evident 5 and 10 l jerricans 50 1 215-3370
Screw closure HDPE, red, with tamper evident ring
Red screw cap, HDPE, tamper evident 2, 2,5, 3, 6 and 8 l jerricans 45 1 216-0418
Red screw cap, HDPE, tamper evident 5 and 10 l jerricans 50 1 216-5560
Red screw cap, HDPE, tamper evident 20, 25 and 30 l jerricans 60 1 216-4312
Screw closure HDPE, natural colour, with spigot, red
Screw closure HDPE, natural colour, with spigot, red 2, 2,5, 3, 6 and 8 l jerricans 45 1 216-5562
Screw closure HDPE, natural colour, with spigot, red 5 and 10 l jerricans 50 1 216-5323
Screw closure HDPE, natural colour, with spigot, red 20, 25 and 30 l jerricans 60 1 216-4313

Jerricans, without screw caps
KAUTEX TEXTRON

HDPE, translucent or blue

Universal jerrican for industry, trade and laboratories. Ideal for packing, storage and transfer of liquids. UN 
approval for all except 2, 6 and 8 litre size.

Good chemical resistance
Temperature resistant from -40 to +110 °C
Can be fitted with a wide range of screw caps (optional)
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Capacity (l) W×D×H (mm) Colour Neck I-Ø (mm) Thread (mm) Pk Cat. No.
Jerricans with tamper evident screw caps
5 145×190×251 Translucent 40,5 50 1 216-1410
10 190×230×310 Translucent 40,5 50 1 216-1416
20 245×295×392 Blue 48 60 1 216-1424
30 284×326×427 Blue 48 60 1 216-1426

For Pk Cat. No.
Screw caps with spigot for jerricans
20 l and 30 l jerricans 1 216-1427
5 l and 10 l jerricans 1 216-1428
Screw caps for jerricans
5 l and 10 l jerricans 1 216-1429
20 l and 30 l jerricans 1 216-1470

Jerricans, narrow mouth, HDPE
Bürkle

HDPE, translucent or blue, with tamper evident screw cap

Universal jerrican for industry, trade and laboratories. Ideal for packing, storage and transfer of liquids. UN 
approval 3H1/X1.9/250 for all sizes.

Good chemical resistance
Temperature resistant from -40 to +110 °C
Can be fitted with screw caps with spigots (optional)

Capacity (l) W×D×H (mm) Colour Thread (mm) Pk Cat. No.
2,5 115×153×202 Transparent 45 1 216-5371
3 115×153×237 Transparent 45 1 216-5372
5 145×192×251 Transparent 45 1 216-5332
10 193×234×298 Transparent 45 1 216-5333
20 248×290×379 Transparent 61 1 216-5334
25 246×290×450 Transparent 61 1 216-5376
30 280×360×415 Transparent 61 1 216-5336

Jerricans, narrow neck with screw cap
HDPE, translucent

Universal canister for industry, trade and laboratories. Ideal for packaging, storage and transportation. With 
UN or Y approval.

Good chemical resistance
Temperature resistant from −40 to +110 °C
UN canister with Y approval 

Capacity (l) W×D×H (mm) Thread (mm) Type Pk Cat. No.
5 145×192×251 45 UN 3H1/Y 1.4/140 1 216-5340
10 193×234×298 45 UN 3H1/Y 1.9/200 1 216-5341
20 248×290×379 61 UN 3H1/Y 1.9/180 1 216-5308
25 248×290×444 61 UN 3H1/Y 1.9/200 1 216-5342
30 358×293×432 61 UN 3H1/X 1.8/250 1 216-5310

Jerricans, narrow neck with screw cap
HDPE, blue 

Universal jerrican for industry, trade and laboratories. Ideal for packaging, storage and transportation.

Good chemical resistance
Temperature resistant from -40 to +110 °C
UN approval
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Transport and storage containers

Capacity (l) W×D×H (mm) Description Pk Cat. No.
5 65×330×335 Without level float 1 590-0690
5 65×330×405 With level float 1 590-0795

Description Pk Cat. No.
Basic
SafetyWasteCap S 50, connections for 3× tubing 2,3/3,2 mm (1/8”) OD 1 590-0713
S-thread with large ID tube connection / leak port
SafetyWasteCap S 50, connections for 2× tubing 2,3/3,2 mm (1/8”) OD, 1× tubing  6-8 
mm ID

1 590-0715

SafetyWasteCap S 50, connections for 2× tubing 2,3/3,2 mm (1/8”) OD, 1× tubing  6-8 
mm ID, 1× anti-static port

1 590-0716

Exhaust filters and adapters
Exhaust filter S for SafetyWasteCaps, 28800 m² filtering surface 1 590-0616
Exhaust filter M for SafetyWasteCaps, 57600 m² filtering surface 1 590-0619

Compact jerricans with screw cap
SCAT Europe

PP, translucent

Narrow, space saving containers. Added stability due to ribbing.

Very good chemical and thermal resistance
Available with or without level float
Thread S 50 with screw closure

Capacity (l) Neck I-Ø (mm) W×D×H (mm) Thread (mm) Pk Cat. No.
8 44 368×305×165 63 1 216-8671
15 44 368×368×203 63 1 216-8672

Carboys, flat with spigot, Lowboys™, Nalgene®
Thermo Scientific

HDPE, translucent with PP screw cap and spigot

This flat carboy easily fits into narrow shelves or refrigerator spaces. Ideal for storing and dispensing 
reagents, titration solutions and distilled water. With a convenient integral handle for simple, safe 
transportation.

Good chemical resistance
Heat resistant from -100 to +120 °C

Stackable, max. stacking height: Three containers

Capacity (l) W×D×H (mm) Thread Pk Cat. No.
6 152×203×343 53B 1 216-8691
10 191×229×368 53B 1 216-8692
20 229×305×445 53B 1 216-8693

Jerricans, Nalgene®
Thermo Scientific

HDPE, translucent with white PP screw cap

Good stability through a large base and low centre of gravity. The spout is long enough for accurate pouring 
of liquids. With tethered sealing cap that cannot be lost. Recessed base offers additional support during 
pouring.

Good chemical resistance
Temperature resistant from −100 to +120 °C
Stable sturdy design with integral graduations in gallons and litres, leakproof closure
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Capacity (l) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Thread Pk Cat. No.
4 304 152 25 38-430 1 216-4398
8 378 195 39 53B 1 216-4399

Carboys, narrow mouth with screw caps, Nalgene®
Thermo Scientific

LDPE, translucent with white PP screw cap

Large handle makes carrying easier while wearing rubber gloves for safe handling of corrosive liquids. 
Opening offset to one side for easy, precise pouring.

Good chemical resistance
Temperature resistant from -100 to +80 °C
Leakproof

Capacity (l) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Thread Pk Cat. No.
4 304 152 25 38-430 1 216-8681
8 385 195 39 53B 1 216-8682

Carboys, narrow mouth with screw cap, Nalgene®
Thermo Scientific

PPCO, translucent with white PP screw cap

Large handle makes carrying easier while wearing rubber gloves for safe handling of corrosive liquids. Opening 
offset to one side for easy, precise pouring.

Very good chemical resistance
Temperature resistant from -20 to +121 °C, autoclavable
Leakproof

Capacity (l) W×D×H (mm) Thread Pk Cat. No.
12 191×229×368 53B 1 216-8511
25 229×305×445 53B 1 216-8512

Jerricans, fluorinated, Nalgene®
Thermo Scientific

HDPE, fluorinated with fluorinated PP screw cap

Improved retention properties and reduced solvent absorption and penetration thanks to fluorinated 
inner and outer surfaces. Fluorination improves the durability of the jerrican and reduces losses due to 
permeation. Large base and low centre of gravity provide stability. Pouring made easy with integral spout.

Resistant to most acids, alkali compounds and aggressive organic solvents
Heat resistant from −100 to +120 °C
Stable sturdy design with moulded graduations in gallons and litres, leakproof
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Capacity (l) Material W×D×H (mm) Pk Cat. No.
9 HDPE/PP 146×216×356 1 216-8611
20 HDPE/PP 219×318×381 1 216-8612
9 PPCO 146×216×356 1 216-8631
20 PPCO 219×318×381 1 216-8632
9 PC/PP 146×216×362 1 216-8651
20 PC/PP 219×318×381 1 216-8652

Carboys, wide mouth,  rectangular with spigot, Nalgene®
Thermo Scientific

HDPE, translucent, PPCO, translucent or PC, transparent

With white PP screw caps and PP spigot. Space saving rectangular shape. Calibrated in gallons and litres. 
Wide opening for easy filling and decanting or cleaning.  Sturdy stainless steel handle. The carboy made of 
PC (heat resistant up to +135 °C) is especially suitable for use in refrigerated rooms and cold chambers.

HDPE: Good chemical resistance / PPCO: Very good chemical resistance / PC: Good chemical resistance
HDPE: Heat resistant up to +120 °C / PPCO: Heat resistant up to +121 °C, autoclavable / PC: Heat 
resistant up to +135 °C, autoclavable
Leakproof closure

Capacity (l) Neck I-Ø (mm) W×D×H (mm) Pk Cat. No.
5 88 130×290×280 1 216-2852
10 88 137×310×400 1 216-2850
20 88 165×365×485 1 216-5710
30 88 240×365×485 1 216-2851

Description Pk Cat. No.
Accessories
Spigot PA, electroconductive, 3/4” inner thread nut 1 216-0944
Hose nozzle connector with O.D. 6 mm for 216-2855 1 216-2856
Hose nozzle connector with O.D. 10 mm for 216-2854 1 216-2855
Thread adapter set 3/4” 1 SET 227-1112
Compact spigot, PP, 3/4” thread 1 216-0943

Carboys, wide mouth, with screw cap
Bürkle

HDPE, translucent

Extra wide filling opening makes cleaning easier. Carrying handle and attached screw cap make it easy and 
safe to carry. The 5 and 10 litre sizes also have an air bleed valve. UV-stabilised.

Good chemical resistance
Heat resistant up to +110 °C
With threaded connector for connecting a spigot

Capacity (l) Material W×D×H (mm) Ø opening (mm) Pk Cat. No.
9 HDPE/PP 146×216×343 100 1 216-8601
20 HDPE/PP 219×318×381 100 1 216-8602
9 PP 146×216×343 90 1 216-8621
20 PP 219×318×381 90 1 216-8622

Carboys, wide mouth with screw cap, Nalgene®
Thermo Scientific

HDPE, translucent or PP, translucent with white PP screw cap

Sturdy, space saving design with indelible graduations in gallons and litres. Wide mouth for easy filling, 
emptying and cleaning. Particularly useful for handling powders and other solid substances in large 
quantities. Includes integral shoulder lugs and a sturdy, stainless steel handle.

HDPE: Good chemical resistance / PP: Very good chemical resistance
HDPE: Heat resistant up to +120 °C / PP: Heat resistant up to +135 °C, autoclavable
Leakproof
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Capacity (l) W×D×H (mm) Pk Cat. No.
9 146×216×362 1 216-5101
20 219×318×381 1 216-5102

Carboys, wide mouth, Clearboy™, Nalgene®
Thermo Scientific

PC, transparent with white PP screw cap

Ideal for storing solids and for use at extreme temperatures. Wide opening (90 mm diameter) for easy 
filling and decanting or cleaning. Calibrated in gallons and litres. Sturdy stainless steel handle.

Good chemical resistance
Thermal resistance from -135 to +135 °C, autoclavable
Light, extremely impact resistant, leakproof

Capacity (ml) Height (mm) Ø ext. (mm) Neck I-Ø (mm) Pk Cat. No.
2000 248 138 28 5 215-0351
5000 318 181 48 1 215-0352
10000 398 227 59 1 215-0353
20000 492 288 59 1 215-0354

Aspirator bottles 
PYREX®, borosilicate glass

With NS 29/32 ground side arm socket to accept spigot assemblies. 

Excellent chemical and thermal resistance
White labelling area
Unground neck to accept rubber stoppers.

ISO 4796

Spigot for side arm socket (size NS 29/32) should be ordered separately.

Capacity (l) Height (mm) Ø ext. (mm) Neck I-Ø (mm)
Neck Ø ext. 
(mm)

Pk Cat. No.

5 345 170 52,5 62,5 1 216-5745
10 425 210 52,5 62,5 1 216-5744
25 565 280 79,5 95,5 1 216-5746
50 700 350 79,5 95,5 1 216-5747

Aspirator bottles with screw cap and spigot
Kartell

HDPE, translucent with blue screw cap and tightly fitting spigot

Ideal for storing and dispensing liquids. Also recommended for use as settling bottles. Equipped with a 
carrying handle, the 25 and 50 litre sizes have two carrying handles.

Good chemical resistance
Heat resistant up to +80 °C (+120 °C for short periods)
Heavy walled, very tough, a deeper closure with insert seal increasing leakproof performance
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Capacity (ml) Pk Cat. No.
5000 1 215-0968
10000 1 215-0969

Aspirator bottles with screw cap and spigot
HDPE, translucent with red screw cap 

With tightly fitting spigot. Ideal for storing and dispensing liquids. Also recommended for use as settling 
bottles. Equipped with a carrying handle.

Good chemical resistance 
Heat resistant up to +80 °C (+120 °C for short periods) 
Thick walled, very robust

Capacity (ml) Cap size (mm) W×H (mm) Pk Cat. No.
5000 45 220×270 1 215-3161
10000 90 280×360 1 215-3162
20000 90 350×420 1 215-3163

Aspirator bottles, heavy duty, with spigot, Azlon®
SciLabware

PP, octagonal with white screw cap and heavy duty spigot

Unique shape allows easy location and efficient use of bench space. Equipped with an integral carrying 
handle and moulded graduations for easy and quick volume assessment. Caps have moulded drill guides 
for easy location of probes and feed-lines. Leakproof heavy duty spigot opens and closes in a quarter turn.

Very good chemical resistance
Autoclavable at +121 °C*
Easy to fill and pour with the offset narrow mouth

* Closures and spigots should be removed before autoclaving.

Capacity (l) Height (mm) Ø ext. (mm) Pk Cat. No.
9 250 280 1 216-1610
12 280 300 1 216-1611
17 310 340 1 216-1612

Buckets
Kartell

HDPE, white

For industrial and laboratory applications. With steel bracket and plastic grip.

Good chemical and temperature resistance
Graduated with  litre scale
With spout
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Capacity (l) Height (mm) Ø ext. (mm) Pk Cat. No.
5 240 235 1 216-1501
10 300 290 1 216-1502

Buckets
VITLAB®

HDPE, white

For industrial and laboratory applications. With handle and tight closing, transparent lid.

Good chemical and temperature resistance
Graduated with  litre scale
Without spout

Capacity (l) Height (mm) Description Ø (mm) Pk Cat. No.
Buckets, white
10 300 With spout 280 1 216-1535
15 335 With spout 316 1 216-1536
10 279 Without spout 253 1 216-1534
Buckets, grey
10 279 Without spout 253 1 216-1553

Buckets
KAUTEX TEXTRON

HDPE, white or grey

For industrial and laboratory applications. With litre scale and plastic coated steel carrying handle.

Good chemical and temperature resistance
Thick walled, very stable, durable
Available with or without spout

Capacity (l) I-height (mm) Ø int. (mm) Pk Cat. No.
0,28 88 60 10 216-4527
1,1 100 135 10 216-4528
3,0 148 170 10 216-4529
5,6 190 210 10 216-4530
11 210 270 10 216-4531
16 272 323 5 216-4532
27,5 338 373 5 216-4533

Buckets, specimen collection with lids
HDPE, white

Round shape allows economical use of space, stackable 
Handle grip for easy lifting and carrying (216-4527 and 216-4528 without handle) 
Easily removable seal-tight lids
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Capacity (l) Pk Cat. No.
10,4 1 216-0094
13,2 1 216-0095

Buckets, Nalgene®
Thermo Scientific

PP, white

Universal multipurpose bucket without spout. Nylon coated handle provides comfortable sturdy grip.

Graduated 
Very good thermal and chemical resistance 
Autoclavable

Capacity (l) Height (mm) Ø top/Ø bottom (mm) Pk Cat. No.
3 139 184/170 80 216-0793
3,8 177 184/166 75 216-0794
5,7 195 210/191 45 216-0791
10,7 264 251/226 20 216-0792

Buckets with snap-on lids
PP, opaque white

Recyclable, single-use buckets for transport and deliveries; improve working conditions by eliminating 
washing and decanting tasks. Tamper-evident, skirted lid.

Resistant to chemical products
Stackable and sturdy with plastic carrying handle
Uncapped, aseptic

Capacity (l) Height (mm) Ø ext. (mm) Pk Cat. No.
6 190 280 1 216-1520
10 250 300 1 216-1540
12 265 310 1 216-0271
15 310 325 1 216-1541

For Pk Cat. No.
Lids for bucket
Buckets 6 l 1 216-0368
Buckets 10 l 1 216-0014
Buckets 12 l 1 216-0369
Buckets 15 l 1 216-0015

Buckets
RSG Solingen

Stainless steel, rust-proof, polished finish

For use in laboratories and industry. Graduated with handle. Seamless handle tabs and smooth surfaces for 
fast, easy cleaning.

Very good chemical resistance, very good thermal resistance 
High quality, very stable 
Matching lids available optionally
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Description Capacity (l) Ø ext.×H (mm) Pk Cat. No.
Lightweight cylindrical tank, graduated, with cover 19 280×380 1 216-0317
Lightweight cylindrical tank, graduated, with cover 28 300×460 1 216-0318
Lightweight cylindrical tank, graduated, with cover 38 330×510 1 216-0319
Lightweight cylindrical tank, graduated, with cover 57 330×690 1 216-0320
Lightweight cylindrical tank, graduated, with cover 114 460×760 1 216-0321
Lightweight cylindrical tank, graduated, with cover 208 560×910 1 216-0322

Tanks, cylindrical, lightweight
Thermo Scientific

HDPE, translucent with lid

Economical tanks with graduations. With protruding rim (flange). Wall thickness ~2,4 mm. Tank 216-0322 
can also be used as an insert for 208 litre steel drums.

Good chemical resistance
Heat resistant from -100 to +120 °C
Conform to the requirements of USP VI and FDA 21 CFR 177.1520

Description Capacity (l) Ø ext.×H (mm) Pk Cat. No.
Lightweight cylindrical tank, graduated, 
with cover and spigot

19 280×380 1 216-0323

Lightweight cylindrical tank, graduated, 
with cover and spigot

28 300×460 1 216-0324

Lightweight cylindrical tank, graduated, 
with cover and spigot

38 330×510 1 216-0325

Lightweight cylindrical tank, graduated, 
with cover and spigot

57 330×690 1 216-0326

Lightweight cylindrical tank, graduated, 
with cover and spigot

114 460×760 1 216-0327

Lightweight cylindrical tank, graduated, 
with cover and spigot

208 560×910 1 216-0328

Tanks, cylindrical, with spigot, lightweight
Thermo Scientific

HDPE, translucent with HDPE lid and PP spigot

Economical tanks with graduations. With protruding rim (flange). Wall thickness ~2,4 mm.

Good chemical resistance
Heat resistant from -100 to +120 °C
Conform to the requirements of USP VI and FDA 21 CFR 177.1520

W×D×H (mm) Colour Type Description Pk Cat. No.

- Assorted -
MagLab™ series, 1 each MagRack™, MagWipe™, MagPette™, 
MagBox™

1 SET 211-0382

131×112×64 Blue MagRack™ Holds 4×50 ml and 9×15 ml tubes 1 211-0383
130×91×98 Green MagWipe™ Holds standard Kimwipes® box (110×210 mm) 1 211-0384
131×112×76 Purple MagPette™ Holds 2 pipettors 1 211-0385
130×78×102 Orange MagBox™ Holds miscellaneous accessories 1 211-0386

Storage units, MagLab™ series
Heathrow Scientific

ABS, coloured

The MagLab™ series allows common laboratory products to be organised off the benchtop. Available 
individually or as a set of four, each unit is secured by magnets that hold onto most metal surfaces.

MagRack™ holds four 50 ml tubes and nine 15 ml tubes
MagWipe™ holds a standard (11 x 21 cm) Kimwipes® box
MagPette™ holds two pipettors (fits most popular styles)
MagBox™ holds miscellaneous accessories
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Description W×D×H (mm) Colour Pk Cat. No.
1 drawer 122×133×160 White 4 216-4361
2 drawers 600×299×353 Beige 1 216-4355
3 drawers 600×197×240 Beige 1 216-4348
4 drawers 600×168×207 Beige 1 216-4356
5 drawers 600×133×164 Beige 1 216-4357
6 drawers 600×91×113 Beige 1 216-4358
9 drawers 600×62×77 Beige 1 216-4359

ABS, translucent drawers

Each element contains a number of removable transparent drawer suitable for a wide range of items.

Non toxic, suitable for use with food stuffs
Strong outer body high-impact polystyrene plastic and inner compartments from ABS plastic
Can be fixed directly to the wall

Tilt storage boxes

Capacity (l) W×D×H (mm) Colour Pk Cat. No.
1,9 235x168x72 Transparent 1 216-4346
2 275x166x61 Transparent 1 216-4347
7 365x210x125 Transparent 1 216-4349
10 410x265x125 Transparent 1 216-4326
30 542x322x216 Transparent 1 216-4370

Description Pk Cat. No.
Partitions for storage boxes
Longitudinal separator for drawer 216-4346 (1901) 1 216-4327
Transverse separator for drawer 216-4346 (1902) 1 216-4328
Semi-transverse separator for drawer 216-4346 (1903) 1 216-4329
Longitudinal separator for drawer 216-4347 (2001) 1 216-4336
Transverse separator for drawer 216-4347 (2002) 1 216-4337
Semi-transverse separator for drawer 216-4347 (2003) 1 216-4338
Longitudinal separator for drawer 216-4349 (7001) 1 216-4339
Transverse separator for drawer 216-4349 (7002) 1 216-4340
Semi-transverse separator for drawer 216-4349 (7003) 1 216-4341
Longitudinal separator for drawer 216-4326 (10001) 1 216-4342
Transverse separator for drawer 216-4326 (10002) 1 216-4343
Semi-transverse separator for drawer 216-4326 (10003) 1 216-4344

Drawers, transparent
PS, transparent

System of modular drawer cabinets. For well organised storage of many items, on shelves or at the 
workstation.

Total visibility in the drawer
Each drawer can be assembled in horizontal and vertical
Each drawer can divided with separators
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W×D×H (mm) Type Pk Cat. No.
320×390×330* 3 drawers (H = 75 mm) 1 216-1053
320×390×580 2 drawers (H = 125 mm), 2 drawers (H = 75 mm) 1 216-1099
320×390×680 4 drawers (H = 125 mm) 1 216-1106
320×390×680 2 drawers (H = 125 mm), 3 drawers (H = 75 mm) 1 216-1100
320×390×680 6 drawers (H = 75 mm) 1 216-1105
320×390×680 8 drawers (H = 45 mm) 1 216-1107

Drawer cabinets, ISIBOX
Frame white PP, drawers PS transparent

ISIBOX is a system of high quality drawer cabinets.

Good stability
Highly transparent drawers
Removable anti-fall protection and multidirectional wheels

* Without wheels

216-1099
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Description Pk Cat. No.
Workstation organiser 1 216-7999

Workstation organiser
Heathrow Scientific

Acrylic, transparent

Universal storage and dispenser box for laboratory utensils. Can be used as a mobile box or mounted on 
the wall.

Two compartments for small items with hinged lids
One compartment holds dispenser box for disposable gloves
Two compartments for Kimwipes® wipes or PARAFILM® rolls

Description Colour W×D×H (mm) Pk Cat. No.
Dispensing bin, one compartment Blue 115×155×170 1 631-0720
Dispensing bin, two compartments Green 180×155×165 1 631-0721

Dispensing bins
Acrylic

Convenient, space saving bins are ergonomically designed with large angled openings to facilitate the 
removal of items. Bins feature non skid rubber feet for added benchtop stability as well as pre-drilled holes 
to allow for wall-mounting (hardware included).

Lid tilts back into locking position to remain open for repeated use
Lid features an oversized lip to provide easy access, even to gloved hands
Green bin is supplied with a removable insert divider to allow customisation of the interior (one or two 
compartments)

Type W×D×H int. (mm) Pk Cat. No.
Large 165×152×355 1 216-2847
Small 165×152×178 1 216-2848

Storage and dispenser boxes
Brand

PMMA, white sides, transparent front

Ideal for storing and dispensing a wide variety of small parts, such as pipette tips, microtubes, disposable 
syringes, canulas, etc.

Easy top loading and convenient dispensing through the front flap
Clear front allows contents to be checked easily
Cover and front flap limit contamination by dust and other particles
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Capacity (ml) Ø ext. (mm) Height (mm) Description Pk Cat. No.

0,25 13,7 16,4
For Centrichem® 
analysers

1.000 391-1017

0,50 13,55 24,5
For Gemsaec® 
analysers

1.000 391-1018

1,5 13,8 22,6
For Technicon® 
analysers

1.000 391-1016

2,5 11 40
For Boehringer ES 
300® and ES 600® 
systems

500 391-5631

3,0 16,75 38
For Hitachi® 
analysers

1000 391-1020

Description Pk Cat. No.
Caps
Special cross cut cap for Centrifichem® and Gemsaec® analyser cups 1.000 391-1019

Sample cups for analysers
Kartell

PS, transparent



698 www.vwr.com

Containers and accessories
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Capacity (l) W×D×H (mm) Colour Pk Cat. No.
9 406×330×127 Blue 1 216-6930
9 406×330×127 Black 1 216-6931

Ice pans, rectangular
Bel-Art Products

Coloured expanded polymer

Ideal for storing and transporting temperature sensitive samples in ice, alcohol slurries, water baths and 
more.

Temperature range: –196 and +93 °C
Chemical resistant, impervious to moisture and odors, extremely robust
Durable, stackable, lightweight

Capacity (l) W×D×H (mm) Colour Pk Cat. No.
4,5 330×330×185 Black 1 216-6999
4,5 330×330×185 Blue 1 216-2822
4,5 330×330×185 Green 1 216-2823

Ice buckets with lids, Azlon®
SciLabware

Polyurethane

Excellent insulating properties suitable for use with dry ice, water ice and salt solutions.

Three colours available for better separation of work areas by colour
Octagonal shape that is stackable and stable with integral handles
Unbreakable in normal use

Capacity: 4,5 Litres

Weight: 1,2 kg

W×D×H (mm) Weight (g) Pk Cat. No.
89×165×19 227 72 216-0192
140×152×25 341 48 216-0193
140×165×25 454 36 216-0194
203×140×32 682 24 216-0195
267×140×32 909 18 216-0196

Cooling packs
Gel-filled

These packs are designed to safeguard temperature sensitive products during storage and transport. They 
can be chilled in a freezer, refrigerator or low temperature incubator. They are effective when used with 
insulated shipping containers.

Keep their shape during all stages of use: Phase changes at 0 °C and returns to gel state after thawing
Suitable for pharmaceuticals, clinical trials, diagnostic kits, chemicals and biologicals
Long lasting, high performance temperature protection

W×D×H (mm) Weight (g) Pk Cat. No.
102×114×19 199 72 216-0191
114×102×38 426 36 216-0188
102×229×38 880 18 216-0189
235×286×25 1590 12 216-0190

Cooling packs
Semi-rigid foam

For limited space, they never lose their shape, when freezing, when in use, or when thawing. Available in 
a range of sizes and suitable for use during storage and transport. Each cooling pack is vacuum-sealed for 
consistent weight and shape.

Phase changes at 0 °C
Returns to foam state after thawing
Keep their shape during all stages of use, reusable
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Cooling containers

Description Weight (g) Pk Cat. No.
Ice packs 400 40 216-1168
Ice packs 750 20 216-1169
Ice packs 1000 20 216-1170

Ice packs
Gel-filled plastic case

These robust ice packs are suitable for cooling products in cold boxes, pouches or packages. The gel ensures 
constant and reliable cooling.

Non toxic for use with foodstuffs
Suitable for heavy loads 
Adapted to rough transport conditions 
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Stoppers, caps and accessories

NS Height (mm) Pk Cat. No.
10/19 31 1 217-0210
14/23 34 1 217-0211
19/26 38 1 217-0212
24/29 44 1 217-0213
29/32 47 1 217-0214
34/35 51 1 217-0215

Stoppers for standard ground joints
PTFE, solid

Greaseless closure, which prevents ground joints from seizing. With inclined, circumferential sealing lips for 
better sealing and reduced risk of breakage. Easily detachable. With ergonomically shaped grip.

Very good chemical resistance 
Gas, liquid and vacuum-tight 
Temperature resistant from –200 to +300 °C

NS Pk Cat. No.
7/16 1 217-9261
10/19 1 217-9262
12/21 1 217-9263
14/23 1 217-9265
19/26 1 217-9266
24/29 1 217-9268
29/32 1 217-9270
34/35 1 217-9172
45/40 1 217-9174
60/46 1 217-9175

Stoppers for standard ground joints
Brand

PP or LDPE

Hollow, with sealing ribs and square or octagonal grip.

Good chemical resistance, PP stoppers are autoclavable (+121 °C) 
Sealing rings for tight, leakproof fit 
Square grip (up to sizes 29/32, PP) or octagonal grip (sizes 34/35 and larger, LDPE) for easy release and 
removal of the stopper

Ø bottom (mm) Colour Pk Cat. No.
13 Blue 1.000 217-0098
13 Green 1.000 217-0099
13 Grey 1.000 720-0551
13 Lavender 1.000 217-0100
13 Natural 1.000 217-0101
13 Red 1.000 720-0552
13 Yellow 1.000 217-0102
16 Blue 1.000 217-0103
16 Green 1.000 217-0104
16 Grey 1.000 720-0553
16 Lavender 1.000 217-0105
16 Natural 1.000 720-0554
16 Red 1.000 720-0555
16 Yellow 1.000 217-0106

Stoppers, press down, VACUCAP™
LDPE, coloured

Ideal closures for glass and plastic reagent, sample and culture tubes.

Flexible to protect from aerosols or highly infectious microorganisms. Samples are protected from 
cross-contamination and the work environment from infection due to leaks. The double flanged seal 
guarantees a tight and impermeable fit for a wide range of applications, including centrifuging.

Disposable seals are an inexpensive alternative to standard seals
Double flanged seal for an impermeable, secure fit
Colour coded for sample identification
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Stoppers, caps and accessories

NS Type Pk Cat. No.
Drip tip
7/16 With drip tip 1 217-9101
10/19 With drip tip 1 217-9102
12/21 With drip tip 1 217-9103
14/23 With drip tip 1 217-9105
19/26 With drip tip 1 217-9106
24/29 With drip tip 1 217-9108
29/32 With drip tip 1 217-9110
34/35 With drip tip 1 217-9112
45/40 With drip tip 1 217-9114
Clear glass
10/19 Clear glass 1 217-9122
12/21 Clear glass 1 217-9123
14/23 Clear glass 1 217-9125
19/26 Clear glass 1 217-9126
24/29 Clear glass 1 217-9128
29/32 Clear glass 1 217-9130
34/35 Clear glass 1 217-9132
45/40 Clear glass 1 217-9134
60/46 Clear glass 1 217-9135
Amber glass
12/21 Amber glass 1 217-9143
14/23 Amber glass 1 217-9145
19/26 Amber glass 1 217-9146
24/29 Amber glass 1 217-9148
29/32 Amber glass 1 217-9150
34/35 Amber glass 1 217-9152
45/40 Amber glass 1 217-9154

DURAN®, clear DIN 12252, hollow, hexagonal grip, with drip tip
DURAN®, clear, DIN 12252, solid, from NS 29/32 semi-hollow, octagonal grip
DURAN®, amber, DIN 12252, solid, from NS 29/32 semi-hollow, octagonal grip

Very good chemical resistance
High temperature resistance
Minimal thermal expansion
Autoclavable

Stoppers for standard ground joints
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Stoppers, caps and accessories

NS Type Pk Cat. No.
7/16 Clear glass 5 217-0023
10/19 Clear glass 5 201-0528
12/21 Clear glass 5 201-0529
14/23 Clear glass 5 201-8672
19/26 Clear glass 5 201-8674
24/29 Clear glass 5 201-8675
29/32 Clear glass 5 201-0530
34/45 Clear glass 5 201-2376
45/40 Clear glass 2 201-0531

Stoppers for standard ground joints
PYREX®, borosilicate glass

Hollow blown construction to reduce weight. Side indentations to provide finger grip. Top of stopper is flat 
or slightly concave allowing them to be stood on end and avoid contamination of the ground surface.

Very good chemical resistance 
High temperature resistance
Minimal thermal expansion
Autoclavable

ISO 383

Height (mm) Ø bottom (mm) Ø  top (mm) Pk Cat. No.
15,0 3,5 6,5 10 217-9431
20,0 5,0 9,0 10 217-9432
20,0 8,0 12,0 10 217-9433
20,0 10,5 14,5 10 217-9434
20,0 12,5 16,5 10 217-9435
20,0 14,0 18,0 10 217-9436
25,0 17,0 22,0 10 217-9437
30,0 18,0 24,0 10 217-9438
30,0 21,0 27,0 10 217-9439
30,0 23,0 29,0 5 217-9440
30,0 26,0 32,0 5 217-9441
30,0 29,0 35,0 5 217-9442
35,0 31,0 38,0 5 217-9443
40,0 36,0 44,0 5 217-9444
40,0 41,0 49,0 5 217-9445

Stoppers, rubber, conical
Natural rubber, grey

Elastic, floats, non toxic.

Excellent sealing and good adhesion 
Good chemical resistance

Resistant from -25 to +70 °C (+120 °C in moist heat)

Hardness (Shore durometer A): 40

DIN 12871
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Stoppers, caps and accessories

Height (mm) Ø bottom (mm) Ø  top (mm) Pk Cat. No.
20,0 4,0 8,0 100 217-0008
20,0 4,0 8,0 50 217-0537
20,0 5,0 9,0 100 217-0009
20,0 5,0 9,0 50 217-0538
20,0 8,0 12,0 50 217-0010
20,0 10,5 14,5 50 217-0011
20,0 12,5 16,5 50 217-0112
20,0 14,0 18,0 25 217-0539
20,0 14,0 18,0 50 217-0113
25,0 17,0 22,0 25 217-0541
25,0 17,0 22,0 50 217-0114
30,0 18,0 24,0 10 217-0542
30,0 18,0 24,0 50 217-0115
30,0 21,0 27,0 10 217-0544
30,0 21,0 27,0 50 217-0116
30,0 23,0 29,0 50 217-0117
30,0 26,0 32,0 10 217-0545
30,0 26,0 32,0 50 217-9426
30,0 29,0 35,0 10 217-0546
30,0 29,0 35,0 20 217-0118
35,0 31,0 38,0 10 217-0547
35,0 31,0 38,0 25 217-0119
35,0 34,0 41,0 5 217-0549
35,0 34,0 41,0 20 217-0120
40,0 36,0 44,0 5 217-0551
40,0 36,0 44,0 20 217-0121
40,0 41,0 49,0 5 217-0552
40,0 41,0 49,0 10 217-0122
40,0 47,0 55,0 5 217-0554
40,0 47,0 55,0 10 217-0123
45,0 50,5 59,5 5 217-0555
45,0 50,5 59,5 10 217-0124
45,0 56,0 65,0 5 217-0125
50,0 60,0 70,0 5 217-0126
55,0 64,5 75,5 1 217-0127
60,0 71,0 83,0 1 217-0128
65,0 79,0 92,0 5 217-0129
65,0 87,0 100,0 3 217-0130
65,0 94,0 107,0 1 217-0131

Stoppers, rubber, conical
Saint-Gobain

Natural rubber, grey-blue

Highly elastic, for perfect sealing and adhesion.

Resistant to common laboratory chemicals
Provides a perfect seal and exceptional bonding
Solid form (with hole or pre-perforated available on request)

Resistant to temperatures from -5 to +70 °C (+120 °C in humid atmosphere)

DIN 12871
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Stoppers, caps and accessories

Height (mm) Ø bottom (mm) Ø  top (mm) Pk Cat. No.
17,5 6,0 10,0 50 217-9476
19,0 3,0 7,0 50 217-0509
19,0 9,0 12,0 50 217-0511
19,0 10,0 14,0 50 217-9465
19,0 12,0 15,0 25 217-0513
21,0 13,0 16,0 25 217-0515
21,0 14,0 17,0 25 217-0516
23,0 16,0 19,0 250 217-9477
25,0 11,0 16,0 25 217-0514
25,0 12,0 18,0 25 217-0517
25,0 18,0 21,0 150 217-9478
28,0 19,0 23,0 100 217-9479
32,0 24,0 29,0 50 217-9485
34,0 26,0 32,0 50 217-9486
36,0 28,0 34,0 50 217-9472
41,0 31,0 37,0 25 217-9473
43,0 34,0 40,0 25 217-9487
45,0 36,0 43,0 25 217-9488
49,0 40,0 49,0 20 217-9489
51,0 46,0 55,0 20 217-9474
56,0 50,0 61,0 1 217-0531
61,0 54,0 63,0 1 217-0532
65,0 61,0 71,0 1 217-0533
65,0 69,0 84,0 1 217-0534
67,0 80,0 100,0 1 217-0535
85,0 100,0 130,0 1 217-0536

Stoppers, rubber, long series with slight taper 
Saint-Gobain

Natural rubber, grey-blue

Highly elastic, for perfect sealing and adhesion.

Resistant to common laboratory chemicals
Provides a perfect seal and exceptional bonding
Solid form (with 1 hole available on request)

Resistant to temperatures from -5 to +70 °C (+120 °C in humid atmosphere)

Height (mm) Ø bottom (mm) Ø  top (mm) No. of holes Hole Ø (mm) Pk Cat. No.
20,0 8,0 12,0 1 4,0 50 217-0132
20,0 10,5 14,5 1 4,5 50 217-0133
20,0 14,0 18,0 2 4,5 50 217-0134
25,0 17,0 22,0 3 4,5 50 217-0135
30,0 18,0 24,0 3 5,0 50 217-0136
30,0 18,0 24,0 3 5,0 100 217-0557
30,0 21,0 27,0 5 6,0 50 217-0137
30,0 26,0 32,0 5 6,0 50 217-0138
30,0 29,0 35,0 5 6,5 20 217-0139
35,0 31,0 38,0 5 6,5 20 217-0140
35,0 34,0 41,0 5 6,5 20 217-0141
40,0 36,0 44,0 5 6,5 20 217-0142
40,0 41,0 49,0 5 6,5 20 217-0143
40,0 47,0 55,0 5 7,0 10 217-0144
45,0 50,5 59,5 5 9,0 10 217-0145
45,0 56,0 65,0 5 9,5 5 217-0146
50,0 60,0 70,0 5 10,0 5 217-0147
55,0 64,5 75,5 5 11,5 5 217-0148
60,0 71,0 83,0 5 11,5 1 217-0149
65,0 79,0 92,0 5 11,5 5 217-0150
65,0 87,0 100,0 5 11,5 3 217-0152

Stoppers, rubber, conical, pre-drilled
Saint-Gobain

Natural rubber, grey-blue

Highly elastic, for perfect sealing and adhesion.

Resistant to common laboratory chemicals
Provide a perfect seal and exceptional bonding
With pre-drilled holes

Resistant to temperatures from -5 to +70 °C (+120 °C in humid atmosphere)

DIN 12871
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Stoppers, caps and accessories

Height (mm) Ø bottom (mm) Ø  top (mm) Hole Ø (mm) Pk Cat. No.
20,0 10,5 14,5 3,0 1 217-9454
20,0 12,5 16,5 3,0 1 217-9455
20,0 14,0 18,0 3,0 1 217-9456
25,0 17,0 22,0 4,0 1 217-9457
30,0 18,0 24,0 4,0 1 217-9458
30,0 21,0 27,0 5,0 1 217-9459
30,0 23,0 29,0 5,0 1 217-9460
30,0 26,0 32,0 6,0 1 217-9461
30,0 29,0 35,0 6,0 1 217-9462
35,0 31,0 38,0 7,0 1 217-9463

Stoppers, rubber, conical, with one hole
Natural rubber, grey

Highly elastic, for perfect sealing and adhesion. Pre-drilled.

Resistant to common laboratory chemicals

Provide a perfect seal and exceptional bonding
With pre-drilled hole

Withstands temperatures from -25 to +70 °C (+120 °C in humid atmosphere)

Hardness (Shore durometer A): 40

DIN 12871

Ø bottom (mm) Pk Cat. No.
7,1 100 217-0182
10,2 50 217-0183
12,7 50 391-2257
14,9 20 391-2258
15,9 20 217-0184
19,4 20 391-2259
23,7 10 217-0185
30,7 5 217-0186

Stoppers, rubber, with fold over skirts
Saint-Gobain

Natural rubber, white

The stoppers guarantee absolute impermeability, even when the edges of the tubes or glass, metal or 
plastic containers to be sealed are imperfect. They can be punctured and resealed after sampling, even 
after several uses.

Outstanding sealing and protection from the outside atmosphere
Suitable for puncturing
Economical

Type Height (mm) Ø bottom (mm) Ø  top (mm) Pk Cat. No.
Turnover 17,0 14,0 15,5 100 217-0719
Turnover 25,0 9,5 11,2 100 217-0720
Turnover 29,0 12,5 13,2 100 217-0721
Turnover 37,0 17,5 18,2 100 217-0722
Turnover 45,0 20,5 22,5 100 217-0723

Stoppers, rubber, Suba-Seal
Turnover stoppers create a very effective double seal for narrow aperture containers. External serrations create an excellent internal seal with the flexible turnover 
sleeve creating a secure seal on the container’s outer neck. The head is easily pierced with a hypodermic needle.

No smell or taste
Will not yellow over time
Higher tear strength with less vulnerability to splitting or mechanical damage
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Stoppers, caps and accessories

Height (mm) Ø bottom (mm) Ø  top (mm) Pk Cat. No.
19,0 9,0 12,0 10 217-0171
19,0 10,0 14,0 10 217-0172
19,0 12,0 15,0 10 217-0173
21,0 14,0 17,0 10 217-0174
23,0 16,0 19,0 5 217-0175
25,0 18,0 21,0 5 217-0176
28,0 19,0 23,0 5 217-0177
30,0 22,0 26,0 5 217-0178
32,0 24,0 29,0 5 217-0179
34,0 26,0 32,0 2 217-0180
36,0 28,0 34,0 2 217-0181

Stoppers, conical, Iso-Versinic®
Saint-Gobain

Fluoroelastomer Viton®

Excellent chemical resistance, even at high temperatures.

Resistant to many acids and aggressive chemicals even in high concentrations and at high temperatures, 
particularly hydrocarbons, oils and strong acids, aromatic and chlorinated solvents 
Convenient pack sizes

Temperature resistant from -20 to +200 °C (up to +300 °C for short periods)

Height (mm) Ø bottom (mm) Ø  top (mm) Pk Cat. No.
16,0 5,0 7,0 10 391-2100
16,0 6,0 8,0 10 391-2101
16,0 7,0 9,0 10 391-2102
20,0 8,0 10,5 10 391-2103
20,0 9,0 11,5 10 391-2104
20,0 10,0 12,5 10 391-2105
24,0 11,0 14,0 10 391-2106
24,0 13,0 16,0 10 391-2108
24,0 15,0 18,0 10 391-2109
26,0 17,0 20,5 10 391-2111
28,0 19,0 22,5 10 391-2112
28,0 21,0 24,5 10 391-2113
28,0 23,0 26,5 10 391-2115
28,0 25,0 28,5 10 391-2116
32,0 27,0 31,0 10 391-2117
32,0 29,0 33,0 10 391-2118
35,0 31,0 36,0 10 391-2119
38,5 33,0 38,5 10 391-2120
38,5 35,0 40,5 10 391-2121
38,5 37,0 42,5 10 391-2123
42,0 41,0 47,0 10 391-2126
42,0 43,0 49,0 10 391-2127
42,0 45,0 51,0 1 391-2128
42,0 49,0 55,0 1 391-2129
45,5 53.0 59.5 1 391-2130
49,0 57.0 64.0 1 391-2131
49,0 62.0 69.0 1 391-2132
49,0 67.0 74.0 1 391-2133
49,0 71.0 78.0 1 391-2134
54,0 75.0 85.0 1 391-2135
54,0 79.0 89.0 1 391-2136
54,0 86.0 96.0 1 391-2137
54,0 92.0 102.0 1 391-2138
54,0 99.0 109.0 1 391-2139
63,5 105.0 116.5 1 391-2140

Stoppers, red rubber
Solid, red rubber stoppers conforming to BS 2775. Highly elastic, for perfect sealing and adhesion.

Resistant to common laboratory chemicals

Provides a perfect seal and exceptional bonding
Solid form (pre-drilled holes available on request)

Resistant to temperatures from -5 to +70 °C (120 °C in humid atmosphere)
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Stoppers, caps and accessories

Size Height (mm) Ø bottom (mm) Ø  top (mm) Pk Cat. No.
000 13,0 8,5 10,0 25 217-0560
0 19,0 9,0 12,0 25 217-0562
1 19,0 12,0 15,0 50 217-9493
2F 21,0 13,0 16,0 25 217-9494
2 21,0 14,0 17,0 25 217-9475
3 23,0 16,0 19,0 100 217-0568
4 25,0 18,0 21,0 100 217-9496
5 28,0 19,0 23,0 50 217-0570
6 30,0 22,0 26,0 50 217-9497
7 32,0 24,0 29,0 50 217-0572
8 34,0 26,0 32,0 25 217-9469
10 41,0 31,0 37,0 25 217-9498
11 43,0 34,0 40,0 1 217-0576
12 45,0 36,0 43,0 1 217-0577
13 49,0 40,0 49,0 1 217-0578
14 51,0 46,0 55,0 1 217-0579
15 56,0 50,0 61,0 1 217-0580
16 61,0 54,0 63,0 1 217-0581
17 65,0 61,0 71,0 1 217-0582
18 65,0 69,0 84,0 1 217-0583
19 67,0 80,0 100,0 1 217-0584

Stoppers, slightly conical, Versilic®
Saint-Gobain

Silicone, non toxic

Biologically neutral, good chemical resistance
Odourless and tasteless
Resistant to ageing, ozone and repeated sterilisation

Temperature resistant from -60 to +200 °C (briefly up to +220 °C)

Height (mm) Ø bottom (mm) Ø  top (mm) No. Pk Cat. No.
20,0 4,0 8,0 8D 50 217-0153
20,0 5,0 9,0 10D 50 217-0154
20,0 8,0 12,0 13D 50 217-0155
20,0 10,5 14,5 15D 50 217-0156
20,0 12,5 16,5 16D 50 217-0157
20,0 14,0 18,0 18D 20 217-0158
25,0 17,0 22,0 21D 20 217-0159
30,0 18,0 24,0 24D 20 217-0160
30,0 21,0 27,0 27D 10 217-0161
30,0 23,0 29,0 29D 10 217-0162
30,0 26,0 32,0 31D 10 217-0163
30,0 29,0 35,0 34D 5 217-0164
35,0 31,0 38,0 38D 5 217-0165
35,0 34,0 41,0 41D 5 217-0166
40,0 36,0 44,0 45D 5 217-0167
40,0 41,0 49,0 49D 2 217-0168
40,0 47,0 55,0 54D 2 217-0169
45,0 50,5 59,5 60D 2 217-0170

Stoppers, conical, Versilic®
Saint-Gobain

Silicone, non toxic

Biologically neutral, good chemical resistance 
Suitable for use with foodstuffs in accordance with FDA  
Resistant to ageing, ozone and repeated sterilisation

Resistant to temperatures from -60 to +200 °C (up to +220 °C for short periods)

DIN 12781
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Stoppers, caps and accessories

Ø bottom (mm) Pk Cat. No.
7,1 100 391-2260
10,2 50 217-0187
12,7 50 217-0188
14,9 20 217-0189
15,9 20 217-0190
19,4 20 217-0191
23,7 10 391-2261
30,7 5 391-2262

Stoppers, Versilic®, with fold over skirts
Saint-Gobain

Silicone, translucent

The stoppers guarantee absolute impermeability, even when the edges of the tubes or glass, metal or 
plastic containers to be sealed are imperfect. They can be punctured and resealed after sampling, even 
after several uses. Biologically neutral, good chemical resistance.

Outstanding sealing and protection from the outside 
Can be perforated and autoclaved 
Resistant to ageing, ozone and repeated sterilisation

Resistant to temperatures from -60 to +220 °C (up to +250 °C for short periods)

Height (mm) Ø bottom (mm) Ø  top (mm) Pk Cat. No.
16 3 6 10 217-1011
17 6 9 10 217-1012
18 7 10 10 217-1013
20 8 11 10 217-1014
20 9 12 10 217-1015
22 10 13 10 217-1016
22 12 15 10 217-1017
22 14 17 10 217-1018
22 16 19 10 217-1019
26 18 22 10 217-1020
27 20 24 10 217-1021
27 22 26 10 217-1022
27 24 28 10 217-1023
27 26 30 10 217-1024
27 28 32 10 217-1025

Stoppers, cork, conical
Natural cork, A1 quality

Lightweight, tough 
Easy to drill holes into 
Very economical
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Description Tube Ø (mm) Pk Cat. No.
Set of 3 cork borers 5 - 7,5 1 217-9694
Set of 6 cork borers 5 - 11,25 1 235-0111
Set of 9 cork borers 5 - 15 1 217-9690
Set of 12 cork borers 5 - 18,75 1 235-0113
Set of 15 cork borers 5 - 22 1 217-0508
Set of 18 cork borers 5 - 26,25 1 217-9691
Cork borer sharpener 1 217-9692

Brass, nickel plated, with handles and ejector

For manual boring of cork plugs 
Easy to clean 
Also available, cork drill sharpener compatible with all sets

Cork drilling kits
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Filling and dispensing
Funnels and accessories

Funnel O-Ø (mm) Stem O-Ø (mm) Length (mm) Stem length (mm) Pk Cat. No.
30 6 52 29 1 221-0130
35 6 60 34 1 221-0131
40 6 68 40 1 221-0132
45 6 80 44 1 221-0133
50 7 90 50 1 221-1135
55 8 90 53 1 221-0134
60 8 125 60 1 221-1137
70 8 125 65 1 221-0135
80 9 90 25 1 221-1166
80 8 140 76 1 221-1139
100 9 100 25 1 221-1165
100 10 170 95 1 221-0126
120 10 210 120 1 221-0127
150 16 245 145 1 221-0128
200 24 295 150 1 221-0129

Funnels with short stem
Soda-lime glass

With smooth internal walls.

Good chemical and physical properties
Not suitable for applications involving high thermal stress
Quick and easy to clean

DIN ISO 4798

Funnel O-Ø (mm) Stem O-Ø (mm) Stem length (mm) Pk Cat. No.
35 6 35 1 221-1111
45 6 45 1 221-1112
55 8 55 1 221-1113
70 8 70 1 221-1114
80 10 80 1 221-1115
100 10 100 1 221-1116
120 16 120 1 221-1120
150 16 150 1 221-1117
200 26 175 1 221-1118
300 30 175 1 221-1119

Funnels with short stem
DURAN Group

DURAN®, borosilicate glass

With smooth internal walls.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

DIN ISO 4798 (exept 221-1112/221-1114/221-1120/221-1118 and 221-1119)

Funnel O-Ø (mm) Stem O-Ø (mm) For filter Ø (mm) Stem length (mm) Pk Cat. No.
35 8 45 - 55 35 10 221-0003
45 8 55 - 70 45 10 221-0004
70 8 70 - 90 55 10 221-0017
80 8 90 - 150 80 10 221-0005
105 10 150 - 185 100 1 221-0006
125 12 185 - 240 125 1 221-0020
150 16 240 - 270 150 1 221-0007
200 24 320 - 385 175 1 221-0008

Funnels with short stem
PYREX®, borosilicate glass 

With smooth internal walls.

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes
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Funnels and accessories

Stem O-Ø (mm) Stem length (mm) Pk Cat. No.
65 150 2 221-0172
80 150 2 221-0173
110 180 2 221-0174

Funnels with long stem
Borosilicate glass, grade 3.3

With smooth internal walls. 

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes

ISO 4798

Funnel O-Ø (mm) Stem O-Ø (mm) Stem length (mm) Pk Cat. No.
55 6 150 1 221-0142
70 6 150 1 221-0143
80 6 150 1 221-1181

Funnels with long stem
DURAN Group

DURAN®, borosilicate glass

With smooth internal walls. Cone angle 60°. 

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

DIN ISO 4798 (except 221-0143 and 221-1181)

Funnel O-Ø (mm) Stem length (mm) Stem O-Ø (mm) Pk Cat. No.
65 150 9 1 221-1711
80 150 9 1 221-1712
110 180 9 1 221-1713

Funnels, analytical
DURAN Group

DURAN®, borosilicate glass

For rapid filtration.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes
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Funnel O-Ø (mm) Stem O-Ø (mm) Length (mm) Stem length (mm) Pk Cat. No.
PP
55 7,4/4,3 71,3 27,1 100 221-0252
65 7,4/4,3 74,4 22,7 100 221-0251
PS
55 7,4/4,3 71,3 27,1 100 221-0253

Funnels with short stem, disposable
PP or PS

Suitable for use with standard filter paper.

Good chemical resistance
Good temperature resistance
PP funnels are autoclavable

Funnel O-Ø (mm) Length (mm) Pk Cat. No.
80 80 1 221-1263
100 100 1 221-1521
120 126 1 221-1522
140 154 1 221-1523
180 180 1 221-1524
220 230 1 221-1525
260 240 1 221-0080
310 280 1 221-0081
420 360 1 221-0082

Funnels with short stem
Kartell

HDPE, translucent

With smooth internal walls. Robust and strong. Multipurpose funnel for a wide variety of uses. Suspension 
eye for easy storage.

Good chemical resistance 
With raised lip to prevent overflowing 
External ribs for unobstructed removal of air when filtering

I-Ø top (mm) Stem O-Ø (mm) Length (mm) Pk Cat. No.
80 9 80 10 221-0037
100 11 102 10 221-0038
120 12 121 10 221-0039
140 13 141 5 221-0040
180 17 181 5 221-0041
230 21 226 5 221-0042
245 24 239 1 221-0168
290 27 277 1 221-0044
360 36 351 1 221-0045

Funnels, industrial, Azlon®
SciLabware

HDPE, translucent

With smooth internal walls. Multipurpose funnel for a wide variety of uses. Suspension eyelet for easy 
storage.

Good chemical and temperature resistance
Robust, rigid design
Feature straight sided upper position to prevent spillage
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Funnel O-Ø (mm) Material Stem O-Ø (mm) Length (mm) Pk Cat. No.
200 PP 22 200 1 221-1411
250 PP 30 260 1 221-1412
350 PP 35 440 1 221-1413
400 HDPE 42 365 1 221-1414
430 HDPE 37 420 1 221-1415

Description Pk Cat. No.
Accessories
Mesh, Ø 50 mm, for funnels 221-1411 and 221-1412 1 221-1416

Funnels, drum
VITLAB®

PP or HDPE, translucent

For filling containers with large quantities of liquid or powdered substances quickly.

Very good (PP) or good (HDPE) chemical resistance 
Filter insert made from stainless steel and aluminium is available separately for 200 and 250 mm sizes. 
Quick and easy to clean

Funnel O-Ø (mm) Stem O-Ø (mm) Stem length (mm) Pk Cat. No.
30 5 25 6 221-0152
40 5 35 6 221-0153
50 9 43 1 221-0154
75 10 55 1 221-0155
100 13 77 1 221-0156
120 14 90 1 221-0157
150 17 95 1 221-0158

Funnels with short stem
VITLAB®

PP, translucent

With smooth interior surfaces.

Very good chemical resistance 
Autoclavable 
Suitable for use with standard filter paper

Funnel O-Ø (mm) Stem length (mm) Stem O-Ø (mm) Length (mm) Pk Cat. No.
35 49,3 6,3 75,8 12 221-0243
45 52,0 7,1 84,6 12 221-0244
55 59,5 7,1 103,4 12 221-0245
65 61,4 6,4 111,7 12 221-0246
75 76,3 6,8 139,4 6 221-0247
90 89,0 8,2 164,0 6 221-0248
100 95,4 9,1 180,0 4 221-0249
160 154,0 14,0 280,0 2 221-0250

Funnels, analytical
PP, translucent

Designed for use with standard filter paper. Cone angle 60°.

Inner ribs at an angle of 58° for rapid filtration
Outer ribs prevent air from being trapped under the filter paper
Very good chemical and temperature resistance
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Funnel O-Ø (mm) Stem length (mm) Stem O-Ø (mm) Length (mm) Pk Cat. No.
27 39 4 55 1 221-1811
37 38 5 64 1 221-1812
46 44 5 77 1 221-1813
66 63 9 112 1 221-1814
81 69 10 127 1 221-1815
100 82 11 152 1 221-1816
120 86 11 177 1 221-1520
150 115 14 230 1 221-1818
183 143 14 282 1 221-1819

Funnels, analytical
Kartell

PP, translucent

With inner and outer ribs. Cone angle 60°.

Inner ribs at an angle of 58° to accelerate the filtering process 
Outer ribs prevent air from being trapped under the filter paper 
Autoclavable

Funnel O-Ø (mm) Stem length (mm) Stem O-Ø (mm) Length (mm) Pk Cat. No.
34 52 6 78 12 221-0164
55 61 7 105 12 221-0084
66 65 7 116 12 221-0085
77 80 7 145 6 221-0086
104 99 9 183 4 221-0088
158 151 14 276 2 221-0089

Funnels, analytical, Nalgene® 
Thermo Scientific

PPCO, translucent

With inner and outer ribs. Cone angle 60°.

Inner ribs at an angle of 58° to accelerate the filtering process 
Outer ribs prevent air from being trapped under the filter paper 
Autoclavable

Funnel O-Ø (mm) Stem length (mm) Stem O-Ø (mm) Pk Cat. No.
51 150 7,5 6 221-1245
70 150 7,5 6 221-1246
100 108 10 4 221-1247
140 132 16 3 221-1243
196 160 26 2 221-1244

Funnels, analytical with long stem
Bel-Art Products

PMP, transparent

Urbanti type funnel with spiral ribs for fast filtration. This produces a whirlpool effect so that liquids flow 
through many times faster. This effect is achieved even with standard filter paper inserted in the funnel. Air 
is prevented from being trapped between the filter paper and the funnel.

Good chemical resistance
Temperature resistant up to +175 °C
Autoclavable
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Funnel O-Ø (mm) Stem O-Ø (mm) Stem length (mm) Pk Cat. No.
50 8,3 31 1 221-1000
80 13,8 50 1 221-1611
100 13,8 65 1 221-1612
120 13,8 80 1 221-1613
150 21,3 90 1 221-1614
200 21,3 90 1 221-1615
250 21,3 90 1 221-1616

Funnels with short stem
RSG Solingen

Stainless steel

Smooth internal walls. Robust and strong. Multipurpose funnel for a wide variety of uses. Suspension eye 
for easy storage.

Good chemical resistance, extremely high thermal resistance 
With air duct for discharging container air 
Autoclavable

Funnel O-Ø (mm) Stem O-Ø (mm) Stem length (mm) Pk Cat. No.
DURAN® borosilicate glass
70 22 30 1 221-1700
80 24 30 1 221-1701
100 26 30 1 221-1605
120 34 30 1 221-1702
160 35 30 1 221-1703
200 40 30 1 221-1704
Soda-lime glass
70 22 30 1 221-1513
80 24 30 1 221-0149
100 26 30 1 221-0150

Funnels, powder
DURAN Group

DURAN®, borosilicate glass or soda-lime glass

With smooth internal walls. For transferring powdery materials. Can also be used for liquids. Funnel lip is 
ground and fire-polished.

Good chemical and physical properties
Use in applications that do not involve high thermal stresses (soda-lime glass) or require good thermal 
resistance (DURAN® borosilicate glass)
Quick and easy to clean

Funnel O-Ø (mm) Stem O-Ø (mm) Stem length (mm) Pk Cat. No.
80 25 25 10 221-0002

Funnels, powder
PYREX®, borosilicate glass

Ideal for transferring powders, can also be used for liquids.

Chemically resistant glass
Minimal thermal expansion, giving relatively high resistance to temperature changes 
Quick and easy to clean
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Funnel O-Ø (mm) Stem O-Ø (mm) Stem length (mm) Length (mm) Pk Cat. No.
65 15,6 20,7 66,7 12 221-0239
80 15,8 30,0 85,2 12 221-0240
105 20,5 33,0 106,2 6 221-0241
150 26,7 33,0 136,5 4 221-0242

Funnels, powder
PP, translucent

Used for transferring powders. Also suitable for liquids.

Parallel stem minimises powder bridging
External ribs for better air evacuation
Very good chemical and temperature resistance
Autoclavable

Funnel O-Ø (mm) Stem O-Ø (mm) Stem length (mm) Length (mm) Pk Cat. No.
60 15 19 58 1 221-1531
80 15 23 78 1 221-1532
100 25 23 88 1 221-1533
120 30 28 107 1 221-1534
150 36 42 138 1 221-1535
180 43 48 167 1 221-1536

Funnels, powder
Kartell

PP, translucent

For decanting powdery materials. Also suitable for liquids. With inner and outer ribs. Cone angle 60°.

Inner ribs to accelerate the filtration process 
Outer ribs prevent air from being trapped 
Very good chemical resistance, autoclavable

Funnel O-Ø (mm) Stem O-Ø (mm) Stem length (mm) Pk Cat. No.
65 16 22 12 221-0090
79 16 29 12 221-0091
104 21 33 6 221-0092
147 27 30 4 221-0093

Funnels, powder, Nalgene®
Thermo Scientific

PPCO, translucent

For transferring powdery materials. Parallel stem prevents blockages.

Very good chemical resistance
Outer ribs prevent air from being trapped
Autoclavable
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Stem for (NS) Funnel O-Ø flat side (mm) Pk Cat. No.
14/23 40 10 241-0231
19/26 50 10 241-0232
29/32 80 5 221-0166

Funnels for conical ground joints
Brand

PP, translucent

The funnel body is flattened on the side and the end of the shaft is shaped to fit conical ground joints.

Ideal for transferring liquids or powders to multiple-neck flasks
Very good chemical resistance
Very good temperature resistance
Autoclavable
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Drum pumps - dispensing units

Description Material Flow rate (l/min) Immersion depth (mm) Tube Ø (mm) Pk Cat. No.
Siphon LDPE/PVC 9 1000 15 1 223-1513

Siphon
Bürkle

LDPE/PVC

Easy to use model designed for the rapid decanting of aqueous liquids from elevated containers to those positioned 
lower down. Operate according to the siphon principle: Liquid needs only to be primed once. Not suitable for 
decanting strong acids and alkalis.

Good view of medium through the transparent tubing
With stop valve
Ideal for the occasional decanting of liquids

Description Material Flow rate (l/min) Immersion depth (mm) Tube Ø (mm) Pk Cat. No.
Hand pump, rigid delivery 
tube

PP 4 450 10 1 223-1130

Battery pump, with hose 
reflux valve

PP/PVC 5 600 8 1 223-1000

Hand pump, with hose and 
stopcock

PP/PVC 12 700 10 1 223-0060

Hand pump, rigid delivery 
tube

PP 14 700 12 1 223-0006

Hand pump, rigid delivery 
tube

PVDF 20 700 16 1 223-1115

Hand pump, rigid delivery 
tube

PP 20 700 15 1 223-1113

Hand pump, rigid delivery 
tube

Stainless steel 26 900 18 1 223-0061

Hand pump, rigid delivery 
tube

PP 26 700 18 1 223-1112

Decanting pumps, hand action, OTAL®
Bürkle

Thanks to the simple stopper system OTAL® pumps can be used for almost all common containers. Only the 
dispensing tube comes into contact with the liquid. These are available in PP, PVDF and stainless steel 304. 
All OTAL® pumps have a stop valve, which enables simple pre-dosaging.

Hand pumps made of PP:

With universal stopper made of soft PVC, resistant to weak acids, alkalis and detergents. When the pump is 
inserted into the container the telescopic immersion tube adapts itself to the container height. This ensures 
good removal of residual liquid and means that the pump can be used with different containers.

PP delivery tubes: Resistant to weak acids, alkalis, solvents and cleaning agents

Hand pumps made of PVDF:

With universal stopper made of soft PVC, particularly suitable for acids and alkalis, but not suitable for 
strong oxidising agents. PVDF has a better chemical resistance than PP. Resistant to chlorine bleach.

PP delivery tubes: Resistant to weak acids, alkalis, solvents and cleaning agents 
PVDF delivery tubes: Specially designed for acids and alkalis, although not for highly oxidising acids and 
alkalis. Resistant to chlorine bleach lye 
Stainless steel delivery tubes: For not readily flammable liquids. With 3 additional LDPE stoppers (48-56 
mm Ø, 54-62 mm Ø, 60-68 mm Ø)

PVDF delivery tubes: Specially designed for acids and alkalis. Resistant to chlorine bleach

Hand pumps made of stainless steel:

With universal stopper made of soft PVC and stoppers made of LDPE (48 – 56 mm diameter, 54 – 62 mm 
diameter and 60 – 68 mm diameter). This pump is suitable for use with flammable liquids of VbF Hazard 
Class A III.

Stainless steel delivery tubes: For not readily flammable liquids. With three additional LDPE stoppers 
(48-56 mm diameter, 54-62 mm diameter, 60-68 mm diameter)

Hand pump with hose and stopcock:

With 1,5 m delivery tubing made of PVC with PP/PE stopcock, delivery tube made of PP and universal 
stopper made of soft PVC. The delivery tubing is particularly suitable for decanting over distance.
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Description Material Flow rate (l/min) Pk Cat. No.
Pump-it® container pump PP 8 1 223-1611

Description Pk Cat. No.
Accessories
Thread adapter, PP, yellow/blue, outer/inner: 64 mm (BSI)/ DIN 61 1 223-1614
Thread adapter, PP, black, outer/inner: 64 mm (BSI)/ DIN 60 for Mauser-Fasset 1 300-0016
Thread adapter, PP, black, outer/inner: 64 mm (BSI)/ DIN 51 1 223-0045
Thread adapter, PP, brown, outer/outer 2” coarse thread Leer/TriSure - 64mm (BSI) 1 223-0044
Thread adapter, PP, blue, outer/outer: 2” BSP / 64 mm (BSI) 1 223-0081
Thread adapter, PP, green, outer/outer: 2” coarse thread Mauser/ 64 mm (BSI) 1 223-0080
Adapter set, contains 1 each of: 223-0080, 223-0044, 223-0081, 300-0016, 223-0045 1 223-1619

Container pump, Pump-it®
Bürkle

PP with FKM gasket

For emptying containers, carboys and small barrels up to 60 litres, quickly and cleanly. Pressure is built up 
with the manually operated piston and forces the liquid out of the container. Suitable for weak acids, alkalis 
and petrochemicals.

Pump thread suitable for 64 mm diameter (BSI) thread
A set of adapters for common container threads is available
Exact dosing, no drips
For liquids with viscosity up to 1500 cps at +20 °C 
Immersion depth 100 cm

NOTE: Not suitable for use with hydrochloric acid

Description Flow rate (l/min) Immersion depth (mm) Pk Cat. No.
Container and barrel pump 
PumpMaster EPDM

8 950 1 223-1618

Container and barrel pump 
PumpMaster NBR

8 950 1 223-0097

Canister and barrel pumps, PumpMaster
Bürkle

Manual positive displacement pump for filling, emptying, and transferring liquids between canisters and 
barrels. Positive pressure is produced using a manual piston and forces the liquid out of the container. Small 
quantities of liquid can also be drained off with the drain cock. The pump is fitted onto the barrel with a 
flexible, variable diameter plug. No special thread adapters are needed.

Fits container openings with diameter from 49,5 to 60 mm 
Length of immersion tube 950 mm (immersion tube can be shortened depending on the depth of the 
container) 
For mild, aqueous liquids (with EPDM seals)
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Description Material Flow rate (ml/stroke) Immersion depth (mm) Total length (mm) Pk Cat. No.
Barrel pump with rigid 
discharge tube

PP 230 650 740 1 223-1221

Barrel pump with tubing 
and tap

PP 230 650 740 1 223-1227

Barrel pump with rigid 
discharge tube

PP 260 800 900 1 223-1222

Barrel pump with tubing 
and tap

PP 260 800 900 1 223-1228

Barrel pump with tubing 
and tap

PP 300 1000 1090 1 223-0077

Description Pk Cat. No.
Accessories
Barrel screw joint for Mauser 2”, internal thread 1 223-1262
Barrel screw joint for R2”, internal thread 1 223-1261
Barrel screw joint for Tri-Sure, internal thread 1 223-1263
Discharge tubing 1 223-1251
PVC barrel plug 1 223-1271

Description Material Flow rate (ml/stroke) Immersion depth (mm) Tube Ø (mm) Pk Cat. No.
Barrel Pump with discharge 
tube

PTFE 270 600 32 1 223-0094

Barrel pump with discharge 
tube

PTFE 400 950 32 1 223-0038

Barrel Pump with tubing 
and tap

PTFE 400 950 32 1 223-0096

Drum pumps, Ultra-pure
Bürkle

PTFE, white

Ideal for decanting high purity liquids. Materials in contact with liquid are PTFE and FEP, these enable liquids, which 
attack conventional materials such as PP and PVC to be pumped (except elemental fluorine). The stopcock made of 
PTFE prevents the escape of hazardous vapours and stops dripping.

Excellent chemical resistance 
Threaded drum connections for commercially available containers are optionally available 
Infinitely variable adjustment of pump immersion depth guaranteeing good residual extraction

!

Drum pumps
Bürkle

PP, with rigid discharge tube or flexible PVC discharge hose with stopcock

Fast simple decanting of liquids from drums, canisters and tanks. The low level base non return valve 
ensures good removal of the liquid remaining in the barrel.

Very good chemical resistance, therefore also suitable for decanting acids, alkalis and aggressive cleaning 
agents 
Delivery rate up to approximately 12 l/min 
Stepless adjustment of pump immersion depth, ensuring good residual extraction
Flexible PVC discharge hose is 1,25 m long.

!
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Description Material Flow rate (ml/stroke) Pk Cat. No.
Drum pump, gas-tight with 
universal adapter

PP 200 1 223-1412

Drum pump, gas-tight
Bürkle

PP contact parts and flexible PVC tubing

These drum pumps prevent the escape of dangerous or hazardous vapours when decanting liquids. 
The vapours produced are fed back to the decanting container from the filling container via the gas 
displacement line. The gas and liquid lines are also equipped with stop valves.

With universal adapter for container openings from 30 to 70 mm
Stepless adjustable telescopic pipe for drum depths of 400 to 670 mm

Description Material Flow rate (ml/stroke) Immersion depth (mm) Total length (mm) Pk Cat. No.
Stainless steel barrel pump Stainless steel 220 360 480 1 223-1312
Barrel pump with flexible 
hose and stopcock

Stainless steel 220 360 480 1 223-1233

Stainless steel barrel pump Stainless steel 350 570 690 1 223-1313
Barrel pump with flexible 
hose and stopcock

Stainless steel 350 570 690 1 223-1234

Stainless steel barrel pump Stainless steel 560 910 1030 1 223-1314
Barrel pump with flexible 
hose and stopcock

Stainless steel 560 910 1030 1 223-1235

Description Pk Cat. No.
Accessories
Anti-static kit 1 223-1391
Discharge tube 1 223-1237
Threaded drum connection 1 223-1361
Threaded drum connection, gas-tight 1 223-1249

Stainless steel V2A (1.4301) / AISI 304

With rigid discharge tube or flexible 1,2 m PTFE/stainless steel discharge hose with ball valve made of stainless steel. Both tube and hose can be unscrewed. 
Immersion tube diameter 32 mm. Ideal for decanting combustible and highly flammable liquids. The pump can conduct electricity and when used in conjunction 
with the anti-static kit (223-1391) fulfils the requirements for handling flammable liquids. 

NOTE: The pumps are not suitable for use with acetone.

PTFE seals ensure long-term maintenance-free usage
Delivery rate depending on length of pump approximately 220 to 560 ml/stroke
Stepless adjustment of pump immersion depth to ensure good residual extraction

Drum pumps, for combustible liquids
Bürkle

Pump with rigid discharge tube Pump with flexible hose and stopcock

!
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Description Material Flow rate (l/min) Immersion depth (mm) Pk Cat. No.
AccuOne
AccuOne barrel pump PP/Hastelloy C 0,4 - 12 500 1 300-0084
AccuOne barrel pump PP/Hastelloy C 0,4 - 12 700 1 300-0085
AccuOne barrel pump PP/Hastelloy C 0,4 - 12 1000 1 300-0086
EnergyOne
EnergyOne barrel pump PP/Hastelloy C 0,4 - 12 500 1 300-0087
EnergyOne barrel pump PP/Hastelloy C 0,4 - 12 700 1 300-0088
EnergyOne barrel pump PP/Hastelloy C 0,4 - 12 1000 1 300-0089

Description Pk Cat. No.
Accessories
Rechargeable battery without charger for Accu/EnergyOne 1 300-0090
Charger for battery Accu/EnergyOne 1 300-0091
Power supply unit including connector 1 300-0092
Drive without rechargeable battery/power supply unit 1 300-0093
Discharge tube 1 300-0094
Discharge hose with nozzle 1 300-0095
Pump station Accu/EnergyOne, submersible, length 50 mm 1 300-0096
Pump station Accu/EnergyOne, submersible, length 70 mm 1 300-0097
Pump station Accu/EnergyOne, submersible, length 100 mm 1 300-0098
Barrel screw joint for Mauser 2”, internal thread 1 223-1262
Barrel screw joint for R2”, internal thread 1 223-1261
Barrel screw joint for Tri-Sure, internal thread 1 223-1263

Drum pumps, AccuOne and EnergyOne
Bürkle

The barrel pumps AccuOne and EnergyOne with the unique hybrid system ensure fast, flexible and convenient 
filling. The pumps are equipped with two different power supply systems: AccuOne, driven by a high-performance 
rechargeable battery or EnergyOne, with a power cable for direct connection to the electrical network.

AccuOne and EnergyOne are designed for applications in which even very small amounts of liquid can be added to 
containers with narrow openings. They are made of high quality materials PP and Hastelloy C, to ensure outstanding 
chemical resistance. This also makes them suitable for dispensing acids and bases. 

The rechargeable battery or the power supply unit are fitted with a clip lock and are easily removable. The AccuOne 
can also be operated with the power supply cable unit and EnergyOne can be operated with the rechargeable 
battery. With a replacement rechargeable battery as an accessory, the user never has to wait for recharging. The 
drive can also be disconnected quickly and easily from the pump station with a clip lock. 

Unique hybrid system, rechargeable battery and power supply unit are interchangeable
The TouchPanel features a foil keyboard sealed off against dust, dirt and water
Excellent residual draining and pumping capacity
1 drive for several pump stations
Outstanding chemical resistance

AccuOne

Lithium-ion rechargeable battery
Replacement back-up battery available
Up to 600 litres of delivery volume per battery charge

EnergyOne

Unlimited filling duration
Available with power supply unit or rechargeable battery (available as accessory)
With power supply unit and fixed discharge elbow

Description Pk Cat. No.
Removal system for drums, A 1 1.01123.0001
Removal system for drums, B 1 1.01114.0001

Solvent removal systems
Removal system Model A

For manual pressurisation and removal of solvents from 10 l and 30 l drums. Pressurisation via quick 
coupling system.

Removal system Model B

For manual pressurisation and removal of solvents from 10 l and 25 l stainless steel drums. Can also be 
combined with 25 l disposable drums.

Independent of a gas supply
Utilises benefits of reusable containers 
Transfer to smaller bottles or containers
Can be used centrally as a supply system
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Description Flow rate Pk Cat. No.
Piston siphon pump for containers 10 - 60 litres 18,5/min 1 181-0306

Description Pk Cat. No.
Accessories
Adapter tri-sure for 205 litre pump 1 181-0300

Pump, piston siphon
Piston operated siphon pump. Adjustable bung allows the pump to be used with different containers.

With PE suction tube
For drums up to 205 litres

Description Flow rate (l/min) Pk Cat. No.
Suction siphon pump 6,5 1 181-0305

Pump, suction siphon
Suction operated siphon pump.

With PE suction tube 390 mm length
For drums up to 25 litres
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Description W×D×H (mm) Weight (kg) Pk Cat. No.
Geared pump drive, attached pump head, 
REGLO-Z Digital

100×178×135 1,7 1 224-0138

Geared pump drive, with pump head connected 
with 2 m drive cable, REGLO-ZS Digital

65×175×80 0,7 1 224-0137

Model REGLO-Z Digital REGLO-ZS Digital
Flow rate 1 - 3290 ml/min
IP rating IP 30
Reversible Yes
Rotation speed 50 − 5000 min-1

Geared tubing pump drives, REGLO-Z and REGLO-ZS
Ismatec

The REGLO-Z gear pump series offers a wide flow rate range with pulsation free fluid delivery and high accuracy, is 
easy to use and has a very small footprint. They are ideal for analytical and accurate dispensing applications.

Two REGLO pump models are available:
- REGLO-Z: Fixed pump head
- REGLO-ZS: Remote pump head connected via 2 m drive cable

For fluid transfer and dosing or filling applications
Flow rates from 1 ml/min to 3290 ml/min (depending on the pump head used)
Calibration functionality
Pumping by speed (rpm) or flow rate (ml/min), dispensing by volume (ml) or time (s)

Description Pk Cat. No.
Dosing pump, Simdos® 02 for liquid handling 1 224-0166

Model Simdos® 02
Flow rate (ml/min) 20
Pressure (bar) 6
Pressure height (mWS) 2 
Metered volume 30 μl − 999 ml
Permitted liquid temperature (°C) 5 − 80
Permitted ambient temperature (°C) 5 − 40
Repeat function +/−1 %
Connection Hydraulic connection UNF 1/4”-28
Protection class IP 65
W×D×H (mm) 140×87×130
Weight (kg) 0,9

Dosing pump for liquids, Simdos® 02
KNF

Fields of application: Chemistry, pharmacy, adhesives and glue, polymers and polymer coating, food 
technology research, detergents.

Simple and intuitive operation
Easy calibration
Cycle mode
Adaptable to fluid characteristics
Self priming, can run dry
Analogue and impulse control
Splashproof IP 65, small footprint
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Type Pump head Pk Cat. No.
NF 1.100 KT.18 RC (manual or external control) PP 1 181-0128
NF 1.100 KT.18 S (manual control) PP 1 181-0124
NF 1.100 TT.18 RC (manual or external control) PVDF 1 181-0129
NF 1.100 TT.18 S (manual control) PVDF 1 181-0125
NF 1.300 KT.18 RC (manual or external control) PP 1 181-0136
NF 1.300 KT.18 S (manual control) PP 1 181-0132
NF 1.300 TT.18 RC (manual or external control) PVDF 1 181-0137
NF 1.300 TT.18 S (manual control) PVDF 1 181-0133
NF 100 KT.18 RC (manual or external control) PP 1 181-0126
NF 100 KT.18 S (manual control) PP 1 181-0122
NF 100 TT.18 RC (manual or external control) PVDF 1 181-0127
NF 100 TT.18 S (manual control) PVDF 1 181-0123
NF 300 KT.18 RC (manual or external control) PP 1 181-0134
NF 300 KT.18 S (manual control) PP 1 181-0130
NF 300 TT.18 RC (manual or external control) PVDF 1 181-0135
NF 300 TT.18 S (manual control) PVDF 1 181-0131

Model NF 1.100 NF 1.300 NF 100 NF 300
Flow rate (ml/min) 0,2 - 1,3 0,5 - 3,0 0,2 - 1,3 0,5 - 3,0 
Pressure height (mWS) 60 10
Suction height (mWC) 3
Permitted liquid temperature (°C) 5 - 80
Permitted ambient temperature 
(°C)

5 - 40

Hose connection (mm) 8 12 8 12
Motor rating (W) 18 24 12 24
Protection class IP 65
W×D×H (mm) 99×130×177 104×160×190 99×130×177 104×160×190
Weight (kg) 1,0 1,5 1,0 1,5

Diaphragm liquid pumps, LIQUIPORT® series
KNF

Series NF 100, NF 1.100, NF 300, and NF 1.300

These diaphragm liquid pumps work quietly and with little vibration to pump neutral and aggressive liquids. The 
pump head assemblies which come into contact with the media are made from PP or PVDF. Valves and seals are 
made from FFPM, the diaphragms are coated with PTFE.

Good chemical resistance
Self priming
Maintenance free, protected against dry running
Standby mode
Maximum pressure limiting

S version

With adjustable displacement quantity. Manual operation.

Adjustable from 10 to 100%
Standby mode
Maximum pressure limitation

RC version

With adjustable displacement quantity, choice of manual operation or external control. This version includes all the functions of the S version, and additionally:

Analogue control, 0 - 10 V from 0 - 100%
Start/stop control TTL contacts
Output signal for error reporting
Cable for external control
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Description Pk Cat. No.
Manual control
FASTLoad Manual control peristaltic pump (UK-plug) 1 181-0180
Auto control
FASTLoad Auto control peristaltic pump (UK-plug) 1 181-0181
Programmable control
FASTLoad Programmable control peristaltic pump (UK-plug) 1 181-0182

Description Pk Cat. No.
Accessories
FASTLoad stackable pump head 1 181-0251
FASTLoad pump head 1 181-0291

The VWR FASTLoad peristaltic pump series provides highly accurate and reproducible flow rates from 0,8 ml/min up to 1312 ml/min.

3 models: Manual control, Auto control, Programmable control (all IP 40).

Variable speed/flow rate
Easy tube change due to the FASTLoad pump head
Three roller rotors
Stackable pump heads (except manual control pump)
User friendly keypad control with 2 line alpha-numeric display

Manual control

Simple manual control
Speed from 15 to 150 rpm
Replaceable brush motor

Auto control

Manual and analogue control
Speed from 10 to 250 rpm
Remote speed control, remote Stop/Start/Reverse

Programmable control

Manual, analogue and digital control
Speed: From 10 to 250 rpm
Tube size selector: 6 tube sizes
Remote speed control, remote Stop/Start/Reverse
Single or repeat dosing

Delivery information: Supplied with a RS232 computer signal interface.

Manual control
Tube ID (mm) 0,8 1,6 3,2 4,8 6,3 8
Flow rate (ml/min) 1,2−12 4,2−42 16−160 35−350 56−560 78−780
Auto and Programmable control
Tube ID (mm) 0,8 1,6 3,2 4,8 6,3 8
Flow rate (ml/min) 0,8−19 2,8−70 11−270 24−587 38−937 53−1312

Peristaltic pumps, FASTLoad series

Manual control Auto control Programmable control
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Description Channels Flow rate W×D×H (mm) Weight (kg) Pk Cat. No.
Compact micro flow pump, FH10, 10 rpm  (UK-
plug)

1 0,015 − 0,08 ml/min. 136×165×140 1,5 1 224-0075

Compact micro flow pump, FH10, 80 rpm  (UK-
plug)

1 0,12 − 0,7 ml/min. 136×165×140 1,5 1 224-0077

Compact micro flow pump, FH10, 300 rpm 
(UK-plug)

1 0,48 − 2,9 ml/min. 136×165×140 1,5 1 224-0079

Compact micro flow pump, FH15, 100 rpm 
(UK-plug)

1 0,8 − 105 ml/min. 136×165×140 1,5 1 224-0081

Compact micro flow pump, FH30, 100 rpm 
(UK-plug)

2
0,8 − 14 ml/min. per 
channel

136×165×140 1,5 1 224-0083

Model FH10 (10 rpm) FH10 (80 rpm) FH10 (300 rpm) FH15 (100 rpm) FH30 (100 rpm)

Internal Ø tubing (mm) Microbore auto-analysis tubing 0,19 − 2,79
13, 14, 16 and 25 tubing 

links
13 and 14 tubing links

IP rating IP 22
Operating temperature 
range (°C)

0 − 40

Rotation speed 1,7 − 10 13 − 80 50 − 300 50 − 100 20 − 100

Compact micro flow pumps, FH10, FH15 and FH30
Thermo Scientific

The FH10 and FH30 peristaltic pumps offer contamination free pumping in an ultra compact, 
low-maintenance design. These innovative pumps are ideal for a wide range of fluid handling needs and 
provide long term reliable service. These units are provided as complete pumping systems, consisting 
of a pump, motor and control in a stackable steel housing. They are recommended for chromatography, 
spectroscopy, lab analysers, reagent metering applications, bioreactor feed, chemistry control and pH 
control instruments.

With standard flow ranges from 0,002 ml/min to 105 ml/min., and pressures to 2,5 bar, these 
instrument-quality peristaltic pumps provide an ideal, cost effective alternative to syringe pumps.

Contamination free pumping in single or dual channel
Compact footprint, stackable
Remote Start/Stop

Certifications: UL, cUL (Power Supply) CE, RoHS, ISO9001:2008

Model FH100 FH100X
Control 4 − 20 mA; 0 − 10V; Remote/Local; Start/Stop (Input)
Internal Ø tubing (mm) 0,08/1,6/3,2/4,8/6,4/8,0 4,8/6,4/8,0/9,5

General purpose peristaltic pumps, FH100 and FH100X 
Thermo Scientific

Housing: ABS; Pumphead: GF nylon, Delrin®, stainless steel, cold-rolled steel, Buna N, polycarbonate

FH100 and FH100X peristaltic pumps are ideal general purpose pumps for high repeatability, precision 
metering, and worry free performance in a variety of life science and industrial applications. The broad 
flow range capability of these units makes them ideal for laboratory to pilot process scale-up requirements. 
Application examples are sample preparation, general and media dispensing, dilution blank, dispensing 
reagents, biopharmaceuticals, agrochemicals, oil analysis, sampling, filling, cell culture, buffer recirculation, 
chromatography, stem cell research, chemical feed and filtration.

These durable pumps handle a wide range of fluids from the highest purity to extremely caustic solutions. 
Their low profile and stackable design with a small footprint make them especially space efficient.

Contamination free pumping
Self priming
FX100 and FH100X are able to operate dry
Diverse performance range

Certifications: ETL, cETL, CE, RoHS, ISO9001:2008

Continued on next page
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Continued from previous page

Description Flow rate (ml/min) W×D×H (mm) Weight (kg) Pk Cat. No.
General purpose peristaltic pump, 
reversible, FH100 (UK-plug)

0,5 − 300 279×317×152 7 1 224-0071

General purpose peristaltic pump, 
reversible, FH100X (UK-plug)

14 − 4000 279×317×152 7 1 224-0073

IP rating IP 31
Operating temperature range (°C) 0 − 40
Reversible Yes
Rotation speed 4 − 400

Description Flow rate (ml/min) W×D×H (mm) Weight (kg) Pk Cat. No.
Dispensing peristaltic tubing pump, 
reversible, FH100D (UK-plug) 

0,5 - 300 279×317×152 7 1 132-0783

Dispensing peristaltic tubing pump, 
reversible, FH100DX (UK-plug) 

14 - 4000 279×317×152 7 1 132-0785

Model FH100D FH100DX
Internal Ø tubing (mm) 4,8 /6,4 /8,0 /9,5
IP rating IP 31
Operating temperature range (°C) 0 - 40
Reversible Yes
Rotation speed 4 - 400

Dispensing peristaltic pumps, FH100D and FH100DX
Thermo Scientific

Housing: ABS; Pumphead: GF nylon, Delrin®, stainless steel, cold rolled steel, Buna N, polycarbonate

FH100D and FH100DX peristaltic pumps are specifically designed for critical metering and dispensing 
applications; the user can pump, dispense and fill-all with one unit.

These peristaltic pumps are simple to set-up as dosing pumps, or dispensing systems by volume, time, 
or copy mode with a timed interval. The pump is also reversible, allowing for purging of transfer lines or 
emptying containers. Dispense volumes from less than 0,5 ml to more than 4000 ml.

Easy to use fluid handling system-programmable in seven languages
Low maintenance with minimum downtime; new rapid loading pump head allows tubing change in less 
than 30 sec.
Broad range of remote control options – ideal for automated process applications
Accurate, reliable control of flow and dosing; digital display of flow or aliquot volume for accurate control
Simple intuitive controls and 7 language manuals

Certifications: ETL, cETL, and CE

Model FH100M 4/6 FH100M 4/8 FH100M 8/3 FH100M 8/5 FH100M 12/6 FH100M 12/8
Cartridges 2 large 4 small 4 large 8 small 6 large 12 small

Control
0-20 mA, 40-20 mA (input)

4-20 mA (output)
Operating temperature range (°C) 0...40
Reversible Yes
Rotation speed 2-200 min-1 0,8-80 min-1

Multichannel peristaltic pumps, FH100M series
Thermo Scientific

Housing: ABS; Pumphead: GF nylon, Delrin®, stainless steel, cold-rolled steel, Buna N, polycarbonate

FH100M series peristaltic pumps provide multichannel pumping with the accuracy of flow control and 
broad flow range to efficiently service most pumping applications, including bioassays, electrophoresis, 
chromatography and pH control.

With flow ranges from 1,2 μl/min to 760 ml/min and three modes of operation: flow, timed flow and 
programmable cycle dispensing, FH100M series multichannel pumps can save considerable time and 
resources while greatly improving process efficiency. Featuring remote control of speed, pumping direction, 
and start/stop/purge, FH100M pumps are available with a wide range of interchangeable multichannel 
pump heads, drives, and tubing and can deliver up to 12 channels simultaneously. A configured FH100M 
pump system consists of a pump head, drive, and a full set of cassettes.

Three modes of operation: flow, timed flow and programmable cycle dispensing
Cassette design provides fast tubing changes
Choice of 4, 8, or 12 channel models (2, 4, and 6 channels when using the large cassettes)
Digital display of pump speed or percent of maximum speed or number of dispense cycles
Full range of remote control easily interfaces unit with automated process applications

Certifications: ETL, cETl, and CE. Compliance: RoHS and WEEE.

Continued on next page
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Description Channels Flow rate (ml/min) Rollers W×D×H (mm) Weight (kg) Pk Cat. No.
Multichannel peristaltic pump, 
FH100M 4/6 (UK-plug)

4 0,006 - 760 6 317×249×152 7 1 224-0090

Multichannel peristaltic pump, 
FH100M 4/8 (UK-plug)

4 0,006 - 760 8 317×249×152 7 1 224-0092

Multichannel peristaltic pump, 
FH100M 8/3 (UK-plug)

8 0,006 - 760 3 317×249×152 7 1 224-0094

Multichannel peristaltic pump, 
FH100M 8/5 (UK-plug)

8 0,006 - 760 4 317×249×152 7 1 224-0096

Multichannel peristaltic pump, 
FH100M 12/6 (UK-plug)

12 0,0012 - 74 6 317×249×152 7 1 224-0098

Multichannel peristaltic pump, 
FH100M 12/8 (UK-plug)

12 0,0012 - 74 8 317×249×152 7 1 224-0100

Continued from previous page

Description W×D×H (mm) Weight (kg) Pk Cat. No.
REGLO-Z Analog 100×175×135 3,6 1 224-3161

Geared tubing pump drive, REGLO-Z Analog
Ismatec

REGLO-Z Analog

Pulsation free pumping. Compact and powerful. For single channel, pulsation free transport processes, e.g. 
supply of an organic measurement solution to a laser measuring device for substance determination in a 
continuous flow procedure. Geared pump drive without dispensing function.

Flow rate: 1 - 3290 ml/min (depending on the pump head fitted)
Speed range: 50 - 5000 min-1

8 interchangeable Micropump® pump heads available
Speed setting: 1 - 99%, increment 1% via 2 digit potentiometer
Interfaces: Speed controller (0 - 5 or 0 - 10 V, 0 - 20 or 4 - 20 mA), speed output (0 - 10 kHz), start/stop

Ordering information: A geared tubing pump comprises the drive, the pump head, the magnet and 2 
tubing connection nipples. All parts must be ordered separately. Please contact us for further information 
concerning the Micropump® pump heads which suit to your needs.

!

Description Flow rate (ml/min) W×D×H (mm) Weight (kg) Pk Cat. No.
Geared pump, BVP-Z Standard 1 − 7020 155×220×260 5,7 1 224-1003

Control Speed: closed loop control for pressure independent speed
IP rating IP 30
Reversible No
Speed range (min-1) 60 - 6000

Geared tubing pump drive, BVP-Z Standard
Ismatec

BVP-Z Standard

Tough, powerful gear drive. Pulsation free pump, no dispensing function. For single channel transporting 
processes of particle free solutions under pressure, e.g. additions of reagents/solvents in organic synthesis 
on a laboratory scale.

Maintenance free
Pulseless pumping
3-digit potentiometer (for speed setting)
12 interchangeable Micropump® pump heads available
Speed setting: 1 - 99,9%, increments of 0,1% via three digit potentiometer - variable speed (no 
dispensing functions)
5,2 bar differential pressure
Interfaces: Speed control (0 - 5 or 0 - 10 V, 0 - 20 or 4 - 20 mA), speed output (0 - 10 V or 0 - 12 kHz), 
start/stop

!
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Description W×D×H (mm) Weight (kg) Pk Cat. No.
MPC-Z Standard 155×220×260 6,4 1 224-3131
MPC-Z Process 160×260×262 6,9 1 224-3132

Description Pk Cat. No.
Magnets for gear pumps
Spare magnet for REGLO-Z Analog/REGLO-Z Digital/REGLO-ZS Analog 1 224-3302
Spare magnet for MCP-Z Standard/BVP-Z Standard 1 224-3303
Spare magnet for MCP-Z Process 1 224-3301

Geared tubing pump drives, MCP-Z series
Ismatec

MCP-Z Standard

Tough, powerful gear drive with dispensing function. Microprocessor controlled. Ideal for dispensing and filling. For 
pulsation free pumping. For single channel transport and dispensing processes involving particle free solutions under 
pressure.

Flow rate: 1 - 7020 ml/min (depending on the pump head fitted)
Speed range: 60 - 6000 min-1

12 interchangeable Micropump® pump heads available
Pump heads are pre-programmed
Speed setting: min-1, increments of 1 min-1  via membrane keypad and LED display
Interfaces: Can be controlled from PC (RS232), speed control (0 - 5 or 0 - 10 V, 0 - 20 or 4 - 20 mA), speed output 

(0 - 10 V or 0 - 12 kHz), start/stop, autostart

MCP-Z Process

Suitable for industrial use, extremely robust gear drive with dispensing function. Ideal for dispensing and filling in 
dusty, damp and corrosive environments and in clean rooms (IP 65, dust proof and splash proof). For pulsation free 

pumping. For single channel transport and dispensing processes of particle free solutions in sterile environments under pressure. Can also be used for dispensing 
different reagents in unequal proportions through a mixing valve into a reactor. Stainless steel housing.

Flow rate: 1 - 7020 ml/min (depending on the pump head fitted)
Speed range: 60 - 6000 min-1

12 interchangeable Micropump® pump heads available
Pump heads are pre-programmed
Speed setting: min-1 , increments of 1 min-1  via membrane keypad and LED display
Interfaces: Can be controlled by PC (RS232), speed control (0 - 5 or 0 - 10 V, 0 - 20 or 4 - 20 mA), speed output (0 - 10 V or 0 - 12 kHz), start/stop, autostart
4 program memories for PC created application profiles; programming similar to PLC, 4 command sequences individually programmable on a PC

Delivery information: A gear pump consists of the motor drive, the pump head and magnets and 2 pipe fittings. All components must be ordered separately. 
Please contact us for further information concerning the Micropump® pump heads which suit to your needs.

Description Channels Flow rate (ml/min) Rollers W×D×H (mm) Pk Cat. No.
REGLO Analog MS-2/6-160 2 0,005 - 68 6 100×178×143 1 224-1340
REGLO Analog MS-2/8-160 2 0,004 - 57 8 100×178×143 1 224-1018
REGLO Analog MS-2/12-160 2 0,003 - 38 12 100×178×143 1 224-1013
REGLO Analog MS-4/6-100 4 0,003 - 43 6 100×190×143 1 224-1017
REGLO Analog MS-4/8-100 4 0,003 - 35 8 100×190×143 1 224-1016
REGLO Analog MS-4/12-100 4 0,002 - 24 12 100×190×143 1 224-1014

Model MS-2/6-160 MS-2/8-160 MS-2/12-160 MS-4/6-100 MS-4/8-100 MS-4/12-100
Control Remote control on/off and speed
Internal Ø tubing (mm) 0,13 − 3,17 
Rotation speed 3,2 − 160 min-1 2,0 − 100 min-1

Multichannel tubing pumps, REGLO Analog series
Ismatec

REGLO Analog series

Compact, space saving peristaltic pump without metering function. Variable speed. High reproducibility. 
Base footprint only 178×100 mm.

Two or four channels
Available with 6, 8 or 12 rollers (very low pulsation)
Click´n´go cassettes with automatic occlusion setting
Speed setting: 2 - 99%, increment 1% via 2 digit potentiometer
For three stop tubing
Interfaces: Speed control (0 - 5 or 0 - 10 V, 0 - 20 or 4 - 20 mA), speed output (2-channel: 0 - 8 
kHz/4-channel: 0 - 5 kHz), start/stop, rotating direction
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Description Channels Flow rate (ml/min) Rollers W×D×H (mm) Weight (kg) Pk Cat. No.
REGLO Digital MS-2/6-160, 1,6 - 160 min-1 2 0,003 - 68 6 100×178×135 2,0 1 224-1019
REGLO Digital MS-2/8-160, 1,6 - 160 min-1 2 0,002 - 57 8 100×178×135 2,0 1 224-1020
REGLO Digital MS-4/8-100, 1,0 - 100 min-1 4 0,002 - 35 8 100×190×135 2,1 1 224-1021
REGLO Digital MS-2/12-160, 
1,6 - 160 min-1 2 0,002 - 38 12 100×178×135 2,0 1 224-1004

REGLO Digital MS-4/12-100, 
1,0 - 100 min-1 4 0,001 - 24 12 100×190×135 2,1 1 224-1005

Multichannel tube pumps. REGLO Digital series
Ismatec

REGLO Digital series

Compact, space saving peristaltic pumps with metering function. Microprocessor. High reproducibility. 
Footprint only 178×100 mm.

Two or four channels
Available with 6, 8, or 12 rollers (very low pulsation)
Click´n´go cassettes with automatic contact pressure
Speed setting: min-1, increment 0,1 min-1  via membrane keypad with LED display
For three stop tubing
Interfaces: Controllable via PC, analogue: Speed output, speed control (0 - 5 or 0 - 10 V, 0 - 20 or 
4 - 20 mA), speed output (2-channel: 0 - 8 kHz/4-channel: 0 - 5 kHz), start/stop, rotation direction, 
autostart

Description Channels Flow rate (ml/min) Rollers W×D×H (mm) Weight (kg) Pk Cat. No.
ECOLINE VC-280 1 1,7 - 5400 2 169×256×138 5,2 1 224-1325
ECOLINE VC-360 1 0,25 - 1300 3 169×238×138 4,9 1 224-1327
ECOLINE VC-380 1 1,6 - 5000 3 169×256×138 5,3 1 224-1326

Peristaltic pumps, ECOLINE series
Ismatec

ECOLINE series

Robust, economical, powerful. For transporting and dispensing with variable flow rate. Stackable, stainless 
steel housing. Speed setting 1 - 99%, increment 1% via 2 digit potentiometer. Speed range 3,5 - 350 min-1.

ECOLINE VC-280

Flow rate: 1,7 - 5400 ml/min
Single channel
The medium and tubes are protected by two convex rollers
Replaceable rotor e.g. for low pulsation, higher flow rates or increased differential pressure
For standard tubing with 1,6 mm wall thickness
1,5 bar differential pressure

ECOLINE VC-380

Flow rate: 1,6 - 5000 ml/min
Single channel
The medium and tubing are protected by three convex rollers
Replaceable rotor e.g. for low pulsation, higher flow rates or increased differential pressure
For standard tubing with 1,6 mm wall thickness
1,5 bar differential pressure

ECOLINE VC-360

Flow rate: 0,25 - 1300 ml/min
Single channel
The medium and tubing are protected by three convex rollers
Hinged tubing bed for fast, easy tubing changing
For standard tubing with 1,6 mm wall thickness
1,5 bar differential pressure
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Description Channels Flow rate Rollers W×D×H (mm) Weight (kg) Pk Cat. No.

BVP Standard
depending on the 
mounted head

0,003 - 3700 ml/min 
depending on the 
mounted head

155×220×260 5,7 1 224-1002

BVP Process 
depending on the 
mounted head

0,003 - 3700 ml/min 
depending on the 
mounted head

155×220×260 6,9 1 224-1022

Model BVP Standard BVP Process
Control Speed control: 0 - 5 or 0 - 10 V, 0 - 20 or 4 - 20 mA
IP rating IP 30 IP 65
Reversible No
Speed range (min-1) 2,4 - 240

Peristaltic pump drive units, BVP series
Ismatec

BVP Standard and BVP Process models

BVP Standard

Sturdy, economical, powerful regulated drive unit with variable speed. Particularly suitable for long periods 
of operation. Quiet running. Double overload protection. Without dispensing function.

Pump head can be fitted without tools; more than 20 different pump heads are available for selection
Speed adjustment via 3 digit potentiometer: 1 - 99,9%, increment 0,1%
Interfaces for speed control (0 - 5 or 0 - 10 V, 0 - 20 or 4 - 20 mA), speed output (0 - 10 V DC or 0 - 12 kHz) 
and start/stop, rotation direction

BVP Process

Extremely robust, powerful drive unit with microprocessor control. Ideal for dispensing in dusty, damp and 
corrosive environments and in cleanrooms (IP 65, dust proof and splash proof). Especially suitable for long 
periods of operation. Quiet running. Double overload protection. Without dispensing function. Stainless 
steel housing.

Pump head can be fitted without tools; more than 20 different pump heads are available for selection
Speed setting: min-1, increment 0,1 min-1 via membrane keypad with LED display
Interfaces for speed control (0 - 5 or 0 - 10 V, 0 - 20 or 4 - 20 mA), speed output (0 - 10 V DC or 0 - 7,2 kHz) 
and start/stop, rotation direction, autostart

!

Description Flow rate W×D×H (mm) Weight (kg) Pk Cat. No.
Multipurpose pump, MCP Standard 0,001 - 3700 ml/min 155×220×260 6,4 1 224-1001
Programmable pump, MCP Process 0,001 - 3700 ml/min 155×220×260 6,9 1 224-1505

Model MCP Standard MCP Process
Control Speed control: 0 - 5 or 0 - 10 V, 0 - 20 or 4 - 20 mA
IP rating IP 30 IP 65
Reversible No
Speed range (min-1) 1 - 240

Peristaltic pump drive units, MCP series
Ismatec

MCP Standard and MCP Process models

MCP Standard

Robust, powerful, regulated drive unit with four memories for application-specific pump settings. Ideal for 
dispensing and filling. Especially suitable for long periods of operation. Quiet running. Double overload 
protection. Pre-programmed for tubing and pump heads.

Pump head can be fitted without tools; more than twenty different pump heads are available for selection
Rotation speed settings: min-1, resolution 0,1 min-1

Interfaces for speed control (0 - 5 or 0 - 10 V, 0 - 20 or 4 - 20 mA), speed output (0 - 10 V DC or 0 - 12 kHz) 
and start/stop, rotation direction, autostart. Can be controlled via PC-RS232

MCP Process

Suitable for industrial use, very robust, high performance drive unit. Runs programs in situ, independently 
of the PC. Four program memories for PC-programmed applications. Programming similar to PLC, four 
command frequencies individually programmable on PC. Ideal for decanting in dusty, damp and corrosive 
environments and in clean rooms (IP 65, dust proof and splash proof). Especially suitable for long periods of 
operation. Quiet running. Double overload protection. Stainless steel housing.

Pump head can be fitted without tools; more than twenty different pump heads are available for selection
Speed setting: min-1, increment 0,1 min-1 via membrane keypad with LED display
Interfaces for speed control (0 - 5 or 0 - 10 V, 0 - 20 or 4 - 20 mA), speed output (0 - 10 V DC or 0 - 7,2 
kHZ), start/stop, rotation direction, autostart and 2 universal inputs and 2 universal outputs

!
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Description Channels Flow rate (ml/min) W×D×H (mm) Weight (kg) Pk Cat. No.
IPC-4 4 0,002 - 44 175×180×130 4,6 1 224-1023
IPC-8 8 0,002 - 44 175×220×130 5,1 1 224-1024
IPC-12 12 0,002 - 44 175×260×130 5,8 1 224-1025
IPC-16 16 0,002 - 44 175×300×130 6,5 1 224-1026
IPC-24 24 0,002 - 44 175×380×130 7,9 1 224-1027
IPC-N-4 4 0,0004 - 11 175×180×130 4,6 1 224-1028
IPC-N-8 8 0,0004 - 11 175×220×130 5,1 1 224-1029
IPC-N-12 12 0,0004 - 11 175×260×130 5,8 1 224-1618
IPC-N-16 16 0,0004 - 11 175×300×130 6,5 1 224-1030
IPC-N-24 24 0,0004 - 11 175×380×130 7,9 1 224-1031
IP-4 4 0,0004 - 11 175×180×130 4,6 1 224-1032
IP-8 8 0,002 - 44 175×220×130 5,1 1 224-1602
IP-12 12 0,002 - 44 175×260×130 5,8 1 224-1603
IP-16 16 0,002 - 44 175×300×130 6,5 1 224-1604
IP-24 24 0,002 - 44 175×380×130 7,9 1 224-1033
IP-N-4 4 0,0004 - 11 175×180×130 4,6 1 224-1034
IP-N-8 8 0,0004 - 11 175×220×130 5,1 1 224-1607
IP-N-12 12 0,0004 - 11 175×260×130 5,8 1 224-1035
IP-N-16 16 0,0004 - 11 175×300×130 6,5 1 224-1036
IP-N-24 24 0,0004 - 11 175×380×130 7,9 1 224-1610

Multichannel peristaltic pumps, IP series
Ismatec

IP, IP-N, IPC and IPC-N series

Ideal for chemical analysis. Extremely high reproducibility on all channels. With planetary drive. Ideal for 
toxicological in-vitro applications, perfusion of animal tissue slices and sample collection in dissolution 
testers for solid pharmaceutical preparations. Click´n´go cassettes with automatic pressure setting, 
differential pressure up to 1 bar (depending on the tubing material). Different tubing sizes can be used for 
each channel. Small tubing diameters and/or cassettes with a pressure lever enable even higher pressures.

IP series

Very precise pumps without dispensing function.

Speed range: 0,4 - 44 min-1

Microprocessor-controlled
4, 8, 12, 16 or 24 channels
Eight actively driven stainless steel rollers
Speed setting: 1 - 100%, with increment 0,1% or in min-1 with increment 0,1 min-1 via membrane keypad and LED display
Interfaces (analogue): Speed control (0 - 5 or 0 - 10 V, 0 - 20 or 4 - 20 mA), speed output (0 - 10 V or 0 - 11 kHz), start/stop, rotation direction, autostart
For two stop tubing

IP-N series

Very precise pumps without dispensing function.

Speed range: 0,11 - 11,25 min-1

Microprocessor-controlled 
4, 8, 12, 16 or 24 channels
Eight actively driven stainless steel rollers
Speed setting: 1 - 100% or  min-1, via membrane keypad and LED display
Interfaces (analogue): Speed control (0 - 5 or 0 - 10 V, 0 - 20 or 4 - 20 mA), speed output (0 - 10 V or 0 - 11 kHz), start/stop, rotation direction, autostart
For two stop tubing

IPC series

Precise pumps with dispensing function. With standby mode (prevents tubing from drying out, e.g. overnight). Can be controlled via PC.

Speed range: 0,4 - 44 min-1

Microprocessor-controlled
4, 8, 12, 16 or 24 channels
Eight actively driven stainless steel rollers
Speed setting: 1 - 100% increment 0,1% or by flow rate in μl/min or ml/min via membrane keypad and LED display
Interfaces (analogue): Speed control (0 - 5 or 0 - 10 V, 0 - 20 or 4 - 20 mA), speed output (0 - 10 V or 0 - 11 kHz), start/stop, rotation direction, autostart
For two stop tubing

IPC-N series

Very accurate pumps with dispensing function. With standby mode (prevents tubing from drying out e.g. overnight). Can be controlled via PC.

Speed range: 0,11 - 11,25 min-1

Microprocessor-controlled
4, 8, 12, 16 or 24 channels
Eight actively driven stainless steel rollers
Speed setting: 1 - 100% increment 0,1% or by flow rate in μl/min or ml/min via membrane keypad and LED display
Interfaces (analogue): Speed control (0 - 5 or 0 - 10 V, 0 - 20 or 4 - 20 mA), speed output (0 - 10 V or 0 - 11 kHz), start/stop, rotation direction, autostart
For two stop tubing
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Filling and dispensing
Dispensing pumps

Description Channels Rollers W×D×H (mm) Weight (kg) Pk Cat. No.
Flowmaster FMT300 1 3 220×500×262 26 1 224-1000

Model FMT300
Control Speed control: (0 – 5 or 0 – 10 V, 0 – 20 or 4 – 20 mA)
IP rating IP 65
Reversible No
Speed range (min-1) 5 − 500

Single channel peristaltic pump, Flowmaster FMT300
Ismatec

Flowmaster FMT300

Ideal for transferring fluids in biotechnology applications and the pharmaceutical, food and beverage 
industries. Metering and dispensing in dusty, damp and corrosive environments and in cleanrooms (IP 65, 
dust proof and splash proof). Optimised for strict hygiene requirements. Housing made from stainless steel. 
Easy insertion of the sterile tubing without air aspiration. Pump head is easy to disassemble for convenient 
cleaning. 3 convex, stainless steel rollers. With automatic tubing holder. Maximum differential pressure 
2 bar (depending on the tube material used).

For standard tubing with 6,4 to 15,9 mm internal diameter, 3,2 mm wall thickness
Safety: Pump stops when the tube bed is opened. Multiple overload cutouts
Speed adjustment: Increment 0,1 min-1 via membrane keypad and LED display
Interfaces: PLC compatible interface with status information for process control systems. Speed control 
(0 - 5 or 0 - 10 V, 0 - 20 or 4 - 20 mA), start/stop, rotation direction, autostart. Speed output, digital 
output (potential-free)
Settings menu for configuring the analogue interface, entering basic settings (e.g. autostart or monitoring 
the tube service life)

Description Channels Flow rate (ml/min) Rollers W×D×H (mm) Weight (kg) Pk Cat. No.
Peristaltic pump, 
REGLO ICC

3 0,002 - 35 8 125×205×170 2,7 1 224-0069

Multichannel peristaltic pump, REGLO ICC
Ismatec

Allowing individual control of up 3 pumping channels from pump keypad or PC, the Ismatec® REGLO ICC 
eliminates the clutter of multiple pumps on the bench top.

Continuous pumping or precision dispensing
Independent bi-directional flow control on each channel
Easy to use tubing cassettes allow quick change overs
Independent channel calibration minimises tube to tube differences resulting in the best calibration 
accuracy possible in a multichannel peristaltic pump
Easy to use USB interface makes connections quickly

Please contact VWR for details of compatible tube types/sizes.
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Filling and dispensing
Dispensing pumps

Description Flow rate (ml/min) W×D×H (mm) Weight (kg) Pk Cat. No.
DOSE IT, complete system 0,6 - 5000 210×191×203 3,5 1 432-0056

Microbiology liquid handling system, DOSE IT
Integra Biosciences

The DOSE IT peristaltic pump makes dispensing of culture media, buffers and other solutions easy and 
efficient. In addition to the dispensing and pump mode, DOSE IT provides the ability to create customised 
liquid handling protocols. Easy to follow instructions on the display allow users to set up individual 
protocols, consisting of consecutive application steps.

With its very small footprint and light weight, the DOSE IT fits everywhere in the laboratory and can be 
moved easily – no need to waste valuable bench space or to have a pump in every laboratory.

Large display and clear user guidance for fast setup and use
CUSTOMIZE mode for easy creation of personalised protocols consisting of up to 20 consecutive steps 

based on settable parameters, such as volume, flow rate and repetitions
The flow rate can be set to ramp up or down to the target speed, avoiding for example, foaming, splashing or unwanted turbulences during dispensing
Memory for 20 liquid handling protocols for conveniently switching between different applications
Compact and portable design for minimal space consumption and maximum user friendliness

Delivery information: Complete DOSE IT set includes:
1× silicone tubing, inner diameter 4 mm (length 2,5 m)
2× aspiration/dispensing tubes length 10 cm, stainless steel, one end dented
1× aspiration/dispensing tube length 35 cm, stainless steel, one end dented
1× tube collar
1× pipette tubing connector
1× mains adapter
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Filling and dispensing
Tubing

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
1,0 2,0 0,5 25 m 228-0176
2,0 4,0 1,0 25 m 228-0177
3,0 5,0 1,0 25 m 228-0178
4,0 6,0 1,0 25 m 228-0179
4,0 7,0 1,5 25 m 228-0180
5,0 8,0 1,5 25 m 228-0181
6,0 8,0 1,5 25 m 228-0182
6,0 10,0 2,0 25 m 228-0183
7,0 10,0 1,5 25 m 228-0184
8,0 11,0 1,5 25 m 228-0185
8,0 12,0 2,0 25 m 228-0186
9,0 13,0 2,0 25 m 228-0187
10,0 14,0 2,0 25 m 228-0188
12,0 16,0 2,0 25 m 228-0189
15,0 20,0 2,5 10 m 228-0190

Tubing, PVC, Nalgene®
Thermo Scientific

PVC, transparent

Autoclavable tubing made from quality resin. Contains DEHP a commonly used plasticiser. Filling agents or 
thinners are not added. All tubing is identified at regular intervals with the internal diameter, regulation 
conformity and distance markers (small tubing sizes are not printed on). The material of this tubing is 
food grade and complies with US Pharmacopeia Class VI regulations for plastic materials, as well as USDA 
standards. Not suitable for medical applications.

Resistant to a wide range of chemicals 
Good thermal resistance 
Rigid and extremely resistant to hardening and discolouring

Temperature resistance: −32 to +82 °C

Hardness (Shore durometer A): 55

Density: 1,34

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
1,60* 3,20 0,80 15 m 228-0161
2,40* 4,00 0,80 15 m 228-0162
3,20* 4,80 0,80 15 m 228-0163
3,20 6,40 1,60 15 m 228-0164
4,80 8,00 1,60 15 m 228-0165
4,80 14,40 4,80 15 m 228-0166
6,40 9,60 1,60 15 m 228-0167
6,40 16,00 4,80 3 m 228-0174
6,40 16,00 4,80 15 m 228-0168
8,00 11,20 1,60 15 m 228-0169
9,60 12,80 1,60 15 m 228-0170
9,60 22,40 6,40 3 m 228-0175
9,60 22,40 6,40 15 m 228-0171
12,80 17,60 2,40 15 m 228-0172
12,80 28,60 7,90 15 m 228-0173

Tubing, PVC, Nalgene®
Thermo Scientific

PVC, clear

Laboratory grade, autoclavable clear tubing sets the standard for purity and quality, made from the highest 
grade resins and plasticisers. Meets Food Additives Amendment of the Federal Food, Drug, and Cosmetic 
Act; also USDA and U.S. Pharmacopeia Class VI requirements for plastic materials. Not suitable for medical 
use. PVC tubing contain DEHP [Bis (2-ethylhexyl)] phthalate, a commonly used plasticiser. Marked with I.D. 
and regulatory compliance as well as at 30 cm intervals for easy identification and measurement (except 
articles with *). 

Resists hardening and discolouration and a wide range of chemicals - demonstrates dimensional stability
Autoclavable
Tubings 228-0166/228-0174/228-0168/228-0175/228-0171/228-0173 suitable for vacuum applications

Temperature resistance: −32 to +82 °C

Hardness (Shore durometer A): 55

Density: 1,34
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Filling and dispensing
Tubing

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
1,00 1,80 0,40 100 m 228-3830
2,00 4,00 1,00 100 m 228-3831
3,00 4,00 0,50 100 m 228-3832
3,00 5,00 1,00 100 m 228-3833
3,00 6,00 1,50 100 m 228-3834
4,00 6,00 1,00 100 m 228-3835
4,00 7,00 1,50 100 m 228-3836
5,00 7,00 1,50 100 m 228-3837
6,00 8,00 1,00 100 m 228-3838
6,00 9,00 1,50 100 m 228-3839
6,00 10,00 2,00 50 m 228-3840
7,00 10,00 1,50 50 m 228-1252
7,00 11,00 2,00 50 m 228-3842
8,00 10,00 1,00 50 m 228-3843
8,00 11,00 1,50 50 m 228-3844
8,00 12,00 2,00 50 m 228-3845
9,00 12,00 1,50 50 m 228-3846
9,00 13,00 2,00 50 m 228-3847
10,00 14,00 2,00 50 m 228-3848
10,00 16,00 3,00 50 m 228-3849
12,00 16,00 2,00 50 m 228-3850
13,00 17,00 2,00 50 m 228-3851
15,00 19,00 2,00 50 m 228-3852
18,00 22,00 2,00 50 m 228-3853
20,00 26,00 3,00 50 m 228-3854
30,00 39,00 4,50 25 m 228-3855

Tubing, PVC
PVC, transparent

Universal tubing for a wide range of applications. The preferred option where the flow of liquids has to be 
observed. Not suitable for operation under vacuum or pressure.

High flexibility, good chemical resistance
Smooth both inside and out, excellent resistance to abrasion
Good value, large size rolls for customer-specific packaging

Temperature resistance: −20 to +60 °C

Hardness (Shore durometer A): 77

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
4,8 9,6 2,4 15 m 228-0193
6,4 11,2 2,4 15 m 228-0194
7,9 12,7 2,4 15 m 228-0195
9,5 14,3 2,4 15 m 228-0196
12,7 19,1 3,2 15 m 228-0197
15,9 22,3 3,2 15 m 228-0198
19,0 25,4 3,2 15 m 228-0199
25,4 33,4 4,0 15 m 228-0200

Tubing, PVC, braided, Nalgene®
Thermo Scientific

PVC, transparent

Braided, reinforced tubing is designed for high-pressure applications. It is more flexible than most 
competitive reinforced PVC tubing. This extra flexibility makes it easier to bend into place and permits 
tighter compression of crimp fittings for a secure fit. For easy identification and reordering, inside diameter 
and operating pressure are clearly imprinted in blue. Tubing contains DEHP, a commonly used plasticiser. 
Not suitable for medical applications.

Tubing is made with food grade materials 
Excellent for use with weak acids, weak bases and salt solutions 
Not recommended for vacuum applications

Temperature resistance: -32 to +82 °C

Hardness (Shore durometer A): 65

Density: 1,34
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Filling and dispensing
Tubing

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
3,00 4,50 0,75 30 m 228-0106
5,00 8,00 1,50 30 m 228-0107
6,50 9,50 1,50 30 m 228-0108
8,00 12,00 2,00 30 m 228-0109
10,00 14,00 2,00 30 m 228-0102
12,50 17,00 2,25 30 m 228-0103
16,00 22,50 3,25 5 m 228-0104

Tubing, PVC
PVC, transparent 

Low toxicity 
Very flexible
Good chemical resistance

Conforms to BS 2775

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
3,00 5,00 1,00 25 m 228-0926
3,00 6,00 1,50 10 m 228-0928
4,00 6,00 1,00 10 m 228-0929
4,00 6,00 1,00 25 m 228-4305
4,00 7,00 1,50 25 m 228-0930
4,00 8,00 2,00 25 m 228-0933
4,00 14,00 5,00 10 m 189-9121
4,00 14,00 5,00 25 m 228-0935
5,00 8,00 1,50 10 m 228-0938
5,00 8,00 1,50 25 m 228-0936
5,00 10,00 2,50 25 m 228-0939
5,00 15,00 5,00 10 m 228-4306
5,00 15,00 5,00 25 m 228-0941
6,00 9,00 1,50 10 m 228-0945
6,00 9,00 1,50 25 m 228-0943
6,00 10,00 2,00 25 m 228-0946
6,00 12,00 3,00 25 m 228-0949
6,00 16,00 5,00 10 m 228-0951
6,00 18,00 6,00 10 m 228-4307
6,00 18,00 6,00 25 m 228-0952
7,00 10,00 1,50 10 m 228-0956
7,00 10,00 1,50 25 m 228-0954
7,00 11,00 2,00 25 m 228-0957
7,00 15,00 4,00 10 m 228-0960
8,00 12,00 2,00 10 m 228-4308
8,00 12,00 2,00 25 m 228-0961
8,00 14,00 3,00 10 m 228-0965
8,00 14,00 3,00 25 m 228-0963
8,00 18,00 5,00 25 m 228-0968
8,00 20,00 6,00 10 m 228-0970
8,00 20,00 6,00 25 m 228-0696
9,00 13,00 2,00 10 m 228-0974
9,00 13,00 2,00 25 m 228-0972
8,00 22,00 7,00 10 m 228-0364
10,00 14,00 2,00 10 m 228-4309
10,00 14,00 2,00 25 m 228-0975
10,00 20,00 5,00 25 m 228-0977

Tubing, rubber 
Saint-Gobain

Natural rubber, red

Made of natural rubber, 45 shore GSR tubing offers good elasticity which makes it easy to install. It is light, 
supple, wear resistant and has good impermeability. It has good chemical resistance to acids and bases 
making it the ideal tubing for liquid handling in food, pharma, laboratory and general industry. Heavy wall 
sizes are available for semi-vacuum and vacuum.

Excellent elasticity and flexibility, up to 400% elongation
Wear resistant
Good chemical resistance to acids and alkalis

Complies with the requirements of the US Food and Drugs Agency (FDA)

Temperature resistance: −40 to +70 °C

Hardness (Shore durometer A): 45

Density: 1.13

Sterilisation methods: Steam 30 minutes at 1 bar (+141 °C); ethylene oxide

Continued on next page
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Filling and dispensing
Tubing

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
10,00 30,00 10,00 10 m 228-0365
15,00 35,00 10,00 10 m 228-1188
20,00 45,00 12,50 10 m 228-0699

Continued from previous page

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
4,00 6,00 1,00 10 m 228-4300
4,00 7,00 1,50 10 m 228-0916
5,00 7,00 1,00 10 m 228-0360
5,00 10,00 2,50 10 m 228-1183
6,00 9,00 1,50 10 m 228-4301
6,00 9,00 1,50 50 m 228-0918
10,00 14,00 2,00 25 m 228-0922
12,00 17,00 2,50 10 m 228-4304
15,00 21,00 3,00 10 m 228-0362

Tubing, rubber
Saint-Gobain

Natural rubber, amber colour, slightly translucent

This tubing offers excellent elasticity and resilience. It is easy to fit on all types of connectors; it has 
similar properties to latex and replaces it in most laboratory and general industrial applications. Typical 
applications include general laboratory, blood and tissue evaluation, all kinds of dispensing, soap and 
cleaners, alcohol and dairy.

Excellent elasticity, 500% extension possible
Suitable for steam sterilisation
Complies with the requirements of the US Food and Drugs Agency FDA

Temperature resistance: −40 to +70 °C

Hardness (Shore durometer A): 40

Density: 0.98

Sterilisation methods: Steam 30 minutes at 1 bar (+141 °C); ethylene oxide

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
3,0 6,0 1,5 1 m 228-3334
4,0 6,0 1,0 25 m 228-3812
5,0 8,0 1,5 25 m 228-3813
5,0 8,0 1,5 1 m 228-3344
6,0 9,0 1,5 25 m 228-3814
6,0 9,0 1,5 1 m 228-3346
6,0 10,0 2,0 25 m 228-3815
7,0 10,0 1,5 25 m 228-3816
7,0 11,0 2,0 25 m 228-3817
7,0 11,0 2,0 1 m 228-3356
8,0 12,0 2,0 25 m 228-3818
9,0 13,0 2,0 25 m 228-3819
10,0 14,0 2,0 25 m 228-3820
12,0 17,0 2,5 25 m 228-3821
18,0 24,0 3,0 25 m 228-3822

Tubing, rubber, red
Natural rubber, red

This tubing is light, flexible and durable. Its elasticity makes it easy to handle and provides a tight seal.

Excellent elasticity and flexibility 
Wear resistant 
Good chemical resistance to acids and alkalis

Temperature resistance: −10 to +50 °C

Hardness (Shore durometer A): 50

Density: 1.13
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Filling and dispensing
Tubing

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
Normal wall
3,00 4,50 0,75 10 m 228-0126
5,00 7,00 1,50 10 m 228-0127
6,50 9,50 1,50 10 m 228-0128
8,00 12,00 2,00 10 m 228-0129
10,00 14,00 2,00 10 m 228-0121
12,50 17,00 2,25 5 m 228-0122
16,00 22,50 3,25 10 m 228-1249
20,00 26,50 3,25 10 m 228-1250
25,00 31,50 3,25 10 m 228-1251
Heavy wall, suitable for vacuum
3,00 9,00 3,00 10 m 228-0115
5,00 13,00 4,00 10 m 228-0120
6,50 16,50 5,00 10 m 228-1245
8,00 20,00 6,00 10 m 228-1246
10,00 24,00 7,00 10 m 228-1247
12,50 29,50 8,50 10 m 228-1248

Tubing, rubber
Rubber, red

Natural rubber tubing, ideal for general laboratory use when transferring liquids, gases and dilute acids. 
Heavy wall suitable for vacuum use. Not suitable for use with petroleum oils and hydrocarbon solvents. 
Conforms to BS 2775.

Excellent elasticity and flexibility
Wear resistant
Good chemical resistance to acids and alkalis

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
5,0 13,0 4,0 1 m 228-3897
5,0 15,0 5,0 10 m 189-9122
6,0 16,0 5,0 10 m 189-9123
7,0 15,0 4,0 1 m 228-3898
7,0 17,0 5,0 10 m 189-9127
8,0 18,0 5,0 10 m 189-9125
8,0 24,0 8,0 1 m 228-3899
10,0 20,0 5,0 10 m 189-9126
10,0 26,0 8,0 1 m 189-9129

Tubing, rubber, vacuum
Natural rubber, red

Heavy wall, suitable for vacuum applications in the laboratory.

Flexible, very good tensile strength 
Economical 

Temperature -resistance: −10 to +50 °C

Hardness (Shore durometer A): 50

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
1,00 3,00 1,00 15 m 228-0700
1,00 3,00 1,00 25 m 228-0701
1,50 3,00 0,75 15 m 228-0702

Tubing, silicone
Silicone, translucent, peroxide cross-linked

For laboratory and medical applications, pharmacies, biotechnology, fermentation and pharmaceutical 
production. Biologically neutral (USP Class VI). Compliant with Eur. Ph. (2nd ed.).

Good physical properties, pliant, elastic and flexible
Suitable for use with foodstuffs in accordance with FDA
Produced in compliance with GMP conditions, ISO 13485, certificate of conformity supplied with each roll

Temperature resistance: −50 to +200 °C (briefly up to +250 °C)

Hardness (Shore durometer A): 60 ±5

Density: 1,16

Continued on next page
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Filling and dispensing
Tubing

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
2,00 4,00 1,00 15 m 228-0703
2,00 4,00 1,00 25 m 228-0704
3,00 5,00 1,00 15 m 228-0706
3,00 5,00 1,00 25 m 228-0707
3,00 6,00 1,50 15 m 228-1500
3,00 6,00 1,50 25 m 228-1517
3,00 7,00 2,00 15 m 228-1501
3,00 7,00 2,00 25 m 228-1518
4,00 6,00 1,00 15 m 228-0708
4,00 6,00 1,00 25 m 228-0709
4,00 7,00 1,50 15 m 228-0710
4,00 8,00 2,00 15 m 228-0711
4,00 8,00 2,00 25 m 228-0712
4,00 10,00 3,00 15 m 228-1502
4,00 10,00 3,00 25 m 228-1519
5,00 8,00 1,50 15 m 228-0713
5,00 9,00 2,00 15 m 228-0715
5,00 10,00 2,50 15 m 228-0716
6,00 9,00 1,50 15 m 228-0717
6,00 9,00 1,50 25 m 228-0718
6,00 10,00 2,00 15 m 228-0719
6,00 10,00 2,00 25 m 228-0720
6,00 12,00 3,00 15 m 228-0721
6,00 12,00 3,00 25 m 228-0722
7,00 10,00 1,50 15 m 228-0723
7,00 11,00 2,00 15 m 228-1503
7,00 11,00 2,00 25 m 228-1520
7,00 12,00 2,50 15 m 228-1504
7,00 12,00 2,50 25 m 228-1521
7,00 13,00 3,00 15 m 228-1505
7,00 13,00 3,00 25 m 228-1522
8,00 11,00 1,50 15 m 228-0724
8,00 12,00 2,00 15 m 228-0725
8,00 14,00 3,00 15 m 228-0727
8,00 14,00 3,00 25 m 228-0728
8,00 16,00 4,00 15 m 228-1506
8,00 16,00 4,00 25 m 228-1523
9,00 13,00 2,00 15 m 228-0729
10,00 14,00 2,00 15 m 228-0730
10,00 14,00 2,00 25 m 228-0731
10,00 16,00 3,00 15 m 228-1507
10,00 16,00 3,00 25 m 228-1524
10,00 18,00 4,00 15 m 228-1508
10,00 18,00 4,00 25 m 228-1525
12,00 15,50 1,75 15 m 228-1509
12,00 15,50 1,75 25 m 228-1526
12,00 17,00 2,50 15 m 228-1510
12,00 17,00 2,50 25 m 228-1527
15,00 21,00 3,00 5 m 228-1511
18,00 24,00 3,00 5 m 228-1512
20,00 27,00 3,50 5 m 228-1513
25,00 35,00 5,00 5 m 228-1514
30,00 40,00 5,00 5 m 228-1515
40,00 50,00 5,00 5 m 228-1516

Continued from previous page
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Filling and dispensing
Tubing

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
0,30 0,63 0,165 15 m 228-0228
0,50 0,93 0,215 15 m 228-0229
0,63 1,19 0,280 15 m 228-0230
0,76 1,65 0,445 15 m 228-0231
1,57 4,77 1,600 15 m 228-0234
1,98 3,17 0,595 15 m 228-0235
2,64 4,87 1,115 15 m 228-0236
3,35 4,64 0,645 15 m 228-0237
3,17 6,35 1,590 15 m 228-0238
4,74 7,92 1,590 15 m 228-0239
4,74 9,52 2,390 15 m 228-0240
6,35 9,52 1,585 15 m 228-0241
6,35 11,09 2,370 15 m 228-0242
6,35 12,70 3,170 15 m 228-0243
7,92 11,09 1,585 15 m 228-0244
7,92 12,70 2,390 15 m 228-0245
9,52 12,70 1,590 15 m 228-0246
9,52 14,27 2,380 15 m 228-0247
12,7 15,87 1,585 7,6 m 228-0248
12,7 17,44 2,370 7,6 m 228-0249
12,7 19,05 3,175 7,6 m 228-0250
15,87 22,22 3,175 7,6 m 228-0251
19,05 25,40 3,175 7,6 m 228-0252

Tubing, silicone, Syndev®
Silicone, translucent, food grade

Suitable for peristaltic pumps, endoscopy, laparoscopy, most food processing applications and many other 
non critical medical, laboratory, pharmaceutical and biotechnical applications.

Peroxide cured
Manufactured to GMP in a clean room, FDA compliant to food grade regulation 177.2600 and certified to 
the biocompatibility requirements of USP Class VI.

Temperature resistance: −60 to +220 °C

Hardness (Shore durometer A): 60 ±5

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
0,31 0,64 0,15 15 m 228-0661
0,76 1,65 0,46 15 m 228-1091
2,64 4,88 1,12 15 m 228-1092
3,35 4,65 0,66 15 m 228-1093
3,18 6,35 1,59 15 m 228-1094
4,76 7,94 1,59 15 m 228-1095
4,76 9,53 2,38 15 m 228-1096
6,35 9,53 1,59 15 m 228-1097
6,35 11,11 2,38 15 m 228-1098
6,35 12,70 3,18 15 m 228-1099
7,94 12,70 2,38 15 m 228-0662
9,53 12,70 1,59 15 m 228-0663
9,53 14,29 2,38 15 m 228-1100
9,53 15,88 3,18 15 m 228-1101
12,70 19,05 3,18 15 m 228-0664
15,88 22,23 3,18 15 m 228-1104
19,05 25,40 3,18 15 m 228-0845

Tubing, silicone, HelixMark™
Helix Medical

Silicone, translucent, platinum cured

Biomedical/pharmaceutical grade tubing, manufactured by Wacker Silicones from HM-6540 platinum cured 
material. The special manufacturing process minimises flow degradation over extended periods.

Can be sterilised by autoclaving or ethylene oxide as well as by gamma radiation within the user’s 
validation cycles and exposure levels 
Manufactured according to GMP in an FDA-registered production facility for medical products 
Compliant with the biocompatibility requirements of USP, Class VI

Hardness (Shore durometer A): 54

Density: 1.15

Delivery information: Tubing is double shrink wrapped in crush resistant boxes. Material certification and 
lot traceability are included.
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Filling and dispensing
Tubing

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
0,31 0,64 0,15 15 m 228-0654
0,51 0,94 0,20 15 m 228-0670
0,64 1,19 0,28 15 m 228-1065
0,76 1,65 0,46 15 m 228-0655
1,02 2,16 0,58 15 m 228-0656
1,47 1,96 0,23 15 m 228-0657
1,58 2,41 0,41 15 m 228-0658
1,58 3,18 0,81 15 m 228-1066
1,98 3,18 0,61 15 m 228-1067
2,64 4,88 1,12 15 m 228-1068
3,35 4,65 0,66 15 m 228-1069
3,18 6,35 1,59 15 m 228-1070
4,76 7,94 1,59 15 m 228-1071
4,76 9,53 2,38 15 m 228-0659
6,35 9,53 1,59 15 m 228-1072
6,35 11,11 2,38 15 m 228-1073
6,35 12,70 3,18 15 m 228-1074
7,94 12,70 2,38 15 m 228-1075
9,53 12,70 1,59 15 m 228-1076
9,53 14,29 2,38 15 m 228-1077
9,53 15,88 3,18 15 m 228-0660
12,70 17,46 2,38 15 m 228-1078
12,70 19,05 3,18 15 m 228-1079
15,88 22,23 3,18 15 m 228-1080
15,88 23,82 3,97 15 m 228-1081

Tubing, silicone, HelixMark™
Helix Medical

Silicone, translucent, platinum cured, with standard tolerances

Tubing made from platinum cured Silastic® Q7-4750 material by Dow Corning, and satisfying requirements 
for biomedical/pharmaceutical use. The special manufacturing process ensures superior flow properties. 
The tubing is ideal for transfer operations, as well as other applications requiring non leachable material. 
Can be used at elevated temperatures, whilst resisting sticking or encrustation.

Can be sterilised by autoclaving or ethylene oxide as well as by gamma radiation within the user’s 
validated cycles and exposure levels 
Produced in accordance with GMP in an FDA-registered production facility for medical products 
Meets the biocompatibility requirements of USP Class VI and Eur. Ph. 3.1.9 and certified in accordance 
with ISO 10993-1 quality standards

Hardness (Shore durometer A): 50

Delivery information: Tubing is double bagged in crush resistant boxes. Material certification and lot 
traceability are included.

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
0,51 3,71 1,60 7,5 m 228-1117
0,79 3,99 1,60 7,5 m 228-1123
0,99 1,60 0,31 7,5 m 228-1128
1,50 2,52 0,51 7,5 m 228-1131

Tubing, silicone, HelixMark™, for peristaltic pumps
Helix Medical

Silicone, translucent, platinum cured

Tubing manufactured with Wacker Silicones HM-6540 material. Tubing has been subjected to a special 
stabilisation process providing superior strength, performance and longer life. Its strength and durability 
is comparable to that of peroxide-cured tubing. Proven long wear and volumetric consistency over 8, 12 
and 24 hours process runs.

Can be sterilised by autoclaving or ethylene oxide as well as by gamma radiation within the user’s 
validation cycles and exposure levels 
Manufactured in accordance with GMP in an FDA-registered production facility for medical products 
Satisfies the biocompatibility requirements of USP Class VI. Certified according to ISO 13485 quality 
standards.

Hardness (Shore durometer A): 59

Delivery information: Tubes are double bagged in crush resistant boxes. Material certification and lot 
traceability are included.

Continued on next page



744 www.vwr.com

Filling and dispensing
Tubing

Continued from previous page

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
1,60 4,80 1,60 7,5 m 228-1133
1,60 6,38 2,39 7,5 m 228-1134
2,01 3,02 0,51 7,5 m 228-1135
2,52 3,53 0,51 7,5 m 228-1136
3,00 4,01 0,51 7,5 m 228-1137
3,18 6,38 1,60 7,5 m 228-1138
3,18 7,95 2,39 7,5 m 228-1139
4,01 5,44 0,71 7,5 m 228-1140
4,78 7,98 1,60 7,5 m 228-0688
4,78 9,55 2,39 7,5 m 228-0666
4,78 9,86 2,54 7,5 m 228-1111
4,78 11,13 3,18 7,5 m 228-0667
6,35 9,55 1,60 7,5 m 228-1112
6,35 11,13 2,39 7,5 m 228-1113
6,35 11,43 2,54 7,5 m 228-1114
6,35 12,70 3,18 7,5 m 228-1115
6,35 13,21 3,43 7,5 m 228-1116
7,95 11,15 1,60 7,5 m 228-1118
7,95 12,73 2,39 7,5 m 228-0668
7,95 15,98 4,01 7,5 m 228-1119
9,53 14,30 2,39 7,5 m 228-1120
9,53 15,88 3,18 7,5 m 228-1121
9,53 16,38 3,43 7,5 m 228-0689
9,53 19,03 4,75 7,5 m 228-1122
12,01 20,03 4,01 7,5 m 228-1124
12,70 19,05 3,18 7,5 m 228-1125
12,70 19,56 3,43 7,5 m 228-0653
12,70 22,20 4,75 7,5 m 228-1126
15,88 22,23 3,18 7,5 m 228-1127
15,88 25,38 4,75 7,5 m 228-0669
16,00 24,03 4,01 7,5 m 228-1129
19,05 28,55 4,75 7,5 m 228-1130
25,40 34,90 4,75 7,5 m 228-1132
25,40 35,56 5,08 7,5 m 228-0690

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
3,18 6,35 1,59 15 m 228-1082
4,76 7,94 1,59 15 m 228-1083
6,35 9,53 1,59 15 m 228-1084
6,35 11,13 2,38 15 m 228-1085
9,53 14,29 2,38 15 m 228-1086
9,53 15,88 3,18 15 m 228-1087
12,70 17,46 2,38 15 m 228-1088
12,70 19,05 3,18 15 m 228-1089
15,88 22,23 3,18 15 m 228-1090

Tubing, silicone, HelixMark™, close tolerance
Helix Medical

Silicone, translucent, platinum cured, for applications with very close tolerances

Tubing made from platinum cured Silastic® Q7-4750 material by Dow Corning, and satisfying requirements 
for biomedical/pharmaceutical use. The special manufacturing process ensures superior flow properties. 
The tubing is ideal for transfer operations, as well as other applications requiring non leachable material. 
Can be used at elevated temperatures, whilst resisting sticking or encrustation.

Can be sterilised by autoclaving or ethylene oxide as well as by gamma radiation within the user’s 
validated cycles and exposure levels 
Produced in accordance with GMP in an FDA-registered production facility for medical products 
Meets the biocompatibility requirements of USP Class VI and Eur. Ph. 3.1.9 and certified in accordance 
with ISO 10993-1 quality standards

Hardness (Shore durometer A): 50

Delivery information: Tubing is double bagged in crush resistant boxes. Material certification and lot 
traceability are included.
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Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
0,30 0,63 0,165 15 m 228-0253
0,63 1,19 0,280 15 m 228-0254
1,57 2,41 0,420 15 m 228-0256
1,57 4,77 1,600 15 m 228-0257
3,17 6,35 1,590 15 m 228-0259
3,35 4,64 0,645 15 m 228-0258
6,35 12,07 2,860 15 m 228-0261
7,92 11,09 1,585 15 m 228-0262

Tubing, silicone, Syndev®
Silicone, translucent, medical grade, platinum cured

Suitable for medical applications where it is critical that no leachable by-products are present. Typical 
applications include peristaltic pump tubing, drug testing, bioanalysis, genetic processing, wound drains 
and many other non critical applications.

Excellent operating range from −60 to +220 °C
Sterilisable by radiation, ethylene oxide, autoclavable
Manufactured to GMP in a clean room, FDA compliant to food grade regulation 177.2600 and certified to 
the biocompatibility requirements of USP Class VI.

Temperature resistance: −54 to +204 °C for flexibility retention

Hardness (Shore durometer A): 60 ±5

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
3,18 9,28 3,05 7,5 m 228-1106
4,76 11,36 3,30 7,5 m 228-1107
6,35 13,21 3,43 7,5 m 228-1108
7,93 15,03 3,55 7,5 m 228-1109
9,53 16,63 3,55 7,5 m 228-0846
12,70 20,32 3,81 7,5 m 228-0665
15,88 24,52 4,32 7,5 m 228-0847
19,05 27,95 4,45 7,5 m 228-0848
22,23 31,37 4,57 7,5 m 228-1110
25,40 34,54 4,57 7,5 m 228-1105

Tubing, silicone, braided, HelixMark™
Helix Medical

Silicone, translucent, platinum cured

Durable, reinforced tubes with pressure resistant polyester fabric insert between extrusions of platinum 
cured silicone. Ideal for use under high pressure and/or at high temperatures.

Can be sterilised by autoclaving or ethylene oxide as well as by gamma radiation within the user’s 
validation cycles and exposure levels 
Manufactured in accordance with GMP in an FDA-registered production facility for medical products 
Meets the biocompatibility requirements of USP Class VI and Eur. Ph. 3.1.9 and certified in accordance 
with ISO 10993-1 quality standards

Hardness (Shore durometer A): 65

Delivery information: Tubes are double bagged and packed in crush resistant boxes. Material certification 
and lot traceability are included.
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Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
0,20 0,40 0,10 1 m 228-0732
0,30 0,60 0,15 1 m 228-0733
0,30 1,60 0,65 1 m 228-0734
0,40 0,90 0,25 1 m 228-0735
0,50 1,00 0,25 1 m 228-4108
0,50 1,60 0,55 1 m 228-0736
0,80 1,58 0,40 1 m 228-0737
1,00 1,60 0,30 1 m 228-0738
1,00 2,00 0,50 1 m 228-4118
1,20 1,80 0,40 1 m 228-4119
1,40 2,20 0,40 1 m 228-0739
1,50 2,10 0,30 1 m 228-4124
1,60 2,40 0,40 1 m 228-0741
1,58 3,18 0,80 1 m 228-0742
1,90 2,50 0,30 1 m 228-0743
2,00 3,00 0,50 1 m 228-4134
2,00 4,00 1,00 1 m 228-4135
2,40 3,20 0,40 1 m 228-0744
3,00 4,00 0,50 1 m 228-4138
3,00 5,00 1,00 1 m 228-0745
4,00 5,00 1,00 1 m 228-4139
4,00 6,00 1,00 1 m 228-0746
4,35 6,35 1,00 1 m 228-0747
5,00 6,00 0,50 1 m 228-0748
6,00 7,00 0,50 1 m 228-0749
6,00 8,00 1,00 1 m 228-0750
7,00 8,00 0,50 1 m 228-0751
8,00 9,50 0,75 1 m 228-0752
8,00 10,00 1,00 1 m 228-0753
8,00 12,00 2,00 1 m 228-0754
10,00 12,00 1,00 1 m 228-4168
12,00 14,00 1,00 1 m 228-4109
13,00 16,00 1,50 1 m 228-0755
14,00 16,00 1,00 1 m 228-0756

Tubing, PTFE
BOLA

PTFE, white, translucent

This tubing is characterised by its non stick surface and excellent dielectric properties.

Excellent chemical resistance 
Very good thermal resistance, autoclavable 
Free of extractable substances, physiologically neutral, biocompatible

Temperature resistance: −200 to +260 °C

Laboratory tubing, Tygon® E-3603
Saint-Gobain

Non DEHP tubing for laboratory, food, beverage and vacuum applications.

Tubing handles most inorganic chemicals in the laboratory. It is non oxidising and non contaminating, 
and less permeable than rubber tubing. The glassy, smooth inner bore helps prevent build up to 
facilitate cleaning, and coils are marked at 30,4 cm intervals for easy measuring. Concentrated acids and 
concentrated bases tend to react with the bio-based Tygon® E-3603 more than with the Tygon® R-3603. For 
these conditions we recommend you use the Tygon® LMT-55 as an alternative product. 

Outstanding chemical resistance
Slips easily over fittings and grips securely for simple lab set-ups
Contains no BPA or phthalates
Lot-to-lot consistency for reproducible results
Complies with FDA, NSF 51 & 61, meets USP Class VI

Temperature resistance: −46 to +74 °C

Hardness (Shore durometer A): 56

Density: 1,18

Continued on next page
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Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
0,80 2,40 0,80 15 m 228-1278
1,60 3,20 0,80 15 m 228-1279
1,60 4,80 1,60 15 m 228-1280
2,40 4,00 0,80 15 m 228-1281
2,40 5,60 1,60 15 m 228-1282
3,20 4,80 0,80 15 m 228-1283
3,20 6,40 1,60 15 m 228-1284
4,00 5,60 0,80 15 m 228-1285
4,00 7,20 1,60 15 m 228-1286
4,80 6,40 0,80 15 m 228-1287
4,80 8,00 1,60 15 m 228-1288
4,80 9,60 2,40 15 m 228-1289
6,40 8,00 0,80 15 m 228-1290
6,40 9,60 1,60 15 m 228-1263
6,40 11,20 2,40 15 m 228-1291
6,40 12,80 3,20 15 m 228-1292
7,90 11,10 1,60 15 m 228-1293
7,90 12,70 2,40 15 m 228-1294
9,50 12,70 1,60 15 m 228-1265
9,50 14,30 2,40 15 m 228-1295
9,50 15,90 3,20 15 m 228-1296
11,10 14,30 1,60 15 m 228-1297
11,10 15,90 2,40 15 m 228-1298
12,70 15,90 1,60 15 m 228-1299
12,70 17,50 2,40 15 m 228-1310
12,70 19,10 3,20 15 m 228-1267
14,30 19,10 2,40 15 m 228-1311
15,90 20,70 2,40 15 m 228-1312
15,90 22,30 3,20 15 m 228-1313
19,10 25,40 3,20 15 m 228-1314
22,20 28,60 3,20 15 m 228-1315
25,40 31,80 3,20 15 m 228-1316
25,40 35,00 4,80 15 m 228-1317
31,80 38,20 3,20 15 m 228-1318

Continued from previous page

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
1,60 4,80 1,60 7,5 m 228-1258
3,20 6,40 1,60 7,5 m 228-1259
4,80 7,90 1,60 7,5 m 228-1260
6,40 9,50 1,60 7,5 m 228-1261
6,40 12,80 3,20 7,5 m 228-1321
7,90 11,20 1,60 7,5 m 228-1262
9,50 15,90 3,20 7,5 m 228-1322
12,70 19,10 3,20 7,5 m 228-1323
19,00 31,75 6,40 3 m 228-1319
25,40 34,90 4,80 3 m 228-1320

Pump tubing, Tygon® S3™ E-LFL
Saint-Gobain

Non DEHP and phthalate-free tubing

Longest flexible life of any clear Tygon® tubing. The non ageing and broad chemical resistance properties 
enable users to utilise the tubing for transferring chemicals, cleaning agents and bactericides without 
danger of corrosion (as with metals) or oxidation (as with rubber). Tygon® S3™ E-LFL tubing is formulated 
specifically for use in peristaltic pump applications.

Over 1000 hours pump tubing life at 0 psi; over 600 hours pump tubing life at 10 psi
Extremely low particle spallation
Contains no BPA or phthalates
Broad chemical resistance
Meets USP Class VI, ISO 10993 and FDA criteria - suitable for pharma, medical and food applications

Temperature resistant from −55 to +74 °C

Hardness (Shore durometer A): 56

Density: 1,17
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Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
6,40 11,20 2,40 15 m 228-1018
9,50 15,90 3,20 15 m 228-1019
12,70 19,10 3,20 15 m 228-1020
15,90 22,30 3,20 15 m 228-1021
19,00 25,40 3,20 15 m 228-1022

Pressure tubing, Tygon®, B-44-4X I.B.
Saint-Gobain

Tygon® tubing, transparent, with fabric lining

This pressure tubing ensures rapid and simple start-up due to its unique flexibility. This means shorter tube 
lengths, fewer connections and less effort than with rigid systems. Includes a fabric lining made of strong 
polyester braid for high pressure resistance. The smooth inner walls of the tubing do not trap substances 
containing bacteria so this tubing is ideally suited to applications in the food and beverage industry.

Offers excellent resistance to the alkaline degreasing agents.

Clear wall for visualisation of flow
Pressure resistance is four times higher than that of non reinforced tubing
Non toxic, taste-free and odourless

Temperature resistance: −44 to +74 °C

Hardness (Shore durometer A): 65

Density: 1,21

Complies with the requirements of the US Food and Drugs Agency (FDA)

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
1,00 3,00 1,00 5 m 228-0384
1,00 3,00 1,00 1 m 228-4320
1,50 3,00 0,75 1 m 228-4321
2,00 4,00 1,00 5 m 228-0385
2,00 4,00 1,00 1 m 228-4336
3,00 5,00 1,00 5 m 228-0386
3,00 5,00 1,00 1 m 228-4322
4,00 6,00 1,00 5 m 228-0387
4,00 6,00 1,00 50 m 228-1003
4,00 8,00 2,00 5 m 228-0388
4,00 8,00 2,00 1 m 228-4343
5,00 8,00 1,50 5 m 228-0389
5,00 10,00 2,50 25 m 228-1179
6,00 9,00 1,50 5 m 228-1005
6,00 10,00 2,00 5 m 228-0390
6,00 10,00 2,00 25 m 228-4350
6,00 12,00 3,00 5 m 228-0391
6,00 12,00 3,00 1 m 228-4351
7,00 10,00 1,50 1 m 228-4352
8,00 12,00 2,00 5 m 228-0392
8,00 12,00 2,00 25 m 228-4362
10,00 14,00 2,00 5 m 228-0393
12,00 17,00 2,50 5 m 228-4364
15,00 21,00 3,00 10 m 228-1180
18,00 24,00 3,00 10 m 228-1192
20,00 27,00 3,50 10 m 228-1181

Tubing, ISO-VERSINIC®
Saint-Gobain

Fluoroelastomer (Viton®), black

This tubing is suitable for conveying highly aggressive chemicals and for demanding applications in 
laboratories or in industry. It also offers good resistance to ageing and weathering.

Exceptional chemical resistance to acids, oxidisers, aromatic and chlorinated solvents, alcohol and 
bleaching agents
Flame resistant 
Excellent temperature resistance

Temperature resistance from −20 to +200 °C (possible +300 °C peak)

Diameter up to 4 mm and 1 mm wall thickness has hardness (Shore durometer A): 60
Diameter from 4 mm and 2 mm wall thickness has hardness (Shore durometer A): 70

Density: 1,9

Tolerances according to ISO 3302, E2
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Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
3,20 6,40 1,60 15 m 228-0691
4,80 8,00 1,60 15 m 228-0692
6,40 9,60 1,60 15 m 228-0693
9,50 12,70 1,60 15 m 228-0694
12,70 19,10 3,20 15 m 228-0695

Tubing, Norprene® Chemical
Saint-Gobain

Norprene® tubing, cream coloured

Norprene® Chemical tubing is a co-extrusion developed to provide a combination of chemical resilience and 
durability in peristaltic pumps. The ultra-smooth inner core contains no plasticisers and resists absorption/
adsorption of aqueous liquids. Ideal for applications involving sensitive media. Meets FDA 21 CFR, 
177.1520 requirements and is suitable for contact with food. The tubing can be autoclaved up to five times 
without impairing its service life.

Excellent resistance to acids, bases, salts, ketones and alcohols
No absorption of liquids 
Extremely flexible and durable

Temperature resistance: −60 to +75 °C

Hardness (Shore durometer A): 61

Density: 0,98

Delivery information: Supplied as rolls 15 m long in a plastic pouch

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
1,60 4,80 1,60 15 m 224-2061
3,20 6,40 1,60 15 m 224-2062
4,80 8,00 1,60 15 m 224-2063
4,80 9,60 2,40 15 m 224-0513
6,40 9,60 1,60 15 m 224-2064
6,40 11,20 2,40 15 m 224-0512
6,40 12,80 3,20 15 m 224-2068
8,00 11,20 1,60 15 m 224-2065
8,00 12,80 2,40 15 m 228-0397
9,50 12,70 1,60 15 m 224-0511
9,50 14,30 2,40 15 m 228-0398
9,50 15,90 3,20 15 m 224-2069
11,10 14,30 1,60 15 m 224-0510
12,70 15,90 1,60 15 m 228-0399
12,70 19,10 3,20 15 m 224-2070

Tubing, Norprene® A-60-G
Saint-Gobain

Thermoplastic elastomer, black

Versatile tubing for industrial and laboratory applications. Heat- and ozone-resistant. Excellent resistance to 
inorganic liquids (acids and bases). Ideal for use in peristaltic pumps.

Long lasting, weatherproof, good abrasion resistance and exceptional resistance to fatigue caused by 
continual flexing 
Very good chemical resistance 
Low gas permeability compared with rubber tubing

Temperature resistance: −60 to +135 °C

Hardness (Shore durometer A): 61

Density: 0,98
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Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
1,60 3,20 0,80 15 m 224-2740
3,20 6,40 1,60 15 m 224-5019
4,80 8,00 1,60 15 m 224-5018
6,40 9,60 1,60 15 m 224-5017
8,00 11,20 1,60 15 m 224-5016
9,50 12,70 1,60 15 m 224-5015

Tubing, Fluran®, F-5500-A
Saint-Gobain

Fluoroelastomer, black

Due to its physical and chemical properties this tubing is the ideal solution for applications involving 
extreme environmental conditions such as pipes for dry cleaning agents or solvent recovery systems. It 
offers protection for light-sensitive liquids and remains tear resistant and durable even when exposed to 
the sun, ozone and effects of the weather. Due to its high level of flexibility and elasticity it is ideal when 
using highly corrosive substances in suction pumps.

Excellent resistance to corrosive chemicals, oils, fuels and solvents 
Resistant to ozone, sunlight and weathering 
Tear resistant and durable

Temperature resistance: −51 to +204 °C

Hardness (Shore durometer A): 60

Density: 1,90

Delivery information: Supplied in a plastic bag, rolls 15 m

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Colour code Pk Cat. No.
Two-stop configuration
0,51 2,31 0,90 Orange/Yellow 12 224-2434
0,64 2,44 0,90 Orange/White 12 224-2436
0,76 2,46 0,85 Black/Black 12 224-2437
0,89 2,59 0,85 Orange/Orange 12 224-2438
1,02 2,72 0,85 White/White 12 224-2440
1,14 2,84 0,85 Red/Red 12 224-2442
1,30 3,00 0,85 Grey/Grey 12 224-2444
1,42 3,12 0,85 Yellow/Yellow 12 224-2445
1,52 3,22 0,85 Yellow/Blue 12 224-2446
1,65 3,35 0,85 Blue/Blue 12 224-2447
1,85 3,35 0,85 Green/Green 12 224-2449
2,06 3,76 0,85 Violet/Violet 12 224-2450
2,29 3,99 0,85 Violet/Black 12 224-2451
2,54 4,24 0,85 Violet/Orange 12 224-2452
2,79 4,49 0,85 Violet/White 12 224-2453
Three-stop configuration
0,64 2,44 0,90 Orange/White 12 224-2406
0,76 2,46 0,85 Black/Black 12 224-2407
0,89 2,59 0,85 Orange/Orange 12 224-2408
1,02 2,72 0,85 White/White 12 224-2410
1,14 2,84 0,85 Red/Red 12 224-2412
1,30 3,00 0,85 Grey/Grey 12 224-2414
1,42 3,12 0,85 Yellow/Yellow 12 224-2415

Tubing for Auto Analyser, Fluran® F-5500-A, fitted with stops
Saint-Gobain

Fluoroelastomer, black

Due to its physical and chemical properties this tubing is the ideal solution for applications involving 
extreme environmental conditions such as pipes for dry cleaning agents or solvent recovery systems. It 
offers protection for light-sensitive liquids and remains tear resistant and durable even when exposed to 
the sun, ozone and effects of the weather.

The high level of flexibility and elasticity is ideal when using highly corrosive substances in suction pumps. 
Length 178 mm/2 stops and 381 mm/3 stops. Distance between stops 127 mm/2 stops and 155 mm/3 
stops.

Excellent resistance to corrosive chemicals, oils, fuels and solvents 
Resistant to ozone, sunlight and weathering 
Tear resistant and durable

Temperature resistance: −51 to +204 °C

Hardness (Shore durometer A): 60

Density: 1,90

Continued on next page
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Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Colour code Pk Cat. No.
Three-stop configuration
1,52 3,22 0,85 Yellow/Blue 12 224-2416
1,65 3,35 0,85 Blue/Blue 12 224-2417
1,85 3,55 0,85 Green/Green 12 224-2419
2,06 3,76 0,85 Violet/Violet 12 224-2420
2,29 3,99 0,85 Violet/Black 12 224-2421
2,54 4,24 0,85 Violet/Orange 12 224-2422
2,79 4,49 0,85 Violet/White 12 224-2423

Continued from previous page

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
3,20 6,40 1,60 15 m 224-0525
4,80 8,00 1,60 15 m 224-0526
6,40 9,60 1,60 15 m 224-0524
6,40 11,20 2,40 15 m 224-0523
8,00 11,20 1,60 15 m 224-0522
9,50 12,70 1,60 15 m 228-0416
9,50 15,90 3,20 15 m 224-0521
12,70 19,10 3,20 15 m 228-0417

Tubing, Tygon®, F-4040-A
Saint-Gobain

Tygon® tubing, yellow, translucent

Petroleum and lubricant tubing which is ideal for the transfer of fuel, kerosene, heating oil, cutting fluids 
and glycol-based coolants. Does not swell up and harden even when hydrocarbon-based liquids are used. 
This minimises the risk of defects such as cracking or leakage. Due to the low extraction level, tubing also 
protects the fluids conveyed from contamination.

Tear resistant, does not swell up, or become brittle
Resistant to ozone and UV
Compatible with most petroleum-based products

Temperature resistance: −35 to +74 °C

Hardness (Shore durometer A): 57

Density: 1,26

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Colour code Pk Cat. No.
Two-stop configuration
0,25 2,05 0,90 Orange/Blue 12 224-2331
0,38 2,18 0,90 Orange/Green 12 224-2332
0,51 2,31 0,90 Orange/Yellow 12 224-2334
0,64 2,44 0,90 Orange/White 12 224-2336
0,76 2,46 0,85 Black/Black 12 224-2337
0,89 2,59 0,85 Orange/Orange 12 224-2338
1,02 2,72 0,85 White/White 12 224-2340
1,14 2,84 0,85 Red/Red 12 224-2342
1,30 3,00 0,85 Grey/Grey 12 224-2344
1,42 3,12 0,85 Yellow/Yellow 12 224-2345
1,52 3,22 0,85 Yellow/Blue 12 224-2346
1,85 3,55 0,85 Green/Green 12 224-2349
2,06 3,76 0,85 Violet/Violet 12 224-2350
2,29 3,99 0,85 Violet/Black 12 224-2351
2,54 4,24 0,85 Violet/Orange 12 224-2352
2,79 4,49 0,85 Violet/White 12 224-2353

Tubing, pump, Tygon® F-4040-A, fitted with stops
Saint-Gobain

Tygon® tubing, yellow, translucent

Petroleum and lubricant resistant tubing, that is ideal for the transfer of fuel, kerosene, heating oil, cutting 
fluids and glycol-based coolants. Does not swell up and harden even when hydrocarbon based liquids are 
used. This minimises the risk of defects such as cracking or leakage. Due to the low extraction level, tubing 
also protects the fluids from contamination. Length 381 mm. Distance between stops: 140 mm (2 stops) 
and 170 mm (3 stops).

Tear resistant, does not swell up, or become brittle
Resistant to ozone and UV
Compatible with most petroleum-based products

Temperature resistance: −35 to +74 °C

Hardness (Shore durometer A): 57

Density: 1,26

Continued on next page
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Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Colour code Pk Cat. No.
Three-stop configuration
0,25 2,05 0,90 Orange/Blue 12 224-2301
0,38 2,18 0,90 Orange/Green 12 224-2302
0,51 2,31 0,90 Orange/Yellow 12 224-2304
0,64 2,44 0,90 Orange/White 12 224-2306
0,76 2,48 0,85 Black/Black 12 224-2307
0,89 2,59 0,85 Orange/Orange 12 224-2308
1,14 2,84 0,85 Red/Red 12 224-2312
1,30 3,00 0,85 Grey/Grey 12 224-2314
1,42 3,12 0,85 Yellow/Yellow 12 224-2315
1,52 3,22 0,85 Yellow/Blue 12 224-2316
1,65 3,35 0,85 Blue/Blue 12 224-2317
1,85 3,57 0,85 Green/Green 12 224-2319
2,06 3,76 0,85 Violet/Violet 12 224-2320
2,29 3,99 0,85 Violet/Black 12 224-2321
2,54 4,24 0,85 Violet/Orange 12 224-2322
2,79 4,49 0,85 Violet/White 12 224-2323

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
0,80 4,00 1,60 7,5 m 224-2020
1,60 4,80 1,60 7,5 m 228-4319
3,20 6,40 1,60 7,5 m 228-0634
4,80 8,00 1,60 7,5 m 228-4326
6,40 9,60 1,60 7,5 m 228-4327
6,40 12,80 3,20 7,5 m 224-2028
8,00 12,20 1,60 7,5 m 228-4328
9,50 15,90 3,20 7,5 m 228-4329
12,70 19,10 3,20 7,5 m 228-4330

Tubing, PharMed® BPT
Saint-Gobain

PharMed® tubing, white

PharMed® BPT Tubing is less permeable to gases and vapours than silicone tubing. It is ideal for cell culture, 
fermentation, synthesis, separation, purification, process monitoring and process control. Independent tests 
show that PharMed® tubing is safe for use in sensitive cell culture applications. PharMed® BPT Tubing has 
very good general chemical resistance and excellent acid, alkali and oxidation resistance. Opaque to visible 
and UV light, it helps protect sensitive fluids.

Service life in tubing pumps is three times longer than that of comparable silicone tubing
Can be autoclaved numerous times
Satisfies the requirements of the US Pharmacopeia class VI, the US Food and Drug Administration (FDA) 
and the US National Sanitary Foundation (NSF)

Temperature resistance: −51 to +135 °C

Hardness (Shore durometer A): 64

Density: 0,98

Delivery information: Tubing is packed double bagged inside a cardboard box. Labelling the inner bag 
and box with certificate of conformity and date of manufacture.

Tubing, PharMed® 65, fitted with stops
Saint-Gobain

Tubing, PharMed®, white

Ideal for use in fermentation and separation, cell culture, syntheses and process monitoring. It is less 
permeable to gases and steam than silicone tubing. Good general chemical resistance, very good resistance 
to acids, alkalis and oxidants. Impermeable to white light and UV radiation, providing protection for 
sensitive liquids. Ideal for use with peristaltic pumps. Length 381 mm. Distance between stops 152 mm.

Service life in peristaltic pumps is three times longer than that of comparable silicone tubing 
Can be autoclaved numerous times 
Conforms with the requirements of the US Pharmacopeia class VI, the US Food and Drug Administration 
(FDA) and the US National Sanitary Foundation (NSF)

Temperature resistance: −51 to +135 °C

Hardness (Shore durometer A): 64

Density: 0,98

Continued on next page
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Ø int. (mm) Wall thickness (mm) Colour code Pk Cat. No.
Two-stop configuration
0,25 0,90 Orange/Blue 6 224-0550
0,38 0,90 Orange/Green 6 224-0551
0,51 0,90 Orange/Yellow 6 224-0552
0,64 0,90 Orange/White 6 224-0553
0,76 0,85 Black/Black 6 224-0554
0,89 0,85 Orange/Orange 6 224-0555
1,02 0,85 White/White 6 228-0584
1,14 0,85 Red/Red 6 224-0557
1,30 0,85 Grey/Grey 6 224-0558
1,42 0,85 Yellow/Yellow 6 224-0559
1,52 0,85 Yellow/Blue 6 224-0560
1,65 0,85 Blue/Blue 6 224-0561
1,85 0,85 Green/Green 6 224-0562
2,06 0,85 Violet/Violet 6 224-0563
2,29 0,85 Violet/Black 6 224-0564
2,54 0,85 Violet/Orange 6 224-0565
2,79 0,85 Violet/White 6 224-0566
Three-stop configuration
0,25 0,90 Orange/Blue 6 228-0592
0,38 0,90 Orange/Green 6 228-0593
0,51 0,90 Orange/Yellow 6 224-0532
0,64 0,90 Orange/White 6 224-0533
0,76 0,85 Black/Black 6 224-0534
0,89 0,85 Orange/Orange 6 224-0535
1,02 0,85 White/White 6 224-0536
1,14 0,85 Red/Red 6 224-0537
1,30 0,85 Grey/Grey 6 224-0538
1,42 0,85 Yellow/Yellow 6 224-0539
1,52 0,85 Yellow/Blue 6 224-0540
1,65 0,85 Blue/Blue 6 224-0541
1,85 0,85 Green/Green 6 224-0542
2,06 0,85 Violet/Violet 6 224-0543
2,29 0,85 Violet/Black 6 224-0544
2,54 0,85 Violet/Orange 6 224-0545
2,79 0,85 Violet/White 6 224-0546

Continued from previous page

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
1,60 3,20 0,80 15 m 228-4331
1,60 4,80 1,60 15 m 224-2101
2,40 4,00 0,80 15 m 228-0402
3,20 4,80 0,80 15 m 228-0403
3,20 6,40 1,60 15 m 228-4332
4,00 8,00 2,00 15 m 228-4334
4,80 8,00 1,60 15 m 224-2103
4,80 9,60 2,40 15 m 224-2106
6,40 9,60 1,60 15 m 228-4333
6,40 11,20 2,40 15 m 224-2107
6,40 12,80 3,20 15 m 224-2108
8,00 11,20 1,60 15 m 224-2105
8,00 12,00 2,00 15 m 228-4335
8,00 12,80 2,40 15 m 228-0636
9,50 12,70 1,60 15 m 228-0697

Tubing, Tygon®, 3350
Saint-Gobain

Silicone, platinum cured, translucent

Tygon® tubing made from platinum cured silicone with ultra smooth surface. High elasticity with good 
restoring force for constant liquid transfer, even with intermittent pumping action.

Biocompatible for sensitive applications, can be used for foodstuffs
Resistant to ozone and UV, autoclavable
FDA approved, compliant with USP class VI

Temperature resistance: −80 to +204 °C

Hardness (Shore durometer A): 50

Density: 1,14

Delivery information: Tubing is packed double bagged inside a cardboard box. Labelling the inner bag 
and the box with certificate of conformity and date of manufacture.

Continued on next page
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Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
9,50 15,90 3,20 15 m 228-0698
12,70 19,10 3,20 15 m 224-2110
15,90 22,30 3,20 15 m 228-0637
25,40 31,80 3,20 15 m 228-1025

Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Colour code Pk Cat. No.
Two-stop configuration
0,51 2,31 0,90 Orange/Yellow 6 224-0575
0,64 2,44 0,90 Orange/White 6 224-2536
0,76 2,46 0,85 Black/Black 6 224-2537
0,89 2,59 0,85 Orange/Orange 6 224-2538
1,02 2,72 0,85 White/White 6 224-2540
1,14 2,84 0,85 Red/Red 6 224-2542
1,30 3,00 0,85 Grey/Grey 6 224-2544
1,42 3,12 0,85 Yellow/Yellow 6 224-2545
1,52 3,22 0,85 Yellow/Blue 6 224-2546
1,65 3,35 0,85 Blue/Blue 6 224-2547
1,85 3,55 0,85 Green/Green 6 224-2549
2,06 3,76 0,85 Violet/Violet 6 224-2550
2,29 3,99 0,85 Violet/Black 6 224-2551
2,54 4,24 0,85 Violet/Orange 6 224-2552
2,79 4,49 0,85 Violet/White 6 224-2553
Three-stop configuration
0,51 2,31 0,90 Orange/Yellow 6 224-0580
0,64 2,44 0,90 Orange/White 6 224-2506
0,76 2,46 0,85 Black/Black 6 224-2507
0,89 2,59 0,85 Orange/Orange 6 224-2508
1,02 2,72 0,85 White/White 6 224-2510
1,14 2,84 0,85 Red/Red 6 224-2512
1,30 3,10 0,90 Grey/Grey 6 224-2514
1,42 3,12 0,85 Yellow/Yellow 6 224-2515
1,52 3,22 0,85 Yellow/Blue 6 224-2516
1,65 3,35 0,85 Blue/Blue 6 224-2517
1,85 3,55 0,85 Green/Green 6 224-2519
2,06 3,76 0,85 Violet/Violet 6 224-2520
2,29 3,99 0,85 Violet/Black 6 224-2521
2,54 4,24 0,85 Violet/Orange 6 224-2522
2,79 4,49 0,85 Violet/White 6 224-2523

Tubing, Pump, Tygon® 3350, fitted with stops
Saint-Gobain

Silicone, platinum cured, transparent

Tygon® tubing made from platinum cured silicone with ultra smooth surface. High elasticity with good 
restoring force for constant liquid transfer, even with intermittent pumping action. Length 381 mm. 
Distance between stops 152 mm.

Biocompatible for sensitive applications, can be used for foodstuffs
Resistant to ozone and UV, autoclavable
FDA approved, compliant with USP class VI

Temperature resistance: −80 to +204 °C

Hardness (Shore durometer A): 50

Density: 1,14
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Ø int. (mm) Ø ext. (mm) Wall thickness (mm) Pk Cat. No.
1,60 4,80 1,60 15 m 228-1056
3,20 6,40 1,60 15 m 228-1057
4,80 8,00 1,60 15 m 228-1058
6,40 9,60 1,60 15 m 228-1059
8,00 11,20 1,60 15 m 228-1060
9,50 12,70 1,60 15 m 228-1061
12,70 19,10 3,20 15 m 228-1062
15,90 22,30 3,20 15 m 228-1063
19,00 25,40 3,20 15 m 228-1064

Tubing, Tygoprene® XL-60
Saint-Gobain

Thermoplastic elastomer, translucent

Specially developed for use in peristaltic pumps, offering a service life of more than 500 hours when used 
in peristaltic pumps. The ideal replacement for PVC and silicone tubing when longer service life is required. 
Materials contain only small amounts of extractable substances, which reduces the risk of contamination 
during liquid transfer. Complies with FDA 21 CFR, 177.1210 requirements.

Excellent chemical resistance to many liquids, acids and bases
Resistant to ozone, sunlight and weathering
Extremely flexible and durable

Temperature resistance: −40 to +120 °C

Hardness (Shore durometer A): 60

Density: 0,90

Delivery information: Shipped as rolls 15 m long in a cardboard box.
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For tube I-Ø (mm) Length (mm) Pk Cat. No.
HDPE
8 - 10/11 - 14 66 10 229-3241
12 - 14/18 - 20,5 73 10 229-3242
PP
3 - 5/6 - 10 55 10 229-3251
3 - 5/9 - 13 55 10 229-3252
6 - 10/9 - 13 59 10 229-3255

Tubing connectors, straight
Brand

PP or HDPE, translucent

With tapered ends, for connecting tubing with varying diameters.

Good mechanical strength and chemical resistance
PP tubing connector provides excellent thermal resistance, autoclavable
HDPE tubing connector provides good thermal resistance

For tube I-Ø (mm) Length (mm) Ø ext. (mm) Hole Ø (mm) Pk Cat. No.

4 - 8 / 8 - 12 86
4/6/8 
10/12

1,6/4,6 10 229-0732

4 - 8 / 12 - 16 86
4/6/8 
12/14/16 

1,6/7,5 10 229-0733

8 - 12 / 12 - 16 90
8/10/12 
14/16 

4,6/7,5 10 229-0734

Tubing connectors, straight
Kartell

PP, white

With tapered ends, for connecting tubing with different inner diameters. 

Good mechanical strength and chemical resistance 
Excellent thermal resistance, autoclavable 
Conform to foodstuff regulations 90/128/CEE, 92/39/CEE and FDA 21 CFR

For tube I-Ø (mm) Pk Cat. No.
4,5-7/6,5-10,5 1 229-0018
4,5-7/10,5-14,5 1 229-0019
6,5-10,5/10,5-14,5 1 229-0020
10,5-14,5/14,5-19 1 229-0021
14,5-19/18,5-24 1 229-0023

Tubing adapters
Nylon, white

The diameters shown are minimum to maximum for each end.

Good mechanical strength and chemical resistance
Very good thermal resistance
Withstand sterilisation to +136 °C
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For tube I-Ø (mm) Ø ext. (mm) Hole Ø (mm) Pk Cat. No.
3-5 4/5/6 2,0 10 229-0713
5-7 6/7/8 3,5 10 229-0714
7-10 8/9/10 4,5 10 229-0715
9-12 10/11/12 6,5 10 229-0716
11-14 12/13/14 8,5 10 229-0717
13-16 14/15/16 10,5 10 229-0718

Tubing connectors, straight
Kartell

PP, white

With tapered ends, for connecting tubing with the same diameter.

Good mechanical strength and chemical resistance
Very good thermal resistance
Autoclavable
Conform to foodstuff regulations 90/128/CEE, 92/39/CEE and FDA 21 CFR 177.1520

For tube I-Ø (mm) Ø ext. (mm) Hole Ø (mm) Pk Cat. No.
3-4 4 1,3 10 229-0735
4-5 6 2,5 10 229-0736
6-7 8 4,5 10 229-0737
8-9 10 6,0 10 229-0738
10-11 12 8,0 10 229-0739
12-13 14 10,5 10 229-0740
14-15 16 11,6 10 229-0741

Tubing connectors, L-shaped
Kartell

PP, translucent

Dimensions are shown as both nominal and exact as elasticity of tubing will influence the choice of size. 
Use our tubing selector 229-0111 to determine “grip”. This will then give equivalent crest dimension for the 
particular connector concerned.

Good mechanical strength and chemical resistance 
Very good thermal resistance 
Autoclavable

Conforms to Food and Drug regulations 90/128 CEE, 92/39 CEE and FDA 21 CFR 177.1520.

Suitable for foodstuff.

For tube I-Ø (mm) Ø ext. (mm) Hole Ø (mm) Pk Cat. No.
3 4,0 2,0 10 229-0708
4-5 6,0 2,7 10 229-0709
6-7 8,0 4,6 10 229-0710
8-9 10,0 5,5 10 229-0711
10-11 12,0 7,3 10 229-0712
12-13 14,0 9,7 10 229-0721
14-15 16,0 11,9 10 229-0722

Tubing connectors, Y-shaped
Kartell

PP, translucent

Dimensions are shown as both nominal and exact as elasticity of tubing will influence the choice of size. 
Use our tubing selector 229-0111 to determine “grip”. This will then give equivalent crest dimension for the 
particular connector concerned.

Good mechanical strength and chemical resistance 
Very good thermal resistance 
Autoclavable

Conforms to Food and Drug regulations 90/128 EEC 92/39 EEC and FDA 21 CFR 177.1520.

Suitable for foodstuff.
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For tube I-Ø (mm) Ø ext. (mm) Hole Ø (mm) Pk Cat. No.
4 - 6 4/5/6 1,5 10 229-0723
6 - 8 6/7/8 2,7 10 229-0724
8 - 10 8/9/10 4,7 10 229-0725
10 - 12 10/11/12 5,5 10 229-0726
12 - 14 12/13/14 7,6 10 229-0727
14 - 16 14/15/16 9,6 10 229-0728

Tubing connectors, Y-shaped
Kartell

PP, white

With tapered ends.

Good mechanical strength and chemical resistance 
Very good thermal resistance 
Autoclavable
Conforms to foodstuff regulations 90/128/EEC, 92/39/EEC and FDA 21 CFR 177.1520

For tube I-Ø (mm) Pk Cat. No.
PP
5 - 7 10 229-0128
7 - 9 10 229-0129
9 - 11 10 229-0130
11 - 13 10 229-0131
PVDF
5 - 7 10 229-7433
7 - 9 10 229-0133

Tubing connectors, Y-shaped
Bürkle

PP or PVDF

PP, temperature resistant up to +135 °C
PVDF, temperature resistant up to +160 °C, highly resistant to chemicals
Autoclavable

For tube I-Ø (mm) Ø ext. (mm) Hole Ø (mm) Pk Cat. No.
3 4 1,6 10 229-0703
4-5 6 3,7 10 229-0704
6-7 8 4,5 10 229-0705
8-9 10 6,3 10 229-0706
10-11 12 8,2 10 229-0707
12-13 14 10,0 10 229-0719
14-15 16 12,1 10 229-0720

Tubing connectors, T-shaped
Kartell

PP, translucent

Dimensions are shown as both nominal and exact as elasticity of tubing will influence the choice of size. 
Use our tubing selector 229-0111 to determine “grip”. This will then give equivalent crest dimension for the 
particular connector concerned.

Good mechanical and chemical resistance 
Very good thermal resistance 
Autoclavable

Conforms to Food and Drug regulations 90/128 CEE 92/39 CEE and FDA 21 CFR 177.1520.

Suitable for foodstuff.
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For tube I-Ø (mm) Pk Cat. No.
PP
3 - 5 10 229-0123
5 - 7 10 229-0124
7 - 9 10 229-0125
11 - 13 10 229-0126
13 - 15 10 229-0127
PVDF
3 - 5 10 229-0132

Tubing connectors, T-shaped
Bürkle

PP or PVDF

PP, temperature resistant up to +135 °C
PVDF, temperature resistant up to +160 °C, highly resistant to chemicals
Autoclavable

For tube I-Ø (mm) Ø ext. (mm) Hole Ø (mm) Pk Cat. No.
3 3,5 1,5 10 229-0742
4-5 6,0 2,7 10 229-0743
6-7 8,0 4,6 10 229-0744
8-9 10,0 7,0 10 229-0745
10-11 12,0 8,0 10 229-0746
12-13 14 9,5 10 229-0747
14-15 16,0 11,6 10 229-0748

Tubing connectors, X-shaped
Kartell

PP, translucent

Dimensions are shown as both nominal and exact as elasticity of tubing will influence the choice of size. 
Use our tubing selector 229-0111 to determine “grip”. This will then give equivalent crest dimension for the 
particular connector concerned.

Good mechanical strength and chemical resistance 
Very good thermal resistance 
Autoclavable

Conforms to Food and Drug regulations 90/128CEE 92/39CEE and FDA 21 CFR 177.1520.

Suitable for foodstuff.

PTFE

Connector with two or three GL screw connections. To distribute liquids or gases. Can be used as a reducer to connect different tubes or hoses.

Very good chemical resistance, the fluid medium only comes into contact with PTFE.
Temperature resistant from −200 to +250 °C
Pressure resistant up to a maximum of 10 bar, vacuum suitable

Connectors, with GL thread
BOLA

Continued on next page
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Continued from previous page

Thread Hole Ø (mm) Pk Cat. No.
Straight connectors
GL 14 6,5 1 229-0000
GL 18 10,5 1 229-0010
GL 25 14,5 1 229-0106
Angular connectors
GL 14 6,5 1 229-0051
GL 18 10,5 1 229-0052
GL 25 14,5 1 229-0053
T-shaped connectors
GL 14 6,5 1 229-0054
GL 18 10,5 1 229-0055
GL 25 14,5 1 229-0056

Description L×W (mm) Pk Cat. No.
Tubing selector 165×90 1 229-0111

Tubing selector
Kartell

ABS, green

For rapid determination of the internal and external diameters of tubing, glass tubes, glass rods, test tubes 
etc. For internal diameters from 1 to 25 mm and external diameters from 1,5 to 21 mm.

Sturdy, handy shape 
Engraved numbers for easy reading

Hole Ø (mm) For tube O-Ø (mm) Pk Cat. No.
4,9 8 1 227-4008
7,0 10 1 227-4010
10,9 13 1 227-4013
12,7 15 1 227-4015

Tube pinch valves
Kartell

HDPE with PP tap

These flow through valves are ideal for regulating or stopping the flow of gases and liquids in tube 
connections under low pressure (up to 0,5 bar) or partial vacuum. Smooth connectors, slightly tapered on 
both sides.

Good chemical resistance 
No lubricants required 
Good thermal resistance
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Hole Ø (mm) For tube I-Ø (mm) Pk Cat. No.
Two-way valve, PP/PE
4 5 - 7 1 229-7424
6 7 - 9 1 229-7425
8 9 - 11 1 229-7426
8 11 - 13 1 229-0112
Two-way valve, PVDF
4 5 - 7 1 229-7421
6 7 - 9 1 229-7422
8 9 - 11 1 229-7423
8 11 - 13 1 229-0114
Three-way valve, PP/PE
4 5 - 7 1 229-7430
6 7 - 9 1 229-7431
8 9 - 11 1 229-7432
8 11 - 13 1 229-0113
Three-way valve, PVDF
4 5 - 7 1 229-7427
6 7 - 9 1 229-7428
8 9 - 11 1 229-7429
8 11 - 13 1 229-0115

Tubing valves
Bürkle

PE/PP, white and red or PVDF, translucent

These two or three-way valves are ideally designed to regulate or completely stop the flow of gases and 
liquids. PVDF or PP/PE are preferred materials, particularly in the chemical, biological, pharmaceutical and 
food industries. Supplied with tube couplings to secure tube firmly.

PVDF, excellent chemical resistance, suitable for use with foodstuffs
PP/PE for industrial applications
Maximum pressure load 1 bar

Hole Ø (mm) For tube I-Ø (mm) Pk Cat. No.
2 6,4 - 9,5 1 216-4424
4 6,4 - 9,5 1 216-4425

Three-way stopcock, Nalgene®
Thermo Scientific

PP, translucent with PTFE tap, white

T-shaped three-way valves with tapered ends.

For regulating or blocking the flow of liquids in tube connections. For tubing with internal diameter 6,4 mm 
to 9,5 mm.

Very good chemical resistance
Very good thermal resistance, autoclavable
Non blocking, sealed tap, no lubricant required

Length (mm) Pk Cat. No.
59 12 229-0322

Tubing clamps
Bel-Art Products

Acetal, blue

Ideal for securely clamping tubing with a wall thickness of 0.82 mm or thinner.

Toothed jaws over a length of 27 mm to ensure secure clamping
Good chemical resistance, excellent temperature resistance
Simple to attach at any point on the tubing without disconnecting tubing
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Spanning width (mm) Colour Pk Cat. No.
3,2 - 11 White 12 229-0320
6 - 19 White 6 229-0321

Tubing clamps
Bel-Art Products

Polyacetal (POM), white

With automatic locking mechanism.

Good thermal resistance (operating temperature up to +110 °C)
Autoclavable
Easy, fast and safe operation

Spanning width (mm) Pk Cat. No.
10 10 229-0587
17 10 229-0588

Tubing clamps
PP, white

These tubing clamps are used to squeeze tubes in ratchet steps or to pinch them off completely, if required.

One-handed operation
Permanently elastic, autoclavable
Excellent chemical and temperature resistance

Spanning width (mm) Colour Pk Cat. No.
4,5 Red 1 229-0311
6 Yellow 1 229-0312
10 Blue 1 229-0313
14 Red 1 229-0314

Tubing clamps
DURAN Group

Polyester (PBT)

For smooth control of flow rates in tube connections.

Very good thermal resistance (operating temperature up to +180 °C)
Autoclavable
Convenient, easy operation, colour coded according to size
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Spanning width (mm) Colour Pk Cat. No.
10 Red 10 229-0607
10 Yellow 10 229-0608
10 Blue 10 229-0609
10 Green 10 229-0610
15 Red 10 229-0617
15 Yellow 10 229-0618
15 Blue 10 229-0611
15 Green 10 229-0612
20 Red 10 229-0613
20 Yellow 10 229-0614
20 Blue 10 229-0615
20 Green 10 229-0616

Tubing clamps, stop-it
Bürkle

PVDF with galvanised steel hook

The micro adjustment screw enables the flow of liquids to be controlled delicately and smoothly or stopped 
completely. The clamp can also be mounted on existing tube connections. The clamp’s closure can be 
opened in any position, without screwing on and off.

Heat resistant up to +160 °C
Various sizes available for tubing from 1 - 20 mm external diameter
Available in four colours

Spanning width (mm) Pk Cat. No.
10 1 229-0117
15 1 229-0118
20 1 229-0119
30 1 229-0120

Tubing clamps, stop-it
Bürkle

Galvanised steel and black anodised aluminium

Used to regulate or stop the flow in tubing with liquids or gases.

Stepless flow regulation
Heat resistant
For hose diameters up to max. 30 mm

Band width (mm) Pk Cat. No.
Standard
12 1 229-0341
17 1 229-0342
20 1 229-0343
25 1 229-0344
30 1 229-0345
40 1 229-0346
50 1 229-0350
Heavy duty
50 1 229-0347
60 1 229-0348
70 1 229-0349

Hoffmann pinch cocks
Usbeck

Nickel plated brass

Hinged. For regulating or stopping the flow of liquids in tube connections.

Very good thermal resistance
The standard model has a knurled screw and the heavy duty model has a butterfly screw
Easy cleaning

The values in the band width column refer to the clearance between the pinch cock legs.
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Filling and dispensing
Tubing accessories

Length (mm) Pk Cat. No.
125 1 232-0040
152 1 232-0041
178 1 232-0042

Spencer wells clamps
Stainless steel, rust-proof

For stopping flow in tube connections. Straight with box joint.

Very good thermal resistance
Easy cleaning
Safe, simple operation

For tube I-Ø (mm) Pk Cat. No.
7,6 - 10 10 229-3330
9,2 - 12,5 10 229-3331

Non-Return valves
Kartell

PP, translucent

Prevent pressure loss and backflow. Maximum working pressure 2 bar and minimum working 
pressure  0,07 bar at room temperature (+20 °C).

Very good chemical resistance 
Very good thermal resistance, autoclavable 
Tapered ends to ensure that tubes are held firmly

Type For tube I-Ø (mm) Pk Cat. No.
With embossed directional arrow 6 - 8 1 229-0134
With embossed directional arrow 8 - 10 1 229-0135
With embossed directional arrow 10 - 14 1 229-0136
With black printed directional arrow 8 - 10 1 229-0137

Non-return valves, with tapered inlet/outlet
Bürkle

PP, translucent

Retaining valves with embossed directional arrow or printed in black. With tapered ends. Various uses.

Resistant to compression max. 4 bar
Operating temperature up to +40 °C
With PP ball valve
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Description Type Length (mm) Colour Pk Cat. No.
Standard disposable spatulas Standard 210 Blue 300 231-0103
Standard disposable spatulas Standard 210 Natural 300 231-0104
Macro disposable spatulas Macro 310 Green 150 231-0105
Micro disposable spatulas, anti-static Micro 140 Natural 300 231-0106
Sterile disposable spatulas Sterile 210 Natural 100 231-0369
Disposable Eco spatulas, biodegradable (EcoPure® additive) Eco 140 Natural 300 231-0416

Spatulas, disposable
PP

Multipurpose, robust and inexpensive tools for collecting, transferring and processing samples of chemical 
and biological materials. The innovative shape of the spatulas allows them to be used as a spatula, spoon, 
scoop, scraper, mixing rod or for wiping. Ideal for recovering samples that have been frozen in liquid 
nitrogen. The macro type disposable spatulas are 50% larger than standard disposable spatulas. The long 
shaft makes it easier to transfer material from larger containers. 

Resistant to dilute acids and alkalis 
Reduce cross-contamination 
Autoclavable
Compliant with FDA standards for applications involving contact with food

Length (mm) Blade (mm) Pk Cat. No.
150 30×15 10 231-2411
180 30×15 10 231-2412

Double spatulas
Kartell

Polyamide, fibreglass reinforced, red

Good chemical resistance 
Heat resistance up to +100 °C (up to +180 °C for short periods) 
Robust, flexible

DIN 12890

Description Length (mm) Pk Cat. No.
Sampling spatulas, sterile, 15 ml capacity 229 100 231-0014

Spatulas, Sterileware®
Bel-Art Products

PS, white

V-shaped, disposable spatula for powders, granules and pastes. Enables convenient, rapid sample 
collection and serves to prevent sample contamination. Ideal for collecting samples from bags, containers 
or a production process.

Overall length 229 mm, insertion depth 152 mm, width 19 mm, depth 13 mm, volume 15 ml 
Stable handle and fixed tip, makes insertion in agglomerated materials easier
Sterile, individually wrapped

Length (mm) Width (mm) Pk Cat. No.
150 30 1 231-2183

Drigalski spatula
Soda-lime glass

For bacteriological applications 
Can also be used as stirrer 
For even spreading or better distribution across media
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Length (mm) Width (mm) Pk Cat. No.
165 30 1 231-2185
165 40 5 231-1085

Drigalski spatulas
RSG Solingen

Stainless steel 18/10, anti-magnetic

For bacteriological applications
Can also be used as stirrer
For even spreading or better distribution across media

Description Pk Cat. No.
Set of 6 spatulas and 1 pair of tweezers 1 SET 231-2176

Spatula set
RSG Solingen

Stainless steel 18/10

Useful combination of double spatulas, spoon spatulas and forceps. Universal usage in laboratories and 
industry.

Very good thermal resistance, autoclavable
Good chemical resistance
Comes in practical imitation leather case

Each set includes a 150×5 and 150×7 mm spoon spatula, a 150×9 mm double spatula, a 150×4 mm micro 
double spatula, a 150×9 mm powder spatula, a 150×4 mm micro powder spatula, as well as tweezers 
(straight, blunt, 145 mm long).

Description Pk Cat. No.
Set of 2 spatulas, 1 tweezers, 1 scissors 1 SET 231-2177

Chemist set
RSG Solingen

Stainless steel 18/10, anti-magnetic

Useful combination of instruments used daily in the laboratory and in production.

Very good thermal resistance, autoclavable
Good chemical resistance
Comes in practical imitation leather case

Each set includes a 130×4 mm micro double spatula, a 150×9 mm powder spatula, a pair of laboratory 
scissors (sharp/blunt, 130 mm long), as well as forceps (straight, sharp, 130 mm long).

Description Pk Cat. No.
Set of 4 micro powder spatulas 1 SET 231-0196

Micro powder spatula set
RSG Solingen

Stainless steel 18/10 blade with black, plastic handle

Four-piece set, each with a 3, 4, 5 and 6 mm wide powder spatula 
Blade has very good chemical and thermal resistance 
Blades are semicircular and angled
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Length (mm) Blade (mm) Pk Cat. No.
150 3 5 231-0402
150 4 5 231-0235

Spatulas, micro, powder
RSG Solingen

Stainless steel 18/10, anti-magnetic

With hexagonal handle for easier handling.

Very good thermal resistance, autoclavable
Good chemical resistance
Quick and easy to clean

Length (mm) Width (mm) Pk Cat. No.
100 2 5 231-0459
130 2 5 231-0460
150 2 5 231-0461
100 3 5 231-2231
130 3 5 231-2232
150 3 1 231-2236
185 3 5 231-0462
100 4 5 231-0463
130 4 5 231-0464
150 4 1 231-2237
185 4 1 231-0284
210 4 5 231-0465
100 5 5 231-0466
130 5 5 231-0467
150 5 5 231-2233
185 5 5 231-2234
210 5 5 231-2235
130 6 5 231-0468
150 6 1 231-2239
185 6 1 231-0287
210 6 1 231-2241

Double spatulas, micro
RSG Solingen

Stainless steel 18/10, anti-magnetic

Multipurpose spatulas with round handle, one flat and one rounded end. Straight shape.

Very good thermal resistance, autoclavable
Good chemical resistance
Very flexible blades

Length (mm) Spoon size (mm) Pk Cat. No.
130 5 5 231-2261
150 5 5 231-0296
185 5 5 231-2262
210 5 5 231-2263
150 7 10 231-0399
185 7 10 231-0400
210 7 10 231-0401

Double spatulas, micro
RSG Solingen

Stainless steel 18/10, anti-magnetic

Both ends have an angled spoon. Multipurpose spatula for a wide range of uses.

Very good thermal resistance, autoclavable
Good chemical resistance
Quick and easy to clean
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Length (mm) Width (mm) Material Pk Cat. No.
100 4 Nickel 5 231-0165
130 4 Nickel 5 231-0210
150 4 Nickel 5 231-0166
180 4 Nickel 1 231-0456
200 4 Nickel 5 231-0167
100 4 Stainless steel 5 231-0345
130 4 Stainless steel 1 231-0346
150 4 Stainless steel 5 231-0364
200 4 Stainless steel 5 231-0347

Double spatulas, micro, Chattaway type
Stainless steel or pure nickel (99,6%)

Multipurpose spatula for a wide range of uses. One end is flat and spatula-shaped, the other end is 
rounded and turned up at 45°.

Very good chemical resistance
Very good thermal resistance
Quick and easy to clean

Type Length (mm) Width (mm) Material Pk Cat. No.
Light 100 8 Nickel 1 231-0128
Light 150 8 Nickel 1 231-0207
Light 200 8 Nickel 1 231-0208
Medium 100 10 Nickel 1 231-0209
Medium 150 10 Nickel 5 231-0161
Medium 180 10 Nickel 5 231-0162
Light 130 8 Stainless steel 1 231-0340
Light 150 8 Stainless steel 1 231-0341
Medium 100 10 Stainless steel 1 231-0078
Medium 130 10 Stainless steel 5 231-0360
Medium 150 10 Stainless steel 5 231-0361
Medium 180 10 Stainless steel 5 231-0362
Medium 200 10 Stainless steel 5 231-0342
Medium 230 10 Stainless steel 5 231-0363
Medium 300 10 Stainless steel 1 231-0343
Medium 350 10 Stainless steel 1 231-0344

Double spatulas, Chattaway type
Stainless steel or pure nickel (99,6%)

Multipurpose spatula for a wide range of uses. One end is flat and spatula-shaped, the other end is 
rounded and turned up at 45°. Available in light or medium weight design.

Very good chemical resistance
Very good thermal resistance
Quick and easy to clean

Length (mm) Blade (mm) Pk Cat. No.
130 40×4 1 231-1057
130 40×9 1 231-2244
150 45×4 1 231-1058
150 45×9 1 231-1059
185 50×4 1 231-2188

Spatulas, powder
Bochem

Stainless steel 18/10, anti-magnetic

With round handle, one flat and one scoop shaped, rounded spatula end. Straight shape.

Very good thermal resistance, autoclavable
Good chemical resistance
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Length (mm) Blade (mm) Pk Cat. No.
100 35×3 5 231-0031
100 35×3 1 231-1017
100 35×4 1 231-0431
130 40×3 5 231-0032
130 40×3 1 231-1018
130 40×5 1 231-0034
150 40×2 1 231-1016
150 40×4 1 231-0432
150 40×5 5 231-0035
150 40×5 1 231-1026
185 50×4 1 231-1083
185 50×5 5 231-0036
185 50×5 1 231-2137
185 50×6 1 231-1029
185 50×9 1 231-1084
210 55×5 5 231-0037
210 55×5 1 231-1027
210 55×9 1 231-2242

Double spatulas, micro
Bochem

Stainless steel 18/10, anti-magnetic

Multipurpose spatula for a wide range of uses. With round handle, one flat and one rounded end. Straight 
shape.

Very good thermal resistance, autoclavable 
Good chemical resistance 

Length (mm) Blade (mm) Pk Cat. No.
130 40×9 1 231-1032
130 40×9 5 231-0038
150 45×9 1 231-1033
150 45×9 5 231-0039
185 50×9 1 231-1034
185 50×9 5 231-0040
210 60×11 1 231-1035
210 60×11 5 231-0041
250 70×11 1 231-1036
250 70×11 5 231-0042
300 75×16 1 231-1037
300 75×16 5 231-0043
400 100×16 1 231-1038

Double spatulas
Bochem

Stainless steel 18/10, anti-magnetic

Multipurpose spatula for a wide range of uses. With round handle, one flat and one rounded end. Straight 
shape.

Very good thermal resistance, autoclavable 
Good chemical resistance 
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Description Length (mm) Pk Cat. No.
Spatula with V-shaped scoop and flat 
tapered end

150 50 734-1529

Spatula with V-shaped scoop and flat 
rounded end

150 50 734-1530

Spatulas, micro
Corning®

PS, white

These micro spatulas feature a V-shaped scoop (capacity < 0,5 ml) at one end and either a flat tapered or a 
flat rounded blade at the other end.

RNase-/DNase-free, non pyrogenic
Anti-static and sterile
Each micro spatula is individually packaged

Description Length (mm) Pk Cat. No.
V-scoop/spoon 249 100 734-1524
Tapered blade/spoon 249 100 734-1521
Round end/spoon 249 100 734-1523
Flat end/spoon 249 100 734-1525
Small spoon/spoon 249 100 734-1522

Spatulas
Corning®

PS, white

Available in five different configurations, Corning® spatulas are designed to save time and to provide 
contamination-free samples.

Individually packaged, certified RNase- and DNase-free, non pyrogenic, anti-static and sterile
Eliminates the potential for cross-contamination and resterilising necessary with reusable spatulas

Length (mm) Pk Cat. No.
152 10 231-0172

Spatula, trough
Stainless steel

One end flattened, the other has slight trough.

Overall length: 152 mm

Length (mm) Pk Cat. No.
175 5 231-0393

Spatulas, Trulla type
Stainless steel 18/8 non-magnetic, bright finish

Double ended spatulas with trowel shaped scoops for handling large quantities of material.

Very good thermal resistance, autoclavable
Very good chemical resistance
Quick and easy to clean
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Length (mm) Width (mm) Pk Cat. No.
150 20 100 231-2634

Tongue depressor
Wood

As well as conventional use, these can also be used in a wide range of laboratory and production 
applications.

Smooth, round edges 
Clean finish, splinter-free 
Odourless and taste-free

Length (mm) Blade (mm) Pk Cat. No.
165 75×14 1 231-1072
190 100×18 1 231-1073
230 130×20 1 231-1074
250 150×22 1 231-1075
275 165×27 1 231-2195
310 200×32 1 231-1076
365 250×38 1 231-1077
415 300×42 1 231-1078

Pharmacist’s spatulas
Bochem

Stainless steel blade, with wooden handle

Blade with very good heat resistance 
Good chemical resistance 
Quick and easy to clean

Blade (mm) Pk Cat. No.
100 1 300-1000
150 1 300-1001
200 1 300-1002
300 1 300-1003

Palette knife spatulas
Stainless steel blade, with wooden handle

Blade (mm) Pk Cat. No.
100 1 300-1004
150 1 300-1005

Palette knife spatulas
Stainless steel tapered blade, with wooden handle

Length (mm) Blade (mm) Pk Cat. No.
180 30×15 10 231-2413
210 33×17 10 231-2414

Spoon spatulas
Kartell

Polyamide, fibreglass reinforced, red

Good chemical resistance 
Heat resistance up to +100 °C (up to +180 °C for short periods) 
Robust, flexible

DIN 12890
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Length (mm) Blade (mm) Spoon size (mm) Pk Cat. No.
Spoon/spatula ends
150 40×5 9×5 1 231-0047
150 45×5 6×4 1 231-1354
150 45×5 5×3 1 231-1355
Scoop/spatula ends
180 40×5 9×5 1 231-0239

Double spatulas, micro
Bochem

Stainless steel 18/10, anti-magnetic

Double spatulas for a wide range of uses. One end with micro spoon or scoop and one end with micro 
spatula.

Very good thermal resistance, autoclavable
Good chemical resistance
Quick and easy to clean

231-0047

231-0239

Length (mm) Spoon size (mm) Pk Cat. No.
100 5 5 231-0445
150 5 5 231-0190
185 5 5 231-0191
210 5 5 231-0446
300 5 5 231-0457
400 5 5 231-0458
150 7 5 231-0469
185 7 5 231-0470
210 7 5 231-0471

Spoon spatulas, micro
RSG Solingen

Stainless steel 18/10, anti-magnetic

With a micro spoon at one end and a micro spatula at the other.

Very good chemical resistance
Very good thermal resistance
Quick and easy to clean

Length (mm) Spoon size (mm) Material Pk Cat. No.
100 6×8×1,5 Stainless steel 10 231-0392
150 4×6×1,4 Stainless steel 10 231-0171

Spoon spatulas, micro
Stainless steel or pure nickel (99,6%)

One end flattened, the other end spoon-formed.

Good chemical resistance
Very good thermal resistance
Quick and easy to clean
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Length (mm) Spoon size (mm) Pk Cat. No.
150 35×15 1 231-1068
180 35×15 1 231-1069
190 25×20 1 231-1261
210 35×15 1 231-1070
210 65×28 1 231-1296
300 65×28 1 231-1297
400 65×28 1 231-1270

Spoon, multipurpose
Bochem

Stainless steel 18/10, anti-magnetic

Multipurpose spoon for a wide range of uses. Special shape for light and easy handling.

Very good thermal resistance, autoclavable
Good chemical resistance
Quick and easy to clean

Length (mm) Blade (mm) Spoon size (mm) Pk Cat. No.
120 35×10 30×22 1 231-0184
300 70×14 48×35 1 231-0185

Spoon spatulas
Bochem

Stainless steel 18/10, anti-magnetic

Multipurpose spoon for a wide range of uses. With round handle.

Very good thermal resistance, autoclavable
Good chemical resistance
Quick and easy to clean

Length (mm) Pk Cat. No.
150 5 231-0436
180 5 231-0437
210 5 231-0438
250 5 231-0439

Spoon spatulas
RSG Solingen

Stainless steel 18/10, anti-magnetic

Multipurpose spoon for a wide range of uses. With round handle.

Very good thermal resistance, autoclavable
Good chemical resistance
Quick and easy to clean
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Length (mm) Spoon size (mm) Pk Cat. No.
120 31×23 1 231-1311
150 38×27 1 231-1312
180 40×28 5 231-0186
210 40×28 1 231-1314
250 50×35 5 231-0187
300 55×41 5 231-0188

Chemical spoon with spatula end
RSG Solingen

Stainless steel Remanit 4301, anti-magnetic

Multipurpose spoon for a wide range of uses.

Very good thermal resistance, autoclavable 
Good chemical resistance 
Quick and easy to clean

Length (mm) Pk Cat. No.
140 10 231-0170

Spoon spatula, Nuffield type
Stainless steel

Straight with box joint.

Very good thermal resistance, autoclavable
Very good chemical resistance
Quick and easy to clean

Length (mm) Spoon size (mm) Material Pk Cat. No.
120 20 Nickel 1 231-0156
150 20 Nickel 1 231-0075
180 20 Nickel 1 231-0076
120 20 Stainless steel 10 231-0112
150 20 Stainless steel 10 231-0123
180 20 Stainless steel 1 231-0124
210 20 Stainless steel 10 231-0125

Spoon spatulas, broad shape
Stainless steel or pure nickel (99,6%)

One end is flat and spatula-shaped, the other end is spoon-shaped.

Very good chemical resistance
Very good thermal resistance
Quick and easy to clean
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Length (mm) Capacity (ml) Pk Cat. No.
180 4 500 612-1550

Cutlery, multipurpose
PS, white

Multipurpose utensil - knife, fork and spoon in one. For aseptic liquid and solid sample collection and 
processing in the food, pharmaceuticals or cosmetics industries.

Individual, sterile packaging 

Length (mm) Capacity (ml) Pk Cat. No.
178 2,46 200 231-2423
178 4,93 200 231-0418
178 14,79 200 231-2425

Sampling spoons, sterile
Bel-Art Products

PS, white

Designed to gather small amounts of sample material.

For powder, granulates and liquids 
The long handle reaches easily into confined areas and minimises the potential of personal contact with 
sampled material 
Available in three sizes; all sterilised and individually packed

Length (mm) Spoon size (mm) Capacity (ml) Pk Cat. No.
180 20 1,23 12 231-0366
180 25 2,46 12 231-0367
180 30 4,93 12 231-0365
180 39 14,8 12 231-0368
- - 1,23 / 2,46 / 4,93 / 14,8 * 1 SET 231-0005

Sample spoons
Bel-Art Products

PP, white

Long handled, ideal for convenient sampling from jars, bottles and flasks
Very good thermal and chemical resistance

* assortment of 3 of each size

Length (mm) Spoon size (mm) Pk Cat. No.
150 5 1 231-0099

Micro powder spoon
RSG Solingen

Stainless steel 18/10, anti-magnetic

With hexagonal handle for easier handling.

Very good thermal resistance, autoclavable
Good chemical resistance
Quick and easy to clean
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Length (mm) Spoon size (mm) Pk Cat. No.
170 40×10 1 231-1241

Spoon, powder
RSG Solingen

Stainless steel 18/10

Multipurpose spoon for a wide range of uses. With cylindrical handle.

Very good thermal resistance, autoclavable 
Good chemical resistance 
Quick and easy to clean

Length (mm) Spoon size (mm) Pk Cat. No.
120 40×26 1 231-1211
135 45×31 1 231-1212
180 55×38 1 231-1213
195 60×45 1 231-1214
280 85×70 1 231-1215

Laboratory spoons
Bochem

Stainless steel 18/10, anti-magnetic

Manual scoops for collecting or measuring powders, pastes or granulates.

Very good thermal resistance, autoclavable
Good chemical resistance
Robust design

Length (mm) Spoon size (mm) Pk Cat. No.
200 30×16 1 231-1231

Laboratory spoon
RSG Solingen

Stainless steel 18/10, anti-magnetic

Multipurpose spoon for a wide range of uses. Open ended spoon, with flat handle

Very good thermal resistance, autoclavable
Good chemical resistance
Quick and easy to clean

Length (mm) Pk Cat. No.
150 1 231-1387

Pharmacist’s spoon
RSG Solingen

Stainless steel 18/10, anti-magnetic

Multipurpose spoon for a wide range of uses. Narrow shape with extra long, flat handle.

Very good thermal resistance, autoclavable
Good chemical resistance
Quick and easy to clean
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Length (mm) Spoon size (mm) Pk Cat. No.
120 17×23 - 22×30 1 231-1221
150 17×23 - 22×30 5 231-2273
180 22×30 - 29×40 5 231-2274
210 22×30 - 29×48 5 231-0189
250 29×40 - 29×48 1 231-0092
300 29×40 - 35×48 5 231-2275

Chemical spoon, double-ended
RSG Solingen

Stainless steel 18/10, anti-magnetic

Multipurpose spoon for a wide range of uses. With cylindrical handle.

Very good thermal resistance, autoclavable
Good chemical resistance
Quick and easy to clean
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Description Capacity (ml) Pk Cat. No.
Sterile sampling kit 60 50 231-0011

Sampling scoop kit, sterile
Bel-Art Products

PS, white

60 ml scoop, ideal for food, pharmaceutical an environmental sampling. Double bagged in PE bags.

Long handle facilitates sampling from containers and minimises the risk of personal contact with sample 
material
Every package is lot traceable

Capacity (ml) Length (mm) Pk Cat. No.
60 203 100 231-0008
125 221 100 231-0009
250 216 100 231-0010

Sampling scoops, large size, Sterileware®
Bel-Art Products

PS, white

Designed especially to take samples from wide mouth containers.

For powder, granulates and liquids 
Hold various capacities 
Individually sterilised and packed in a polyethylene bag

Capacity (ml) Length (mm) Width (mm) Pk Cat. No.
100 120 60 1 231-0403
200 140 75 1 231-0404
250 155 85 1 231-0405
350 180 100 1 231-0406
500 220 130 1 231-0407

Scoops, FoodScoop
Bürkle

Stainless steel V2A (1.4301), highly polished

Very stable hand scoop for various applications, particularly suitable for the food industry. Seamless join 
between scoop and hollow handle so has no crevices and edges.

Conforms to European food law regulations
Robust design
With suspension eyelet
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Capacity (ml) Length (mm) Ø (mm) Pk Cat. No.
100 100 50 1 300-0148
500 140 95 1 300-0154
750 215 95 1 300-0149
1100 235 110 1 300-0150
1200 195 125 1 300-0151
1700 230 135 1 300-0152
2500 215 185 1 300-0153

Scoops, PharmaScoop
Bürkle

Stainless steel V4A (1.4401), highly polished

Developed in order to meet the high requirements of the pharmaceutical industry, such as those working 
to FDA regulations. Without edges, crevices or undercuts in which sample residues could collect and 
contaminate subsequent samples.

GMP conformity

Description Capacity (ml) Length (mm) Width (mm) Pk Cat. No.
White, non sterile 30 153 40 100 231-0381
White, non sterile 60 178 49 100 231-0420
White, non sterile 125 196 61 100 231-0375
White, non sterile 250 209 81 100 231-0377
White, non sterile 500 209 81 100 231-0387
White, non sterile 500 249 118 100 231-0383
White, non sterile 1000 324 150 100 231-0374
White, non sterile 2500 357 166 60 231-0450
White, sterile 30 153 40 100 231-0382
White, sterile 60 178 49 100 231-0421
White, sterile 125 196 61 100 231-0376
White, sterile 250 209 81 100 231-0380
White, sterile 500 249 118 100 231-0384
White, sterile 1000 324 150 100 231-0419
White, sterile 2500 357 166 60 231-0451
PP, blue, sterile 60 178 49 100 231-0424
PP, blue, sterile 1000 324 150 100 231-0422
Red, non sterile 1000 324 150 100 231-0385
Red, sterile 500 249 118 100 231-0388
Red, sterile 1000 324 150 100 231-0386

Scoops, disposable, PharmaScoop®, SteriWare®
PS or PP

Single-use plastic scoops for hygienic applications. These scoops are a useful alternative to traditional 
stainless steel scoops. They are moulded and packed in a cleanroom environment. Each scoop is 
individually wrapped so that they remain clean from the time that they are moulded until they are used.

FDA conforming materials
Crevice- and BSE/TSE-free
Full batch traceablility
ATEX rated for zones 0,1 and 2
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Capacity (ml) Length (mm) Pk Cat. No.
15 115 12 231-0750
25 135 12 231-0751
65 185 12 231-1086
110 215 12 231-0752
150 250 12 231-1087
350 310 6 231-0753
750 350 6 231-0754
1250 400 6 231-0755

Scoops
VITLAB®

HDPE, translucent

With flat ends and reinforced handle.

Good chemical resistance
Heat resistant up to +105 °C
The capacity of the scoop is stamped into the handle for easy reading

Capacity (ml) Length (mm) Pk Cat. No.
2 60 12 231-0326
5 82 12 231-0327
10 100 12 231-2000
25 135 12 231-2001
50 160 12 231-2002
100 200 12 231-2003
250 260 6 231-2004
500 315 6 231-0218
1000 385 6 231-2005

Measuring scoops
VITLAB®

PP, white

With flat, chamfered ends and reinforced handle.

Very good chemical resistance, robust
Heat resistant up to +130 °C, autoclavable
The capacity of the scoop is stamped into the handle for easy reading

Capacity (ml) Colour Pk Cat. No.
100 Red 12 231-0409
100 Grey 12 231-0410
100 Black 12 231-0411
100 Yellow 12 231-0412
100 Dark Blue 12 231-0413
100 Green 12 231-0414
100 Light Blue 12 231-0415

Measuring scoops
VITLAB®

PP, coloured

With precision formed filling edge and comfortable, stable handle.

Also suitable as weighing scoops
Easily readable volume quantities visible on the upper side of the handle
Food-safe product according to EC Directive No. 10/2011
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Capacity (ml) Length (mm) Pk Cat. No.
2 60 5 231-0020
5 82 5 231-0021
10 100 5 231-0022
25 135 5 231-0023
50 160 5 231-0024
100 198 5 231-0472
250 260 5 231-0025
500 315 5 231-0026
1000 385 1 231-0027

Measuring scoops, Azlon®
SciLabware

PP, white

With flat, bevelled end and reinforced handle.

Very good chemical resistance, robust
Heat resistant up to +130 °C, autoclavable
The capacity of the scoop is stamped into the handle for easy reading

Capacity (ml) Length (mm) Pk Cat. No.
120 190 1 231-0201
450 250 1 231-0202
1000 320 1 231-0203
1500 350 1 231-0204
2500 365 1 231-0236

Scoops
RSG Solingen

Stainless steel

Manual scoops for collecting or measuring powders, pastes or granulates.

Very good thermal resistance, autoclavable
Good chemical resistance
Robust design

Capacity (ml) Length (mm) Ø (mm) Pk Cat. No.
90 185 70 1 231-1101
200 315 90 1 231-1102
220 315 100 1 231-1103
620 345 140 1 231-1104
1000 350 160 1 231-1105
1400 350 180 1 231-1106

Ladle scoops
Bochem

Stainless steel 18/10, anti-magnetic and electropolished

With flat handle.

Corrosion resistant
Very good thermal resistance
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Tools
Scoops and ladles

Capacity (ml) Length (mm) Pk Cat. No.
27 200 300 216-4905

Sampling ladles
Capitol Europe

PP

For sampling of liquids. 

With pouring spouts on both sides
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Tools
Laboratory tongs and scissors

Length (mm) Spanning area (mm) Pk Cat. No.
330 60 - 150 1 231-4145

Beaker tongs
RSG Solingen

Stainless steel 18/10, anti-magnetic

For easy, safe handling of beakers and similar containers. The jaws are wrapped in ceramic fibres to provide 
thermal insulation and to protect the containers they hold.

Corrosion resistant
Very good thermal resistance, autoclavable

Length (mm) Spanning area (mm) Pk Cat. No.
230 15 - 60 1 231-1010

Flask tongs
Bochem

Stainless steel 18/10, anti-magnetic and electropolished

Square jaws with polyamide coating to protect the flasks being held in the tongs. Easy, secure handling.

Corrosion resistant
Very good thermal resistance

Length (mm) Pk Cat. No.
160 1 231-0182
200 1 231-1000
220 1 231-1001
250 1 231-1002
300 1 231-1003
400 1 231-1004
500 1 231-1005
600 1 231-1006
Kit: 160, 200, 250, 300, 400 1 SET 231-0028

Crucible tongs
Bochem

Stainless steel 18/10, anti-magnetic and electropolished

Double bend with serrated tips. For easy, safe handling of crucibles made from a wide variety of materials.

Corrosion resistant
Very good thermal resistance, autoclavable

Type Length (mm) Pk Cat. No.
Straight, sharp/sharp 90 1 233-1551
Curved, sharp/sharp 90 1 233-1552
Straight, sharp/sharp 100 1 233-1453
Curved, sharp/sharp 100 1 233-1454

Microscopy scissors
RSG Solingen

Stainless steel

Corrosion resistant 
Autoclavable 
Very sharp tips
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Tools
Laboratory tongs and scissors

Type Length (mm) Pk Cat. No.
Straight, sharp/sharp 100 1 233-2121
Curved, sharp/sharp 100 1 233-2123

Microscopy scissors
Bochem

Stainless steel

Corrosion resistant 
Autoclavable 
Very sharp tips

Type Length (mm) Pk Cat. No.
Sharp/blunt 130 1 233-1221
Sharp/blunt 145 1 233-1224
Sharp/blunt 160 1 233-1222
Sharp/sharp 130 1 233-1211
Sharp/sharp 145 1 233-1214
Sharp/sharp 160 1 233-1212
Blunt/blunt 130 1 233-1231
Blunt/blunt 145 1 233-1215
Blunt/blunt 160 1 233-1232

Laboratory scissors, straight
RSG Solingen

Stainless steel, INOX 4021

Very good thermal resistance, autoclavable 
Good chemical resistance 
Designed for rough handling

Type Length (mm) Pk Cat. No.
Open shanks
Straight, sharp 112 1 233-0011
Straight, sharp 125 1 233-0012
Straight, sharp 150 1 233-0013
Closed shanks
Straight, sharp, fine point 105 1 231-0473

Dissecting scissors, straight
Stainless steel

Closed or open shanks
Straight, sharp/sharp

Type Length (mm) Pk Cat. No.
Open shanks
Curved, sharp 112 1 233-0014
Curved, sharp 125 1 233-0157
Curved, sharp 150 1 233-0158
Closed shanks
Curved, sharp, fine point 105 1 233-0159

Dissecting scissors, curved
Stainless steel

Closed or open shanks
Curved, sharp/sharp
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Tools
Laboratory tongs and scissors

Type Length (mm) Pk Cat. No.
Carbon steel, warm forged, straight, blunt/sharp ended 130 1 233-1421
Stainless steel, plastic handles, bent, blunt/blunt ended 130 1 233-1422

Carbon steel or stainless steel

Available in straight or bent design
Available with plastic handles 
Easy action

Bandage scissors
RSG Solingen

Type Length (mm) Pk Cat. No.
Blunt/blunt 125 1 233-0015
Blunt/sharp 125 1 231-0474
Sharp/sharp 125 1 231-0475
Probe/sharp 125 1 233-0016

Dressing scissors
Stainless steel

These straight scissors can be used for a variety of applications in medical areas, laboratories and 
microscopy.

Length (mm) Pk Cat. No.
190 1 233-1149

Universal scissors
Bochem

Stainless steel, plastic handles

Can be used in any situation
Very stable
With safety interlock

Type Length (mm) Pk Cat. No.
Laboratory, fine 90 1 233-1285
Hobby, normal 170 1 233-1280

Scissors, multipurpose 
RSG Solingen

Stainless steel, with black plastic handles

Corrosion resistant 
Available in fine or normal design, with large handles 
Easy action
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Tools
Tweezers

Type Length (mm) Pk Cat. No.
Square end 100 1 232-0150
Sharp end 100 1 232-0151
Square end 150 1 232-0152
Sharp end 150 1 232-0153
Square end 200 1 232-0154
Sharp end 200 1 232-0155

Forceps
PTFE, white

Very good chemical resistance, inert, non stick
Temperature resistant from –200 to +280 °C
Smooth surfaces prevent contamination and allow easy cleaning  

Type Length (mm) Pk Cat. No.
Blunt 118 5 232-2000
Blunt 147 5 232-2001
Blunt 253 5 232-2003

Forceps
Kartell

Polyoxymethylene (POM), yellow

Multipurpose forceps for a wide range of applications.

Good chemical resistance, not suitable for use with strong acids and solvents
Autoclavable
Robust, pliable, self-sprung

Type Length (mm) Pk Cat. No.
Straight, pointed 115 1 232-1911
Straight, pointed 145 1 232-1913

Forceps
VITLAB®

PMP, white

Multipurpose forceps for a wide range of applications.

Good chemical resistance 
Autoclavable 
Robust, pliable, self-sprung
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Tools
Tweezers

Type Length (mm) Pk Cat. No.
Straight, blunt 105 1 232-2111
Straight, blunt 115 1 232-2112
Straight, blunt 130 1 232-2113
Straight, blunt 145 1 232-2114
Straight, blunt 160 1 232-2115
Straight, blunt 200 1 232-2116
Straight, blunt 250 1 232-2117
Straight, blunt 300 1 232-2118
Straight, pointed 105 1 232-2121
Straight, pointed 115 1 232-2122
Straight, pointed 130 1 232-2123
Straight, pointed 145 1 232-2124
Straight, pointed 160 1 232-2125
Straight, pointed 200 1 232-2126
Curved, pointed 105 5 232-2160
Curved, pointed 115 1 232-2131
Curved, pointed 130 1 232-2132
Curved, pointed 145 1 232-2133
Curved, pointed 160 1 232-2134
Curved, pointed 200 5 232-0190

Forceps
RSG Solingen

Stainless steel 18/10, anti-magnetic

Type Length (mm) Pk Cat. No.
Straight, blunt 115 1 232-1982
Straight, pointed 115 1 232-1981

Forceps
RSG Solingen

Stainless steel, PTFE coated

Available in sharp or blunt design 
Very good chemical and thermal resistance 
Smooth surfaces prevent contamination and allow easy cleaning

Type Length (mm) Pk Cat. No.
Tissue forceps 1:2 115 1 232-0001
Tissue forceps 1:2 130 1 232-0002
Tissue forceps 1:2 145 1 232-0003
Tissue forceps 1:2 160 1 232-0004

Tissue forceps
Bochem

Stainless steel

With small teeth (1:2) at the end of the blades
Designed for handling tissues with minimal trauma during surgery

Type Length (mm) Pk Cat. No.
Straight, blunt 115 1 232-0030
Straight, blunt 125 1 232-0031
Straight, blunt 150 1 232-0032
Straight, blunt 175 1 232-0199
Straight, blunt 200 1 232-0033

Forceps
Stainless steel

Blunt, narrow flutes
For dissecting and general applications
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Tools
Tweezers

Type Length (mm) Pk Cat. No.
Straight, fine tips 115 1 232-0034
Straight, fine tips 125 1 232-0035
Straight, fine tips 150 1 232-0036

Forceps
Stainless steel

Sharp, narrow flutes
With guide pin

Type Length (mm) Pk Cat. No.
Watchmaker No.3 115 1 232-0201
Watchmaker No.4 110 1 232-0202
Watchmaker No.5 110 1 232-0203
Watchmaker No.7, curved 115 1 231-0435

Watchmaker forceps
Stainless steel

Ideal for small-scale dissection applications or precise part placement. 

Very fine points
Smooth flat handle
Available straight or curved

Type Length (mm) Pk Cat. No.
Straight 105 1 232-0007
Curved 105 1 232-0008

Forceps, precision
Bochem

Stainless steel 18/10, anti-magnetic

Extremely precise forceps designed for a wide variety of uses in the laboratory, production etc.

Extremely sharp, flat, non serrated points 

Description Pk Cat. No.
Membrane filter forceps set, with coloured PP finger grips (1 each of orange, blue and 
chartreuse)

3 232-0142

Membrane filter forceps with black PP finger grip 1 514-4149

Forceps for membrane filters
Stainless steel, PP

With polypropylene finger grips and flat, wide tips. Ideal for handling membrane filters and other filter 
discs.

Corrosion resistant 
Very good thermal resistance, autoclavable
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Tools
Tweezers

Type Length (mm) Pk Cat. No.
Straight, standard quality 115 1 232-2181
Bent, standard quality 115 1 232-2182

Forceps for cover glasses
RSG Solingen

Stainless steel

For easy, secure handling of cover glasses 
Can also be used for other laboratory items, such as filter discs 
Easy to clean

Length (mm) Pk Cat. No.
105 1 232-0039

Forceps
Steel, nickel plated

With flat, curved ends. Ideal for cover glasses, slides and filter discs.

Robust with easy action 
Very good thermal resistance, good chemical resistance 
Light and easy to clean

Type Length (mm) Pk Cat. No.
Sharp, curved 115 1 232-0200
Sharp, curved 125 1 232-0037

Forceps
Stainless steel

Dissecting forceps with guide pin, which helps to keep the fine tips aligned.

Sharp, narrow flutes
Curved

Type Length (mm) Pk Cat. No.
Curved, wide tips 120 1 232-0038

Entomological forceps
Stainless steel

Forceps for the collection of entomological specimens.

Guide pin helps to keep the tips aligned
Wide tips help to avoid damages of the specimen
Curved tips won’t crush delicate larvae or eggs
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Tools
Knives, scalpels and cutters

Type Pk Cat. No.
No. 6 10 233-0034
No. 9 10 233-0035
No. 10 10 233-5363
No. 10A 10 233-5513
No. 11 10 233-5364
No. 12 10 233-5365
No. 15 10 233-5366
No. 20 10 233-5524
No. 21 10 233-5525
No. 22 10 233-5526
No. 22A 10 233-5527
No. 23 10 233-5528
No. 24 10 233-5529

Disposable scalpels, sterile
Swann-Morton

Stainless steel blade and plastic handle

Ergonomically shaped handle
Clean, smooth cut with precision ground blade

Packaging: Individually wrapped, sterile.

Type Pk Cat. No.
No. 10 100 233-5472
No. 10A 100 233-5473
No. 11 100 233-5474
No. 12 100 233-5475
No. 15 100 233-5478
No. 20 100 233-5482
No. 21 100 233-5483
No. 22 100 233-5484
No. 23 100 233-5486
No. 24 100 233-5487
No. 25 100 233-5488
No. 26 100 233-5490

Stainless steel

Quick and easy to assemble

Packaging: Sterile pack of 100 blades.

Scalpel blades
Swann-Morton
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Tools
Knives, scalpels and cutters

Type Pk Cat. No.
Sterile
No. 6 100 233-0032
No. 9 100 233-0033
No. 10 100 233-0023
No. 10A 100 233-0101
No. 11 100 233-0024
No. 15 100 233-0025
No. 20 100 233-0026
No. 21 100 233-0027
No. 22 100 233-0028
No. 23 100 233-0029
No. 24 100 233-0030
No. 27 100 233-0031
Non sterile
No. 6 100 233-5330
No. 9 100 233-5331
No. 10 100 233-5332
No. 10A 100 233-5333
No. 11 100 233-5334
No. 12 100 233-5335
No. 15 100 233-5338
No. 20 100 233-5344
No. 21 100 233-5345
No. 22 100 233-5346
No. 23 100 233-5348
No. 24 100 233-5349
No. 25 100 233-5350
No. 26 100 233-5361
No. 27 100 233-5362

Scalpel blades
Swann-Morton

Carbon steel

Available in sterile individual foil packs or non sterile foil packets of five 
Quick and easy to assemble 

Type For Length (mm) Pk Cat. No.
No. 3 blades No. 6 to 16 120 1 233-5454
No. 3L blades No. 6 to 16 210 1 233-5456
No. 4 blades No. 18 to 27 130 1 233-5455
No. 4L blades No. 18 to 27 210 1 233-5457

Scalpel handles
Swann-Morton

Stainless steel

Compatible with a wide range of scalpel blades made of different materials, sterile or non sterile
Optional blade remover available for simple and safe replacement of scalpel blades

No. 4L

Description Pk Cat. No.
Sterile, individually wrapped 50 233-0068
Non sterile, bulk 100 233-5370
Non sterile, bulk 500 233-5371

Scalpel blade remover
Swann-Morton

Easy and safe removal of scalpel blades
Available in sterile or non sterile versions
Only for use with Swann-Morton scalpel handles and scalpel blades
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Tools
Knives, scalpels and cutters

Length (mm) Description Pk Cat. No.
140 With overlapping spring 1 233-0010
140 With coil spring 1 233-0160

Bone cutters
Carbon steel, nickel plated

With overlapping spring or coil spring handle.

Very good thermal resistance
Easy to clean
Safe, simple operation
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Clamps and supports
Support Sets, Stand Bases and Rods

Description Length (mm) Width (mm) Arm length (mm) Pk Cat. No.
Tripod stands (A)
Tripod stand (A) with rod (500 mm length, 8 mm Ø) - - 115 1 241-0090
Tripod stand (A) with rod (800 mm length, 12 mm Ø) - - 145 1 241-0091
Tripod stand (A) with rod (1000 mm length, 16 mm Ø) - - 175 1 241-0092
Support stands (B)
Support stand (B) with rod (500 mm length, 8 mm Ø) 225 140 - 1 241-0093
Support stand (B) with rod (800 mm length, 12 mm Ø) 250 160 - 1 241-0094
Support stand (B) with rod (1000 mm length, 16 mm Ø) 270 180 - 1 241-0095
Support stands (C)
Support stand (C) with rod (500 mm length, 8 mm Ø) 300 140 - 1 241-0099
Support stand (C) with rod (800 mm length, 12 mm Ø) 340 160 - 1 241-0100
Support stand (C) with rod (1000 mm length, 16 mm Ø) 380 180 - 1 241-0101

Laboratory stands
Tripod stands (A): Cast iron tripod stand, painted with hammer finish, steel support rod, nickel 
plated

Threaded hole
Support rod (three lengths available with different diameters)
Robust, corrosion resistant

Support stands (B): Cast iron stand base, painted with hammer finish, steel support rod

With eccentrically attached support rod.

Firm, non-slip stand
Available in three different sizes
Robust, corrosion resistant

Support stands (C): Cast iron stand base, painted with hammer finish, steel support rod, nickel 
plated

With centrally attached support rod.

Firm, non-slip stand
Available in three different sizes
Robust, corrosion resistant

Description L×W (mm) Pk Cat. No.
Stand with funnel holder for two funnels 200×450 1 241-0046

Stand with holder for separating funnels
PU coated cast iron stand 200×450 mm, steel rod 500×12 mm, bosshead and holder for two funnels.

Height of holder can be adjusted
Holder measures 300×100 mm
Apertures for funnels measure 65 mm - centre distance 200 mm

Description L×W (mm) Pk Cat. No.
Stand with funnel holder for four funnels 200×450 1 241-0045

Stand with holder for funnels
PU coated cast iron stand (200×450 mm), steel rod (500×12 mm), bosshead and holder for four funnels.

Height of holder can be adjusted
Holder measures 400×80 mm
Apertures for funnels measure 100 mm in diameter and recesses in front of the apertures for funnels have 
a width of 40 mm



794 www.vwr.com

Clamps and supports
Support Sets, Stand Bases and Rods

For W×D×H (mm) Pk Cat. No.
2 funnels 300×140×480 1 519-2721
4 funnels 550×150×500 1 519-2722

Funnel stand
Bürkle

PP, white

Two or four funnel holders.

Accommodates funnels with diameters from 40 to 160 mm
Robust design
With variable height adjustment

Description Pk Cat. No.
Stand for 2 electrodes 1 241-0114

Electrode stand
Grey iron stand for two electrodes.

Sturdy painted cast iron stand, provides a firm footing
Stainless steel support rod
Acrylic electrode holder fitted using knurling screws

Description L×W (mm) Pk Cat. No.
Support plate, square 200×200 1 241-0089

Support plate
Support plate, square

Large area: 200×200 mm
Can be attached to support rods up to 16 mm diameter by means of a thumbscrew
Central hole: 7 mm diameter

L×W (mm) Weight (kg) Pk Cat. No.
180×100 1,1 1 241-7110
210×130 1,7 1 241-7111
250×160 2,5 1 241-7176
300×150 2,8 1 241-7112
315×200 4,0 1 241-7113

Stand plates
Usbeck

Steel, powder coated

Firm, non-slip stand. For a wide variety of uses. With M10 threaded hole on face side.

Rubber feet for a firm footing
Easy to clean
Robust
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Clamps and supports
Support Sets, Stand Bases and Rods

L×W (mm) Weight (kg) Pk Cat. No.
210×130 1,7 1 241-7101
250×160 2,5 1 241-7175
300×150 2,8 1 241-7102
315×200 4,0 1 241-0348

Stand plates
Usbeck

Stainless steel

Firm, non-slip stand for a wide variety of uses. With an M10 threaded hole on face side and adjustable feet 
for uneven surfaces.

Rubber feet for a firm footing
Smooth surfaces for easy, fast cleaning
Robust

DIN 12892/55

L×W (mm) Type Pk Cat. No.
315×210 Model A 1 241-5121
315×210 Model B 1 241-5122

Retort stands
Usbeck

Stainless steel

Firm, non-slip stand. Can be used for a wide range of equipment, e.g. stirrers, hotplates etc. With three 
fixed feet and one adjustable. Threaded off-centre hole.

Model A: Consists of a base, 10 mm thick, 315×210 mm, and a rod, 800 mm long, 16 mm diameter
Model B: Consists of a base, 10 mm thick, 315×210 mm, and a rod, 1000 mm long, 16 mm diameter
Robust, firm, corrosion resistant

L×W (mm) Type Pk Cat. No.
300×150 Model A 1 241-3215
300×150 Model B 1 241-3216

Laboratory stands
Kartell

PP stand bases with rods made from chrome plated steel

Ideal for use as stands for burettes, funnels or separating funnels. Not recommended for heavier weights.

Rods are 250 mm long, 12 mm diameter and can be screwed together to reach the desired height
Model A: Stand base 300×150×15 mm with centre hole
Model B: Stand base 300×150×15 mm with off-centre hole

Ordering information: Each pack includes two rods measuring 250×12 mm. Extra rods can be ordered 
separately.

Length (mm) Weight (kg) Width (mm) Pk Cat. No.
160 0,75 100 1 241-0174
250 2 160 1 241-0177
315 3 200 1 241-0183

Stand plates
Steel, with white acrylic finish

Rectangular stand bases with M10 threaded bore on face side.

Acid resistant surface
Radiant white surface provides an additional advantage for colour matching
Non-slip rubber feet for a firm footing
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Clamps and supports
Support Sets, Stand Bases and Rods

Description Weight (kg) Arm length (mm) Pk Cat. No.
Retort stand base, tripod 0,68 80 1 241-0377
Retort stand base, tripod 1,0 115 1 241-0245
Retort stand base, tripod 1,35 150 1 241-0246
Retort stand base, tripod 1,7 185 1 241-0341

Tripod stands
Usbeck

Steel, powder coated

With M10 threaded hole
No support rod
Non-slip, rubber feet ensure firm footing

Ø (mm) Length (mm) Pk Cat. No.
12 500 3 241-0069
12 1000 3 241-0072
12 2000 2 241-0075
16 500 1 241-0085
16 1000 1 241-0086
16 2000 1 241-0087

Retort rods, unthreaded, Labomeca®
Stainless steel, hollow

Very good chemical resistance
Durable hollow rods reducing weight in support constructions

For Pk Cat. No.
12 - 13 mm Ø rods 10 241-0137
16 mm Ø rods 10 241-0136

Feet for rods, Labomeca®
Mounting brackets for Labomeca® assemblies.

Used for attaching rods to a fixed point of the laboratory: Floor, walls, ceiling, tables, shelves and 
furniture
Supplied with wood screw, can be secured by using Labomeca® Allen key

Delivery information: Supplied with wood screw.

Ø (mm) Length (mm) Pk Cat. No.
Threaded M10
12 450 1 241-0249
12 500 1 241-7150
12 600 1 241-7151
12 750 1 241-7152
12 1000 1 241-7153
Without thread
12 500 1 241-7156
12 600 1 241-7161
12 750 1 241-7162
12 1000 1 241-7163

Stand rods
Usbeck

Steel, galvanised

Good chemical resistance, very sturdy 
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Clamps and supports
Support Sets, Stand Bases and Rods

Ø (mm) Length (mm) Pk Cat. No.
Threaded M10
12 250 1 241-0378
12 450 1 241-0379
12 500 1 241-7177
12 600 1 241-7131
12 750 1 241-7132
12 1000 1 241-7133
12 1250 1 241-7159
12 1500 1 241-7160
Without thread
12 250 1 241-0380
12 450 1 241-0381
12 500 1 241-7178
12 600 1 241-7141
12 750 1 241-7142
12 1000 1 241-7143
12 1250 1 241-7171
12 1500 1 241-7172

Stand rods
Usbeck

Stainless steel

Robust, very stable
Very good chemical resistance

Length (mm) Pk Cat. No.
300 1 241-7510

Clamps, flexible
Usbeck

Foot made of die-cast zinc with flexible 300 mm long three-finger clamp, nickel plated brass.

Safety base, 85 mm diameter, for firm immovable positioning
Clamp spanning width 0 to 40 mm
The fingers of the clamp are covered with a plastic coating to protect the items clamped
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Clamps and supports
Support clamps, bossheads

Material Spanning width (mm) Pk Cat. No.
Stainless steel 18/10, anti-magnetic 13 1 241-7185
Tempered cast iron, chromed 13 1 241-7186

Bossheads for frames, 90°
Bochem

For rods up to 13 mm
Angle: 90°
With heart screws

Material Spanning width (mm) Pk Cat. No.
Aluminium alloy, powder coated 13 1 241-7231

Bosshead
Usbeck

For rods up to 13 mm 
Adjusting screws of nickel plated brass

Material For rod Ø (mm) Pk Cat. No.
Stainless steel, electrolytically polished, 
with stainless steel T-screws

16,0 1 241-7201

Zinc die-cast, powder coated, with nickel 
plated steel screws

16,0 1 241-7223

Zinc die-cast, powder coated, with nickel 
plated brass screws

16,0 1 241-7207

Zinc die-cast, powder coated, with nickel 
plated brass screws

20,0 1 241-7104

Aluminium alloy, powder coated, with 
nickel plated brass T-screws

13,0 1 241-7203

Material For rod Ø (mm) Pk Cat. No.
Swivel type
Zinc die-cast, powder coated, with nickel 
plated brass screws

16,0 1 241-7222

Double bossheads
Usbeck

For stand assembly.

Quick, easy assembly and disassembly
Robust, durable
Wide range of different materials available for many applications

241-7223

241-7104

241-7222
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Clamps and supports
Support clamps, bossheads

Description Material For rod Ø (mm) Pk Cat. No.
Thumb screw Aluminium 16,5 1 241-7204
Thumb screw Tempered cast iron, chromed 16,5 1 241-7181
Thumb screw Tempered cast iron, chromed 20,0 1 241-7182
Thumb screw Tempered cast iron, chromed 36,0 1 241-7183

Description Material For rod Ø (mm) Pk Cat. No.
Swivel type
Heart screw Stainless steel 16,5 1 241-7221

Double bossheads
Bochem

For stand assembly.

Quick, easy assembly and disassembly 
Robust, durable

241-7204

241-7181

241-7221

Description Material Spanning width (mm) Pk Cat. No.

Heart screw
Stainless steel 18/10, anti-
magnetic

16,5 1 241-7211

Thumb screw, chromed Tempered cast iron, chromed 16,5 1 241-7179

Bossheads
Bochem

Clamping range up to 16 mm.

Angle: 90 + 180° 
For quick, easy assembly

Material For For rod Ø (mm) Pk Cat. No.
Stainless steel < 3,5 Nm* 7 - 13 10 241-0119
Stainless steel < 3,5 Nm* 16 10 241-0120

Bossheads
For assembling 12, 13 and 16 mm diameter rods.

Bossheads can be fully opened; this enables the rod to be securely attached in the desired position
Easy to assemble and disassemble by means of an Allen key (optional, part number 241-0053)
Very good chemical resistance, robust

* When stainless steel boss is locked onto stainless steel rod it can not be moved by a rotational force less than 3,5 Nm
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Clamps and supports
Support clamps, bossheads

Material For For rod Ø (mm) Pk Cat. No.
Laboral aluminium alloy < 3* Nm 8×8 10 241-0128
Laboral aluminium alloy < 3*or 6** Nm 8×12 10 241-0224
Laboral aluminium alloy < 6** Nm 7×13 10 241-0129
Laboral aluminium alloy < 6* or 25*** Nm 12×16 10 241-0130
Laboral aluminium alloy < 25*** Nm 16×16 10 241-0131
Laboral aluminium alloy < 25*** Nm 21×21 3 241-0133

Bossheads
For assembling 8, 12, 13, 16 and 21 mm diameter rods. 

Light yet robust design 
Bossheads open out completely enabling them to be secured instantly at the required position on any rod 
Lock into place with a Labomeca® Allen key (optional, part number 241-0053)

* When 8 mm boss is locked onto duralumin rod it can not be moved by a rotational force less than 3 Nm
** When 8 - 12 mm boss is locked onto duralumin rod it can not be moved by a rotational force less than 6 Nm
*** When 16 mm boss is locked onto duralumin rod it can not be moved by a rotational force less than 25 Nm

Material Spanning width (mm) Pk Cat. No.
Laboral aluminium alloy 1,5 - 13 5 241-0143
Laboral aluminium alloy 2 - 16 5 241-0017
Stainless steel 2 - 16 2 241-0109
Aluminium bronze 8 - 27 2 241-0025
Stainless steel 8 - 27 2 241-0110

Bossheads, universal

Light robust design 
With easy action, T-screws for fixing

Material Spanning width (mm) Pk Cat. No.
Laboral aluminium alloy 3 - 16 2 241-0113

Bossheads, universal, pivoting
For connecting two retort rods at any angle 

Tommy screw for securing the bosshead at the desired angle 
T-screws for securing the retort rods

Spanning width (mm) Pk Cat. No.
8 - 30 5 241-0013

Clamps
Laboral aluminium alloy

Round jaws covered in vinyl to protect clamped items
With one easy action knurled screw for securing
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Clamps and supports
Support clamps, bossheads

Spanning width (mm) Pk Cat. No.
15 - 65 5 241-0020

Clamps
Laboral aluminium alloy

Round jaws covered in vinyl to protect clamped items
With one easy action knurled screw for securing

Spanning width (mm) Pk Cat. No.
22 - 70 2 241-0032

Clamps
Laboral aluminium alloy

Round jaws covered in vinyl to protect clamped items
With two easy action knurled screws for adjusting each of the movable clamping jaws independently of 
each other

Spanning width (mm) Pk Cat. No.
8 - 35 3 241-0037
20 - 75 2 241-0023

Clamps
Stainless steel

Easy to use, robust clamps.

Independently adjustable jaws, jaw height 16 and 25 mm
With two easy action knurled screws for adjusting each of the movable clamping jaws independently of 
each other

Spanning width (mm) Pk Cat. No.
12 - 25 1 241-7314
20 - 40 1 241-7315
38 - 60 1 241-7316
30 - 80 1 241-0254

Clamps
Usbeck

Zinc die-cast, powder coated

The jaws of the clamps are covered with layer of cork to protect the clamped items
Without bosshead for fixing to stand
With wing screws for rapid easy clamping

Spanning width (mm) Pk Cat. No.
25 1 241-7188
40 1 241-7189
60 1 241-7190

Clamps
Bochem

Malleable cast iron, chromed

Jaws have cork inserts to protect clamped items
Without bosshead for fixing to stand
With wing screws for rapid easy clamping

DIN 12894
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Clamps and supports
Support clamps, bossheads

Spanning width (mm) Pk Cat. No.
25 1 241-1110
40 1 241-1111
60 1 241-1112

Clamps
Bochem

Stainless steel

Jaws are covered with a layer of cork to protect clamped items
Without bosshead for fixing to stand
With wing screws for rapid easy clamping

DIN 12894

Spanning width (mm) Pk Cat. No.
0 - 80 1 241-7192

Clamps, universal
Bochem

Aluminium

The fingers of the clamps have cork inserts to protect the clamped items
Without bosshead for fixing to stand
With wing screws for rapid easy clamping

Material Spanning width (mm) Pk Cat. No.
Zinc die-cast, powder coated 0 - 80 1 241-7549
Zinc die-cast, natural alloy 0 - 80 1 241-7313
Nickel coated steel 0 - 80 1 241-7312
Stainless steel 0 - 80 1 241-7311

Clamps, universal
Usbeck

The fingers of the clamps have cork inserts to protect the clamped items
Without bosshead for fixing to stand
With T-screws for rapid easy clamping

Spanning width (mm) Pk Cat. No.
0 - 30 2 241-0034

Clamps, three pronged, with flexible rod
Laboral aluminium alloy

Jaws covered in vinyl to protect clamped items
Clamp rod diameter: 8 mm; rod length: 200 mm

Spanning width (mm) Pk Cat. No.
0 - 30 5 241-0015

Clamps, three pronged
Laboral aluminium alloy

Clamping fingers covered in vinyl to protect clamped items
With easy action knurled screw for adjusting the clamping prongs
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Clamps and supports
Support clamps, bossheads

Spanning width (mm) Pk Cat. No.
12 - 100 5 241-0019

Clamps, three pronged
Laboral aluminium alloy

Clamping prongs covered in vinyl to protect clamped items
With two easy action knurled screws for adjusting the clamping fingers independently of each other

Spanning width (mm) Pk Cat. No.
35 - 100 2 241-0029

Clamps, four pronged
Stainless steel

Robust design, clamp rod diameter 12 mm, 140 mm long
With two easy action knurled screws for adjusting the clamping fingers independently of each other

Spanning width (mm) For Pk Cat. No.
0 - 40 rod Ø 8 mm 1 241-7431
0 - 40 rod Ø 10 mm 1 241-7432
25 - 80 rod Ø 10 mm 1 241-7433

Clamps, three pronged
Usbeck

Zinc die-cast, powder coated

The prongs of the clamps are covered with a plastic coating to protect the items clamped
Without bosshead for fixing to stand
With wing screws for rapid easy fixing

Spanning width (mm) Pk Cat. No.
0 - 70 1 241-3156

Clamps, three pronged
Bochem

Aluminium

The fingers of the clamps are covered with a plastic coating to protect the items clamped
Without bosshead for fixing to stand
With T-screws screws for rapid easy fixing

Description Spanning width (mm) Pk Cat. No.
Clamps, three pronged 70 1 212-9500

Clamps, three pronged
Aluminium die-cast clamps with three rubber covered jaws and nickel plated screws.
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Clamps and supports
Support clamps, bossheads

Material Pk Cat. No.
Stainless steel 1 241-7241
Nickel coated steel 1 241-7242
Steel, powder coated 1 241-0382

Hook connectors
Usbeck

For rods up to 13 mm
Angle: 90°
Clamping screws of nickel plated brass

Ø int. (mm) Pk Cat. No.
54 1 241-0375
70 1 241-0221
84 1 241-0376
100 1 241-0222
114 1 241-0383
130 1 241-0223

Retort rings without bosshead
Usbeck

Galvanised steel

With three-point bearing

Ø int. (mm) Pk Cat. No.
50 1 241-3148
70 1 241-0218
100 1 241-0219
120 1 241-0220
140 1 241-3150

Retort rings without bosshead
Bochem

Stainless steel 18/10

Ø int. (mm) Pk Cat. No.
70 1 241-0328
100 1 241-0329
130 1 241-0330

Retort rings with bosshead
Usbeck

Galvanised steel

With three-point bearing

Ø int. (mm) Pk Cat. No.
50 1 241-3149
140 1 241-7514

Retort rings with bosshead
Bochem

Stainless steel 18/10
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Clamps and supports
Support clamps, bossheads

Ø int. (mm) Pk Cat. No.
54 1 241-7525
84 1 241-7526
114 1 241-7527

Retort rings
Usbeck

Galvanised steel

With integral bosshead for fixing to retort stand
Three-point bearing

For Pk Cat. No.
Two burettes 2 241-0043

Burette clamps
Vinyl, black

Simple model.

For two burettes up to 12 mm diameter
Easy height adjustment
Can be attached to stand rods using knurled screws

For Pk Cat. No.
One burette 1 241-2020
Two burettes 1 241-2021

Burette clamps
Kartell

PP, white, robust

For fast and safe clamping of burettes.

Clamps fit rods 8 to 14 mm diameter
Clamps have rubber inserts and stainless steel springs
Burette scale not obstructed

For Pk Cat. No.
One burette 1 241-7451
Two burettes 1 241-7452

Burette clamps
Usbeck

Zinc die-cast, nickel plated

For simple and secure fixing of burettes.

With bosshead for fixing to stand rods
Jaws spanning distance from 0 to 40 mm
Clamping jaws with plastic coating to protect burettes
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Clamps and supports
Support clamps, bossheads

For Pk Cat. No.
One burette 1 241-7461
Two burettes 1 241-7462

Burette clamps
Usbeck

Die-cast aluminium

For simple and secure fixing of burettes.

With bosshead for fixing to retort stand
Span of clamp 0 to 20 mm
With roll holders

Description Pk Cat. No.
Funnel holder for 4 funnels up to 100 mm diameter 1 241-0105
Holder for 2 separating funnels, apertures 65 mm diameter 1 241-0106

PP, white

Stainless steel bosshead to fit rods up to 12 mm diameter
Acid resistant

Funnel holder

Spanning width (mm) Pk Cat. No.
40 - 120 1 241-2016
80 - 150 1 241-7416
100 - 170 1 241-0261

Clamps with chain
Usbeck

Zinc die-cast, nickel plated

For attaching glass beakers, flasks, reaction vessels and other laboratory vessels to support stands.

With cork-lined bracket
Adjustable, rubber covered chain
Without support stand bosshead
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Clamps and supports
Laboratory jacks

Plate size (mm)
Max. static load 
capacity (kg)

Max. dynamic load 
capacity (kg)

Working height 
(mm)

Pk Cat. No.

75×80 15 2 49 - 147 1 245-1220
120×140 30 5 60 - 243 1 245-1221
130×160 60 7 65 - 255 1 245-1222
200×200 80 7 70 - 260 1 245-1223
240×240 80 7 60 - 265 1 245-1226
300×300 80 12 130 - 470 1 245-1227
400×400 80 15 165 - 615 1 245-1228

Description For Pk Cat. No.
Accessories
Retort rod, aluminium, 400 mm, Ø 12 mm, 
M10

245-1221, 245-1222, 245-1223, 245-1226, 
245-1227, 245-1228

1 241-0227

Laboratory jacks
Aluminium, with stainless steel plates

High quality, stable and inexpensive range of lifting platforms for a variety of uses. With plates made 
from matt, brushed, non rusting stainless steel, and smooth running aluminium frame with scissor action. 
Rubber feet ensure stable support.

Ergonomically designed height adjustment knob for easy operation
Available with several different platform sizes
With M10 hole for retort rod (except 245-1220)

Plate size (mm)
Max. static load 
capacity (kg)

Working height 
(mm)

Colour Pk Cat. No.

50×40 20 31 - 93 Purple 1 245-0004
80×75 30 49 - 147 Purple 1 245-0005
120×140 50 60 - 243 Purple 1 245-0006
122×150 80 80 - 278 Purple 1 245-0007
180×216 90 95 - 398 Purple 1 245-0008
240×320 90 120 - 500 Purple 1 245-0009

Laboratory jacks
Anodised aluminium

With M10 threaded hole in the middle of the top plate for attaching retort rods (starting from item number 
245-0006).

Smooth adjustment of working height
Extreme stability
Exceptionally sturdy
Corrosion resistant and non susceptible to a wide range of chemicals
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Clamps and supports
Laboratory jacks

Description Pk Cat. No.
Accessories
Ratchet for laboratory jacks, length 190 mm 1 245-0026

Plate size (mm)
Max. static load 
capacity (kg)

Max. dynamic load 
capacity (kg)

Working height (mm) Colour With Pk Cat. No.

Aluminium
100×100 10 5 55 - 120 Green Adjusting wheel 1 245-0029
160×130 30 7 60 - 275 Green Adjusting wheel 1 245-0031
160×130 30 7 75 - 400 Green Adjusting wheel 1 245-0033
200×200 30 7 60 - 275 Green Adjusting wheel 1 245-0034
200×200 30 7 75 - 400 Green Adjusting wheel 1 245-0036
240×240 30 7 60 - 275 Green Adjusting wheel 1 245-0037

300×300 60 12 90 - 470 Green
Adjusting wheel for 
ratchet

1 245-0039

400×400 60 15 90 - 470 Green
Adjusting wheel for 
ratchet

1 245-0041

Anodised aluminium
100×100 10 5 55 - 120 Blue Adjusting wheel 1 245-0030
160×130 30 7 60 - 275 Blue Adjusting wheel 1 245-0032
200×200 30 7 60 - 275 Blue Adjusting wheel 1 245-0035
240×240 30 7 60 - 275 Blue Adjusting wheel 1 245-0038

300×300 60 12 90 - 470 Blue
Adjusting wheel for 
ratchet

1 245-0040

400×400 60 15 90 - 470 Blue
Adjusting wheel for 
ratchet

1 245-0042

Laboratory jacks
Bochem

Aluminium or anodised aluminium

These lab jacks feature an improved scissor technology with reduced tolerances. The scissor construction is 
made of 18/10 stainless steel.

Ergonomic knob, rounded and user friendly
Smaller models up to 240×240 mm have a simple adjusting wheel, which can be operated by hand
Bigger models from 300×300 mm are recommended to be used in combination with a ratchet, which 
connects with a special adjusting wheel (ratchet included)

DIN 12897
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Miscellaneous
Adhesives, lubricants and sprays

Plate size (mm)
Max. dynamic load 
capacity (kg)

Working height (mm) Pk Cat. No.

240×240 25 120 - 300 1 245-0025

Electrical laboratory jacks, Lift 240
Bochem

Stainless steel 18/10

Remote control operated lab jack with integrated motor for use in hoods.
Max. load capacity (dynamic): 25 kg.

Chemically resistant PTFE bellows protect the electronic components
Stable stand and wobble-free lifting and lowering
The end stop can be manually adjusted from the outside

Description Pk Cat. No.
Grease, high vacuum application 50 g 291-0039

Lubricating grease, vacuum
High vacuum grease is ideal for sealing and lubricating vacuum and pressure systems. Grease can also be 
used to maintain laboratory equipment. Features a low volatility to hold deep vacuums; resists oxidation 
and provides good thermal stability.

Non melting, non gumming silicone with a heavy consistency
Temperature range from -40 to +260 °C
Tube contents 50 g

Description Width (mm) Length (m) Pk Cat. No.
PTFE tape 12 12 1 Roll 291-0041

Sealing tape, PTFE
BOLA

PTFE tape for sealing joints and screw threads. Thickness: 0,1 mm

Temperature resistant from −200 to +250 °C 
High chemical resistance

Length: 12 m

Colour: White
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Miscellaneous
Foils and accessories

Width (mm) Length (m) Thickness (μm) Pk Cat. No.
300 100 30 1 Roll 291-0042
450 100 30 1 Roll 291-0043

Aluminium foils
Pure aluminium 99.0 - 99.5%

Ideal for packaging, covering and insulation.

Economical large size rolls for use in a roll dispenser

Width (mm) Length (m) Thickness (μm) Pk Cat. No.
300 10 15 1 Roll 293-4111
300 150 15 1 Roll 293-4183
300 10 30 1 Roll 293-4110
300 100 30 1 Roll 293-4184
450 10 15 1 Roll 293-4112
450 10 30 1 Roll 293-4113
450 100 30 1 Roll 293-4185
500 100 30 1 Roll 293-4186
500 200 50 1 Roll 293-4182
600 100 30 1 Roll 293-4187

Aluminium foils
Pure aluminium, 99.0 - 99.5%, soft

Supplied in practical dispensers
Different widths and thicknesses available

Width (mm) Length (m) Pk Cat. No.
500 75 1 291-0022
500 90 1 291-0023

Aluminium foils
Rolls of light but strong aluminium foil. Excellent barrier against vapours, light, odours and bacteria.

Hygienic, recyclable
Non toxic and imparts no taste or odour

Delivery information: Rolls supplied in a dispenser box.

Description W×D×H (mm) Pk Cat. No.
Foil dispenser 100×190×120 1 113-1575

Description Pk Cat. No.
Foil rolls
Foil rolls, 102 mm×153 m 24 113-1576
Foil rolls, 153 mm×153 m 24 113-1577

Foil dispenser
ABS

This foil dispenser is designed as an inexpensive solution for precut foil squares.

Small size allows for use in limited spaces and easy transport
Unique blade and cover activation allows the foil to be cut to a desired length
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Miscellaneous
Foils and accessories

Thickness (μm) Ø (mm) Pk Cat. No.
30 80 1.000 611-9001
30 130 1.000 611-9004

Aluminium foil discs
Pure aluminium, 99,0 - 99,5%

Can be used for a wide variety of laboratory tasks.

Economical large packs
Tissue paper is inserted between discs to facilitate handling
Simple storage and removal from dispenser

Length (m) Width (mm) Pk Cat. No.
303 300 1 291-0020
303 460 1 291-0021

Sealing films, cling film
Cling film stretches in all directions, made of clear plastic. Can be used for sealing tubes, beakers, flasks and 
bottles. Clings well to glass, ceramics and stainless steel, but will not cling heavily to itself.

Odourless, moisture-proof
High tensile strength and puncture resistant

Delivery information: Rolls supplied in a dispenser box.

Length (m) Width (mm) Pk Cat. No.
75 50 1 291-1214
75 100 1 291-1212
38 100 1 291-1213
15 500 1 291-1211

Sealing film for manual application, PARAFILM® M
Brand

Universal, semi-transparent, highly elastic film designed for airtight and moisture-proof sealing and many 
other applications. The film can be stretched up to 200% and forms a completely tight seal even with 
irregular shapes and areas.

Resistant to polar substances such as saline solutions, inorganic acids and alkalis for up to 48 hours
Effective temperature range −45 to +50 °C (melting point ca. +60 °C)
Liquid-tight and gas permeable
Non toxic, free of plasticisers

Description Colour Pk Cat. No.
Dispenser for PARAFILM® M sealing film Transparent 1 631-0726

Dispenser for Parafilm® M sealing film
Acrylic, transparent

For clean storage and easy dispensing of Parafilm® M sealing film.

Designed for two rolls 50 mm wide or one roll 100 mm wide 
With serrated blade for easy cutting 
Easy to clean
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Miscellaneous
Foils and accessories

Description Pk Cat. No.
Dispenser with safety cutter for Parafilm® M 1 291-1219

Dispenser for Parafilm® M sealing film
Plastic, light grey

For neat and safe cutting of Parafilm® M sealing film as well as clean storage.

For rolls 50 or 100 mm in width 
Film feed device 
Safety cutter
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