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Temperature treatment and drying
Circulating thermostats
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Type Temp. range (°C) Cooling capacity (kW) Capacity (l) W×D×H (mm) Pk Cat. No.
R1 refrigeration unit min. −20...+100 0,25; 0,14; 0,10; 0,035; -; -; - 5 230×410×590 1 473-0000
R2 refrigeration unit min. −20...+100 0,25; 0,14; 0,10; 0,035; -; -; - 5 230×410×590 1 473-0001

R3 refrigeration unit min. −30...+100
0,16; 0,15; 0,12; 0,05; 
0,005; -; -

5 230×410×590 1 473-0002

R4 refrigeration unit min. −30...+100
0,90; 0,50; 0,30; 0,18; 0,04 
; -; -

20 390×490×710 1 473-0003

R5 refrigeration unit min. −47...+100
1,10; 1,05; 0,80; 0,58; 0,37; 
0,13; 0,025

12 415×575×765 1 473-0004

Note: Cooling capacity at +20; 0;−10; −20; −30; −40 and −47 °C

Type Cooling capacity (kW) Pk Cat. No.
1171PD 0,66/0,44/0,16* 1 462-7032
1171MD 0,66/0,44/0,16* 1 462-7033
1173PD 0,99/0,74/0,41* 1 462-7034
1173MD 0,99/0,74/0,41* 1 462-7035
1175MD 1,41/0,91/0,62* 1 462-7036
1175PD 1,41/0,91/0,62* 1 462-7037
1177MD 2,07/1,41/0,63* 1 462-7038
1177PD 2,07/1,41/0,63* 1 462-7039
1179MD 2,40/1,59/0,83* 1 462-7040
1179PD 2,40/1,59/0,83* 1 462-7041

* Cooling capacity at +20, +10 and 0 °C

Circulating chillers
These circulating chillers are an environmentally friendly, water-conserving and a reliable means of 
controlling the temperature of liquids in open tanks or closed loop systems. They provide high cooling 
performance at low cost. With a temperature range from −10 to +40 °C, they are ideally suited for many 
process and routine applications. There are two pump versions available, with a wide choice of cooling 
volumes and compressor sizes to suit special applications. The devices are characterised by readily 
programmable, bright LED displays that can be read easily and comfortably. The standard, magnetically-
coupled centrifugal pumps (MD model series) generate a high flow rate at relatively low pressure. The 
positive displacement pumps (PD model series) have a lower flow rate, but provide higher, adjustable 
pressures for more demanding applications. The modulating system maintains stable temperatures, 
even under fluctuating load conditions. The circulating chillers provide a temperature stability of ±0,1 °C. 
Dimensions (W×H×D): 368×575×702 mm

Exceptional cooling performance and wide temperature range from −10 to +40 °C
Extra-large digital display for easy reading of the set temperature, the flow rate and/or the pressure even 
from a distance
Optical and acoustic alarm function if any of the set parameters are not maintained
Adjustable low and high temperature limits, low fluid level alarm function, temperature stability with 
easy to operate calibration function and optional interfaces for various functions, such as remote control

Delivery information:  Supplied with ½” lockable NPT inlet and outlet fittings, and lockable castors. Each 
unit is supplied complete with three plugs: EU, UK and CH for use throughout Europe. Please contact the 
VWR sales office for details of options and accessories.

Recirculating coolers, F series
Julabo

Environmentally friendly recirculating coolers that save tap water, these units were designed for simple 
cooling tasks where reliable continuous operation is important. Due to their compact design, the coolers 
can be positioned either on or under lab bench tops. Units can be used with water, water/glycol or 
Julabo Thermal G. They are ideal for cooling rotary evaporators, Kjeldahl instruments, measurement 
cells, automated analysis systems, CCD cameras, polarimeters, refractometers, calorimeters and Soxhlet 
apparatus.

Environmentally friendly, units help to save costly tap water and are ideal for basic cooling tasks
Splash-proof membrane keypad with LED temperature display shows actual value and setpoint 
(resolution 0,1 °C)
PID Temperature control with set control parameters, temperature resolution ±0,1 °C
Easy to use via convenient 3-key setpoint adjustment
Straightforward filling and draining, and filling level indicator
Low energy consumption

Max. flow rate / max. pressure:
F250:  15 l/min, 350 mbar pressure
F500:  24 l/min, 500 mbar pressure
F1000: 23 l/min, 1000 mbar pressure

Delivery information: F250 supplied with 2× barbed fittings for tubing 8 and 10 mm Ø (pump connections 
M10×1 female). F500 and F1000: 2× barbed fittings for tubing 8 and 12 mm Ø. (pump connections M16×1 
male).
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